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service bulletin - Lycoming

Nov 17, 2003 - during some maneuvers and/or low oil levels. To inspect the oil sump for the casting void proceed as follows: 1. Drain oil from the oil sump. 2. 

















 Télécharger le PDF 






 537KB taille
 50 téléchargements
 260 vues






 commentaire





 Report
























MANDATORY 652 Oliver Street Williamsport, PA 17701 U.S.A.



SERVICE BULLETIN



Tel. 570-323-6181 Fax. 570-327-7101 www.lycoming.textron.com



DATE:



November 17, 2003



Service Bulletin No. 558



SUBJECT:



Inspection of Oil Suction Screen Area for Casting Voids



MODELS AFFECTED:



See attached list for engine models and serial numbers. Spares with part numbers 56A22634-01 and 56A22634-02 that were shipped from Lycoming between June 21, 2002 and April 17, 2003 are also affected by this Service Bulletin.



TIME OF COMPLIANCE:



Next oil change or next 50-hour inspection.



Lycoming has determined that some oil sumps made from C56B19855 castings may have a casting void (hole) in the oil suction screen area (see Figure 1). This casting void can result in a decrease in oil pressure during some maneuvers and/or low oil levels. To inspect the oil sump for the casting void proceed as follows: 1. Drain oil from the oil sump. 2. Remove oil suction screen. 3. Inspect for casting void in upper area of the inside of the oil suction screen hole in the sump by inserting finger 1 to 1-1/2 inch in the oil suction screen hole. If a depression is felt, using a flashlight and inspection mirror if required, visually confirm the void. 4. If no void is found, document compliance with this Service Bulletin via a log book entry. 5. If a void is found contact Lycoming by phone at 570-323-6181 or by fax at 570-327-7113 to schedule repair of your engine. WARRANTY: Up to a total of one-half hour (.5) labor will be reimbursed for inspection. Comply with Lycoming warranty procedure through a Lycoming distributor.
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Service Bulletin No. 558



Figure 1.
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ATTACHMENT I – Page 1 – Service Bulletin No. 558 MODEL IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5



ENGINE S/N L-26208-48A L-28449-48A L-28450-48A L-28451-48A L-28452-48A L-28453-48A L-28454-48A L-28455-48A L-28456-48A L-28457-48A L-28458-48A L-28459-48A L-28460-48A L-28461-48A L-28462-48A L-28463-48A L-28464-48A L-28465-48A L-28466-48A L-28467-48A L-28468-48A L-28476-48A L-28477-48A L-28478-48A L-28496-48A L-28497-48A L-28498-48A L-28499-48A L-28500-48A L-28504-48A L-28505-48A L-28510-48A L-28513-48A L-28514-48A L-28517-48A L-28526-48A L-28527-48A L-28528-48A L-28529-48A L-28530-48A L-28531-48A L-28547-48A L-28548-48A L-28550-48A L-28556-48A L-28557-48A L-28558-48A L-28564-48A L-28565-48A L-28575-48A L-28576-48A L-28577-48A L-28579-48A L-28589-48A L-28590-48A
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ENGINE S/N L-28591-48A L-28592-48A L-28593-48A L-28594-48A L-28595-48A L-28596-48A L-28597-48A L-28601-48A L-28602-48A L-28605-48A L-28606-48A L-28607-48A L-28608-48A L-28609-48A L-28610-48A L-28611-48A L-28612-48A L-28613-48A L-28614-48A L-28615-48A L-28621-48A L-28629-48A L-28645-48A L-28646-48A L-28648-48A L-28650-48A L-28658-48A L-28659-48A L-28661-48A L-28662-48A L-28671-48A L-28672-48A L-28677-48A L-28679-48A L-28681-48A L-28688-48A L-28689-48A L-28724-48A L-28725-48A L-28726-48A L-28733-48A L-28736-48A L-28737-48A L-28741-48A L-28744-48A L-28745-48A L-28746-48A L-28749-48A L-28750-48A L-28753-48A L-28762-48A L-28763-48A L-28770-48A L-28771-48A L-28772-48A



MODEL IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5



ENGINE S/N L-28773-48A L-28781-48A L-28782-48A L-28784-48A L-28785-48A L-28786-48A L-28787-48A L-28788-48A L-28789-48A L-28790-48A L-28791-48A L-28795-48A L-28802-48A L-28803-48A L-28804-48A L-28805-48A L-28806-48A L-28807-48A L-28808-48A L-28809-48A L-28810-48A L-28812-48A L-28813-48A L-28815-48A L-28817-48A L-28819-48A L-28820-48A L-28821-48A L-28828-48A L-28829-48A L-28834-48A L-28847-48A L-28848-48A L-28850-48A L-28851-48A L-28852-48A L-28854-48A L-28855-48A L-28857-48A L-28858-48A L-28861-48A L-28862-48A L-28865-48A L-28866-48A L-28867-48A L-28868-48A L-28869-48A L-28870-48A L-28876-48A L-28877-48A L-28878-48A L-28879-48A L-28885-48A L-28886-48A L-28887-48A



ATTACHMENT I – Page 2 – Service Bulletin No. 558 MODEL IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-AE1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1A5 IO-540-K1B5 IO-540-K1B5 IO-540-K1B5 IO-540-K1B5 IO-540-K1B5 IO-540-K1B5 IO-540-K1B5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5



ENGINE S/N L-28888-48A L-28890-48A L-28893-48A L-28894-48A L-28906-48A L-28908-48A L-28909-48A L-28911-48A L-28912-48A L-28913-48A L-28914-48A L-28915-48A L-28947-48A L-16378-48A L-20120-48A L-20363-48A L-28392-48A L-28407-48A L-28418-48A L-28501-48A L-28536-48A L-28537-48A L-28574-48A L-28660-48A L-28683-48A L-28684-48A L-28720-48A L-28722-48A L-28735-48A L-28747-48A L-28756-48A L-28794-48A L-28799-48A L-28843-48A L-28904-48A L-28924-48A L-28955-48A L-29001-48A L-29002-48A L-29003-48A L-28436-48A L-28670-48A L-28676-48A L-28685-48A RL-10488-48A RL-14106-48A RL-23500-48A L-18644-48A L-24644-48A L-28636-48A L-28637-48A L-28638-48A L-28639-48A L-28690-48A L-28692-48A



MODEL IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5 IO-540-K1G5D IO-540-K1H5 IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D



ENGINE S/N L-28709-48A L-28712-48A L-28758-48A L-28796-48A L-28797-48A L-28920-48A L-28957-48A L-28961-48A L-28969-48A L-28970-48A L-28973-48A L-28992-48A L-28995-48A RL-16423-48A RL-18954-48A RL-24747-48A RL-17816-48A L-28440-48A L-28425-48A L-28426-48A L-28427-48A L-28489-48A L-28491-48A L-28492-48A L-28532-48A L-28533-48A L-28534-48A L-28535-48A L-28541-48A L-28542-48A L-28552-48A L-28554-48A L-28578-48A L-28580-48A L-28698-48A L-28767-48A L-28792-48A L-28793-48A L-28800-48A L-28826-48A L-28827-48A L-28889-48A L-28895-48A L-28897-48A L-28898-48A L-28899-48A L-28902-48A L-28903-48A L-28916-48A L-28921-48A L-28936-48A L-28937-48A L-28938-48A L-28939-48A L-28972-48A



MODEL IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-K1J5D IO-540-M1C5 IO-540-M1C5 LTIO-540-F2BD LTIO-540-J2B LTIO-540-J2B LTIO-540-J2BD LTIO-540-J2BD LTIO-540-J2BD LTIO-540-J2BD LTIO-540-J2BD LTIO-540-J2BD LTIO-540-J2BD LTIO-540-J2BD TIO-540-A2B TIO-540-A2B TIO-540-A2C TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AE2A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A



ENGINE S/N L-28986-48A L-28998-48A L-28999-48A L-29000-48A L-29007-48A L-28521-48A L-28522-48A RL-2842-68A L-2994-68A RL-2890-68A L-1839-68A L-2024-68A L-2864-68A L-2993-68A L-2995-68A L-2996-86A L-3001-68A RL-2274-68A L-3530-61A L-10504-61A L-10687-61A L-7316-61A L-9919-61A L-10096-61A L-10163-61A L-10405-61A L-11259-61A L-11283-61A L-11307-61A L-11314-61A L-11339-61A L-11340-61A L-11341-61A L-11342-61A L-11343-61A L-11344-61A L-11358-61A L-11374-61A L-11384-61A L-11426-61A L-11437-61A L-11448-61A L-11466-61A RL-1581-X RL-1703-61A RL-2889-61A RL-5263-61A L-9975-61A L-10801-61A L-10952-61A L-11059-64A L-11157-61A L-11238-61A L-11243-61A L-11246-61A



ATTACHMENT – Page 3 – Service Bulletin No. 558 MODEL TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A



ENGINE S/N L-11247-61A L-11250-61A L-11251-61A L-11258-61A L-11260-61A L-11261-61A L-11263-61A L-11264-61A L-11270-61A L-11271-61A L-11272-61A L-11273-61A L-11274-61A L-11275-61A L-11277-61A L-11278-61A L-11282-61A L-11293-61A L-11299-61A L-11300-61A L-11301-61A L-11305-61A L-11309-61A L-11310-61A L-11312-61A L-11317-61A L-11318-61A L-11321-61A L-11322-61A L-11323-61A L-11327-61A



MODEL TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A



ENGINE S/N L-11328-61A L-11345-61A L-11346-61A L-11347-61A L-11348-61A L-11349-61A L-11353-61A L-11361-61A L-11372-61A L-11373-61A L-11375-61A L-11376-61A L-11377-61A L-11380-61A L-11382-61A L-11389-61A L-11406-61A L-11415-61A L-11421-61A L-11422-61A L-11423-61A L-11424-61A L-11429-61A L-11431-61A L-11434-61A L-11436-61A L-11438-61A L-11442-61A L-11449-61A L-11451-61A



MODEL TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-AH1A TIO-540-F2BD TIO-540-F2BD TIO-540-J2B TIO-540-J2B TIO-540-J2B TIO-540-J2B TIO-540-J2B TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-J2BD TIO-540-U2A TIO-540-U2A



ENGINE S/N L-11452-61A L-11458-61A L-11459-61A L-11464-61A L-11465-61A RL-5039-61A RL-6895-61A RL-7254-61A RL-9005-61A RL-10466-61A RL-10492-61A L-5874-61A RL-6785-61A L-3085-61A L-11289-61A L-11355-61A L-11402-61A L-11412-61A L-1862-61A L-6929-61A L-9771-61A L-9996-61A L-10098-61A L-11199-61A L-11255-61A L-11386-61A L-11443-61A L-11453-61A RL-2632-61A L-11379-61A L-11385-61A
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service bulletin - Lycoming 

Feb 23, 2007 - Inc., 214 Church Street, Wethersfield, CT 06109. Relief Valve Check: 1. Remove the magneto hose (magneto to magneto pressure adapter) ...
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service bulletin - Lycoming 

May 6, 2003 - purchased as spares from Lycoming between January 30, 2003 and May 5, ... This reprint is current at the time Service Bulletin No. ... Page 2 ... PAC during the applicable time period, and have not yet been recovered by PAC ...
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service bulletin - Lycoming 

B. Optional Inspection Procedure Using a â€œGo/No-Goâ€� Gage. .... diameter of the valve guide is below the maximum limit and the valve guide is suitable for further.
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service bulletin - Lycoming 

DATE: September 30, 2002. Service Bulletin No. 554. Engineering Aspects of this. Service Bulletin are FAA Approved. SUBJECT: Crankshaft Gear Retaining ...
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service bulletin - Lycoming 

Feb 21, 2005 - When reinstalling or replacing the fuel pump use a new fuel pump gasket. To identify affected pumps, check the manufacturer's code scribed on ...
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service bulletin - Lycoming 

Oct 30, 2006 - from Lycoming between September 1, 2003 and June 1, 2006. The engines and spare ... at the location shown in Figure 1. b. If the 3/16-inch ...
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service bulletin - Lycoming 

replaced with P/N LW-11201 washers shipped 2/1/99 through 6/25/02 as spares, regardless of whether or ... If cracks are present or if wear exceeds acceptable limits, replace the affected part before reassembly. 3. ... TIO-540-A2C. L-9178-61A.
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service bulletin - Lycoming 

Nov 24, 2003 - Page 1 of 7. Service Bulletin. Bulletin No. A-112 Rev. A Issue Date: November 24, 2003. Power Systems. PO Box 273 â€¢ Fort Deposit, AL 36032.
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service bulletin - Lycoming 

Mar 27, 2006 - See the latest revision of Lycoming Service Instruction No. 1308 for the alternate pressure testing procedure. Page 1 of 12. Â©2006 by Lycoming ...
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service bulletin - Lycoming 

August 16, 2002. Service Bulletin No. 552. (Supersedes and Replaces Service Bulletin No. 550). SUBJECT: Crankshaft Replacement in Lycoming TIO and ...
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service bulletin - Lycoming 

Jun 10, 2002 - of Service Instruction No. 1420 for lubrication of fuel pump drive shaft prior to reassembly. Consider compliance with Service Bulletin No. 539.
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service bulletin - Lycoming 

diameter of the valve guide in a straight line with the center line of the rocker arm. Valve stem movement must be measured by moving the valve stem along this ...
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service bulletin - Lycoming 

(Supersedes Service Bulletin No. ... must be measured by moving the valve stem along this line. ... clean as described in the applicable overhaul manual. 5.
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ATTACHMENT I â€“ Service Bulletin No - Lycoming 

2641 Spring St. Long Beach, CA 90806. Phone No. .... Lincoln Park Aviation. 425 Beaver Brook Road. Lincoln, NJ 07035. Phone No.: 973-633-0450. Fax No.:.
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service instruction - Lycoming 

Dec 9, 2005 - governor drives. TIME OF COMPLIANCE: Anytime the propeller governor is installed. The use of a P/N LW-12347 propeller governor pad plate ...
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service instruction - Lycoming 

Any time a P/N STD-1409 nut is removed from the crankcase parting line in the sump or from any other location (such as the oil pump body on TIO and TIGO-541 ...
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service instruction - Lycoming 

Jan 19, 1988 - On all engines except the 76 series, push out rocker shaft to remove ... attaching the compression tester, check the air supply regulator to make ...
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service instruction - Lycoming 

timing has been checked and any corrections to the timing have been made. In addition, a further inspection should be made to determine that the alignment is ...
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service instruction - Lycoming 

shown in Figure 2. Continue rotating the crankshaft until the ignition timing pointer and the split line of the two crankcase halves align. Leave the crankshaft in ...
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service instruction - Lycoming 

www.lycoming.textron.com. DATE: July 10, 2003 ... SUBJECT: Propeller Oil Control Leak Test Procedure (With Propeller Installed on. Engine) ... Whenever the engine is going into feather during landing roll out with reduced throttle setting.
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SERVICE BULLETIN 

Dec 1, 1990 - SERVICE BULLETIN: If the RSL lanyard does not fit properly, check the length against the chart for proper mating/compatibility. COMPLIANCE ...
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Service Bulletin 

Model Code : NCP1#, NCP2#, NCP3#, NCP4#, NCP61, NLP10, NLP2#, ... Aug.,1999. NCP2#,NLP2#,. Aug.,1999 ... Aug.,2002. NCP4 ... Sep.,2002 ... Aug.,2003.
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service bulletin 

Dec 1, 2003 - All Propellers, Governors, and Accumulators .... service (engine installation) or at any time governor or accumulator is removed from service.
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service bulletin 

Jun 22, 1992 - Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this ...
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