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service bulletin

Jun 22, 1992 - Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this ... 
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SERVICE BULLETIN DATE: JUN 22, 1992 SERVICE BULLETIN # 1513 Rev. A SUBJECT: SKYHOOK RESERVE PILOTCHUTE STATUS: MANDATORY



# OF PAGES: 3



IDENTIFICATION: Skyhook Reserve Pilotchute P/N 2233-( ) manufactured by Rigging Innovations Inc between May 16, 1989 and July 29, 1991. Serial numbers include 2405-5551. BACKGROUND: In April 1991, a Skyhook reserve pilotchute was identified as having below specification spring tension. Subsequent investigations have identified additional Skyhook pilotchutes with below specification springs. SERVICE BULLETIN: The Skyhook reserve pilotchutes must have their spring tension tested for acceptable limits according to Rigging Innovations testing procedure TP-19F001, Field Pilotchute Spring Test. Refer to Attachment A. Those pilotchutes passing the test may be marked as specified in the test procedure and returned to service. Those failing the test must be returned to the manufacturer or their designated representative for repair or replacement. COMPLIANCE DATE: AT THE NEXT RESERVE REPACK. AUTHORITY: SANDY R. REID, PRESIDENT



RIGGING INNOVATIONS INC. 27235 WATSON ROAD, P O BOX 1398 ROMOLAND, CA 92585, U.S.A. Telephone: 909-928-1438 FAX: 909-928-1538 DISTRIBUTION: All registered owners affected by the Service Bulletin. All Rigging Innovations Dealers. All Parachuting Publications. National Aero Clubs, Parachuting Section. Military Parachute Organizations. COMMENT: Attachment A follows.
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SB-1513-A - ATTACHMENT A FIELD PILOTCHUTE SPRING TEST - TP-19F001 BACKGROUND: The purpose of this device and procedure is to provide the rigger in the field with a simple, quick, and accurate method of determining the compression tension of a spring type pilotchute assembly. This device and procedure was developed to test Skyhook reserve pilotchutes for compliance with Rigging Innovations Inc Service Bulletin 1513- Revision-A. AUTHORIZED REPAIRMAN: FAA Senior or Master Parachute Rigger or foreign equivalent. EQUIPMENT REQUIRED: 1 ea Spring tester assembly. P/N 19F001 1 ea CALIBRATED spring scale with 50# (22 Kg) capacity. COMMENT: There has been much discussion within the industry as to the point at which you measure the compression tension of pilotchute springs. The only standard available is the Mil-Spec for MA-1 springs. That drawing references measurement at 1 inch compression. Accordingly, Step 11 of the following procedure tells you how to determine that 1 inch configuration. Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this Test Procedure. PROCEDURE: 1. A mounting platform for the testing jig needs to be located. Two table tops of the same height placed approximately 4" (10 cm) apart will suffice. 2. Take the base plate and mount it securely to the top of the table surfaces with the rubberized surface facing up. A permanent fixture could be set up if space allows. 3. Assemble the top plate with the guide pin and circlip. 4. Remove any bridles or free bags from the pilotchute. 5. Place the pilotchute upside down on the base plate. 6. Thread the guide pin of the top plate through the bottom grommet or opening in the pilotchute. Compress the pilotchute while pulling the canopy fabric out of the spring coils and keeping the spring centered on the plates. 7. Thread the guide pin through the hole in the bottom plate so it protrudes out the bottom and compress the spring until the topmost hole in the pin is exposed. Lock the guide pin with the locking pin provided to hold the assembly in place. 8. Center the pilotchute within the plates and make sure that as much canopy fabric as possible is outside the spring. 9. Set the spring scale to zero and attach it to the bottom hole of the guide pin. 10. Remove the guide pin while holding tension on the spring scale to keep the pilotchute collapsed. 11. Pull the spring scale down until the pilotchute is at maximum compression. Release tension slightly on the pilotchute and then reapply to determine exactly where the "zero" point is at. From this point it is possible to measure down the shaft of the pin to determine the 1" (25mm) point is even with the bottom of the plate. 12. The tension of the pilotchute spring may now be read directly from the spring scale. 13. MINIMUM spring tension allowable for passing is 18# (8.2kg). 14. Skyhook pilotchutes that pass the test must be marked on the cap in indelible ink with "SB-1513A" along with the date of the test . They may then be returned to service. In addition, log entry must be made on the packing data card or log book as to the passing of the test. 15. Pilotchutes that fail the test are to be withdrawn from service and replaced or modified according to RI Product Modification Procedure PMP-1213. THEY ARE NOT TO BE DESTROYED. Upon completion of the test, the rigger must notify Rigging Innovations Inc of the results. The following information is to be provided:
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1. 2. 3. 4.



Serial number of the Skyhook pilotchute. Results of the test, Pass/Fail and the tension of the spring. Date of the test. Name and qualification of the person performing the test. END OF ATTACHMENT
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SERVICE BULLETIN 

Dec 1, 1990 - SERVICE BULLETIN: If the RSL lanyard does not fit properly, check the length against the chart for proper mating/compatibility. COMPLIANCE ...
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Service Bulletin 

Model Code : NCP1#, NCP2#, NCP3#, NCP4#, NCP61, NLP10, NLP2#, ... Aug.,1999. NCP2#,NLP2#,. Aug.,1999 ... Aug.,2002. NCP4 ... Sep.,2002 ... Aug.,2003.
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service bulletin 

Dec 1, 2003 - All Propellers, Governors, and Accumulators .... service (engine installation) or at any time governor or accumulator is removed from service.
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Service Bulletin 

made only) *2. 85143-02020. 85143-02020. Grommet rear wiper motor. 1. I. Prev. Part. New Part. (I). PP. NP. NI. PP. NP. (NI). PP. NP. S Interchangeable as a set.
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SERVICE BULLETIN 

Aug 24, 2010 - Engineering Aspects are. FAA (DER) .... been in the combustion chamber provides a base to support the intake valve in the event the valve.
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SERVICE BULLETIN 

Aug 24, 2010 - Lycoming Engines has identified a specific lot of intake valves P/N .... been in the combustion chamber provides a base to support the intake ...
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Service Bulletin 

It is also stamped on the manufacturer's plate as shown in the ... Mainly false air intake triggered this code, which was due to improperly fitted throttle body O-ring ...










 


[image: alt]





SERVICE BULLETIN 

Nov 19, 1990 - BACKGROUND: The original Safety Stow configuration used on the Talon and Telesis prior to. November 1990, was adapted from the Para ...
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service bulletin 

This will require a (1) time inspection and replacement of the throttle body retaining nut fastener. INSTRUCTIONS: Read entire procedure before beginning work.
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SERVICE BULLETIN 

Nov 19, 1990 - In January of 1992, the Freebag for the Talon/Telesis was redesigned and the Safety Stow was again shortened, this time to 5.00"/127mm.
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Service Bulletin 

Manufacturer: To issue new updated copies: 1. Technical description of the PZS â€“ 92 rescue parachute, Packing and use instructions No. P â€“ 003 â€“ 93, 2. issue ...
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service bulletin 

INTRODUCTION: There is a possibility that the affected aircraft may have flap actuator mounting brackets. (part number 750096-7 and â€“9) installed which ...
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SERVICE BULLETIN 

or EATON P/N 102000-1, -2, -3, -4, -5, or â€“7 Landing Gear Actuator per MAC Drawing. 940007 â€œRetrofit, Avionic Products/Plessey Electric Gear Actuatorâ€�.










 


[image: alt]





service bulletin 

Oct 30, 2003 - If a maintenance shop has any â€œNo Backâ€� Clutch Springs in inventory, it is ... Complete any service response paper work received from MAC Service Parts ... (6) can be rotated in either direction and small output gear (10) will.
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service bulletin 

Mar 20, 1998 - Hartzell Hydro-Selective Propeller Overhaul Manual 100E (ATA # 61-10-00) ... Hartzell Steel Hub Propeller Maintenance Manual 114C (ATA ...
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service bulletin 

Aug 9, 1991 - During engine assembly, the cam lobes and lifter faces must be coated with a molybdenum disulfide grease, such as Dow CorningÂ® Molykote ...
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SERVICE BULLETIN 

Compliance Will Enhance Safety, Maintenance, or Economy of. Operation. SUBJECT: Two Wire Magneto ... Internet: www.coiltester.com. CATEGORY 3. SB663.
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Service Bulletin 

The inside lens of the headlights may fog temporarily when the vehicle is driven in the rain or washed at a driver through car wash. This fogging is more ...
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SERVICE BULLETIN 

Jan 1, 1993 - Re-design of the main riser covers to eliminate the use of velcro in favor of pressure tongue technology. 2. Adoption of the Reserve Static Line ...
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Service Bulletin 

OVERSEAS CUSTOMER. SERVICE TECHNICAL DIV. Area Application : Europe. Model Name : YARIS, COROLLA, COROLLA VERSO, AVENSIS. Model Code ...
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SERVICE BULLETIN 

Retraction Bellcrank to 560202-501 & -502 Bellcrank Assembly has Bearing P/N ... INSTRUCTIONS: Place aircraft on jacks and remove belly panels forward of ... Check landing gear rigging per Chapter 32 of Mooney Service and Maintenance.
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service bulletin 

The Mooney M20M Service and Maintenance Manual, #151, Chapter 5, and .... Route â€“097 Tube Assembly straight aft [keep straight with Butt-Line of aircraft] ... MS21919DG3 Clamp and mounting hardware so that hole for securing clamp is.
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Service Bulletin 

Manufacturer: To issue new updated copies: 1. Technical description of the PZS â€“ 92 rescue parachute, Packing and use instructions No. P â€“ 003 â€“ 93, 2. issue ...
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service bulletin 

vice Bulletin according to Mooney Engineering Group. The removed .... R. E. M20. --296. --7. NO. T. E. : S o m e. Ins ta lla tions willha v e wire. S. A. 1. 2. A. 1. 2 a.
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