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Service Information 2 UL 87

2.16 Withdraw angular ring,. 2 thrust washers O,R mm thick, dog gear,. 4-dog hub, disk springs, distance ring and shim. (item 28, 27, 26, 25, 24, 23, 223 from the ... 

















 Télécharger le PDF 






 556KB taille
 4 téléchargements
 321 vues






 commentaire





 Report
























ion Configuration



UL-Reduct



Preload



gear with



prop



setting



of



execution for



erlgines



torsional



box,



shaft the



with



377,



shock



447,



in



absorber



one



12



spring



4-dog



hub



462,



503



piece



ass’Y



and



S32



edition:



March 1989



13 Preface ------1. 3 In the course of further development of the gear-box for ultrathe 2-dog hub has been changed to 4-dog hub. light engines, also the dog gear has been modified. In this context, ATTENTION’ a]



5 he 2-dog-huh can but not reverse.



be



b3



The dog gear used LJD t-o date has 8 bores of approx. These bores are eliminated on the new dog gear.



c!



Fieplacement for the old dog-gear dog gear together with 4-dog-hub.



63 The axial distance for the new version e]



The



[can



dimension Csee ill..



fitted left off



slinger



oil



nated



rep laced



be



by the



4-dog-hub



tlew



Cwith



8 bores3



for spring 1 and 41.



together with also on former



1.3



At a conversion preload setting



to is



of



execution



a prop



flange



shaft



Csee



ill.



pre-load



12 spring configuration, necessary. This convercJion



13.



marking



the



has gear



new



changed is



el i mi -



shock absorber in the and correction on the be carried out. a new initial



the



with



770,



20 mm dia



is



the drive modelsI.



1. 2 Due to wear on components of the torsional an occasional check lJL-reduct ion gear box, pre-load setting of the spring pack has to



958



groove



r=suires C on b



the shaft



use



23 Procedure ----__--2.1



Disassembly ------T---2.11 Drain



oil.



2.12



Withdraw M8 Citem



gear 311.



box



from



engine



after



removal



of



4 hex.



7, I;?



2 hex. nuts MH I. item 31a;l and Push off cJei7rhOx 1.item 163 I_JSil>g 2 Mb screws (part no. 241 8753 togethetwith the assigned tapped holes in the cover.



nuts



Remove



BOMBARDIER+lOTAX GESELLSCHAFT



M. B. H.



MOTOAENFABRIK -



Ad23 QUNSKIRCHEN AUSTRIA l



f&Jon: (0 72 46) 2716’ Telex: 25 !M bomrot a Telegrammadresse: BOMEROTAX GUNSKIRCHEN



_l_-__.



.



..



@ROTAX.



SERVICE



2.14.,p~tllball off



2.15



2.2



2.4



Citem



83 from



i



0 n



:



Load must otherwise



not dog



prop



shaft



ill.



Csee



no.



(item



I



21 and



876



8801



291



on



apply



become



the



free



dog



and



exceed 16000 N C3600 lbsl gear might be damaged. O,R mm thick, ring and shim the prop shaft.



dog



Clean all parts and check for wear. Examine careful groove in the prop shaft for the ring halves Isee 6D ensuring that outer 111. 33. Renew any burr at edges If any doubt exists replace shoulder is straight cut.



the



Withdraw angular ring, 4-dog hub, disk gear, (item 28, 27, 26, 25,



2 thrust washers distance springs, 24, 23, 223 from



Checking -_-----2.21



2.3



hearing



Place gearbox under hand press pressure via mounting yoke [part gear [item 261 until ring halves can be taken off.



C a u t 2.16



INFORMATION. Eeib .yii; _2’_



Exchange of the respective parts for conversion spr ing conf igut- at ion ______________---__-.~--_---~_~~~~-~~~~~-~~~-.~~----.----------



from



8 to



,



shaft. 12



2.31



Exchange the 13,7 long distance sleeve Cpart no. 847 5053 for a 4.. 5 mm thick distance ring, part no. 847 620 litem 233, with one side tapered. T0Rs;l;ec;gni-t ion of the *--_l-_l lapered side see marking groove $J



2.32



Exchange the 8 existing springs for 12 new ones I:part no. 939 020, item 241. When converting fairly new gear boxes, the existing springs C2 mm thickness3 may be continued for Use 50 hrs as a guideline. use.



2.33



Use shims as required after determination of preload sizes from Cl,1 - 0,2 - 0,3 - O,5 up to 1,O mm Cpart no. 944 474, 944 470, 944 471, 944 472, -44 4731 at location 22 Csee para. 2.4 below, also E Ill. 43. a



2.34



2 thrust between



2.35



Renew



washers clog gear



prop



shaft



0,8 mm thick, 944 469, and angular ring Citem C837 0253



in



case



of



Determination of the proper preload setting ___-__-_---_I__-___-~~~~~~~-~~~~~~-~~~--~--~~-~~~~-~-----2’. 41 Assemble the distance side l:marking groove pack [item 24, also



have 273. excessive of



the



to



be



with



placed



wear. springs



*ing Citem 231 with the tapered 8 3 towards springs, 12-spring Ill. 43, the 4-dog hub Citetn Q



251, dog gear Citetu 2b1 Qnd the 2 thrust washer-s 0,8 IWII r: i-tell1 272. Don’t yet place any shims Citem 22 3 in position



Csee



Ill.



33.



A t t e n ,t i o n :



Fit disk according



springs together in pairs, to 11 lustr 4 0.



.



SERVICE



@ROTAX.



INFORMATION. feiz.,“,‘ir -3,



I



2.42



Place gearbox under mounting yoke Cpart Do not use motorized



2.43



Place Csee



2.44



Apply



16000 completely



be c



angular illustr.



i3



ut



4 A



handpress Csee illustr. dog no. 876 8803 over press.



ring Citem 281 3) to facilitate N (3600 lbsl compressed



0



::



3



t



dog



gear



261.



upside down on the Prop sha t reading of the distance A . 6 the yoke, a block:I. !$6(J(Ij



exceed



Don’



might



so I‘d



that



Springs



.-.+L,......4e..P. ” LllCl w13c



lL.91 I”31



C-hgfi



will



be.damaged.



2.45



At this completely compressed state, the distance between upper side of angular ring to lower edge of groove has to shims between be measured. Esee ill. 33. Add appropriate dog gear face until bottom is flush with angular ring an inside groove D . 6



2.46



Release the load wi-th shims Citem and bearing [item



and compensate the 221 between distance 201.



Shims are available in and 1,O mm Csee 2.331. 2.5



via Cto



22 with gear Citem



Reassembly of the ------------------------a__ 2.51



gear



the



sizes



Q,l



-



0..2



-



0,3



-



0,s



box



Fit the shims determined according to ara 2.45, the distance ring with the marking groove B on top and the 6 12 springs to prop shaft. Apply gear lub to all springs prior to ass’y. To prevent



specified 4-dog [item



metal



Positions



galling,



[item



hub and the 2 thrust 273 prior to assembly



apply



LOCTITE Antiseize at prop shaft and to dog washers, 0,8 mm thick, [see ill. 1 and 43.



421 to



2.52



Place angular ring to coat mating side with



2.53



Apply load, in the aiready described manner, until insertion of the ring halves [item 293 in prop’shaft is possible. Pull angular ring halves before releasing load. Don’t



exceed



16000



Attention: I



2.54



0A



determined distance ring 5item 231



prop shaft with LUCTITE Antiseize



N C3600



lbsl



open end upside (see illustr.



gear,



and 41.



to dog gear into groove over ring .



load.



Take care for prpper position of the ring halves in groove and angular ring.



To ease fitting of bearing Iitem 83 heat up gear housing appr. 80 degrees Celsius. Insert both aligning dowels (item 101 renew gasket Iitem 113 fit gear cover ass’y to gear housing. Hand tighten hex. nuts M8 (item 31al. Note:



If bearing [item housing, degrease ring of bearing.



t.o



81 fits too loose in gear and app.ly LOCTITE 648 on outer



fj!fjROT-



SERVICE



INFORMATION’



f,,“:. ,“,‘;:



- 4 31 Re-fitting



of



gear



box



ass’y



to



engine



----------------------------w---------



3.1



Check



tighten using



If need adapter I item 23 for tight f-it and cracks. (485 in-lb) Ml0 Allen head screws to 55 Nm LOCTITE 221 on threads and LOCTITE 648 under screw



Renew



O-ring



taken



off.



seal



Citem



11



head.



Allen head screws, spanner with guide-pin,



When loosening or tightening always use proper Allen head e.g. Rotax part no. 277 817.



Note:



be,



in



case



adapter



has



been



3.2



Check drive gear required install slowly until pin right hand thread). with LOCTITE 221



Citem 123 for wear and damage. If replacement lock pin in impulse hole and turn crankshaft engages. Remove 112” U.N.F. bolt Ilstandard Clean all mating surfaces well and reassemble on’thread and torque to 60 Nm C53B in. lbsl.



3.3



Apply Loctite 648 to mating surfaces between gear housing and place new O-ring seal [item 63 in position, fit gear-box adaptor, ass’y to already fitted adaptor and studs and tighten the 4 hex. nuts M8 Citeni 311.



.



all



Torque



3.4



Thoroughly



3.5



Fill Use



gear only



3.6



Check



3.7



Lock



MB nuts clean box quality



breather wire



all



to



and



with



20 refit



oil



gear hole plugs.



magnetic



UP to box



in



24 Nm Cl80



vent



lower



oil. cap



e#g. and



-



plug



210



in



MlBx1,5



level



lbsl. Cif



so



equipped].



plug.



API-GL5



or



6L6.



replace.



MEMBER: SIUL87F Edition Nov. 88



BROTAX. SERVICE INFORMATION L - 5-



ROTAXI=’ ‘u-1 CFR\/lCF I v IU’



IN F0p.w



IIATION \I IWI w. ‘,“,‘,y;;



mounting



,-_-_-.



.--



yoke



.-.



ILL. 4



.-



BGf!48ARDlER=RGTAX GESELLSCHAFT Irt’



M. B. H.



MOTORENFABRIK



A&22? IT\-



INCKIPf’UCN ” Cl U”I.“I\II I”1 IL,.



= AuSJ-F_1#



Telefon: (0 72 46) 2714’ Telex: 25 546 bomrot a Telegrammadresse: BOMBROTAX GUNSKIRCHEN



























des documents recommandant













Service Information 6 UL 87 

because ii_ shows bef ot-e ever.y take-of f whet her the engine is in order and ... Service. Infornrat i0t1 5 !.! I_ r3 !j / E - p f 0 13 r;- 1 1 e r' t' e I-I y i 1.1 e mat c'.










 








Service Information 2 UL 87 - Rotax-Owner.com 

otherwise dog gear might be damaged. 2.16 Withdraw angular ring,. 2 thrust washers .... Renew O-ring seal Citem 11 in case adapter has been ... I=' 'u-1 I v IU'.










 








Service Information 6 UL 87 - Ultralight News.ca 

Run Joao Orllf~ao flomor 1.1. dlo. Schweden. S-41 455 Gtllohorg. AU Aulomolnll. Karl Johimsgnlnn 40. Schwelz c1+34w llu;gdorl. ESA El~rk~~rfsgonossonsc) ...










 








Service Information 15 UL 94 

NUR ZUR INFORMATION. ... speed tachometer, especially designed for the 12 pole DUCATI breakerless flywheel ... fOr 12- polige DUCATI-Zundanlage.










 








Service Information 15 UL 94 - Ultralight News.ca 

Identifies an instruction, which if not followed, may cause serious zungen oder Lebensgefahr fur den Befreiber oder andere, drilfe injury or even death. Personen ...










 








Service Information 4 UL 89 -E - Ultralight News.ca 
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In case of engine types 532 and 587, secure the cover sheets to the crankcase with the cylinder bolts. c) Remove the piston pin circlip at the accessible side of.










 








UL Productspecification 

4 janv. 2013 - 08-Oct-2013 08:38:36. CON. Language. Current On. Francais. Spec. / Rev. Description Knorr Gebonden Kalfsjus 1,365 kg FIC. 66318850IS / 2.
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7215, 7216, 7218. Unsuitable for dimming. Ne convient pour gradateur. Nicht zum Dimmen geeignet. No es apto para dimming (control de intensidad luminosa).
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Special attention should be given to the changes which have affected prop hub bolt pattern and centering collar (see sketch 1 page 4). (A) INTRODUCTION.
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Cure: Use an aerial cable with double screening! In special cases, an absorber cable (â€ž100 Hz aerial connecting cable), order number 29210 435 0100, may.










 








Tosca UL 

4 déc. 2013 - Tosca UL. 7212, 7213, 7214. Please read the instructions carefully. EN. F. Lire attentivement les instructions avant de commencer le montage.










 








AUTOMATIC TRANSMISSION NAG1 - SERVICE INFORMATION 

A diagnostic trouble code (DTC) assigned to the fault is stored in memory. All solenoid and regulating valves are thus de-energized. The net effect is: â€¢ The last ...Missing:










 








AUTOMATIC TRANSMISSION NAG1 - SERVICE INFORMATION 

Basically, the automatic transmission with electronic control offers the following advantages: ...... valve sets a minimum pressure level (basic pressure). LX.
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