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On ROTAX engines type 447,462,503,532 and 587 cageless piston pin bearings were introduced. This modification means increased lifetime, however it ... 
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USE OF TOOL FOR CAGELESS PISTON PIN NEEDLE BEARING ) .I 11 INTRODUCTlON; On ROTAX engines type 447,462,503,532 and 587 cageless piston pin bearings were introduced. This modification means increased lifetime, however it requires most careful handling at fitting and disassembly (see also our Service Information SI 3 UL 88/E). A sensible facility is the newly developed piston tit-r extractor assy. (part no. 877 090) especially designed for cageless needle bearings, which is to be applied as follows:
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3.1. DISMANTLING OF PISTON a) Remove the cylinder. b) Carefully cover the crankcase aperture (e.g. with a carton or sheet metal shaped as shown .dn pages 8,9,10,11). For engine types 532 and 587 you can use the rubber sheets available under part no. 877 030.



ATTENTION: In case of engine types 532 and 587, secure the cover sheets to the crankcase with the cylinder bolts.



c) Remove the piston pin circlip at the accessible side of the piston (e.g. with a screwdriver shaped as shown on the following illustration).
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d) Insert the extractor sleeve with piston pin extractor into the piston pin, put the expansion sleeve onto the opposite side and screw the extractor nut - with the movable extracting ring showing towards spindle - onto the spindle threads. &clip
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e) By turning the spindle, pull out piston pin until it aligns with one of the reference marks for the different engine types on the extractor sleeve. Mark no. 1: for engine type 447 Mark no. 2: for engine type 587 Mark no. 3: for engine types 462,503,532
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f) Screw spindle further in until extracting nut can be removed. Then extract spindle and extractor sleeve from the piston pin. Carefully remove the piston.



The needles, the thrust washers and the expansion sleeve remain in the con rod bore.



3.2. FITTING OF PISTON SF NO. 1 The needle bearing remains in the con rod bore and will be used again, the piston will be changed: a) Push piston pin into the piston bore until its end is level with the inner side of piston hub:
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When disassembling as per paragraph 3.1 .a) to f) and re-using the old piston, paragraph 3.2.a) can be neglected. b) Warm piston to approx. 50 - 60% and put it dver con rod, with needle bearing fitted.’ Insert extractor with spindle into the piston pin, screw on extracting nut, and by turning of extractor spindle, pull the piston pin carefully into the piston.



If procedure as per para. b) is not possible for space reasons, the following alternative procedure can be applied: .



c) Fit the piston pin circlip at the less accessible side. Place piston over con rod with needle bearing fitted, push the piston pin by means of circlip installation pusher 877 010 into the pre-heated piston (approx. 50 - 6OOC).
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d) Fit piston pin circlips. ATTENTION: The circlip opening must by all means point downwards! . I ..
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The needle bearing in the con rod bore has to be exchanged: a) The new needle bearing is held in shape by a black fixation sleeve outside and 2 plastic cage halves inside.Push the inner halves out of the bearing as per following illustration.
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b) Push the needle bearing together with expansion sleeve out of the fixation sleeve into the con rod bore. For a tool you, can use the dial gauge adapter!;876 940 or any suitable pusher (21 mm dia.). ’
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Further procedure as described in case no. 1.
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Removal of needle bearing for further use: To remove the needles with the 2 thrust washers from the small con rod bore, push them together with the greased expansion sleeve (inside) into the fixation sleeve using the dial gauge adapter (or similar pusher) in the reverse sequence as described in case no. 2). In this configuration the bearing can be used again.



) ...



_. ..



_ _



. _



R0TAX.I SERVICE



INFORMATION



I



I



ENGINE TYPE 447 Paper pattern for crankcase covering made of carton or sheet metal
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ENGINE TYPE 462 Paper pattern for crankcase covering made of carton or sheet metal
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ENGINE TYPE 503 Paper pattern for crankcase covering made of carton or sheet metal
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torque than the propeller consumes. The propeller speed then increases until there is equilibrium, that means until the engine does not supply more torque than.
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Identifies an instruction, which if not followed, may cause serious zungen oder Lebensgefahr fur den Befreiber oder andere, drilfe injury or even death. Personen ...
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In case of engine types 532 and 587, secure the cover sheets to the crankcase with the cylinder bolts. c) Remove the piston pin circlip at the accessible side of.
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NUR ZUR INFORMATION. ... speed tachometer, especially designed for the 12 pole DUCATI breakerless flywheel ... fOr 12- polige DUCATI-Zundanlage.
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2.16 Withdraw angular ring,. 2 thrust washers O,R mm thick, dog gear,. 4-dog hub, disk springs, distance ring and shim. (item 28, 27, 26, 25, 24, 23, 223 from the ...
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a) Screw head contact surface is tapered by 0,2 mm. ... B: Clean all contact surfaces and the bosses on ... crankcase,and the screw threads with LOCTITE 221.
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... of excessive mass moment of inertia BOMBARDER. ROTAX refuses any claims for indemnity regarding product liability and warranty. 5) Test arrangement: ...
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otherwise dog gear might be damaged. 2.16 Withdraw angular ring,. 2 thrust washers .... Renew O-ring seal Citem 11 in case adapter has been ... I=' 'u-1 I v IU'.
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SERVICE INFORMATION. KD 04/2002. Motorrad- and Zweiradwerk GmbH. Customer Service â˜Ž+ 49 - (0) 3725 49 101. P.O. Box 11 70. D-09401 Zschopau- ...










 








Standardleuchte UL Standard light UL Lampe standard UL ... - Rittal 

Assembly and operating instructions. Notice de montage .... These operating instructions assume that you are .... A titre indicatif, voici une liste non exhaustive de ...
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Line-overs can have fatal consequences! TAKE-OFF. The skywalk X-ALPS2 is easy to launch. Hold the A-risers and the brake handles in your hands. The brake ...
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Special attention should be given to the changes which have affected prop hub bolt pattern and centering collar (see sketch 1 page 4). (A) INTRODUCTION.
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Emission Control. Div ers. MSI Motor Service International GmbH. Hamburger StraÃŸe 15. D-41540 Dormagen. Phone +49-2133-267-1 00. Fax. +49-2133-267-1 ...
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main event: the Star Battle! The winner ...... Vous verrez les règles de la bataille quand vous l'aurez sélectionnée. .... Lorsque vous verrez la roue sur la gauche,.










 








TT100 Service Information 

Apr 25, 2002 - Contents. 1. Contents. 2. TT100 combo Schematic drawing. 3. TT100 combo Mains wiring. 4. Tone Control Pcb - 9355 issue 3. 5. Tone Control ...
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Oct 2, 1998 - EinfÃ¼hrung einer Silikon WÃ¤rmeleitpaste zur Optimierung der WÃ¤rmeableitung. Spark plugs for ROTAX engines 912 / 914 (series).
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UL Productspecification 

4 janv. 2013 - 08-Oct-2013 08:38:36. CON. Language. Current On. Francais. Spec. / Rev. Description Knorr Gebonden Kalfsjus 1,365 kg FIC. 66318850IS / 2.










 








Corsa UL 

7215, 7216, 7218. Unsuitable for dimming. Ne convient pour gradateur. Nicht zum Dimmen geeignet. No es apto para dimming (control de intensidad luminosa).










 








Service Information Central After-Sales Service 

Cure: Use an aerial cable with double screening! In special cases, an absorber cable (â€ž100 Hz aerial connecting cable), order number 29210 435 0100, may.
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