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9.



XL200



SERVICE INFORMATION TROUBLESHOOTING LEFT CRANKCASE COVER REMOVAL FLYWHEEL REMOVAL



9-1 9-1 9-2 9-5



ALTERNATOR/STARTER CLUTCH



STARTER CLUTCH FLYWHEEL INSTALLATION LEFT CRANKCASE COVER INSTALLATION



9-5 9-8 9-9



SERVICE INFORMATION GENERAL • This section covers removal and installation of the starter reduction gear, alternator, pulse generator and starter clutch. These operation can be done with the engine installed in the frame. • For alternator inspection and troubleshooting refer to section 15 or 33. Specifications UNIT: mm (in) ITEM Starter reduction gear Starter idle gear Starter driven gear



STANDARD



SERVICE LIMIT



Gear I.D.



10.016 - 10.034 (0.3943-0.3950)



10.10 (0.398)



Shaft O.D.



9.991 - 10.000 (0.3933-0.3937)



9.95 (0.392)



Gear I.D.



10.016 - 10.034 (0.3943-0.3950)



10.10 (0.398)



Shaft O.D.



9.991 - 10.000 (0.3933-0.3937)



9.95 (0.392)



I.D.



22.010 - 22.031 (0.8665-0.8673)



22.07 (0.869)



O.D.



45.660 - 45.673 (1.7976-1.7981)



45.60 (1.7952)
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TORQUE VALUES Pulse generator bolt Flywheel bolt Starter clutch bolt



5 N.m (0.5 kg.m, 4 ft-lb) 75 N.m (7.5 kg.m, 54 ft-lb) 16 N.m (1.6 kg.m, 12 ft-lb)



TOOLS Flywheel holder Rotor puller



07725-0040000BR 07733-0020001BR



TROUBLESHOOTING Engine does not turn • Faulty one-way starter clutch • Faulty starter reduction gear • Starting system malfunction
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ALTERNATOR/STARTER CLUTCH



5 Nm (0.5 kg.m, 4 ft-lb



9-0



XL200



75 Nm (7.5 kg.m, 53 ft-lb)



XL200



ALTERNATOR/STARTER CLUTCH CONNECTORS



LEFT CRANKCASE COVER REMOVAL Drain the engine oil. Remove the seat. Disconnect the alternator, pulse generator and neutral switch connectors.



BOLT



COLLAR



Remove the drive sprocket cover. Remove the collar and disconnect the neutral switch wire from the switch. Remove the wire guide plate mounting bolt and guide from the left crankcase.



GUIDE PLATE BOLT



O-RING



SHAFT



Remove the bolts and starter reduction gear cover. Check for a fatigued or damaged O-ring. Remove the starter reduction gear and gear shaft. Inspect gear and shaft (see page 9-5).



COVER Remove the bolts and left crankcase cover. NOTE • Loosen the bolts in a crisscross pattern in 2-3 steps to prevent crankcase cover distortion. Remove the gasket and dowel pins.
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REDUCTION GEAR



XL200



ALTERNATOR/STARTER CLUTCH PULSE GENERATOR



ALTERNATOR/PULSE GENERATOR REPLACEMENT Remove the bolts and pulse generator from the case cover; but not disconnect pulse generator wire connector yet.



BOLTS CLAMP



PULSE GENERATOR



Release the pulse generator wire from the clamp on the pulse generator. Disconnect the pulse generator wire connector from the pulse generator. NOTE • Pull the connector, do not pull the wire.



WIRE CLAMP Remove the wire clamp, the starter mounting bolts and the stator.



STATOR



BOLT



Install the stator into the left crankcase cover. Insert the wire grommet into the groove in the left crankcase cover. Apply a locking agent to the threads of the stator bolt threads. Install and tighten the bolts securely.
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XL200



ALTERNATOR/STARTER CLUTCH CLAMP



PULSE GENERATOR



Clamp the pulse generator wire securely as shown. Connect the pulse generator wire connector on the pulse generator terminal.



WIRE GROMMET Insert the wire grommet into the groove in the left crankcase cover.



PULSE GENERATOR Apply a locking agent to the pulse generator bolt threads. Install the pulse generator and tighten the bolts to the specified torque. TORQUE: 5 N.m (0.5 kg.m, 4 ft-lb)



BOLTS REDUCTION GEAR



REDUCTION GEAR INSPECTION Check the teeth for excessive or abnormal wear, or evidence of insufficient lubrication. Measure the I.D. of the starter reduction gear and the O.D. of the gear shaft. SERVICE LIMIT: Reduction gear I.D.: Reduction gear shaft O.D.



10.10 mm (0.398 in) 9.95 mm (0.392 in)



SHAFT
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XL200



ALTERNATOR/STARTER CLUTCH IDLE GEAR



FLYWHEEL REMOVAL Remove the left crankcase cover (page 9-2). Remove the starter idle gear shaft and idle gear.



SHAFT FLYWHEEL HOLDER Hold the flywheel using the flywheel holder and remove the flywheel bolt and washer.



TOOL: Flywheel holder



FLYWHEEL FLYWHEEL PULLER Attach the flywheel puller and remove the flywheel.



TOOL: Flywheel puller Remove the woodruff key.



FLYWHEEL IDLE GEAR



STARTER CLUTCH STARTER IDLE GEAR INSPECTION Inspect the starter idle gear teeth for damaged or abnormal wear. Measure the starter idle gear I.D. and idle gear shaft O.D. SERVICE LIMIT: Idle gear I.D.: Idle gear shaft O.D.:



10.10 mm (0.398 in) 9.95 mm (0.392 in) SHAFT
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XL200



ALTERNATOR/STARTER CLUTCH DRIVEN GEAR



STARTER CLUTCH INSPECTION/DISASSEMBLY Check for an inoperable one-way clutch. The driven gear should turn counterclockwise smoothly, but should not turn clockwise.



DRIVEN GEAR Inspect the starter driven gear teeth for damage or abnormal wear.



FLYWHEEL Hold the flywheel using the flywheel holder, then remove the oneway clutch from the flywheel by removing three starter clutch bolts.



BOLTS ONE-WAY CLUTCH Check the one-way clutch rollers for wear or damage.
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XL200



ALTERNATOR/STARTER CLUTCH



STARTER CLUTCH ASSEMBLY (6) WASHER (3) FLYWHEEL (2) ONE-WAY CLUTCH OUTER



(1) DRIVEN GEAR



(5) ONE-WAY CLUTCH



ONE-WAY CLUTCHOUTER Apply clean engine oil to the one-way clutch rollers. Install the one-way clutch in the clutch outer facing its flange toward the flywheel.



ONE-WAY CLUTCH FLYWHEEL Install the one-way clutch outer to the flywheel. Clean and apply a locking agent to the threads of the starter clutch bolts. Install the bolts through the flywheel and tighten them to the specified torque. TORQUE: 16 N.m (1.6 kg.m, 12 ft-lb)



BOLTS
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XL200



ALTERNATOR/STARTER CLUTCH DRIVEN GEAR Install the starter driven gear into the one-way clutch by turning it counterclockwise.



WASHER



FLYWHEEL INSTALLATION NOTE • Check that there is not debris inside the flywheel before installation. The magnets attract steel filings and other ferrous material. • Clean the tapered hole in the flywheel and tapered portion of the crankshaft of any burrs or other fault. Install the woodruff key and washer onto the crankshaft. Install the flywheel and starter driven gear by aligning the woodruff key on the crankshaft with the flywheel keyway. WOODRUFF KEY FLYWHEEL HOLDER Apply oil to the flywheel bolt threads. Install the washer and flywheel bolt. Hold the flywheel with the flywheel holder, tighten the bolt to the specified torque. TORQUE: 75 N.m (7.5 Kg.m, 54 ft-lb)



FLYWHEEL IDLE GEAR Apply clean engine oil to the sliding surfaces of the idle gear and shaft. Install the starter idle gear and gear shaft in the left crankcase.



SHAFT
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XL200



ALTERNATOR/STARTER CLUTCH DOWEL PIN



LEFT CRANKCASE COVER INSTALLATION Install the dowel pins and new gasket.



GASKET Install the left crankcase cover and tighten the bolts. NOTE • Do not pinch the neutral switch wire when installing the left crankcase cover.



GUIDE PLATE



BOLT



Run the wire harness through the crankcase groove and set the wire guide plate with the mounting bolt. NOTE • Do not pinch the wires when installing the guide plate. Install the neutral switch collar.



COLLAR REDUCTION GEAR Install the starter reduction gear and shaft.



SHAFT
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XL200



ALTERNATOR/STARTER CLUTCH O-RING



COVER



Install a new O-ring on the reduction gear cover and apply small amount of clean engine oil to the O-ring. Install the reduction gear cover and tighten the bolts securely.



BOLTS CONNECTOR Connect the alternator, pulse generator and neutral switch connectors. Install the seat and side covers. Install the drive sprocket cover and tighten the bolts. Fill the engine with recommended oil.
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ALTERNATOR/STARTER CLUTCH



NOTAS
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GENERAL INFORMATION



HOW TO USE THIS MANUAL



CONTENTS



This service manual describes the service procedure for the XL200. • Throughout the manual, the following abbreviations are used to identify individual models. Code DK 2LA



Area (type) General Type Latin America



Follow the Maintenance Schedule (Section 3) recommendations to ensure that the vehicle is in peak operation condition.



Section 1 through 3 apply to the whole motorcycle, while section 4 through 18 describe parts of the motorcycle, grouped according to location.



ENGINE



Performing the first scheduled maintenance is very important. It compensates for the initial wear that occurs during the break-in period.



GENERAL INFORMATION



1



LUBRICATION



2



MAINTENANCE



3



FUEL SYSTEM



4



ENGINE REMOVAL/INSTALLATION



5



CYLINDER HEAD/VALVES



6



CYLINDER/PISTON



7



CLUTCH/GEARSHIFT LINKAGE



8



ALTERNATOR/STARTER CLUTCH
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Find the section you want on this page, then turn to the table of contents on page 1 of that section. Most sections start with an assembly or system illustration, service information and troubleshooting for the section, the subsequent pages give detailed procedures.



ELECTRIC STARTER



All information, illustrations, directions and specifications included in this publication are based on the latest product information available at the time of approval for printing. MOTO HONDA DA AMAZÔNIA LTDA. Reserves the right to make changes at any time without notice and without incurring any oblication whatever. Not part of this publication may be reproduced without written permission.



FRAME



If you don’t know the source of the trouble, go to section 20 TROUBLESHOOTING.



CRANKSHAFT/KICKSTARTER/ TRANSMISSION



10



FRONT WHEEL/SUSPENSION/STEERING



11



REAR WHEEL/SUSPENSION



12



HYDRAULIC BRAKE



13



FAIRING/EXHAUST SYSTEM



14



CHARGING SYSTEM



15



IGNITION SYSTEM



16



ELECTRIC STARTER



17



LIGHTS/METERS/SWITCHES



18



WIRING DIAGRAM



19



TROUBLESHOOTING
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20. troubleshooting - Honda CTX200 

Leaking head gasket. â€¢ Improper valve timing. 6.Test cylinder compression. 7. Check carburetor for clogging. INCORRECT. â€¢ Carburetor not serviced frequently.
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front wheel - Honda CTX200 

Front axle nut. 60 N.m (6.0 kg.m, 43 ft-lb). Handlebar upper holder bolt. 27 N.m (2.7 kg.m, 20 ft-lb). Handlebart lower holder nut. 26 N.m (2.6 kg.m, 19 ft-lb).
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piston - Honda CTX200 

SPECIFICATIONS. Unit: mm (in) ... 15.06 (0.593). Connecting rod-to-piston pin clearance .... Section 1 through 3 apply to the whole motorcycle, while section 4 ...
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crankshaft - Honda CTX200 

Connecting rod big end radial clearance. 0 â€“ 0.008 (0 ... SPECIFICATIONS. UNIT: mm (in) .... Section 1 through 3 apply to the whole motorcycle, while section 4 ...
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front wheel - Honda CTX200 

Support the motorcycle securely using a hoist or work stand. ... Faulty steering head bearing ... Place the front master cylinder on the handlebar and install the.
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16. ignition system - Honda CTX200 

If ignition timing is incorrect, check the system components ... A faulty ignition system is often related to poorly connected or corroded connectors. .... Battery voltage ... recommendations to ensure that the vehicle is in ... ELECTRIC STARTER.
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gearshift linkage 8-1 8 - Honda CTX200 

12 N.m (1.2 kg.m, 9 ft-lb). TOOLS .... SERVICE LIMIT: 19.95 mm (0.785 in). Check the .... 8-12. Connect the clutch cable to the clutch lifter arm, then install the.
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Service Information 3 UL 91 E - Ultralight News.ca 

Page 1. Page 2. Page 3.
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Service Information 11 UL 91 E - Rotax-Owner.com 

... of excessive mass moment of inertia BOMBARDER. ROTAX refuses any claims for indemnity regarding product liability and warranty. 5) Test arrangement: ...
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SERVICE INFORMATION 

SERVICE INFORMATION. KD 04/2002. Motorrad- and Zweiradwerk GmbH. Customer Service â˜Ž+ 49 - (0) 3725 49 101. P.O. Box 11 70. D-09401 Zschopau- ...
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General Information Tools and Techniques Troubleshooting 

A 2-stroke engine requires only 1 crankshaft revolution (2 ... standards exist, but the most commonly used by ..... It connects the blades to the propeller shaft (part.
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how to use this manual contents 1 2 3 4 5 6 7 8 9 10 ... - Honda CTX200 

This service manual describes the service procedure for the XL200. ... illustration, service information and troubleshooting ..... Valve spring compressor. 07757- ...
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information Service - Contrails 

Emission Control. Div ers. MSI Motor Service International GmbH. Hamburger StraÃŸe 15. D-41540 Dormagen. Phone +49-2133-267-1 00. Fax. +49-2133-267-1 ...
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warranty & service information - Nintendo 

main event: the Star Battle! The winner ...... Vous verrez les règles de la bataille quand vous l'aurez sélectionnée. .... Lorsque vous verrez la roue sur la gauche,.










 


[image: alt]





TT100 Service Information 

Apr 25, 2002 - Contents. 1. Contents. 2. TT100 combo Schematic drawing. 3. TT100 combo Mains wiring. 4. Tone Control Pcb - 9355 issue 3. 5. Tone Control ...
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service information - Aviasport 

Oct 2, 1998 - EinfÃ¼hrung einer Silikon WÃ¤rmeleitpaste zur Optimierung der WÃ¤rmeableitung. Spark plugs for ROTAX engines 912 / 914 (series).
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evinrude 9 9 service manual dbid 4ux 
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Service Information Central After-Sales Service 

Cure: Use an aerial cable with double screening! In special cases, an absorber cable (â€ž100 Hz aerial connecting cable), order number 29210 435 0100, may.
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Honda CRF450R service manual 2009-2010 

Use Honda genuine or Honda-recommended parts and lubricants or their equivalents. Parts that do not meet Honda's design specifications may cause damage ...
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1998 honda prelude service manual dbid 35vqi 
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1998 honda service manual cr125r dbid 26xmqm 
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Service Bulletin - Honda CIVIC 8. generace 

Mar 18, 2011 - and release, equals 1 short burst. 6. Now rotate the jig from the rear of the damper and position it facing the front of the vehicle, as shown in 1a ...
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Honda CB200 CL200 Factory Service Manual - DanÂ·nix 

Remove the bolts and disconnect the connecting tube fix itig clip; take out the .... shock absorbers up and down several times by hand. Also check for leaks, ...
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1990-91 

27 aoÃ»t 2015 - Mike Nyberg, Tim Somers, Chuck Johnson. PRONUNCEATION GUIDE. Kevin Marion (MAlFi-ee-on). Paul Cauï¬�eid (CAW'field). Scott Krueger ...
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