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SIL RS-40 Revision 1



Service Information Letter - Fuel Systems SUBJECT: PURPOSE:



SMALL RECIPROCATING ENGINES RSA-5 Issued 9/1/04 Page 1 of 2



Service Information For RSA-5 Series Fuel Injection Servos Installed In Updraft Configuration. To inform operators that the factory has received sporadic reports of thick, oily contamination in the air section of servo regulators. Change 1: Revises applicability from aerobatic aircraft to updraft configuration.



A.



EFFECTIVITY: This Service Information Letter is applicable to all RSA-5AD1 and RSA-5AB1 fuel injection servos installed in updraft configuration.



B.



REASON: Precision Airmotive has received sporadic reports from the field of hard starting, rough idle, and poor acceleration on certain fuel injection servos. These servos are typically installed on Lycoming engines with the servo in the updraft configuration (mounted to the bottom of the sump). Disassembly of servos removed from these aircraft has occasionally revealed a red or blue/green, thick, oily residue behind the venturi and in the air section of the servo regulator. This contamination appears to enter the induction system and travel down the walls of the manifold where it can enter the servo through the venturi slots.



C.



COMPLIANCE: At owners discretion if symptoms in Paragraph D, ACCOMPLISH INSTRUCTIONS, are noted.



D.



ACCOMPLISH INSTRUCTIONS: Operators experiencing hard starting, rough idle, or poor acceleration, especially when the engine is cold, should inspect the interior of the intake manifold and venturi for evidence of contamination. If it appears that oil has accumulated around the venturi slots, removal of the venturi for cleaning and inspection as described in Paragraph E is recommended. If removal of the venturi reveals an accumulation (pool) of oil behind the venturi, removal of the servo for cleaning and flow test by an approved overhaul facility may be required. NOTE:



E.



A slight oil film on the walls of the intake manifold and venturi is common in many installations and does not warrant removal of the venturi or fuel servo.



INSPECTION INSTRUCTIONS: 1. Remove intake duct or airbox in order to gain access to injection servo venturi. Refer to airframe or engine maintenance manual. 2. Remove two taper screws and one screw with washer located along body, opposite of regulator section.
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3. Place both thumbs inside of venturi throat and pull venturi out of body. Do not pry on, pull, or otherwise damage the four impact tubes. 4. Inspect the rings around the outside of the venturi for evidence of heavy contamination. 5. If an accumulation of oil is found behind the venturi and the operator is experiencing hard starting, rough idle, or poor acceleration, removal of the servo for cleaning and flow test is recommended. If there is no accumulation of oil behind the venturi, the venturi should be cleaned and reinstalled as described below. 6. Lubricate three new venturi O’rings with engine oil and install in O’ring grooves. (O’ring grooves in the venturi do not have air passages) See Paragraph F for applicable O’ring part numbers. 7. Insert the end of the venturi opposite the four impact tubes into the main body assembly. Align the threaded hole in the venturi with the hole in the body and install the screw and washer. Torque screw to 15-20 in-lb. 8. Install taper seat screws and torque to 30-40 in-lb. Safety wire all three screws together using standard shop practices with .026 inch diameter corrosion resistant steel lockwire. 9. Reinstall intake duct or airbox per applicable airframe or engine maintenance manual. 10. Make an appropriate log book entry. F.



PARTS REQUIRED: RSA-5 Series



951437



Venturi O’ring



3 ea.



Precision Airmotive parts can be ordered from your local aircraft parts distributor. For further information please contact Precision Airmotive Product Support at (360) 651-8282, or your nearest factory approved overhaul facility.
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IO-520-BA. 646238-2. N/A. IO-520-C. 646275-1. N/A. IO-520-D, F, J, L. 646238-2. N/A. IO-520-E. 646275-1. N/A. IO-520-K. 646238-2. N/A. IO-520-M. 646275-1.










 


[image: alt]





Fuel, fuel systems a 

high, vapor locks can form in the fuel lines. ... lowing water to condense in the tanks. ... As the fuel air ratio is increased, it ... only for combustion, but also for cool-.










 


[image: alt]





service information letter sil 03-2b - CSOBeech.com 

Refer to the spark plug manufacturer's data for spark plug servicing information and required specialized tools. Spark plugs must be removed, cleaned, ...










 


[image: alt]





Fuel and fuel systems 

combustion and to help in starting the engine. If the vaporization rate is too high, vapor locks can form in the fuel lines. AVGAS needs to be free of any com-.










 


[image: alt]





SERVICE INFORMATION LETTER SIL 03-2B 

listings of approved spark plugs may be found in the engine's FAA Type ... result in incomplete sealing of the combustion chamber, loss of spark plug heat ...










 


[image: alt]





service information letter sil 03-2b - CSOBeech.com 

Revision : Correction to engine / spark plug application Table 2 and 3. ... Chart 2 provides spark plug electrode gap specifications using an alpha code ...










 


[image: alt]





FUEL SYSTEMS 

Fuel is drawn from the boat fuel tank through a water ...... This step identifies if the relay is functioning prop- ...... 4. Proper size and pitch propeller for application.










 


[image: alt]





FUEL SYSTEMS 

DESCRIPTION. Lb. In. Lb. Ft. Nâ‹…m. Fuel Pump Bracket to Cylinder Head. 25. 34. Fuel Lines. 18 ... Make sure that no fuel leaks exist before closing engine hatch.










 


[image: alt]





FUEL SYSTEMS 

DO NOT smoke or allow sources of spark or flame in the area while ... being supplied to seawater pickup pump, or ... Fuel pickup should be at least 1 in. (25 mm) ...










 


[image: alt]





FUEL SYSTEMS 

As a bulb and system check, the lamp will come ON with the key on ...... REPEATEDLY TOUCH TEST LIGHT TO KNOCK SENSOR HARNESS. CONNECTOR ...










 


[image: alt]





Precision] Carburetor Service 

X. X. X. Removal of float bracket 178-47 from new floats made after 2010 by Volare. SB-13. X. X. Inspection of Accelerator Pump Plungers. X. SB-11. X. X. X. X. X.










 


[image: alt]





Information letter - HECosystÃ¨me 

Thanks to HecosystÃ¨me's collaboration with the General Utilities Department, ... containers for glass were placed at the bottom of each building. 3. Last of all ...










 


[image: alt]





Fuel Systems - Contrails 

MSI Motor Service International. Fuel Systems ..... Fuel pump with an electric drive. FVS. Fuel vapor ..... variable return as well as an integrated pressure ...... Components in the system: EGR valves, SL pumps, function and control. - Possible ...










 


[image: alt]





November 16, 2007 Service Information Letter #A ... - Sky-Tec Starters 

2. All Kelly Aerospace starters come with a Limited Warranty policy, Starter Installation, Maintenance, and ... part number so use of a cross reference is required.










 


[image: alt]





HARTZELL PROPELLER INC. SERVICE ... - Precision Propeller Service 

Hartzell Manual 100E, (ATA 61-10-00) Hydro-Selective Propeller Overhaul Manual. .... B. Hydraulic Unit Installation. (1) ... Clean and oil the engine shaft. (2).










 


[image: alt]





service letter - Index of 

Feb 27, 2003 - OPERATOR'S MANUALS â€“ The Operator's Manual contains information of use to pilots and ... GO-480, GSO-480, IGO-480, IGSO-480 Series.










 


[image: alt]





Service Letter No 

Jan 6, 2005 - VO-540, IVO-540, TIVO-540 Series ... and service bulletins, service instructions and service letters; this manual provides ..... Form SFN-880-3.










 


[image: alt]





Service Letter No .fr 

Feb 3, 2006 - OPERATOR'S MANUALS â€“ The Operator's Manual contains information of use to pilots and ... GO-480, GSO-480, IGO-480, IGSO-480 Series.










 


[image: alt]





NL Parent Information Letter 2019 












 


[image: alt]





service letter summary 

Feb 15, 2002 - 1/7/1977 SERVICE MANUAL 720415 SUPPLEMENT #1 ... SINGLE ENGINE SERVICE LETTER SE82-14 .... 11/20/2000 ACCUMULATOR.










 


[image: alt]





SERVICE INFORMATION 

SERVICE INFORMATION. KD 04/2002. Motorrad- and Zweiradwerk GmbH. Customer Service â˜Ž+ 49 - (0) 3725 49 101. P.O. Box 11 70. D-09401 Zschopau- ...










 














×
Report Service Information Letter - Fuel Systems - Precision Airmotive





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



