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SERVICE INFORMATION KD 04/2002 Motorrad- and Zweiradwerk GmbH Customer Service + 49 - (0) 3725 49 101 P.O. Box 11 70 D-09401 Zschopau- Hohndorf, Germany



Zschopau- Hohndorf, 05 July 2002 Modifications to MZ 125 1. 2. 3. 4. 5. 6. 7.



Inspections form for MZ RT 125, RT 125 Classic, MZ 125 SX/SM How to determine the amount of wear on the timing chain for engine 125 Intake manifold 125 Bearing cap on the RT 125 rear wheel (cast wheel) Gravity die cast casing, engine 125 Chain plate clearance on RT 125 (cast wheel) Cast wheel cover, chain plate wear rate for RT 125



1. Inspections form for MZ RT 125, RT 125 Classic, MZ 125 SX/SM We were asked on several opportunities to issue forms for inspections to be performed on our products. These forms may be used as a guideline by mechanics, or as a performance record by the users if required. As you have already received such sheets for Moskito 125 last year, we are now enclosing the form to be used for MZ 125 motorcycles. Please use the original form to make copies as needed by you. 2. How to determine the amount of wear on the timing chain for engine 125 We are introducing a measuring technique in order to enable you to make an objective decision on whether to replace the timing chain when it is worn out. You should perform the wear check for the first time during the 12000 km (7500 mile) inspection and then every 6000 km (3700 miles). Remove the clutch cover prior to measuring. The following sketch shows the measuring principle. The minimum dimension of 1.8 mm (0.07 in) can be detected using a feeler gauge by pushing together as many feeler blades as necessary. 1.8 The timing chain must be replaced by a new one when the minimum dimension is reached. The cost for the chain as a wearing part should be paid by the vehicle's owner.



STEUERKETTENTRIEB.CDR



We have determined a time requirement of 0.3 h to check the timing chain. This increases the overall time requirement



for all inspections starting at 12000 km (7500 miles) to 3.2 hours.
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3.



Intake manifold 125 To ensure wear-resistant fastening, a tightening torque of 25 ±5 Ncm has been determined for the tightening of the screw (A) of the clamp for the air intake. This guarantees that the air intake is not squeezed excessively, and does not break as a consequence. Please observe this tightening torque when performing repairs in the carburettor area.



A Vergaserstutzen KD04/02A.cdr



3 1 2 RTNiles.cdr



5.



4.



Bearing cap on the RT 125 rear wheel (cast wheel)



The left rear wheel bearing is protected by a cap (1) on all vehicles corresponding to VIN SNZ1RTT002H003100 or higher. The reducing bush (2) is narrower by 0.3 mm (0.01 in). A marking groove (3) is cut into the new reducing bush to differentiate it from the reducing bush which has been used so far. The following spares are added: 9014903000 Cap Nilos ring 9016450000 Reducing bush



1 pc 1 pc



Gravity die cast casing, engine 125



A casing made as a gravity die casting will be used in engine identification number "MZ 125 *07001" and higher. This case will have the same article number as before but it should only be used in connection with the parts mentioned below: No. 1 2 3 4 5 6



Article number 3745108005 3745104000 3745110000 9015145000 9468078000 3745018005



7 8 9



3745058000 9015221000 9015033000



Designation Pcs. Cover, crankcase, right 1 Seal 1 Oil filter cover 1 DIN-M6x20-8.8-ps si cheese head screw, 2 pcs already used +1 DIN 7603 6x10x1.0 Al seal ring for no. 4 1 Oil filter with seal ring no. 5, DIN 7603 6x10x1.0 Al seal ring for 1* no. 4 Oil dipstick 1 O-ring 18x3.55 1 DIN912-M6x30-8.8-ps si cheese head screw, 6 pcs already used +1



Seal ring no. 5 must be replaced by a new seal ring every time the oil filter cover is removed.
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The oil filling quantity for engines with a gravity die cast casing is set at 1.35 l (0.3 UK gallons). This amount also applies to the oil changes. The oil dipstick has been modified correspondingly. The sand casting case is not available for delivery any longer. All other spares for the sand-cast version remain available as part of the assortment. 6.



Cast wheel cover, chain plate wear rate for RT 125 (cast wheel) Cast wheel cover:



1 S



The covers (1) for the spokes of the cast wheels are available for delivery from now on. 9016399000 front cast wheel cover 9016400000 rear cast wheel cover 9016401000 screw for cover Chain plate wear rate for RT 125:



The wear of the chain plate seating can be checked when fitted by moving the chain plate to both sides. The maximum play at the biggest outside diameter must not exceed a value of S = 3 mm (0.12 in) in both 1 directions. Replace the chain plate when the value is higher. The rear wheel must be replaced whenever the sprocket seating on the rear wheel shows strong wear. The sprocket seating cannot be replaced.
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HinterradRT125Guß.cdr



Bodo Lingath Customer service manager



Karlheinz Müller Training and technical documentation
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REGULAR INSPECTION AND MAINTENANCE OPERATIONS FOR RT 125, RT 125 CLASSIC, MZ 125 SX / SM Owner



Vehicle identification number SNZ



Maintenance point



Values



Mileage reading



Date



km



km



km



Schedule



1000



6000



12000 *



yearly



Schedule two years



Work executed



(or yearly) Cooling system tightness Filling amount/ anti-freeze compound Oil change, clean the coarse filter



I



I



I



950 ml



I/A



I/A



I/A



R



1200 ml



R/C



R/C



R/C



R



R



R



R



Oil filter Oil level Exhaust pipe attachment to the cylinder Engine mountings Clutch play



3 – 5 mm Intake 0,09-0,11 mm Exhaust 0,11-0,14 mm min 1,8 mm



Valve clearance, cold (20 ± 5 ° C) Driving chain camshaft Carburettor, carburettor filter Carburettor settings Exhaust gas emission



max 4,5 vol % CO



I



I



I



I / CT



I / CT



I / CT



I / CT



I / CT



I / CT



I/A



I/A



I/A



I/A



I/A



I/A I/R



C



C



C



I/A



I/A



I/A



I



I



I



Lighting and signalling systems



I/A



I/A



I/A



Adjusting the headlights Accessible electrical contacts Spark plug Pickup sensor (air gap) 80 km/h variant sensor Battery Electrolyte level Cable terminals



I/A I / L ** I/C/A



I/A I / L ** I/C/A



C/I/A I I/A I / L **



C / I / A*** I I/A I / L **



I/A I / L ** I/C/R I/A C / I / A*** I I/A I / L **



Brakes



I/A



I/A



I/A



Brake fluid level



I/A



I/A



I/A



I



I / R***



I /R***



min 0,7 mm 0,5 ± 0,1 mm 1,5- 2,5 mm



Brake fluid



I/A



DOT 4



Thickness of the brake linings



min 2 mm



Shock absorber Ball joint on the shock-absorbing leg, bottom Telescopic fork: Function, stand pipe Forks oil in the telescopic forks



R I



I



I



I/L



I / L***



I / L***



I / C / L***



I / C / L***



I / C / L***



I



I



I



RT: 250 ml, SX/SM: 445 ml



Pressure and condition of the tyres Spoke tension (spoked wheel) and wheel rim eccentricity Wheel bearing



maximum 0,5 / 0,5 mm



R



I



I



I



I



I / L ***



I / L ***



Rear wheel drive damping



I



I



I



Fuel cock filter



C



C ***



C ***



C ***



C / R ***



C I / CT I / CT I / A *** C / L ***



C I / CT I / CT I / A *** C / L ***



Air filter Condensate collector under the intake muffler Bolts, screws Hose clips Chain slack and wheel tracking Chain Hand lever and throttle twist grip Bowden cables and speedometer shaft Sliding surfaces and bearings



every 500 km ! every 500 km !



Side stand switch



Standard time in hours



C I / CT I / CT I/A C/L



I / L *** I / L *** C/L



C/L



C / L ***



I



I



I



2.1



2.6



3.2



Note: The costs of all inspections including the required operating material and wearing parts shall be charged to the vehicle owner. The costs of all inspections including the required operating material and wearing parts shall be charged to the vehicle owner. Legend: R Replace I Inspect



A CT



Adjust Check torque / retighten



MZ GmbH Technischer Kundendienst Postfach 1170 09401 Zschopau- Hohndorf 02.07.2002



W:\Kundendienst\VK-Infos\Englisch\InspektionsformularMZ125_en.doc



L C



Lubricate Clean



* ** ***



continue after every 6000 km use contact care product more often if required



Please use the original to make copies. To be used only for the needs of your own workshop
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information Service - Contrails 

Emission Control. Div ers. MSI Motor Service International GmbH. Hamburger StraÃŸe 15. D-41540 Dormagen. Phone +49-2133-267-1 00. Fax. +49-2133-267-1 ...










 








warranty & service information - Nintendo 

main event: the Star Battle! The winner ...... Vous verrez les règles de la bataille quand vous l'aurez sélectionnée. .... Lorsque vous verrez la roue sur la gauche,.










 








TT100 Service Information 

Apr 25, 2002 - Contents. 1. Contents. 2. TT100 combo Schematic drawing. 3. TT100 combo Mains wiring. 4. Tone Control Pcb - 9355 issue 3. 5. Tone Control ...










 








service information - Aviasport 

Oct 2, 1998 - EinfÃ¼hrung einer Silikon WÃ¤rmeleitpaste zur Optimierung der WÃ¤rmeableitung. Spark plugs for ROTAX engines 912 / 914 (series).










 








Service Information Central After-Sales Service 

Cure: Use an aerial cable with double screening! In special cases, an absorber cable (â€ž100 Hz aerial connecting cable), order number 29210 435 0100, may.










 








AUTOMATIC TRANSMISSION NAG1 - SERVICE INFORMATION 

A diagnostic trouble code (DTC) assigned to the fault is stored in memory. All solenoid and regulating valves are thus de-energized. The net effect is: â€¢ The last ...Missing:










 








AUTOMATIC TRANSMISSION NAG1 - SERVICE INFORMATION 

Basically, the automatic transmission with electronic control offers the following advantages: ...... valve sets a minimum pressure level (basic pressure). LX.










 








Service Information 15 UL 94 

NUR ZUR INFORMATION. ... speed tachometer, especially designed for the 12 pole DUCATI breakerless flywheel ... fOr 12- polige DUCATI-Zundanlage.










 








Service Information 6 UL 87 

because ii_ shows bef ot-e ever.y take-of f whet her the engine is in order and ... Service. Infornrat i0t1 5 !.! I_ r3 !j / E - p f 0 13 r;- 1 1 e r' t' e I-I y i 1.1 e mat c'.










 








Service Information for Broadcast Equipment 

LDK 8000 HD Camera head version 07. This Service Bulletin describes the software changes and new functionality of software. LDK 4000MKII and LDK 8000.










 








Service Information 2 UL 87 

2.16 Withdraw angular ring,. 2 thrust washers O,R mm thick, dog gear,. 4-dog hub, disk springs, distance ring and shim. (item 28, 27, 26, 25, 24, 23, 223 from the ...










 








Porsche 924 Turbo Service Information 

The cylinder head, as well as the complete intake and exhaust systems are new. TH- .... o The additional emission components which are required result in increased manufacturing costs. ... exhaust manifold on the right side of the engine.










 








Makita Service Information - Page web de dEdIUS 

865168-7. 6281D NAME PLATE. 1. 004. 266130-9. TAPPING SCREW BIND PT 3X16. 9. 005. 232182-2. LEAF SPRING. 1. 006. 450584-2. F/R CHANGE LEVER.










 








service information letter sil 03-2b - CSOBeech.com 

Refer to the spark plug manufacturer's data for spark plug servicing information and required specialized tools. Spark plugs must be removed, cleaned, ...










 








important information - Amazon Simple Storage Service 

Northview Laboratories #P8H066 (manual cleaning .... Nelson Labs # 200432706-02 (Sterilisation). MDS GmbH .... tension n'est que admissible si la pointe.










 








Service Information 6 UL 87 - Ultralight News.ca 

Run Joao Orllf~ao flomor 1.1. dlo. Schweden. S-41 455 Gtllohorg. AU Aulomolnll. Karl Johimsgnlnn 40. Schwelz c1+34w llu;gdorl. ESA El~rk~~rfsgonossonsc) ...










 








924 Porsche Turbo - Model 81 Service Information 

Ignition system with Hall sensor and electronic idle stabilizer ... When starting the engine the cold start valve (6) and from there the solenoid (1) are supplied with.










 








Download PDF - International Peace Information Service 

15 fÃ©vr. 2017 - Selon le porte-parole des FARDC en Ituri, capitaine Carlos. Kalombo, le mobile de cet assassinat n'est pas encore connu. Un bandit armÃ© tuÃ© ...










 








Download PDF - International Peace Information Service 

1 févr. 2017 - Centrafrique: Deux maisons incendiées après le décès d'un jeune à .... l'ONU et la Cour pénale internationale à enquêter sur la crise déchirant le pays depuis avril ..... the law that overhauled financial regulation after the 2008.










 








Service Information 1 KUL 94 - Rotax-Owner.com 

-ALL SERVICE INFORMATION BULLETINS REGARDING YOUR ENGINE. FIELD REPORTS HAVE INDICATED THAT SOME ROTAX ENGINES MAY BE ...










 








More information >>> HERE - Amazon Simple Storage Service 

samsung chat 335,telephone portable simple d'utilisation sans abonnement,winamp pour telephone mobile gratuit,download old telephone ringtone mobile ...










 








924 Porsche Turbo - Model 82 Service Information 

Seal/torque converter ... Porsche coat of arms above glove box lock ... A plate-type limited slip differential is now available as optional equipment for the five ...










 








Service Information Letter - Sky-Tec Starters 

IO-520-BA. 646238-2. N/A. IO-520-C. 646275-1. N/A. IO-520-D, F, J, L. 646238-2. N/A. IO-520-E. 646275-1. N/A. IO-520-K. 646238-2. N/A. IO-520-M. 646275-1.










 








Service Information 15 UL 94 - Ultralight News.ca 

Identifies an instruction, which if not followed, may cause serious zungen oder Lebensgefahr fur den Befreiber oder andere, drilfe injury or even death. Personen ...
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