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si 1414a - service instruction - Contrails

Apr 15, 1985 - RESTRICTORS. NOTE: Each nozzle shown in Figures. 1 through. 5 has a restrictor with one ring located in the approximate center of the. 
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652 Oliver Street Williamsport,PA 17701 U.S.A. 717/323-6181



SERVICE INSTRUCTION



DATE:



October 18, 1985



SUBJECT:



Bendix Service Bulletin No. RS-77, Rev. 1



MODELS AFFECTED:



All Avco Lycoming engines employing Bendix RS or RSA fuel injector systems.



TIME OF COMPLIANCE:



As required by subject service bulletin.



Service Instruction No. 1414A (Supersedes Service Instruction No. 1414) Engineering Aspects are FAA Approved



Bendix Service Bulletin No. RS-77, Rev. 1 herewith reprinted in its entirety pertains to the installation the new two piece air bleed injector nozzles.



of



21809, 21824, 21824-A, 21993 - These numbers for Avco Lycoming reference only. Page 1 of 5



F.



Material Part



Bulletin



1.



No.. RS-77 Rev. I 6-1 5-81 4-15-85



AIR BLEED NOZZLE, RS-RSA FUEL INJECTION SYSTEMS, TWO PIECE ASSEMBLY.



PLANNING INFORMATION: A.



Effectivity: Bendix



B.



Part



No.



Lycoming



Part



2524864 2524865 2524866 2524881 2524917 2524923



LW-18265 LW-18266 LW-18267 LW-18182 LW-18854 LW-18853



2524925



---



2524926



LW-18855



No.



Nomenclature Air Air Air Air Air Air Air Air



Bleed Bleed Bleed Bleed Bleed Bleed Bleed Bleed



Nozzle Nozzle Nozzle Nozzle Nozzle Nozzle Nozzle Nozzle



Assembly Assembly Assembly Assembly Assembly Assembly Assembly Assembly



NOTE:



G.



To introduce



the



new two



piece



H. nozzle



with



aa removable



fuel



To provide



installation



(3)



To provide



cleaning



D.



Approval:



Manpower:



No change.



replacement



Tooling:



Weight



and



References: Lycoming



activities: activities:



Balance:



instructions.



At owner's Information.



2.



Service



Instruction



No. 1414.



ACCOMPLISHMENTINSTRUCTIONS:



discretion. CAUTION:



NOTE:



None. E.



individual



instructions.



Compliance:



Overhaul



to Figures 2 through 8. Procure as necessary to form assembly.



No effect.



(2)



Operating



* Refer parts



Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Bendix Distributors Not Available * Not Available * Superceded by P/N 2524926 Not Available * Limited Availability * Not Available * Not Available *



restrictor.



I. C.



Availability



Preformed Packing Spring Holder Special Nut Spring Shipping Cap Tube Assembly Tube Assembly Body Assembly Body Assembly Body Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly Airbleed Nozzle Assembly



No effect.



Reason: (1)



Nomenclature



951391 2521863 2541847 2521864 2522020 2525892 2525894 2541494 2541946 2541949 2524864 2524865 2524866 2524881 2524917 2524923 2524925 2524926



Date Revised: Subject



Availability:



No.



A.



DO NOT INTERCHANGEPARTS OF ONE AND TWO NOTCH FUEL RESTRICTORS.



Each nozzle shown in Figures with one ring located in the assembly.



1 through approximate



5 has a restrictor center of the



Installation



(Naturally



(1)



nozzle in cylinder using a clean deep well 1/2 Tighten and torque nozzle to 60 pound-inches.



Install wrench. NOTE:



Aspirated).



Do not remove installed.



shipping



Refer



cap from



to Figure



nozzle



1 of



until



this inch



nozzle



directive. socket



is



RS2.



2. ACCOMPLISHMENTINSTRUCTIONS: (Continued) (2)



lighten fuel line to nozzle. fuel line cap and connect Remove shipping It is to a torque value of 25-50 pound-inches. union nut (AN-805-2) and then tight, finger fuei line union rut, to tighten also permissble (1/2 to I flat nut with a wrench - 30 to to degrees tightening continue damage in result may of 50 pound-inches Torque in excess of the nut) to the parts. NOTE:



B.



Installation



Care should be taken not to drop the fuel restrictor is still Ensure fuel restricter installation. during fuel lines. to attaching prior place (Turbocnarged). the



same as



Refer specified



in



paragraph



(2)



spring and tube assembly, packings, cap and assemble Remove shiping special 4 and 5, tighten Figures assembly For nozzle holders. spring in fuel line union nut as specified Connect torque. nut 5-10 lb-in. 2. A. (2). paragraph



Installation directive. this



Care should be taken not to drop the fuel restrictor is still Ensure fuel restrictor installation. during fuel lines. to attaching prior place



(1)



Remove shipping holders. spring 2.A. (2). NOTE:



D.



(Turbocnarged)



Hiflow



nozzles.



Refer



to



tube packings, cap and assemble fuel line union nut as Connect



Care should be taken not to drop the fuel Ensure fuel restrictor installation. during fuel lines. to attaching prior in place



in



interchangeable 2 in Figures



Figures



assembly, specified



6 through



8 of



and spring in paragraph



restrictor is still



Cleaning. WARNING: METHYLETHYL KETONE (MEK) AND ACETONE ARE FLAMMABLE AND HARMFULTO EYES, SKIN, AND BREATHING PASSAGES. KEEP IGNITION SOURCES AWAY, PROVIDE ADEQUATEVENTILATION AND WEAR PROTECTIVE CLOTHING. ALL NOZZLES AND FUEL LINE UNION NUTS MUST BE TORQUED TO THE VALUES SPECIFIED IN PARAGRAPHS2.A. (1) AND (2) OR EXCEEDING THE VALUES SPECIFIED MAY 2.3 (1) AND (2). RESULT IN DAMAGETO THE PARTS.



'



(2)



Use a necessary nowever,



to remove it is -e



internal needles,



passages etc.



NOTE:



2. A. (1).



Proceed



8 are not 6 through Nozzles shown in Figures shown nozzle assemblies looking with similar through 5. C.



directive.



(1)



NOTE:



in M.E.K. or body and clean nozzle cleaning maybe More frequent annually. cleaned upon aircraft/engine time, based operational 100 hrs.



the nozzle



in



of this



to Figures 2 tnrough



ACCOMPLISHMENTINSTRUCTIONS: (Continued)



any sharp



Qty



951391 2521863 2541847 2521864 2522020 2525892 2525894 2541946 2541949 2524864



A/R A/R A/R A/R A/R A/R A/R A/R A/R A/R



2524865



A/R



2524866



A/R



2524917



A/R



2524923



A/R



2524925



A/R



2524926



A/R



from the



instruments such,as



drills,



pins,



for



use



if



No.



The new part interchangeable



Disposition



Nomenclature



Old Part



Packing Spring Holder Nut Special Spring Cap Shipping Tube Assembly Tube Assembly Body Assembly Body Assembly Nozzle Airbleed Assembly Nozzle Airbleed Assembly Nozzle Airbleed Assembly Nozzle Airbleed Assembly Nozzle Airbleed Assembly Nozzle Airbleed Assembly Nozzle Airbleed Assembly



951391 2521863 2541847 2521804



B Use Use Use



2525892 2525894 2541945



Use Use A



2524107



A



2524881



B



serviceable.



B - Scrap. NOTE:



d



keep each restrictor instances, In all or Hoppes lumber 9 gun cleaning Use MEK, acetone body. nozzle body removed from cylinder. to clear fluid



New Part No.



A - Retain



with



body



not to exce required, 'history. service



C is physically number nozzle with the corresponding



and functionally old nozzle.



RS-77, 3.



MATERIAL INFORMATION: (Continued)



Key to 1. 2.



RS-77,



Rev. I



Figure



3.



1



Rev.



I



MATERIAL INFORMATION: (Continued)



Key to Figure



Body Assembly - P/N 2524864 Shipping Cap - P/N 2522020



1. 2. 3. 4. 5. 6. 7. 8.



3



Spring Holder - P/N 2521863 Spring - P/N 2521864 Spring Holder - P/N 2521863 Preformed Packing - P/N 951391 Tube Assembly - P/N 2525894 Preformed Packing - P/N 951391 Body Aasembly - P/N 2541946 Shipping Cap - P/N 2522020



NOTE:ONENOTCH ON RESTRICTOR



ON NOTCH NOTE:ONE NOTE:ONE NOTCHON RESTRICTOR



LA-8250A Airbleed



I



Nozzle Assembly Figure 1.



2524864



LA-8248 Key to Figure 1. 2. 3. 4. 5. 6. 7. 8.



Airbleed Nozzle Assembly 2524866 Figure 3.



2



Spring Holder - P/N 2521863 Spring - P/N 2521864 Spring Holder - P/N 2521863 Preformed Packing - P/N 951391 Tube Assembly - P/N 2525892 Preformed Packing - P/N 951391 Body Assembly - PN 2541946 Shipping Cap - P/N 2522020.



Key to 1. 2. 3. 4. 5. 6. 7. 8.



Figure



4



Spring Holder - P/N 2521863 Spring - P/N 2521864 Special Nut - P/N 2541847 Preformed Packing - P/N 951391 Tube Assembly - P/N 2525894 Preformed Packing - P/N 951391 Body Assembly - P/N 2541946 Shipping Cap - P/N 2522020



ON



0



LA-8251A Airbleed



Nozzle Assembly Figure 2.



LA-8249A



2524865



Airbleed Nozzle Assembly 2524917 Figure 4.



6



RS-77, 3.



Rev.



MATERIAL INFORMATION: (Continued)



Key to Figure



1



RS-77,



3.



5



Rev.



I



MATERIAL INFORMATION: (Continued)



Key to Figure



1. 2. 3.



Spring Holder - P/N 2521863 Spring - P/N 2521864 Special Nut - P/N 2541847 4. Preformed Packing - P/N 951391 5. Tube Assembly - P/N 2525892 6. Preformed Packing - P/N 951391 7. Body Assembly - P/N 2541946 8. Shipping Cap - P/N 2522020



1. 2. 3. 4. 5. 6. 7. 8.



7



Spring Holder - P/N 2521863 Spring - P/N 2521864 Special Nut - P/N 2541847 Preformed Packing - P/N 951391 Tube Assembly - P/N 2525894 Preformed Packing - P/N 951391 Body Assembly - P/N 2541159 Shipping Cap - P/N 2522020



SUPERCEDED BY 2524926



LA-8334 Airbleed



Key to Figure 1. 2. 3. 4. 5. 6. 7. 8.



Nozzle Assembly Figure 5.



LA-8333



2524923



Airbleed Nozzle Assembly 2524881 Figure 7. Key to



6 1. 2. 3. 4. 5. 6. 7. 8.



Spring Holder - P/N 2521863 Spring - P/N 2521864 Special Nut - P/N 2541847 Preformed Packing - P/N 951391 Tube Assembly - P/N 2525892 Preformed Packing - P/N 951391 Body Assembly - P/N 2541949. Shipping Cap - P/N 2522020



Figure 8



7



Spring Holder - P/N 2521863 Spring - P/N 2521864 Special Nut - P/N 2541847 Preformed Packing - P/N 951 391 Tube Assembly - P/N 2525894 Preformed Packing - P/N 951 Body Assembly - P/N 2541949 Shipping Cap - P/N 2522020 NOTE:ONE STEPON RESTRICTOR



LA-8336 Airbleed Nozzle Assembly 2524926 Figure 8.



NOTE:ONESTEPON RESTRICTOR



LA-8335 Airbleed



Nozzle Assembly Figure 6.



K. R. Dettweiler Manager, Product



2524925



o 8



0



Support
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si 1275b - service instruction - Contrails 

Oct 6, 1978 - 1. Air test nozzle assemblies 74151, LW-. 10476 and LW-10475 as shown in Figure 1. If a nozzle assembly does not meet the requi- rements of ...
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service instruction - Contrails 

Jun 6, 1999 - current issue of the Operator's Manual (OM). - engine data sheet. - power, torque and fuel consumption curves. - current issue of the Illustrated ...
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Open the shipping containers and check the contents for damage and against the packing slip. Immediately inform. EnerSys Inc of any damaged or missing ...
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Emission Control. Div ers. MSI Motor Service International GmbH. Hamburger StraÃŸe 15. D-41540 Dormagen. Phone +49-2133-267-1 00. Fax. +49-2133-267-1 ...
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service bulletin - Contrails 

Aug 28, 2006 - SI-912-016 / SI-914-019 â€œSelection of suitable operating fluidsâ€œ current issue. 1.3) Reason. Using conventional coolant with a mixing ratio of ...










 


[image: alt]





SERVICE INSTRUCTION 

Mar 21, 2002 - The following is a list of FAA approved starters, generators, ... generators, alternators, and related regulators and relays are no ... MS-4218.
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service instruction 

This product improvement consists of removing the left magneto, replacing the attaching studs in the accessory housing and replacing the drive components of ...
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SERVICE INSTRUCTION 

In the Mooney M20J-201 there have been reports of the hardware attaching the dual magneto to the studs in the engine accessory housing becoming loose after ...
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Service Instruction 

May 3, 2007 - shown in Photos 1-3. Photo 1. Photo 2. Photo 3. â€¢ Unscrew the two motor through-bolts with an 8mm wrench and slip them back about 1â€� as.
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SERVICE INSTRUCTION 

detail P/N 2576532-1 or 2576556-1 marked on top of cover). TIME OF COMPLIANCE: At owner's discretion. To improve idle characteristics, especially in hot ...
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service instruction 

SSP1776 Table of Limits, for the specified torque value. SSP1776 Table of Limits may be found in the appropriate engine overhaul manual or may be purchased ...
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SERVICE INSTRUCTION 

New, remanufactured, and overhauled engines purchased from Textron Lycoming are preserved for either 60 or 180 days. The date of preservation is the date ...
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service instruction - Lycoming 

Dec 9, 2005 - governor drives. TIME OF COMPLIANCE: Anytime the propeller governor is installed. The use of a P/N LW-12347 propeller governor pad plate ...
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service instruction - Lycoming 

www.lycoming.textron.com. DATE: July 10, 2003 ... SUBJECT: Propeller Oil Control Leak Test Procedure (With Propeller Installed on. Engine) ... Whenever the engine is going into feather during landing roll out with reduced throttle setting.
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service instruction - Lycoming 

Any time a P/N STD-1409 nut is removed from the crankcase parting line in the sump or from any other location (such as the oil pump body on TIO and TIGO-541 ...
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service instruction - Lycoming 

Jan 19, 1988 - On all engines except the 76 series, push out rocker shaft to remove ... attaching the compression tester, check the air supply regulator to make ...
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service instruction - Lycoming 

timing has been checked and any corrections to the timing have been made. In addition, a further inspection should be made to determine that the alignment is ...










 


[image: alt]





service instruction - Lycoming 

shown in Figure 2. Continue rotating the crankshaft until the ignition timing pointer and the split line of the two crankcase halves align. Leave the crankshaft in ...
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VRLA - Contrails 

set to the higher side for controlling overdischarge. For larger ... Discharge cut-off v oltage (6V battery). 5.4. 5.2. 5.0. 4.8. 4.6. 4.4. 4.2. 4.0. 10.8. 10.4. 10.0. 9.6.
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13.4.8.1) Wiring diagram for ignition system("Single Plug") ...................... 65. 13.4.8.2) Wiring .... 14.1.2) Electric starter single parts check . ...... fig. 019/1. REPARATURWERKZEUGE FÃœR MOTOR ...... The jet needle controls the fuel consum
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STARTER. CONTACTOR. LOLAWG -. AWG. AWG. 4WG. > MAIN FUEL PUMP. MAN BATTERY. 22AWG. 22AKO al PNL. PNL. -12AWG. CASE. GROUND. SOL.
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Fiberfrax - Contrails 

Fiberfrax Bulk Fiber insulation ... 2. Fiberfrax Blankets. Fiberfrax Durablanket high temperature insulation ... Fiberfrax Foamfrax Grade II Bulk Fiber MSDS.
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E EI EJ ELE II I III IEIET ET ETETET E TETET ET EFFET ET ETETE E TE TITETET .... A1. A4. ER EB = A2 a N GA 0 + w N - N. PESO 322 o un N O - Un A w NB N â€“ .... Refer to Transponder Manufacturer Installation Manual for Actual Installation.
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pierburg - Contrails 

A Company of Kolbenschmidt Pierburg AG - ... engine. 1 Tank. 2 Mechanical fuel pump. 3 Check valves (2). 4 Fuel vapour separator ... Long starting times after.
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