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D a ta S h e e t



SUREPORT



TM



SINGLE FIBER SFP For HP® Networking Equipment. key features and benefits For the superior convenience and ease of use of one-to-one platform compatibility, look no further than Champion ONE’s SureportTM line of optical transceivers. These carrier-grade transceivers are designed and tested to fit seamlessly with your existing OEM platform. Champion ONE’s SF SFP or bi-directional (bidi) offers a direct replacement for dual-fiber SFP optics, providing you with more bandwidth on less fiber. Gaining increased capacity without running new fiber can reduce your fiber installation or lease costs, optimizing your fiber plant. Our carrier-grade SFP products also feature digital diagnostics, also known as digital optical monitoring (DOM), which is supported by HP® and other major carriers.



Technical Specifications Standards and Regulatory Compliance RoHS compliant SFP MSA (mutli-source agreement) IEEE Std 802.3 Fibre Channel Draft Physical Interface Specification Compliant with SONET/SDH optical standards UL/CSA Class 3862.07 / 3862.87



Protocols and Data Rates Gigabit Ethernet (1.25Gbps)







Warranty







All feature a limited 5-year warranty



Dimensions 8.5 x 13.4 x 56.5 mm ; 75 g Notes 



For a full list of comparable HP® part numbers, please refer to page 2 of this document.



Connector



Simplex SC connector
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D a ta S h e e t Sureport part #*



Wavelength (nm)



Fiber Type



Rated Distance (km)



Temp Range (°C)



Description



Tx (min/max) (dBm)



Receiver Sensitivity (dBm)



Substitute for HP® part #s



Gigabit Ethernet (1.25 Gbps), 1G Fibre Channel (1.0625 Gbps) GESFP-B31-20-HP



1310 Tx/ 1490 Rx



SMF



20



0 to 70



SFP SF 1000Base-BX 1310 Tx/ 1490 Rx, 20km, HP compatible



-7.0 / 1.0



-22.0



JD098B J9143B



GESFP-B49-20-HP



1490 Tx/ 1310Rx



SMF



20



0 to 70



SFP SF 1000Base-BX 1490 Tx/ 1310Rx, 20km, HP compatible



-7.0 / 1.0



-22.0



JD099B J9142B



* Parts are intended as one-to-one replacements. Please verify that the OEM part number is compatible with your system before ordering. If you have questions regarding specific switches and routers, please contact your Champion ONE sales representative for support. In most cases, a customized solution can be developed to meet your needs.



Service and Support Running a network or selling network services and products can be a highly competitive endeavor. To help differentiate your business and enable you to provide more cost effective infrastructure, you require a partner that provides competitive pricing and vertical market expertise. At Champion ONE we understand your needs. We leverage our skills and relationships to: 



• • • • • •



Provide network design services and help you explore alternative network designs you may not have considered Provide technical and sales support when you need it Accept orders for same day shipment up to 3:00 PM EST Offer some of the longest warranties in the industry Offer a 30-day return policy Build a long- term supplier partnership with you



You can rely on Champion ONE, not only for the highest levels of availability for the products you need, but the technical support, customer service and cost consideration you deserve. Our goal is your complete satisfaction.



The Champion ONE Commitment







For over twenty years, we at Champion ONE have been delivering great value to our customers through high-quality products at competitive prices. As one of the leading suppliers of compatible optical transceivers and a major supplier of optical networking solutions, we take great pride in building long-term relationships as a trusted partner. In this spirit, everything we bring to market bears the Champion ONE ShieldTM, which strengthens this trust through five core promises: Performance, Availability, Compatibility, Protection, and Value.



Global Headquarters Champion ONE 23645 Mercantile Road Beachwood, OH 44122 Phone: 800-860-7466 Fax: 216-831-2541 e-mail: [email protected] www.championone.com



All product photos are representative samples only. Champion ONE and the Champion ONE logo, are registered trademarks of Champion Optical Network Engineering, LLC. All other trademarks, service marks, registered marks, or registered service marks are the property of their respective owners, and do not imply any affiliation with Champion ONE. Champion ONE assumes no responsibility for any inaccuracies in this document. Champion ONE reserves the right to change, alter, or otherwise revise this document without notice.
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Picosecond ultrasonics on a single micron carbon fiber 

before weaving the carbon plies that are finally embedded in a matrix. .... is a highly anisotropic carbon fiber where microcrystals, made of graphene sheets, are.
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prolabsâ€“ j4858c-c - Silizone 

J4858C-C Overview. PROLABS's J4858C-C SFP ... Single power supply 3.3V. â—‹ RoHS Compliance. â—‹ Class 1 ... Description. J4858C-C. GE/FC SFP 850nm ...










 


[image: alt]





ES4626-SFP 

Ingress rate limiting, Egress rate limiting. 8 K IP Address entries ... Configuration file upload/download via TFTP/FTP server. Supports RMON (groups 1, 2, 3 and ...
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SFP M oduleS 

Applications: Ten Gigabit Ethernet, OC-192 and other optical links. Small Form Pluggable Modules. Copper (10/100/1000 and 1000 Mbps) and Fiber (155 Mbps ...










 


[image: alt]





Giga-MiniMc SFP 

5% to 95% (non-condensing). Storage Temperature: -31Â° F to +167Â° F (-35Â° C to +75Â° C). â€¢ Plug-and-play operation. â€¢ RJ-45 and SFP connectors. â€¢ IEEE 802.3 ...
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BC548C NPN General Purpose ... - Silizone 

and switches requiring collector currents to 300 mA. Sourced from. Process 10. See PN100A for characteristics. Absolute Maximum Ratings* TA = 25Â°C unless ...
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p 86 86 ffpp sf sfp sfp - The Mutopia Project 

This sheet music has been placed in the public domain by the typesetter, ... MutopiaProject.org â€¢ Free to download, with the freedom to distribute, modify and ...
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récepteur optique SFP bidirectionnel 

Budget de puissance : 16 dB. Pour plus d'informations sur les produits Intellinet, contactez votre revendeur local ou visitez www.intellinet-network.com. Tous les ...
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10 GigaBit Fiber Taps 

GigaBit Fiber Tap saves rack spaceâ€”install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested ...
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Structural Fiber-glass For Homebuilders 

Jan 20, 1973 - cloth, polyester resins, little or no control of resin con- tent, and lots of ... the application and use properties of the resins by intro- ducing fillers.
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BODY FIBER 250 POLYESTER FILLER 

BODY FIBER 250 POLYESTER FILLER. Technical Data Sheet ... regulations. Two component, polyester- based ... ents and its properties. The maximum VOC ...
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FIBER OPTIC INSTALLATION KIT 

Cette trousse contient une peinture et un adhésif ... précaution afin d'éviter un contact de la peinture et ... po) – enlevez le tampon et le revêtement d'acrylate.
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fiber-optic communications 

Press, New York, 1988.) Fourier-transform-limited minimum value of a,, is therefore. (22.3-10) which is directly proportional to the bit rate B,. For B, = 10 Gb/s and ...
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Carbon Fiber Composites 

Library of Congress Cataloging-in-Publication Data. Chung ... Carbon fiber composites / Deborah D. L. Chung. ... Printed in the United States of America ...
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Honeywell SpectraÂ® 2000 fiber 

SpectraÂ® is a registered trademarks of Honeywell International Inc. ... ultra-lightweight fibers for armor, aerospace and high-performance sporting goods ...
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FIBER OPTIC INSTALLATION KIT 

Perform an “air polish” by holding the connector and ... Place the polishing pad onto a flat surface. Place ... tool, polish the end of the fiber in a “traveling figure-8”.
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Fiber Fracture - The Eye 

would like to acknowledge the support and encouragement of these institutions as ..... responsible for better compressive properties of carbon fiber than aramid fibers. ... The exponent, n obtained from the slope of the straight lines in this ...... 
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fiber-optic sensors - Main 

400Â°C. Infrared LED. 6. 12. 16. 22. 23. 26. Choose the performance you need. General application. Standard cylindrical. Square shape. Miniature. Long distance.
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INTEGRATED FIBER-OPTIC RECEIVERS 

being implemented in integrated form, and smaller systems are becoming .... Temes, Alan Willson, Jack Willis, Jason Woo, and all the students of ICSL. The first ...... Watts. Normally we will consider the signal f t to be a either a current or a volt
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rÃ©cepteur optique SFP ... - Intellinet Network 

GÃ©nÃ©ral. â€¢ Supports pris en charge : Fibre 1000Base-LX monomode 9/125 Âµm. â€¢ Connecteur : Port fibre LC, 1 000Base-LX. â€¢ Distance : 10 km. Longueurs d'onde ...
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récepteur optique SFP+ sur fibre 10 

Module émetteur/récepteur optique SFP+ sur fibre 10 Gigabit. Port multimode 10GBase-SR (LC), 300 m (984 ft). Part No.: 507462. Caractéristiques: Convient à tout commutateur Gigabit Ethernet Intellinet doté d'emplacements pour module SFP+, et à tout p
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10 Module émetteur-récepteur Gigabit cuivre SFP+ 

10 Module émetteur-récepteur Gigabit cuivre SFP+. Port 10GBase-T (RJ45), 30 m, jusqu'à 10 Gbps de taux de transfert de données avec câblage. Cat6a. Part No.: 508179. Caractéristiques: Permet des connexions cuivre Ethernet 10 Gigabits rentables et fia
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rÃ©cepteur optique SFP sur fibre Gigabit 

Module Ã©metteur/rÃ©cepteur optique SFP sur fibre. Gigabit. Port monomode 1000Base-LX (LC), 20 km. Part No.: 506724. Ã‰metteur/rÃ©cepteur mini-GBIC SFP Gigabit Ethernet. La nouvelle ligne d'Ã©metteurs/rÃ©cepteurs SFP (Small Form Factor Pluggable) d'I
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récepteur optique SFP sur fibre ... - Intellinet Network 

Format standard SFP. Prend en charge la ... produits ou services mentionnés dans ce document sont la propriété de leurs propriétaires respectifs. Distribution et ...
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