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High Resolution Built-in Varifocal Lens Black IR LED Camera



SIR-4160 0



Digital Image Stabilization



3.6X



52dB



IR LED



IR MODE



COAX



Specifications SIR-4160N ELECTRICAL Input Voltage Power Consumption VIDEO Imaging Device Total Pixels Effective Pixels Scanning System Synchronization Frequency Horizontal Resolution



SIR-4160P



Dual (12V DC / 24V AC) Max. 7.8W (LED On) 1/3” Super HAD CCD 811(H) x 508(V) 795(H) x 596(V) 768(H) x 494(V) 752(H) x 582(V) 2 : 1 Interlace Internal / Line lock H : 15.734KHz / V : 59.94Hz H : 15.625KHz / V : 50Hz Color : 600TV lines / B/W : 700TV lines Color : 0.15Lux ([email protected]), 0.0003Lux (Sens-up, 512X) B/W : 0Lux (LED on) 52dB CVBS : 1.0Vp-p, 75



Min. Illumination S / N (Y signal) Video Output LENS Zoom Ratio Focal Length Max. Aperture Ratio Min. Objecy Distance Angular Field of View Focus Iris Control OPERATIONAL



No Fear of the Dark



3.6X (Manual) 2.8 ~ 10mm (F1.2) 1 : 1.2(Wide) ~ 2.8(Tele) 0.2m (0.66ft) H : 94.4°(Wide) ~ 28°(Tele) / V : 69.2°(Wide) ~ 21°(Tele) Manual Auto / Manual



On Screen Display Camera Title Day & Night SSDR Backlight Compensation Motion Detection Digital Zoom Digital Image Stabilization Privacy Masking 2D+3D Noise Filter (SSNRIII) Sens-up (Frame Integration) Gain Control White Balance Electronic Shutter Speed Sharpness Flip / Mirror Communication ENVIRONMENTAL Operating Temperature / Humidity Storage Temperature / Humidity MECHANICAL Dimension (WxHxD) Weight IR LED IR Distance Ingress Protection Certifications



Ultra Low Light Levels of 0 Lux!



Korea, English, Japan, English, French, German, Spanish, Italian, Spanish, French, Portuguese Chinese, Russian, Polish, Czech On / Off (Displayed 15 characters) Auto (ICR) / Color / B/W On / Off (Level adjustable) BLC / HLC / Off On / Off (8 Programmable zones) On / Off (1X ~ 16X) On / Off On / Off (12 Programmable zones) On / Off Auto / Off (Selectable limit ~ 512X) Low / High / Off AWC, Manual, Indoor, Outdoor, ATW (1,700°K ~ 11,000°K) Fixed (1/60 / Flickerless) Fixed (1/50 / Flickerless) On / Off (Level adjustable) On / Off Coaxial (Protocol : Pelco Coaxitron) -10°C ~ +50°C / 20% ~ 80% RH -20°C ~ +60°C / 20% ~ 95% RH 85.9 x 85.4 x 314.1mm (3.38” x 3.36” x 12.37”) 1Kg (2.2 lb) 32EA 40m (131ft) IP66 FCC (Class A)



CE (Class A)



Dimensions



Unit : mm (inch)



SIR-4160



85.4 (3.36")



79.9 (3.15")



High Resolution Built-in Varifocal Lens Black IR LED Camera



80 (3.15")



85.9 (3.38")



The Eco mark represents Samsung Techwin’s will to create environment-friendly products,and indicates that the product satisfies the EU RoHS Directive.



• High resolution IR camera with high resolution of 600TV lines • Equipped with high performance black IR LED,



284.8 (11.21")



314.1 (12.37")



50-meter monitoring range Design and specifications are subject to change without notice.



• Dustproof and waterproof (IP66)



DISTRIBUTED BY



SAMSUNG TECHWIN CO., LTD. 145-3, Sangdaewon 1-dong, Jungwon-gu, Seongnam-si, Gyeonggi-do Korea 462-703 Tel : +82-31-740-8151~8 Fax : +82-31-740-8145



www.samsungcctv.com SAMSUNG TECHWIN AMERICA Inc. 1480 Charles Willard St, Carson, CA 90746, UNITED STATES Tol Free : +1-877-213-1222 Fax : +1-310-632-2195 www.samsungcctvusa.com



SAMSUNG TECHWIN EUROPE CO., LTD. Samsung House, 1000 Hillswood Drive, Hillswood Business Park Chertsey, Surrey, UNITED KINGDOM KT16 OPS Tel : +44-1932-45-5300 Fax : +44-1932-45-5325



TIANJIN SAMSUNG TECHWIN OPTO-ELECTRONICS CO., LTD. No.11 Wei 6 Street. Micro-Electronic Industrial Park Jingang Road, Tianjin, P.R. CHINA 300385 Tel : +86-22-23887788 Fax : +86-22-23887788



www.samsungcctv.com I.E-0908



High Resolution Built-in Varifocal Lens Black IR LED Camera I SIR-4160



DSP Allows



High Resolution Black IR LED Camera



for Visibility of 50m! Core Technologies Samsung Techwin's Proprietary Technology DSP for High Resolution Monitoring W-V, an embodiment of Samsung Techwin's commitment to technological development, is a fifth-generation DSP chipset that enables high resolution of 600TV lines. Samsung Techwin packs quite a bit of technology into the small chip to deliver unmatched cost-effectiveness. The chip features SSNRIII “image noise” elimination using upgraded 2D/3D filtering to ensure clear images in the darkness, day & night, SSDR, HLC highlight backlight compensation, image stabilization, multiple language OSD and other highend features.



The SIR-4160 is a high resolution IR LED camera that can capture images within 50 meters in extremely low or no lighting using its built-in black IR LED lamps. In addition, it boasts excellent performance in monitoring factory compounds, stores and warehouses using a built-in 3.6X varifocal lens (2.8 ~ 10mm).



0 Lux, Catch the Darkness! 0



With built-in high performance IR LEDs, the SIR-4160 can capture even tiny movements in complete darkness.



Conventional Camera



High Resolution Superb Color Image Quality at 600TV lines Resolution!



SIR-4160



SIR-4160



Equipped with High Performance Black IR LED



SSDR (Samsung Super Dynamic Range) In backlit conditions, where there is a clear distinction between bright and dark areas, the SIR-4160 selectively brightens dark sections, ensuring virtually homogeneous brightness across the image.



Conventional Camera



Dustproof & Waterproof



Using high-performance black IR LEDs, which are four times brighter than normal ones, the SIR-4160 clearly detects objects in the dark with low power. In addition, you can set the number of LEDs used from 16 to 32 to brighten an object's surroundings.



The SIR-4160 has a perfect waterproof and dustproof design, performing superbly in all-weather conditions.



IR LED



Thanks to the DSP W-V chipset, Samsung Techwin's Proprietary Technology, the SIR-4160 boasts stable and precise image processing, delivering high-quality images with a color resolution of 600TV lines.



SIR-4160



600TV lines



EIAJ TEST CHART



Conventional Camera



SIR-4160



Easy-to-Use Standalone Camera The SIR-4160 is a standalone outdoor camera that can be installed instantly without the hassle of housing.



Flexible Varifocal Lens 3.6X



Built with a 3.6X, 2.8-to-10-millimeter varifocal lens with adjustable viewing angle and optimized view and focus settings, the SIR-4160 is ideal for monitoring wide areas.



+ Normal



3.6X
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Untitled - Presidium Instruments Pte Ltd 

the gauge. Batteries should be removed when the instrument is expected to be stored for an extended period of time. 1. GETTING STARTED with your Presidium.
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Untitled - Presidium Instruments Pte Ltd 

When the gauge returns to its normal temperature, moisture can form inside the gauge and damage electronic circuit boards. • Do not attempt to open the gauge ...
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Rakuten Asia Pte. Ltd. is looking for a: Regional SEM Manager ... - Apeg 

Online Marketing / SEM who will manage efficiently our search ads in our local office in ... Improve the SEM revenue growth while increasing the Marketing ROI.
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Security Vulnerability Report - Security Explorations 

INTERRUPTION OF BUSINESS, LOSS OF BUSINESS INFORMATION, OR FOR ... The entitlements for "ITI VOD 2 " provider name are of particular interest here.
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formerly, Earny Resources Ltd 

7 mars 2019 - common shares in the capital of the Company for gross proceeds of $5,071,014.63. Item 5. Full Description of Material Change. 5.1.
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130C - Fellowes Canada Ltd 

Add paper. Paper should be flat and ..... Modo de suspensiÃ³n para ahorro de energÃa. Esta caracterÃstica ... FUNCIONAMIENTO EN MODO DE SUSPENSIÃ“N.
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Honda Motor Europe Ltd 

1 mai 2017 - Android Autoâ„¢ sur Google Playâ„¢. Seuls les smartphones fonctionnant sous la version. Android 5.0 (Lollipop) ou ultÃ©rieure sont compatibles ...
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comet co.,ltd. - RadioManual 

â–¡Features. â—‹ M ax Pow er : 3 kW (SSB). â—‹ M anually adjustable variable capacitor and variable inductor. â—‹ Connectors for both balanced / unbalanced ...
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EVERLIGHT ELECTRONICS CO.,LTD 

Device Number : DDS-516-013. REV: 1.0. 0.52" Single Digit Displays. MODEL NO : ELS-516SURWA/S530-A2 .... 1000 HRS. 76 PCS. 0/1. 5. Low Temperature.
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Shotgun Ltd. - SHADOWMANIACS 

looking for the famous 2i's Coffee Bar located at 59, Old. Compton Street ... Barry Gibson bumped into our friends while they were shopping around. Denmark ...










 


[image: alt]





DE 2018 UK LTD 

13 oct. 2017 - Ã  deux hÃ´tels Ã  Riviera Maya, au Mexique : l'hÃ´tel Hard Rock et l'hÃ´tel Unico (collectivement, .... **Les 100 coachs ayant gagnÃ© le plus grand.
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130C - Fellowes Canada Ltd 

Never use aerosol products, petroleum based lubricants or other flammable products on or near shredder. Do not use canned air on shredder. • Avoid touching ...
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Golder Associates Ltd. 2003 
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Cruiser - Apco Aviation Ltd 

LINE MAINTENANCE. 9. 8.5.1 ... Please use the glider only as described in this manual. .... For replacement lines please refer to our online direct line services ...
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Lancaster Fastener Co Ltd 

M4. M5. M6. M8. SchweiÃŸbolzen mit Gewinde - PT. Goujons FiletÃ©s - PT. â–¡ A2 - Stainless Steel l A2 - Edelstahl l Inox - A2. â–¡ Aluminium l Aluminium l ...
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2250m - Fellowes Canada Ltd 

All cross-cut and micro-cut shredders require oil for peak performance. If not oiled, a machine may experience diminished sheet capacity, intrusive noise.










 


[image: alt]





Security Council 

29 déc. 2015 - As of the end of the reporting period, the OPCW Declaration Assessment. Team was deployed for its thirteenth visit to the Syrian Arab Republic.
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Untitled - Fellowes Canada Ltd 

test punch scrap sheets and set the machine before punching final documents ... COMB DIAMETER & DOCUMENT SIZES mm inch number of pages. 6mm. 1/4". 2-20. 8mm. 5/16". 21-40. 10mm. 3/8". 41-55. 12mm. 1/2". 56-90. 16mm. 5/8". 91-120. 18mm. 11/16" ..... E
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k-tech suspension ltd 

HONDA. RVF400 NC35. 36-235-. 8.5 9.0 9.5. CB600F HORNET. 1998-2004. 35-315- ...... CRF230L ENDURO. 2012-2015 ...... K-Tech shock absorber service kits are supplied with an oil seal, dust ...... MANUAL BLEEDING TOOL 213-900-020.
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Cruiser - Apco Aviation Ltd 

CHANGING LINE DIAMETER/STRENGTHS CAN HAVE FATAL. CONSEQUENCES. For replacement lines please refer to our online direct line services ...
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Blue Line Gen2 Pet Friendly TriTech Motion Detector - NAPAD.pl 

ImmunitÃ© champ magnÃ©tique. Test sans masque de vision verticale et sans immunitÃ© aux animaux www.afnor.org www.cnpp.com. Certificats NF A2P.
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NETWORK SECURITY 

internal LDAP database. Transparent authentication. PKI and embedded certification authority. SMALL BUSINESSES. AND AGENCIES. MEDIUM BUSINESSES.
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Security Equipment 

also for Sony- and Nintendo hardware, drill machines, etc. Big Box 3 security box with handle. I: 307x315x221. SI1 9002695. Packing unit: 16 pcs./crt.
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