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Sizes 190-260 - Performance Designs

Aug 23, 2012 - The upgrade involves moving two steering line attachment points to new ... and sew it back together with reinforcement tape, move four line. 
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Performance Designs, Inc. 1300 East International Speedway Blvd. Deland Florida 32724 +1 386 738 2224



Product Upgrade Notice Date:



23 August 2012



Subject:



Pulse 190-260 Landing Performance Upgrade



Status:



Customer’s Discretion at Next Reline



IDENTIFICATION: Pulse sizes 190, 210, 230, and 260 with serial numbers between 000001 and 001378, Date of Manufacture prior to 16 July 2012. BACKGROUND: PD received feedback from two Pulse owners who were loading their canopies to the extreme end of the Pulse wing loading chart. They felt that the canopy did not seem to have as strong of a flare as did lighter skydivers jumping smaller Pulses at similar wing loadings. Though these customers were pushing the envelope in both loading and recommended experience level, the PD R&D department went into a more indepth investigation. We wanted to determine if this feedback was quantifiable, and if so, determine what sizes were affected. During our evaluation jumps of one customer’s Pulse-260 we noticed the control range was quite long, which made getting a good flare difficult at higher wing loadings. Though the lighter test jumpers felt the flare was typical for larger canopies, they felt that most customers would benefit if the canopy had a slightly shorter control range and a bit more stopping power for no wind landings.
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Conclusion: The outcome of our research was that the 190 through 260 could be positively affected with a slightly different line set, and different steering line attachment locations. The new line set and control line location reduce the control range to a more comfortable length, especially for shorter jumpers. It also makes the landing flare easier to time, and increases stopping power for no wind landings. No adverse effects were noted by any test jumpers in any weight range. These modifications bring the overall landing performance in line with the existing performance levels of the Pulses sized 170 and below. Action: The upgrade on the 190 through 260 sizes is a performance enhancement that we highly encourage owners to have done in order to enjoy the improved landing performance the upgrade provides. What’s involved: The upgrade involves moving two steering line attachment points to new locations on both sides of the tail of the canopy and installing the newer revision line set. Requirements: A qualified rigger with the experience and sewing equipment necessary to open the tail seam and sew it back together with reinforcement tape, move four line attachments, and reline the canopy. Instructions and materials will be provided at no charge along with the purchase of a new lineset for field relining. The upgrade will be performed at no charge with purchase of a reline in the PD Deland Facility.



Performance Designs, Inc.
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Zero Brochure - Performance Designs 

212(96). 219(99). 160(73) 189(86) 19.10. 167(76) 198(90) 19.55. 175(80) 207(94) 19.99. 182(83) 216(98) 20.42. 190(86) 225(102) 20.84. 198(90) 234(106) ...
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Performance Designs, Inc 

Jan 28, 2015 - Pulse 120 - 170 Landing Performance Upgrade. Status: ... During our evaluation jumps of one customer's Pulse-260 we noticed the control.
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line trim chart - Performance Designs 

TF/TK-120 TF/TK-135 TF/TK-150 TF/TK-170 TF/TK-190 TF/TK-210 TF/TK-230. A1. 107 1/8. 110. 112 1/2. 119 1/4. 125 1/2. 131 1/2. 137 1/8. 272.1. 279.4. 285.9.
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Main Owners Manual - Performance Designs 

Page 1. RO. Ram-Air Parachute. Owner's Manual. DOC # MAN-011/REV.B. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11 ...
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line trim chart - Performance Designs 

Telephone: 386-738-2224. Fax: 386-734-8297. TF/TK-097. TF/TK-107. TF/TK-097. TF/TK-107. A1. 102 1/8. 104 3/8. 259.4. 265.1. A1-B1. 2 1/2. 2 5/8. 6.4. 6.7.
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sabre2 097 - 170 - Performance Designs 

May 16, 2016 - 99 5/8. 104 3/4. 110 3/4. 117 1/2. 123 7/8. 131 7/8. 253.0. 266.1. 281.3. 298.5. 314.6. 335.0. A1-B1. 1 7/8. 1 7/8. 2 1/8. 2 1/4. 2 3/8. 2 5/8. 4.8. 4.8.
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Performance Designs Zero Packing Manual 

2. MAN-032 Rev 0. For longer delays (or softer openings at any speed) we recommend using the leading edge pocket. ... distribute the bulk of the canopy.
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valkyrie 067-103 - Performance Designs 

Jan 25, 2017 - 106 1/4. 109 1/4. 112 5/8. 115 7/8. 119 5/8. 251.0. 257.5. 263.8. 269.9. 277.4. 286.1. 294.4. 303.9. A1-B1. 1 1/2. 1 5/8. 1 5/8. 1 5/8. 1 3/4. 1 3/4.
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sabre2 190 - 260 - Performance Designs 

May 23, 2016 - SA-230. SA-260. SA-190. SA-210. SA-230. SA-260. A1. 139 3/4. 146 7/8. 153 3/4. 163 3/8. 355.0. 373.1. 390.5. 415.1. A1-B1. 2 5/8. 3. 2 7/8.










 


[image: alt]





valkyrie 067-103 - Performance Designs 

Jan 25, 2017 - 98 3/4. 101 3/8. 103 7/8. 106 1/4. 109 1/4. 112 5/8. 115 7/8. 119 5/8. 251.0. 257.5. 263.8. 269.9. 277.4. 286.1. 294.4. 303.9. A1-B1. 1 1/2. 1 5/8.
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Horizon Packing Manual - Performance Designs 

Congratulations on the purchase of your new Horizon canopy by Performance Designs! ... You will love its light weight and small pack volume. ... Horizon canopy make it unique and impossible to compare to any other canopies currently.
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line trim chart - Performance Designs 

Apr 27, 2017 - Fax: 386-734-8297. HZ-120. HZ-135. HZ-150. HZ-120. HZ-135. HZ-150. A1. 101 1/2. 107 1/4. 112 1/2. 257.9. 272.6. 285.6. A1-B1. 2 5/8. 2 3/4.
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line trim chart - Performance Designs 

Apr 27, 2017 - *Refer to Document MAN-0018 or MAN-0019 for measuring sliders. *Due to development methodology, the finished BK-TOG dimensions may ...
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HZ170-190 Line Trim Chart - Performance Designs 

Jul 17, 2017 - *Refer to Document MAN-0018 or MAN-0019 for measuring sliders. *Due to development methodology, the finished BK-TOG dimensions may ...
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SG_340-395 Line Trim Chart - Performance Designs 

SG-370. SG-395. Vectran. Dacron. Vectran. Dacron. Dacron. Vectran. Dacron. Vectran. Dacron. Dacron. A1. 193 7/8. 193 7/8. 202 1/4. 202 1/4. 209. 492.5. 492.4.
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HZ170-190 Line Trim Chart - Performance Designs 

Jul 17, 2017 - 5 1/4. 20.2. 13.4. A4-UST2. 9 7/8. 7 3/8. 25.2. 18.7. A4-UST3. 9 7/8. 7 3/8. 25.2. 18.7. A4-UST5 ... Slider (FP/FS fabric ). *Refer to Document ...










 


[image: alt]





Competition Velocity Line Trim Chart - Performance Designs 

Oct 13, 2015 - VC-071. VC-075. VC-079. VC-084. VC-90. VC-96. VC-103. VC-111. A1. 98 3/4. 101 5/8. 104. 106 3/4. 110 1/4. 113 1/2. 117 1/8. 121 3/8. 251.0.
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VC BK-TOG Extension - Performance Designs 

Page 2 of 3. Who should NOT extend the BK-TOG. If you do not have a clear understanding of what ... VC / VE 79. 13 1/2. 16 1/2. 19 1/2. 22 1/2. VC / VE 84. 14.
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ST_190 Line Trim Chart - Performance Designs 

Inches. Centimeters. ST-190. ST-190. A1. 142 5/8. 362.3. A1-B1. 2 1/2. 6.4. A1-C1. 10 3/4. 27.3. A1-D1. 20 5/8. 52.4. A2. 142 5/8. 362.3. A2-B2. 2 1/2. 6.4. A2-C2.
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ST_089-170 Line Trim Chart - Performance Designs 

ST-135. ST-150. ST-170. A1. 97 3/4. 100 7/8. 106 5/8. 112 3/4. 120. 126. 134 3/8. 248.3. 256.2. 270.8. 286.4. 304.8. 320.0. 341.3. A1-B1. 1 3/4. 1 7/8. 1 7/8. 2 1/8.
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Lightweight Orange Vectran Sewing Instructions - Performance Designs 

Page 1 of 3 ... If you have a capable bartack machine, we recommend using a 42 stitch bartack 1/16â€� x ... [email protected] or +1-386-738-2224.
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Caractéristiques de vol du Spectre - Performance Designs 

La première phase de l'ouverture, quand la voile parvient à la fin des suspentes, s'appelle snatch force, la deuxième, s'appelle snivel, quand la voile est ...
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Optimum Reserve Information and Flight ... - Performance Designs 

Stalls and other radical maneuvers should obviously be avoided close to the ground. Recovery Arc: The Optimum Reserve has a similar recovery arc to the ...
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Reflaction lineplan_Leinenplan_rev4_all sizes 

6654. Stabilo. LTC-0065. LTC-0080. Stabilo. 598. 6206. Stabilo. 621. 6443. Stabilo. 653. 6778. Stabilo. LTC-0065 rib # 2. 2369. 1988. 2106. 1235. 7697 rib # 2.
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