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Transceiver Modules | Product Information



SP Series



Gigabit Small Form-Factor Pluggable Modules The Allied Telesis SP Series delivers flexible, full-duplex Ethernet connectivity. These hot-swappable fiber interfaces simply plug into the SFP slot on all SFP-compatible devices. Configuration can be optimized to meet a wide variety of distance and service requirements.



Compatibility



Options



SP Series Small Form Pluggables (SFPs) are supported on all Allied Telesis devices that support SFP uplink connections.



The SP Series offers short-haul and long-haul solutions. From the inexpensive AT-SPSX to the far-reaching AT-SPZX80, SP Series SFPs provide both the distance and the high performance your network needs.



The Allied Telesis SP Series SFPs are Multi-Sourcing Agreement (MSA) compliant. They fully comply with industry standard networking regulations. This compliance allows the Allied Telesis SFPs to be used with other MSA-compliant platforms that support SFP uplink connections.



Key Features ۼۼ



Fiber solution



 ۼۼCompact ۼۼ



Flexible architecture



ۼۼ



Plug-and-play for ease of use



ۼۼ



Self-locking mechanism



ۼۼ



MSA compliant



 ۼۼTwo



For Cisco compatibility please refer to the ‘SFP Compatibility Flyer’.



size



year warranty*



* Warranties may be region specific. For local warranty periods,



please visit alliedtelesis.com/support or contact your local sales office.



Specifications Gigabit Fiber Optics



MAXIMUM



RECEIVE SENSITIVITY



CONNECTOR TYPE



-9.5 dBm



-3 dBm



-17 dBm



LC



0°C to 70°C (32°F to 158°F)



-9.5 dBm



-4 dBm



-17 dBm



LC



-40°C to 85°C (-40°F to 185°F)



-



-9 dBm



-1 dBm



-19 dBm



LC



0°C to 70°C (32°F to 158°F)



10 km



-



-9 dBm



-3 dBm



-20 dBm



LC



0°C to 70°C (32°F to 158°F)



10 km



Yes



-9 dBm



-3 dBm



-19 dBm



LC



-40°C to 85°C (-40°F to 185°F)



SMF



40 km



Yes



-4 dBm



1 dBm



-23 dBm



LC



0°C to 70°C (32°F to 158°F)



SMF



80 km



Yes



0 dBm



5 dBm



-24 dBm



LC



0°C to 70°C (32°F to 158°F)



FIBER TYPE



MAXIMUM DISTANCE



AT-SPSX



MMF



220-550 m



-



AT-SPSX/I



MMF



220-550 m



Yes



AT-SPEX



MMF



2 km



AT-SPLX10



SMF



AT-SPLX10/I



SMF



AT-SPLX40 AT-SPZX80



MODEL



DDM*



TRANSMIT MINIMUM



TEMPERATURE



* Digital Diagnostics Monitoring



Copper Optics MODEL AT-SPTX



SPEED



MAXIMUM DISTANCE



CONNECTOR TYPE



TEMPERATURE



10/100/1000T



100 m



RJ-45



0°C to 70°C (32°F to 158°F)



alliedtelesis.com



NETWORK SMARTER



SP Series | Gigabit Small Form-Factor Pluggable Modules Ordering Information AT-SPSX 1000SX SFP, LC, MMF, 850 nm AT-SPSX-90 1000SX SFP, LC, MMF, 850 nm, TAA Compliant AT-SPSX/I 1000SX SFP, LC, MMF, 850 nm, I-Temp AT-SPEX 1000EX SFP, LC, MMF, 1310 nm AT-SPLX10 1000LX SFP, LC, SMF, 1310 nm (10 km) AT-SPLX10/I 1000LX SFP, LC, SMF, 1310 nm, (10 km), I-Temp AT-SPLX40 1000LX SFP, LC, SMF, 1310 nm, (40 km) AT-SPZX80 1000ZX SFP, LC, SMF, 1550 nm, (80 km) AT-SPTX 10/100/1000T SFP, RJ-45 (100 m)



NETWORK SMARTER North America Headquarters | 19800 North Creek Parkway | Suite 100 | Bothell | WA 98011 | USA | T: +1 800 424 4284 | F: +1 425 481 3895 Asia-Pacific Headquarters | 11 Tai Seng Link | Singapore | 534182 | T: +65 6383 3832 | F: +65 6383 3830 EMEA & CSA Operations | Incheonweg 7 | 1437 EK Rozenburg | The Netherlands | T: +31 20 7950020 | F: +31 20 7950021



alliedtelesis.com © 2016 Allied Telesis, Inc. All rights reserved. Information in this document is subject to change without notice. All company names, logos, and product designs that are trademarks or registered trademarks are the property of their respective owners. 617-000592 RevB
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5kp series - Datasheet catalog 

PPK : 5000 Watts. FEATURES : * 5000W Peak Pulse Power. * Excellent clamping capability. * Low incremental surge resistance. * Fast response time : typically ...










 


[image: alt]





1.5ke series - Datasheet catalog 

Mechanical Data. Case: Molded plastic. Lead: Axial .... Nominal. Test Current. Voltage. Reverse Leakage. Peak Surge. Clamping. Temperature. TYPE. PART.
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Ruckus T710 Series Datasheet 

Somehow you need to provide the same top-tier capacity and performance as a crowded ... The Ruckus T710 802.11ac Wi-Fi AP incorporates patented technologies found only in the Ruckus ... Unmatched Rx sensitivity down to -104dBm.
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SP10 Series Datasheet - gzhls.at 

Optical Modules | Product Information. Û¼ 10Gbps data rate. Û¼ Compact size. Û¼ Flexible architecture. Û¼ Hot-swappable. Û¼ RoHS compliant. Û¼ Compliant to SFP+ ...
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SP-Series Toroidal Range - Farnell 

2 x 12. 6.67. 8. 55. 45 X 105. 1.5. 160. VTX-146-160-115. 230. 2 x 15. 5.33. 8. 55 .... 73 X 165. 5.2. 800. VTX-146-800-150. 230. 2 x 50. 8. 5. 72. 73 X 165. 5.2.










 


[image: alt]





PRODUCT DATASHEET CXM series - Souterweb 

Sep 19, 2011 - Tape. Ready. FWHM. Efficiency cd/lm. Gerber File. 14 degrees. 84 %. -. Available. Ordering number. Description. Family. Type. LED. Color.
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nmv 5v & 12v series - Datasheet catalog 

360. NMV0505SA. 5. 5. 200 294 14.6. 15. 64. 80. 68. 23 2414. NMV0509SA. 5. 9. 111 267 9.3. 10. 47. 57. 75. 30 1173. SIP. NMV0512SA. 5. 12. 84. 260 7.4. 8.0.
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Gamme Famille et Etudiants - Bechtle 

Gamme Famille et Etudiants. PrÃªte pour la maison et ... l Impression de haute qualitÃ© Ã  partir de n'importe quelle piÃ¨ce de la maison ou du bureau grÃ¢ce Ã  votre.
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SP 

... MANUAL. (mm). COD. 28920141. Additions to the Workshop manual for the models V 1000 G5 and 1000 SP - Code 17 92 01 61 ... Oil-pneumatic suspensions ... telescopic tork "Moto Guzzi patent" with hydraulic shock-absor- bers. Swinging ...
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newweb/files/SL 300 Series SL 300 1 sp 
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LM317 datasheet - Datasheet catalog 

As used herein: 1. Life support devices or systems are devices or systems ... FAIRCHILD SEMICONDUCTOR RESERVES THE RIGHT TO MAKE CHANGES WITHOUT FURTHER NOTICE TO ANY ... This datasheet has been download from:.
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ADC0820 datasheet - Datasheet catalog 

ADC0820 8-Bit High Speed mP Compatible. A D Converter with Track Hold ... Y Single supply 5 VDC. Y Easy interface to all microprocessors or operates stand- ...
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MAX268 datasheet - Datasheet catalog 

ELECTRICAL CHARACTERISTICS (for V+= +2.5V +5%) ... Note 5: TTL logic levels are: HIGH = 2.4V, LOW = 0.8V. Power supply current is typically 4mA higher .... MAX26X series filters, with Maxim's filter design soft- ... how on-chip switched capacitor net










 


[image: alt]





Datasheet 

Apr 4, 2013 - ZCM. Common Mode Input Impedance. â€“10V â‰¤ VCM â‰¤ 10V. 1000 ..... 2008â€“REVISED APRIL 2013 www.ti.com. REVISION HISTORY. Rev.
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datasheet 

May 26, 2010 - wise. Samsung products are not intended for use in life support, critical care, medical, safety .... operating conditions otherwise noted.
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MAN8410 datasheet - Datasheet catalog 

2000 Fairchild Semiconductor Corporation ... PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DEVICES.
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datasheet 

1/79. 2008/1/29. 1. INTRODUCTION. The ST7571 is a driver & controller LSI for 4-level gray scale graphic dot-matrix ...... (1) Set Page and Column Address.










 


[image: alt]





CD40106BM, CD40106BC datasheet - Datasheet catalog 

mA. VIN e VDD or VSS. VDD e 15V. 4 0. 4 0. 120. mA. VIN e VDD or VSS. VOL. Low Level Output. lIOl k 1 mA. Voltage. VDD e 5V. 0 05. 0 05. 0 05. V. VDD e 10V.
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XSM Vibrant Series V80 LED Module Datasheet - Xicato 

Storage Temperature: -40ÂºC to 85ÂºC. Photometric ... For XSM Artist series, refer to XSM Artist Series Data. Sheet. For Standard series, refer to Standard Series Data Sheet. ... 'Ra' is defined as the average of color rendering indices R1-R8. 4.
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UM3758 Series --- z= --A m--w - Datasheet catalog 

decoder mode, this pin will switch to LOW if comparison is OK. 24. 18. 20. VDD .... the two words (eight bits data each) of data match, the data is transferred to the ...
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IAM-82008 datasheet - Datasheet catalog 

The IAM series of Gilbert multiplier-based frequency converters is fabricated using. Hewlett Packard's 10 GHz fT 25. GHz fMAX ISOSATâ„¢-1 silicon.
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TLP504A-2 datasheet - Datasheet catalog 

Sep 25, 2002 - Individual Electrical Characteristics (Ta = 25Â°C) ..... (computer, personal equipment, office equipment, measuring equipment, industrial robotics, domestic appliances, etc.). ... This datasheet has been download from:.
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LA25-NP datasheet - Datasheet catalog 

mixed, with a galvanic isolation between the primary circuit. (high power) and the secondary circuit (electronic circuit). Electrical data. IPN. Primary nominal r.m.s. ...
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LT1086 Series 1.5A Low Dropout Positive ... - Datasheet catalog 

power source circuitry under overload conditions. The LT1086 ... Unlike PNP regulators, where up to 10% of the output ...... Battery Backed Up Regulated Supply.
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