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Four 32-bit timers and one 16-bit timer. - Watchdog. - Eight RS422 and two RS232 serial interfaces. - Interrupt controller with 41 external inputs. - Wait states ... 
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SPARC SC SPACE EMBEDDED SINGLE BOARD COMPUTER FOR TEMIC ERC32 SINGLE CHIP



The THARSYS SPARC SC Single Board Computer is a 14 layers standard VME board built around the radiation tolerant ERC32 single chip by Temic Semiconductors. THARSYS Single Board Computers, such as their SPARC RT SBC and Mil-1750 SBC, have been used for years by major aerospace firms and government organisations in the USA, Europe and Asia. The THARSYS SPARC SC Single Board Computer reflects this experience and offers performances, flexibility and expansion capabilities, which makes the SPARC SC SBC an ideal basis for embedded space applications.



• Key features: - The processor ERC32 Single-Chip (TSC695E) includes on chip an Integer Unit, a Floating Point Unit, a Memory Controller and a DMA Arbiter. - Operating frequency 25MHz with 1.10 -4 frequency stability. - 2-Mword of 15ns access time RAM (40-bit words). - 8-Mbyte of FLASH memory. - 512-kbyte of UV PROM or OTP PROM memory. - Four 32-bit timers and one 16-bit timer. - Watchdog. - Eight RS422 and two RS232 serial interfaces. - Interrupt controller with 41 external inputs. - Wait states management. - Error Detection and Correction mechanism. - Up to 16-Mword RAM option. - Temperature range: -40°C to 85°C.
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• Processing Unit: The TSC695E (ERC32 Single-Chip) is a highperformance 32-bit RISC embedded processor implementing the SPARC architecture V7 specification developed with the support of the European Space Agency. Clocks: 25MHz or 12,5MHz can be dynamically selected by software. Interrupt routing: 46 external interrupts. Watchdog: one 1MHz counter is implemented in the Memory Controller.
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• Timers: The timers available are: − General purpose timer (32-bit). − Real time clock timer (32-bit). − FPGA timer 1: 32-bit down counter (1µs accuracy). − FPGA timer 2: 32-bit up counter providing a periodic external signal (100µs accuracy). − FPGA timer 3: 16-bit down counter providing a periodic external signal with programmable duty cycle (10µs accuracy). • I/O system: Serial interface: two RS232 and eight RS422 serial interfaces with programmable baud rates. Typical rates are 9600, 19200 or 38400 bauds. Daughter board interface: address, data busses, main CPU and DMA signals provide extension capabilities.
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• Wait states manager: The number of wait states is programmable for 8 device types. The user can select up to 3 wait states for RAM read and RAM write, up to 15 wait states for Extended RAM read/write, PROM read and 4 I/O peripheral read/write operations.
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• Memory system: RAM: 2-Mword of 15ns access time RAM. 40-bit word memory is provided for the parity and error detection and correction (EDAC) mechanisms. 16-Mword of RAM can be provided as an optional daughter board. FLASH: 8-Mbyte of non-volatile memory. PROM: 512-kbyte with GNU monitor (rdbmon) on DIL-32 socket.



• Dimensions: VME single slot (160mm x 233,35 mm).



• Private connector: Address, data busses, main CPU signals, DMA signals, external interrupts and periodic signals are available to the user on the 160 pins P1 VME connector. Power is provided by the 96 pins P2 VME connector. CPU and FPGA JTAG signals are also available on this connector. • Front panel: Power on and system available LEDs. Reset push button. Seven RS422 serial interfaces on one female DB37. One RS422 serial interface on one male DB9. Two RS232 serial interfaces on two female DB9.
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technicaldescription tharsys 

RJ45 Ethernet port. Parallel port connector, male DB25. â€¢ Customization : In situ reprogrammable logic based on Lattice isp allow customization capability to suit ...
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SPARC RT SBC 

Two 32 bit timers. Watchdog. On board monitor software on removable UV-PROM. Two RS 232 serial interfaces. One 8 bit parallel input output interface based ...
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Sun SPARC Enterprise M8000 Datasheet 

thousands of Solaris Containers per system. Investment protection and mainframe- class RAS in a highly flexible system. Sun's SPARC Enterprise M8000 server ...
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DWC620BL-SC DWC620PL-SC DWC620BL-SC ... - Datatail 

dans le cadre de conditions normales d'utilisation selon l'intention du fabricant. Cette garantie ... conditions d'utilisation anormales, comme dans des températures ambiantes très élevées ou très basses. ... Chaque pression du bouton com-.
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TB67 sc 

Andante (molto sostenuto & rubato). Piano www.editions-bim.com. +41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax). Editions Bim, CH-1674 Vuarmarens ...
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BIM SAX5. 3. Editions Bim, CH-1674 Vuarmarens, Switzerland. +41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax) www .editions-bim.com ...
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en dehors. BIM SAX12. 3. Editions Bim, CH-1674 Vuarmarens, Switzerland. +41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax) www .editions-bim.com ...
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TOUS DROITS RÉSERVÉS - ALLE RECHTE VORBEHALTEN - ALL RIGHTS RESERVED. WWW.editions-bim.com sternment ...
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663-SC 

Application: IdÃ©ale pour postes de travail oÃ¹ il est nÃ©cessaire d'avoir accÃ¨s aux services Ã©lectricitÃ©/communications/donnÃ©es. MatÃ©riau: Acier estampillÃ©.
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bony to jeste je gy. 14. Unauthorized duplications are illegal â€“ Les reproductions non-autorisÃ©es sont illicites â€“ Unerlaubte VervielfÃ¤ltigungen sind rechtswidrig.










 


[image: alt]





M15 SC 

PossibilitÃ© de montage mural de la base de recharge. Â· Support dispositif acoustique (HAC). Â· Conditions environnementales : Â· OpÃ©rationnel : de -5Â°C Ã  45Â°C. Â· Non opÃ©rationnel : de -5Â°C Ã  60Â°C. Â· HumiditÃ© : jusqu'Ã  95% (sans condensa
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SAX6 sc 

1. 3. 4. 5. 6. 7 simile. Caroline CHARRIERE (*1960) for 8 alto saxophones (1996 — 4'30''). Flowing. BIM SAX6. 3. Editions Bim, CH-1674 Vuarmarens, ...
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SPARC Enterprise Mx000 Servers XSCF Reference Manual 

Apr 10, 2007 - FIRST-CLASS MAIL PERMIT NO 741 SUNNYVALE CA. NO POSTAGE .... display a list of the user accounts who are logged in to the. XSCF ...
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ENS176 tp_tu-sc 

repeat notes in box ad lib. (notes remain in the same order but tempo and note lengths may vary) q = 138 q = 138... f. fp.










 


[image: alt]





VN33 Dirge sc 

+41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax) www .editions-bim.com .... ip Jones) fand unter Leitung des Kom- ponisten am 3.März 2001 in der Kir-.
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TP298a piano sc 

www.editions-bim.com. Trumpet 1 (Bb). Piano f. Maestoso (h = 92) cadenza ... accel. accel. ff accel. accel. 1. 2. 3. 4. P. poco rit. f poco rit. & b. Uâ€“. ,. & b. Uâ€“. ,. & b.
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SC-105 - Hiwatt.org 

Four Input Stages and Volumes (each voiced differently). No Middle Control. No Presence Control. Totally Different Tone Circuit. Sound City Hiwatt Lead 105.
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SpitfireÂ® RTU & SC 

CaractÃ©ristiques et Avantages. â€¢ Formule ultrarÃ©sistante qui enlÃ¨ve les traces de graisse, d'huile, de pneus, d'encre, de graffiti et de talons les plus tenaces sans ...
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Spitfire® RTU & SC 

diluée dans le flacon pulvérisateur, appliquer GlanceMD amélioré sur la surface à nettoyer. Essuyer à l'aide d'un chiffon propre ou d'un papier essuie-tout pour ...
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Kbis de la SC 

Adresse du siÃ¨ge 57 Rue de Chartres 78610 Le Perray-en-Yvelines. ActivitÃ©s principales Construction vente. DurÃ©e de la personne morale Jusqu'au 07/05/ ...
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BRB5 Opening Tune sc 

musical storm. All the brass and percussion then form an alliance to unleash rhythms, songs and counterpoints leading to the sounding of the central Allegro,.
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GUI12 pl-sc 

This work is in all its parts protected by copyright. Any utilisation without ... +41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax) www .editions-bim.com ...
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SC OS2 9um 2m 

Gaine optique : 125 Âµm. â€¢ Type de fibre : Monomode. â€¢ Connecteurs : de SC Ã  SC. â€¢ Duplex. â€¢ MatÃ©riau composant la gaine : LSZH. â€¢ DiamÃ¨tre extÃ©rieur de la gaine : 3,0 mm. â€¢ Couleur de la gaine : jaune. Pour plus d'informations sur le
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