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gradation et batterie d'urgence Ã  distance disponible. STRUCTURE: Embout d'acier usinÃ© et acier embouti plaquÃ©s. DIFFUSEUR: Verre triplex blanc soufflÃ© Ã  la ... 
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MOONSET CLASSIC 3531-23 PROJECT PROJET SPEC TYPE



ORDERING SPECIFICATION   SPÉCIFICATION DE COMMANDE



CODE



MODEL   MODÈLE



3531-23



3531-23



NOTES



MOONSET CLASSIC (SQUARE)



LIGHT SOURCE   SOURCE LUMINEUSE (WATTAGE, LAMP TYPE, LAMP FORM, BASE TYPE, OTHER INFO)



F.T5.14



14W, T5



F.T5.24



24W, T5 HO



LED.9.30



9W, LED 3000K (WARM)



LED.9.40



9W, LED 4000K (NEUTRAL)



LED.11.30



11W, LED HO 3000K (WARM)



LED.11.40



11W, LED HO 4000K (NEUTRAL)



VOLTAGE   VOLTAGE 120V



120 VOLT



277V



277 VOLT



DIMMING OPTION   OPTION DE GRADATION AVAILABLE WITH F.T5.14 ONLY



DM7



ADVANCE MARK 7 ELECTRONIC DIMMING BALLAST



AVAILABLE WITH ALL T5 LIGHT SOURCES



D3D



LUTRON HI-LUME 3D ELECTRONIC DIMMING BALLAST (ECO SYSTEM DIGITAL LINK WIRING)



D33



LUTRON HI-LUME 3D ELECTRONIC DIMMING BALLAST (3-WIRE WIRING)



AVAILABLE WITH ALL LED LIGHT SOURCES



DV



0-10V DIMMING (120-277V)



EMERGENCY BATTERY   BATTERIE D'URGENCE AVAILABLE WITH ALL T5 LIGHT SOURCES NOT AVAILABLE WITH A DIMMING BALLAST OR WITH A 3980 ACCESSORY (MINI JUNCTION BOX) VERTICAL INSTALLATION ONLY. J-BOX COVER PLATE (8.50" X 4.50") REQUIRED, SUPPLIED WITH THE PRODUCT.



REM (1)



REMOTE EMERGENCY BATTERY (1)



3981B ACCESSORY IS REQUIRED FOR THIS OPTION



STRUCTURE FINISH   FINI STRUCTURE CHR



CHROME



SC



SATIN CHROME



DIFFUSER FINISH   FINI DIFFUSEUR



END CAP   EMBOUT



WH



WH



WHITE



ACCESSORY   ACCESSOIRE 3980



MINI JUNCTION BOX



3981B



JUNCTION BOX FOR T5 REMOTE EMERGENCY BATTERY



PRODUCT CHARACTERISTICS   CARACTÉRISTIQUES DU PRODUIT SQUARE / CARRÉ



3531-23



3.73'' 95mm



Ø2.25'' Ø57mm



23.41'' 595mm



J-BOX 11.71'' 298mm



DESIGN: 



Modern classic square profile wall sconce or surface mounted fixture. ADA compliant.



LIGHT SOURCE: 



LED in 3000K (Warm) or 4000K (Neutral), T5 and dimmable light sources available. Dimming and remote emergency also available.



STRUCTURE: 



Machined steel end caps & die-stamped steel structure with plated finish.



DIFFUSER: 



Hand blown white triplex glass.



CERTIFIED: 



c-CSA-us, c-UL-us



CONCEPTION: 



Applique ou plafonnier carré classique et contemporain. Conforme à la norme ADA.



SOURCE LUMINEUSE: 



DEL disponible en 3000K (blanc chaud) ou 4000K (blanc neutre) et fluorescent T5; ballast gradation et batterie d’urgence à distance disponible.



4.50'' 114mm



STRUCTURE: 



Embout d’acier usiné et acier embouti plaqués.



DIFFUSEUR: 



Verre triplex blanc soufflé à la main.



CERTIFIÉ: 



c-CSA-us, c-UL-us
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ANATOMY 3530-23 MOONRISE



MOONRISE, MOONSET 23



3531-23 MOONSET



DIFFUSER Hand blown white triplex glass



ENDCAPS Machined steel endcaps mechanically attached to structure with one-way security screw



23.41" 595mm



EASY MOUNTING Die-formed steel structure provides an easy access to component wiring



LED LIGHT ENGINE ANSI binned white LED (Nichia 757D) w/ on-board thermal management



J-BOX 11.71" 298mm



3.82" 97mm



2.25" 57mm



SPECIFICATIONS



LED



FLUORESCENT



LIGHT SOURCE MODULE LUMENS (DELIVERED) CCT / CRI ROHS THERMAL MANAGEMENT LIGHT DISTRIBUTION VOLTAGE DRIVER / BALLAST DIMMING LM-79 / L70 HOUSING DIFFUSER MOUNTING ENDCAPS WARRANTY



1 x 14w T5 / 1 x 24w T5HO 18 x NICHIA LEDS - total ±7.2W or ±10.5W (HO) UL recognized - made in USA 400 lm or 770 lm (HO) - for 3000K & 4000K ANSI binned 3000 (80 CRI) & 4000K (80 CRI) Compliant Light Engine w/ on-board Thermal Management Direct Direct - 120° Beam Angle 120V-277V, 347V 120 or 277V Advance Centium or equivalent Mean Well 12V (120V), Sage Lighting 12V (277V) Advance Mark 7 (T5), Mark 10 (T5HO) or Lutron 0-10V Dimming In process / Estimated 50 000 hrs Die-stamped 18 Ga steel (0.048’’ nominal thickness) available in Chrome or Satin chrome w/ galvanized steel internal parts Hand blown white triplex glass Formed Cold Rolled Steel (0.060” nominal thickness) w/ Chrome or Satin chrome plated Finish CNC machined steel w/ Chrome or Satin chrome plated Finish 1 year 5 years
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ANATOMIE 3530-23 MOONRISE



MOONRISE, MOONSET 23



3531-23 MOONSET



DIFFUSEUR Verre triplex blanc soufflé à la main



EMBOUTS Usinés en acier attachés mécaniquement à la structure à l’aide d’une vis de sécurité



23.41" 595mm



INSTALLATION SIMPLE Système de montage facilitant l’accès aux compostantes électriques



SOURCE LUMINEUSE À LED Bandes de LED (Nichia 757D) blanche à alimentation 12Voffertes avec dissipateur thermique intégré



J-BOX 11.71" 298mm



3.82" 97mm



2.25" 57mm



SPÉCIFICATIONS



LED



FLUORESCENTE



SOURCE LUMINEUES MODULE LUMENS (LIVRÉS) CCT / CRI ROHS GESTION THERMIQUE DISTRIBUTION LUMINEUSE VOLTAGE PILOTE / BALLAST GRADATION LM-79 / L70 BOÎTIER DIFFUSEUR MONTAGE MURAL EMBOUTS GARANTIE



1 x 14w T5 / 1 x 24w T5HO 18 x NICHIA LEDS - au total ±7.2W ou ±10.5W (HO) Reconnu UL - Fabriqué aux États-Unis 400 lm ou 770 lm (HO) - pour 3000K & 4000K ANSI trié à 3000 (80 CRI) & à 4000K (80 CRI) Conforme Sources lumineuses avec autocontrôle de température Directe Directe - Diffusée à 120° 120V-277V, 347V 120 ou 277V Advance Centium ou équivalent Mean Well 12V (120V), Sage Lighting 12V (277V) Advance Mark 7 (T5), Mark 10 (T5HO) ou Lutron 0-10V Gradation Encours / 50 000 hrs estimées Acier découpé et plié (0.048’’ épaisseur nominale), disponible en Chrome ou en Satin chrome Verre triplex blanc soufflé à la main Acier estampé (0.060” épaisseur nominale) / adapté à la boîte de jonction Octagone 4’’ ou à la mini boîte de jonction Fabriqués en acier usiné, disponibles en Chrome ou en Satin chrome 1 an 5 ans
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specification 

Apr 24, 2008 - Electrical Characteristics . ..... JIS K7105. Note: Avoid operating with hard or sharp material such as a ball point pen or a mechanical.
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PPE Specification Labeling Specification Surgicel Original NuKnit ... 

SURGICELÂ® Absorbable Hemostat should not be used on non-hemorrhagic serous oozing surfaces, since body fluids other than whole blood, such as serum, ...
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ATX Specification 

Added corner radius information to the specification for clarity. â€¢ Section 3.4 âˆ’ Changed height restrictions to facilitate future processor and onboard technologies ...
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1. Specification 

pin 6 : 2.8V. CONTINUS TX ON. CONDITION. MS TX level 19. CH : 62. RBW : 100KHz. VBW : 100KHz. SPAN : 10MHz. REF LEV. : 10dBm. ATT. : 20dB. UCD200.
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Product Specification 

Characteristics:Openning size 13mm*13mm,1m leading wire, standard Î¦3.5 three-core plug output. voltage output type. Purposeï¼šUsed for current measurement ...
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Specification for 

This specification describes the requirements of the lithium iron rechargeable ... constant voltage until the charge current â‰¤ ... Measure the internal resistance with 1 kHz .... Do not use or leave the battery near a heat source as fire or heater.
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ATX Specification 

Section 3.2 âˆ’ Changed the optional mounting hole to a required hole in ..... supply that is specially optimized for ATX, it is possible to reduce cooling costs and lower ... Shorter assembly time ..... Figure 3: Sample ATX/Mini-ATX Layout Diagram.
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PRODUCT SPECIFICATION 

Dec 16, 2009 - Precautions in use of LCD Modules. 3. General ... Densitron low cost module. â‘  â‘¡ â‘¢ â‘£ â‘¤ â‘¥ .... DC-DC converter output. VEE. 23.










 


[image: alt]





Bit Torrent Specification Bittorrent Protocol Specification v1.0 

May 29, 2004 - peer v/s client: In this document, a peer is any BitTorrent client participating in a download. The client is also a peer, however it is the BitTorrent ...
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ATX Specification 

cards. The longer side of the board is used to host more on-board I/O. Table 1 ..... the expansion slots using a right angle header may be acceptable, provided.
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LZ2548J Specification 

Page 17. Page 18. Page 19. Page 20. CCD sensor imaging area sensor pattern recognition LZ2 timing generator vertical driver white balance LZ2548J.
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Position Specification 

risk management (including business continuity and compliance), and quality improvement. The. CIO sets policies in collaboration with other executives as ...
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300 Series Specification Sheet 

Œillet en équerre pour cadenas avec diamètre d'anse jusqu'à 12 mm. • En acier cémenté, épaisseur 5 mm. • Spécialement approprié pour la fermeture de ...
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Specification Status: Released - Littelfuse 

26 juil. 2016 - Marking: Notes: 1. All metal surfaces are tin plated. 2. Devices cannot be wave soldered. 3. Drawing not to scale. TABLE I. DIMENSIONS: A. B.
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300 Series Specification Sheet 

Maß der Anschraubflächen: B: 45 mm, H: 38 mm. 115. • For padlocks with shackles up to 12 mm. • Made of 5 mm hardened steel. • Also ideal for securing roller- ...
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torque specification - caphector.com 

Part tightened. NÂ·m kgfÂ·cm ftÂ·lbf. Bleeder plug. 8.3. 85. 73 in.Â·lbf. Parking brake equalizer lock nut. 5.4. 55. 48 in.Â·lbf. Master cylinder x Brake booster. 13. 130. 9.
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AlzChem Dyhard PIN- Specification 

max. 0.05%. DyhardÂ® PIN - combined with DyhardÂ® CA AB - is a curing agent for epoxy resin and hybrid matt powder coating formulations. Typical Values.
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PCE3200AH specification v0.3 - UserManual.wiki 

4 fÃ©vr. 2012 - Revised on the radio transmit power and sensitivity specification. 0.3. 2012/10/ ... 2Nss: 270Mbps @ 800ns GI; 300Mbps @ 400ns GI (Max.); â—‹.
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NMT Protocol Specification 

The command specifier is transmitted within the first data byte of the NMT protocol in .... be treated as if an invalid COB was received (see Annex I). If such an ...
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The Javaâ„¢ Language Specification 

Jan 21, 1996 - 15.12.4.3 Check Accessibility of Type and Method 484 ...... form the terminal symbols for the syntactic grammar for the Java programming ..... An identifier cannot have the same spelling (Unicode character sequence) as a keyword ......
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KAI-1003M Performance Specification 

Sep 22, 2000 - Eastman Kodak Company â€“ Image Sensor Solutions - Rochester, NY ...... Operation. Nominal voltages and timing. Defect Definitions. Name.
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SPECIFICATION FOR LCD MODULE 

The LCD Module is coated with a film to protect the display surface. Be care when ... b 2.0mm. Max. 3 spots. (lines) allowed. Progressive cracks. Not permitted ...
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ATX Specification - FormFactors.org 

Material cost of cables and add-in cards is reduced because more I/O can be .... slots using a right angle header may be acceptable, provided that clearance for ...
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FilmStream Interface Specification 

Kelvin) the following table applies: LINEAR 12 bit LEVEL. Red. Green. Blue sensor black ... 64 after the antilog curve. This is a virtual camera signal as if it was.
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