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TRAVEL POWER. The Barrus Shire Power System has been designed to operate with the 3.5kva. 240 volt system offered on the Shire Canal Boat Engine range. 
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45 SPECIFICATIONS Yanmar 4 stroke, water-cooled diesel Number of cylinders 4 Bore x stroke 84mm x 90mm (3.30"x 3.54") Displacement 1995cc HP (3046/1) 45hp/3000rpm Peak torque 97lb ft/1600rpm Combustion Direct injection Electrical system Starting motor D.C. Twin alternator 12V 50 amp & 12V 110 amp Cooling system Keel or skin tank Lubrication system Forced lubrication by trochoid pump Reduction and reversing gear PRM 150 hydraulic Reduction ratio 2.09:1 Dry weight (engine and gearbox) 181kg 12 Volt electric start Control panel includes oil temp and volt gauges Heavy duty rails & flexible engine mounts Electric stop Morse type cable fittings on speed & gear control Low noise air silencer and cleaner Calorifier connections Sump oil extraction pump fitted 50 amp 12V and 110 amp 12V alternators Dry exhaust flange Dry exhaust silencer Flexible exhaust pipe (18") with heat shield Flexible fuel lines to RCD (7840) 3:1 gearbox reduction ratio 240V alternator options available from 3.5kW PRM 260 gearbox Centaflex flexible drive coupling Aquadrive unit
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CONTROL PANEL All measurements in millimetres
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DIMENSIONS 920 16
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TORQUE & FUEL CONSUMPTION 4TNE84 Torque
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24 HOUR POWER SYSTEM 1 The Barrus Shire Power System has been designed to operate with the 3.5kva 240 volt system offered on the Shire Canal Boat Engine range. When you are not using your 3.5kva generator you can have silent power automatically from your 2kW inverter. Each system carries a warranty period of 2 years.



1. 1 x Battery monitor 2. 1 x Battery charger 3. 1 x 2kW Sine wave inverter 4. 1 x Blade fuse 80amp with holder 5. 1 x Blade fuse 200amp with holder 6. 2 x Masterswitch “O” transfer switch 6 m of telejack cable 6 m of twisted cable Please note: Batteries are not included.
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AQUADRIVE SYSTEM3.5kW 7.0kW FOR QUIET PERFORMANCE TRAVEL POWER The ultimate contribution to peace and quiet on board. An Aquadrive System will reduce structure borne noise and vibration by up to 90%. It will reduce overall noise levels by up to 75% and end shaft alignment problems on installation. The Aquadrive is an optional fit on all Shire engines.



Electrolux 240v/3.5kW power pack with 3.5kW alternator



Electrolux 240v/7.0kW power pack with 7.0kW alternator



Please refer to our Travel Power leaflet for full details of 3.5kW and 7.0kW Travel Power



Features & Benefits ●



Barrus are the only company to supply twin 50 and 110 amp alternators as standard for the Shire 35, 40, 45 and 50 engines. By fitting twin alternators, this ensures the start battery and domestic batteries are rapidly charged. ●
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240 Volt Optional Alternator
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Need to power a microwave, cooker, washer, stereo? We have designed in a 240v alternator to power all domestic appliances and give that little bit of added comfort. ●



E Coating All additional external components are black E coated for extra adhesion and corrosive resistance. E coating is far superior to paint in marine applications and is used by Rolls Royce and other MoD contractors. Other manufacturers avoid using E coating as it is an expensive process.



Rapid Hot Water System Fed up with waiting for hot water? We have added twin thermostats to 45 and 50 models to separate the cooling and calorifier circuits in order to deliver hot water faster and maintain the temperature as long as you require.



●



Sump Drain Pump To make it as easy as possible to drain the oil and maintain the engine, we have added a handy sump drain pump.



Highest Quality Standards All Shire engines are built to the highest quality standards laid down by ISO9001-2000.



●



give you the best quality filtration system and ensure that factory quality levels are maintained throughout the installation.



Twin Alternators



Highest Torque Levels Compare the torque levels with other engines. All models have high torque at low speed.



●



Fuel Primer
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We have also thought about the installation of the engine. By adding a fuel pre-filter and primer we can
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2 Year Warranty Service & Technical Backup Dedicated, first class technical field support.



Nationwide Dealer Network



A



5 Dynamometers from 250hp - 1600hp



Shire production line SPECIALIST DEALER



QUOTATION



Founding supporters of the Lichfield and Hatherton Appeal E. P. BARRUS LTD. Launton Road, Bicester, Oxon, OX26 4UR. Tel: 01869 363636 Fax: 01869 363630 [email protected] www.barrus.co.uk



E.P. Barrus Ltd. reserves the right to change specifications without notice.



ll Shire engines are extensively tested by dynamometers in our state-of-the-art Dyno Shop. The engines are finely tuned, run in and full pre-delivery inspection is carried out before despatch to the customer. Barrus has a wealth of experience in custom building engines for specific end-uses and users, including the RNLI, MoD Navy, MoD Army, MoD Special Forces, H.M. Coastguard and most other professional users. The same exacting standards demanded by these organisations are built into every Shire engine.
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e46$m3$fasterners$torque$specifications .fr 

Jan 29, 2017 - ENDED = the part has been discontinued (no longer available). .... 3' E46 M3 REAR AXLE SUPPORT/WHEEL SUSPENSION ..... $17.14. 16. VACUUM. HOSE. WHITE. 2X4. X. 64111368684. $1.77 .... WHEEL BOLT BLACK.
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energuide fuel consumption guide 22 dbid 506hc 












 


[image: alt]





FUEL CONSUMPTION GUIDE GUIDE DE CONSOMMATION DE ... 

7.1 5.4 40 52 1323 1260. 2898. FIT. W. 1.5. 4. X. M5+. 7.1 5.7 40 50 1365 1300. 2990. INSIGHT DX. C. 1.3. 4. X. VC. 4.8 4.6 59 61. 987. 940. 2162. INSIGHT EX.
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Â« Torque control Â» option Technical manual 

FIGURE 5 QUARTZ DE-SOLDERING / SOLDERING AND SOLDERING J2 ..... The special tapping screw to be screwed into the thread hole at the end of.
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Fuel Pump Control Circuit - caphector.com 

In the diagram below, when the engine is cranked, current flows from terminal ST of the ignition switch to the starter relay coil and also current flows to terminal ...Missing:
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Démonter Behringer Eurolive B212D Power & Control Panel 

de puissance, et l'autre (et plus) est pour l'amplification audio. Pour accéder à l'un d'eux pour le remplacement, vous devez d'abord ouvrir le boîtier électronique ...
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Galaga Upright Control Panel Overlay - VectorLib 

SEE SCREEN FOR SCORING. AND BONUS INFORMATION. INSERT COIN. TO START PRESS 1 OR 2. PLAYER BUTTON. CONTROL STICK MOVES.
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ADF BFO Switch ADF Set Control panel 

Ins Overhead panel. "RShiftÐ°Ð½Ð°[". Armament Off/Safe/Armed Down. Armament ... CB Rescue hoist cable cutter. Circuit breaker panel. CB STBY Generator Field.
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control panel price crushing plant dbid 1a 
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bouchons de liege naturel specifications tecniques dimensions choix ... 

BOUCHONS DE LIEGE NATUREL. SPECIFICATIONS TECNIQUES. HumiditÃ©. 4 â€“ 8%. DensitÃ©. 175 Â± 25 kg /m3. PoussiÃ¨res. 
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Enhanced Torque Control of a PMSM Supplied by ... - eric semail 

synchronous machine, the fourth leg being clamped to the neutral point. ... I. INTRODUCTION. The aeronautic industry requires electrical actuators with a.
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...
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Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.










 


[image: alt]





Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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Dimensions for Simms Minimec Fuel Injection Pump Timing Tool 

1/4 inch (6.35 mm) 'Allen' key, cut and shaped to 30Âº point. 13/16 inch (20.63 mm). 1 inch (25.4 mm). 2 3/8 inch (60 mm). Dimensions for Simms Minimec Fuel ...
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Torque Wrenches 

stores such as Sears (Craftsman) and Home Depot. (Husky) and on the weh from tool sellers such as Snap-. On (www.snapon.com), Avery Tools (www.avery.
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differential Lindblad torque 

spiral density waves). Gas density perturbed by a 10 Earth-mass planet ... 3D ideal MHD global simulations with NIRVANA and RAMSES codes . No vertical stratification ... midplane density x. II - Disc model with a power-law density profile.
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torque specification - Cap'n Hector 

500. 36. Axle hub x Drive shaft. 216. 2,200. 159. Lower suspension arm x Steering knuckle. 98. 1,000. 72. Steering knuckle x Dust cover. 8.3. 85. 74 in.Â·lbf.
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control panel question home brew forums dbid 12uni 
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Flight Control Panel (before Rudder System Enhancement Program 

Functions only when the ALTERNATE FLAPS master switch is in ARM. UP â€“ ... light recall is activated and light extinguishes when master caution system ..... Illuminated (green) â€“ related leading edge slat in extended (intermediate) position. 4.
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Energy consumption in Québec 

In which section of the pie chart below do each of the following energy sources belong? • Electricity. • Natural gas. • Oil. • Biomass. • Coal. Source: Website of the ...










 


[image: alt]





low consumption light bulbs 

An energy meter has been used to measure the energy W consumed by an incandescent light ... hour (kWh) against time in hour (h) graph has been obtained.
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fuse panel layout diagram parts transmission control module dbid g6qwb 
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