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CHAPTER 1: GENERAL STANDARDS & CONDITIONS 1. DESIGN STANDARD The designs and the productions are in conformity with: (1) Japan Industrial Standards (2) The Institute of Electrical Engineering of Japan (3) The Japan Electric Manufactures Association (4) Japan Construction Mechanization Association 2. DESIGN CONDITION (1) Installation Place (2) Ambient Temperature (3) Humidity (4) Altitude



: Inside/Outside : -15℃ to +40℃ : Less than 80% : Below than three hundreds (300) meters above sea Level



3. FACTORY INSPECTION The inspection test shall be done for the complete unit of Diesel Engine and portable Generator Unit. (1)Inspection items (2)Insulation and Dielectric Tests (3)Starting ability (4)Protection Devices Working Test (5)Voltage Deviation and Speed Variation: 1/4, 2/4, 3/4 and 4/4 Load (6)Load Test: 4/4 Load 30 minutes 4. PAINTING PROCESS (1) Painting process specifications and colors are based on the Manufacturer’s standard
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CHAPTER 2: EQUIPMENT SPECIFICATIONS 1. OVERALL SPECIFICATION Model Item



DGK25B-Super Silent



ALTERNATOR Generator Type Frequency (Allowance) Rated output



Revolving Field Brushless AC Generator (Hz) (kVA) (kW)



50/60 (Less than 5%) 20.8/25.0 16.7/20.0 120,127,139,240,254,277 208,220,240,416,440,480 55(4-wire), 62X2(Zigzag) 27(4-wire), 62(Zigzag) 60 30 ±2.5 ±1.0 1500/1800 3phase, 4-wire star with Neutral/Zigzag 0.8 (Lagging) 4 62 65



Rated voltage (1 phase) (V) (3 phase) Rated amperage (1phase, 120V) (1phase, 240V) (A) (3phase, 240V) (3phase, 480V) Voltage Allowance (1phase) % Voltage Allowance (3phase) % Rated speed(50/60Hz) (min-1) Winding ― Rated power factor ― Number of polarity Poles Sound level, No load at 23ft dB(A) Sound level, Full load at 23ft dB(A) DIESEL ENGINE Make, model, type ― ISUZU, 4LE1, Water cooled 4cylinder Design features ― Swirl chamber Displacement (L) 2.179 Bore x stroke (mm) 85x96 Continuous rated output (kW) 22.8(1800 min-1) Starting system ― Electric 12V DC Internal Fuel tank capacity (L) 65 Fuel consumption, Full load 6.4* 3/4 load (L/hr) 4.92* 1/2 load 3.79* 1/4 load 2.65* Fuel classification ― Diesel fuel ASTM No. 2 or Equivalent Lubricating oil type ― Class CC or better, SAE30 Lubricating oil capacity （L） 8.0 Coolant capacity （L） 8.0 Battery ― 75D31R 5-hour capacity (Ah) 70 Dimensions L×W×H (mm) 1750×650×915 Unit dry weight (kg) 617 Note: The indicated values as (*) were obtained under specified operating condition. Use the numerical value as reference only.
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2. DIESEL ENGINE REMARKS Make, model : ISUZU 4LE1 Fuel Filter : Paper Filter Automatic Air Extraction : Standard Accessory External Fuel Changeover: Standard Accessory 3.



THREE PHASE GENERATOR REMARKS 1) Alternator Model : Rotating Field, Self-Ventilation (JCO), Protection (JP20) Exciting Method: Brushless, AC Exciter Wiring : 3-Phase 4-Wire, Zig-zag Insulation : Stator Wiring Class F : Rotor Wiring Class B 2) Characteristic Voltage Deviation: Less than ±1.0% for the nominal value : Transient Values to be less than 20% (100%kVA, Power Factor 0.4) Over-speed Endurance: 2 minutes of 120% of the rated speed Wave Distortion: Less than 2% (3-Phase, Line to Line, No Load) Generator Efficiency: More than 85% Insulation Resistance: More than 5MΩ Dielectric Insulation: 1500V for One (1) minute or 1800V for One (1) second



4. STRUCTURE 1) Beds (bottom columns) and Vibration Proof Device Alternator is coupled directly with engine and they are installed on the bed through vibration proof device (Rubber Pad and Angle). 2) Low Noise Sound-Proof Enclosure (Bonnet) The structure is that the inside of the bonnet is sound-proof treated and you can lift up the alternator and the engine together with the beds by using a lifting lug. 3) Fuel Tank The fuel tank is made of steel and incorporated with the electric type
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5. CONTROL DEVICES, GAUGES, and PROTECTIVE DEVICES 1) Control Device Breaker: Main Circuit Breaker (Rate 600V 75A) : Circuit Breaker (Rate 600V 20A, 50A) Exciter Circuit: Automatic Voltage Regulator (F/V Characteristic) 2) Gauges (Displays) AC Volt Meter : 0-600V AC Ampere Meter : 0-50/100A Frequency Meter : 45-65Hz Hour Meter : 9999.9Hr (Max) Oil Pressure Gauge Water Temperature Gauge Preheat Lamp Warning Display Lamps: High Water Temperature, Low Oil Pressure, Insufficient Charging Voltage Adjuster: Adjustable Range; Below–10%- and over +5% Panel Light Panel Light Switch Voltmeter Change-over Switch Ammeter Change-over Switch 3) Protection Device Item



Set Value



Display



Trip



Shut-Down



Low Oil Pres.



98.1kPa



◯



-



◯



High Water Temp.



110℃



◯



-



◯



Insufficient Charging



-



◯



-



-



Over Current



120%



○



◯



-



4) Output Terminals Plate L1,L2,L3 and N output terminals, 4(four) receptacles of NEMA 5-20R(GFCI) And twist rock receptacle 50A x 2 6. ACCESSORIES Fuse : 10A one piece, 20A one piece Instruction manual Manual, engine
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CHAPTER 3: OVERALL DIMENSIONS 1. FRONT VIEW



650



2. RIGHT SIDE VIEW



915



1750
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3. LEFT SIDE VIEW



4. TOP VIEW



6



5. CONTROL PANEL



②



⑦ ③⑧ ⑰



①



⑤



⑭



⑬ ⑩



④ ⑥ ⑨



⑮



⑫



⑪ ⑯



NO.



Name



Description of function



1



3-phase circuit breaker



Turns the power supply to load equipment ON (closed) and OFF (open).



2



Pilot lamp indicator



Turn on when the engine is running



3



Voltage meter



Indicates voltage.



4



AC ampere meter



Indicates phase current.



5



Frequency meter



Indicates electricity frequency.



6



Voltage selector dial



Enable to select from three positions to change the generator output voltage. Never operate while engine is running.



7



Panel light



Illuminates control panel surface and gauges



8



Voltmeter selector switch



Used to select from one of five positions for voltage. in each phase with OFF position



9



Ammeter selector switch



Used to select from one of five positions for amperage. in each phase with OFF position
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Warning indicator



Turn on when an equipment malfunction occurs.



11



Coolant temperature gauge



Indicates temperature of the engine coolant.



12



Oil pressure. gauge



Indicates lubricating oil pressure.



13



Fuel meter



Indicates internal fuel tank remaining level.



14



Hour meter



Indicates operating hours of the generator unit.



15



Glow lamp indicator



The indicator lights when the key switch is set to the [ON] position, and starts pre-heating.



16



Starter switch



OFF: stops engine operation.



START: starts an engine operation



ON: supplies electricity for control operation, and starts pre-heating. 17



Panel light switch



Turn the panel light ON and OFF



7



6. MAIN TERMINAL BOARD



7. RECEPTACLE PANELS Note: All duplex receptacles are GFCI protected and are rated at 20amps. All twist lock Receptacles are rated at 50amps.
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8. GENERATOR WIRING DIAGRAM
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9. ENGINE WIRING DIAGRAM
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...
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Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.
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Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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organ specifications 

Trumpet 8'. Trompette de FÃªte 8'. Tremolo (prepared). Gt 16', Gt 4', Unison Off. PEDAL. Untersatz 32' (electronic). Contrebasse 16' (Open Wood). Bourdon 16'.
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2 - Specifications 

Gearshift pattern Left foot operated return system 1-N-2-3-4-OD. Final drive gear oil .... Output Shaft Damper spring free length 60.82 (2,394) 570 (2.24). Stift O,0. ... (At 20Â° C/ Wire .... N-m (kg-m, ft-lb) S N-m (kg-m, ft-lb). 5 Å¿r Colt & C Ut 
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Algebraic Specifications 

Expression Push(e, s) denotes the stack s with element e pushed on top. .... Obviously, s1 is a proper subterm of Push(e,s1 ), so the value of s1 is included in the ...
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specifications 5.1 

Table 5-1. Starter Specifications. STARTER. Free speed. 3000 RPM (min.) @ 11.5 V ... relay is activated and battery current flows into the pull-in winding (10) ...
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Specifications - UserManual.wiki 

11 nov. 2013 - via an overcurrent protection feature. If you are ... Connect the equipment into an outlet on a circuit different from that to which the receiver is.
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SHELLFISH SPECIFICATIONS 

SYSTEM FOR LIVE MARINE SHELLFISH CONTAMINATED BY ALGAL PSP. TOXINE. CRAFT CONTRACT NÂ° .... DOCUMENTATION. .... Maximum capacity in instantaneous stock : 150 Kg of shellfish. Storage volume .... threshold, etc.). The parameters concerning the mainten
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specifications fonctionnelles 

3 mai 2018 - Dans une telle situation, le fonctionnement de Solutions IR/FP est le suivant : 1 - ComplÃ©ter le module RF pour dÃ©terminer le .... Page 16 ...
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specifications fonctionnelles 

23 avr. 2018 - Vous pouvez dÃ¨s maintenant commencer Ã  prÃ©parer vos dÃ©clarations. Bien que plusieurs Ã©crans soient susceptibles de modifications, aucune ...
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1. SPECIFICATIONS 

ANB-848. ATT-666. AEK-101. ASK-520. ACG-001. AKP-032. ADG-023. ABA-145. ANB. ... B. I. RESISTORS: fndicated in A, %W, t5% tolerance unless otherwise noted k : kQ, ... Indicated in capacity (r F)/voltage (V) unless olherwisâ‚¬ noted p : pF.
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Algebraic Specifications 

such that expression B(f ) is a stack of the nodes of forest f traversed in a breadth-first way from left to right. Let specify Forest(node) = Stack(Bin-tree(node).t).
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Algebraic Specifications 

Now, how do we go from a specification to an algorithm? By algorithm, we ... to be free of using our favorite programming language, the more the language for ...
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specifications - Sylvane 

LES VENTILATEURS DE PLAFOND DOIVENT ÊTRE PLACÉS. PAR UN INSTALLATEUR QUALIFIÉ. N° DE. MODÈLE. DÉPORT DES. PALES. COULEUR.
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SPECIFICATIONS FONCTIONNELLES 

22 nov. 2017 - Cette annÃ©e, ont Ã©tÃ© mis Ã  jour les modules IR, RE, PVM et RF en tenant compte : - des dispositifs ... nos Ã©quipes s'avÃ¨rent finalement erronÃ©sS'agissant d'une version prÃ©paratoire, aucune mise Ã  jour de cette ... payÃ© par l'










 


[image: alt]





1. SPECIFICATIONS 

5. Stick the line voltage label on the rear panel. Part No,. Description. Miscellaneous. Power Requirements. Power Consumption . . . . 22OV /240V (Selectable).
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Product Specifications 

Aug 8, 2006 - GENERAL DESCRIPTION. 2. FEATURES. 3 ... 1 GENERAL DESCRIPTION ... Power. Manage. Standby powerï¼œ3W. Amplifier. 2 X 2.6Wï¼ˆ4Î©ï¼‰.
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General Specifications 

Cam lift, exhaust. â‰¥ mm .... Adhesive sealer for coolant pump angle connector (Loctite 243) .... Cooling fan shroud to radiator ... Power steering pipe to cylinder head cover/engine lifting eye .... Lower suspension arm ball joint to spindle carrie
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Algebraic Specifications 

Not(b) if b = True then result â†� False else result â†� True. The variable b is called a parameter. ... Note that in algorithms, we do not provide a sophisticated error.
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18N850v2 SPECIFICATIONS Neodymium series 

2nd and 3rd harmonic distortion raised 10dB. Recommended reflex enclosure: 140L/32Hz, BRD=200mm/502mm long. SPECIFICATIONS. APPLICATION infra- ...
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specifications 6.1 - UKBEG.com 

allen wrench may be inserted into end of adjuster screw to hold it while threading lock ..... sponds to an inner race installed on the clutch hub. 1. See Figure 6-29.
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specifications 7.1 - UKBEG.com 

2004 Buell Firebolt: Electrical. 7-3. HOME .... The primary circuit consists of the battery, main fuse, .... See the wiring diagrams in the Appendix for additional infor-.
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