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Specifications

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ... 
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Model SM57 Dynamic Microphone Specification Sheet MODEL SM57 UNIDIRECTIONAL DYNAMIC MICROPHONE



OVERVIEW The Shure SM57 unidirectional dynamic microphone is exceptional for musical instrument pickup or for vocals. With its bright, clean sound and carefully contoured presence rise, the SM57 is ideal for live sound reinforcement and recording. It has an extremely effective cardioid pickup pattern which isolates the main



sound source while minimizing background noise. In the studio, it is excellent for recording drums, guitar, and woodwinds. For musical instruments or vocals, the SM57 is a consistent choice of professional performers.



FEATURES S Frequency response tailored for drums, guitars, and vocals S Uniform cardioid pickup pattern isolates the main sound source while reducing background noise S Pneumatic shock-mount system cuts down handling noise



S Extremely durable under the heaviest use S Supplied break-resistant swivel adapter that rotates 180 ° S Legendary Shure quality, ruggedness, and reliability



MODEL SM57 DYNAMIC MICROPHONE



Specification Sheet



SPECIFICATIONS Type



Impedance Rated impedance is 150Ω (310Ω actual) for connection to microphone inputs rated low impedance.



Dynamic
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Frequency Response



Polarity



40 to 15,000 Hz



Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3. CARTRIDGE CODED TERMINAL GREEN



BLUE 1



2 3 YELLOW



RED BLACK



TRANSFORMER



INTERNAL CONNECTIONS



TYPICAL FREQUENCY RESPONSE



Connector Three-pin professional audio connector (male XLR type)



Polar Pattern Unidirectional (cardioid), rotationally symmetrical about microphone axis, uniform with frequency.



Case Dark gray, enamel-painted, die-cast steel with a polycarbonate grille and a stainless steel screen. 157 mm (6 3/16 in.)



23 mm (29/32in.)



32 mm 1 1/4 in.)



DIMENSIONS



Swivel Adapter Positive-action, break-resistant, adjustable through 180°, with standard 5/8 in.-27 thread



TYPICAL POLAR PATTERNS



Sensitivity (at 1,000 Hz) Net Weight (without cable)



Open Circuit Voltage: –54.5 dBV/Pa* (1.9 mV)



284 grams (10 oz)



*(1 Pa = 94 dB SPL)



FURNISHED ACCESSORIES Swivel Adapter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . A25D Storage Bag . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26A13 REPLACEMENT PARTS Cartridge . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . R57 Screen and Grille Assembly . . . . . . . . . . . . . . . . . . RPM210 OPTIONAL ACCESSORIES Windscreen . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . A2WS Desk Stand . . . . . . . . . . . . . . . . . . . . . . . . . . . . . S37A, S39A Isolation Mount . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . A55M Dual Mount . . . . . . . . . . . . . . . . . . . . . . . . . . . . A25M, A26M Cable (7.6 m [25 ft]) . . . . . . . . . . . . . . . . . . . . . C25E, C25F
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...










 








Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.










 








Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.










 








organ specifications 

Trumpet 8'. Trompette de FÃªte 8'. Tremolo (prepared). Gt 16', Gt 4', Unison Off. PEDAL. Untersatz 32' (electronic). Contrebasse 16' (Open Wood). Bourdon 16'.










 








2 - Specifications 

Gearshift pattern Left foot operated return system 1-N-2-3-4-OD. Final drive gear oil .... Output Shaft Damper spring free length 60.82 (2,394) 570 (2.24). Stift O,0. ... (At 20Â° C/ Wire .... N-m (kg-m, ft-lb) S N-m (kg-m, ft-lb). 5 Å¿r Colt & C Ut 










 








Algebraic Specifications 

Expression Push(e, s) denotes the stack s with element e pushed on top. .... Obviously, s1 is a proper subterm of Push(e,s1 ), so the value of s1 is included in the ...










 








specifications 5.1 

Table 5-1. Starter Specifications. STARTER. Free speed. 3000 RPM (min.) @ 11.5 V ... relay is activated and battery current flows into the pull-in winding (10) ...










 








SPECIFICATIONS - PDFMAZE.COM 

DESIGN STANDARD. The designs and the productions are in conformity with: (1) Japan Industrial Standards. (2) The Institute of Electrical Engineering of Japan.Termes manquants :










 








Specifications - UserManual.wiki 

11 nov. 2013 - via an overcurrent protection feature. If you are ... Connect the equipment into an outlet on a circuit different from that to which the receiver is.










 








SHELLFISH SPECIFICATIONS 

SYSTEM FOR LIVE MARINE SHELLFISH CONTAMINATED BY ALGAL PSP. TOXINE. CRAFT CONTRACT NÂ° .... DOCUMENTATION. .... Maximum capacity in instantaneous stock : 150 Kg of shellfish. Storage volume .... threshold, etc.). The parameters concerning the mainten










 








specifications fonctionnelles 

3 mai 2018 - Dans une telle situation, le fonctionnement de Solutions IR/FP est le suivant : 1 - ComplÃ©ter le module RF pour dÃ©terminer le .... Page 16 ...










 








specifications fonctionnelles 

23 avr. 2018 - Vous pouvez dÃ¨s maintenant commencer Ã  prÃ©parer vos dÃ©clarations. Bien que plusieurs Ã©crans soient susceptibles de modifications, aucune ...










 








1. SPECIFICATIONS 

ANB-848. ATT-666. AEK-101. ASK-520. ACG-001. AKP-032. ADG-023. ABA-145. ANB. ... B. I. RESISTORS: fndicated in A, %W, t5% tolerance unless otherwise noted k : kQ, ... Indicated in capacity (r F)/voltage (V) unless olherwisâ‚¬ noted p : pF.










 








Algebraic Specifications 

such that expression B(f ) is a stack of the nodes of forest f traversed in a breadth-first way from left to right. Let specify Forest(node) = Stack(Bin-tree(node).t).










 








Algebraic Specifications 

Now, how do we go from a specification to an algorithm? By algorithm, we ... to be free of using our favorite programming language, the more the language for ...










 








specifications - Sylvane 

LES VENTILATEURS DE PLAFOND DOIVENT ÊTRE PLACÉS. PAR UN INSTALLATEUR QUALIFIÉ. N° DE. MODÈLE. DÉPORT DES. PALES. COULEUR.










 








SPECIFICATIONS FONCTIONNELLES 

22 nov. 2017 - Cette annÃ©e, ont Ã©tÃ© mis Ã  jour les modules IR, RE, PVM et RF en tenant compte : - des dispositifs ... nos Ã©quipes s'avÃ¨rent finalement erronÃ©sS'agissant d'une version prÃ©paratoire, aucune mise Ã  jour de cette ... payÃ© par l'










 








1. SPECIFICATIONS 

5. Stick the line voltage label on the rear panel. Part No,. Description. Miscellaneous. Power Requirements. Power Consumption . . . . 22OV /240V (Selectable).










 








Product Specifications 

Aug 8, 2006 - GENERAL DESCRIPTION. 2. FEATURES. 3 ... 1 GENERAL DESCRIPTION ... Power. Manage. Standby powerï¼œ3W. Amplifier. 2 X 2.6Wï¼ˆ4Î©ï¼‰.










 








General Specifications 

Cam lift, exhaust. â‰¥ mm .... Adhesive sealer for coolant pump angle connector (Loctite 243) .... Cooling fan shroud to radiator ... Power steering pipe to cylinder head cover/engine lifting eye .... Lower suspension arm ball joint to spindle carrie










 








Algebraic Specifications 

Not(b) if b = True then result â†� False else result â†� True. The variable b is called a parameter. ... Note that in algorithms, we do not provide a sophisticated error.










 








18N850v2 SPECIFICATIONS Neodymium series 

2nd and 3rd harmonic distortion raised 10dB. Recommended reflex enclosure: 140L/32Hz, BRD=200mm/502mm long. SPECIFICATIONS. APPLICATION infra- ...










 








specifications 6.1 - UKBEG.com 

allen wrench may be inserted into end of adjuster screw to hold it while threading lock ..... sponds to an inner race installed on the clutch hub. 1. See Figure 6-29.










 








specifications 7.1 - UKBEG.com 

2004 Buell Firebolt: Electrical. 7-3. HOME .... The primary circuit consists of the battery, main fuse, .... See the wiring diagrams in the Appendix for additional infor-.










 














×
Report Specifications





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



