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SR260 System Remote Control - FCC ID

B. C. D. E. F. H. K. N. Q. O. R. T. U. S. P. M. L. I. J. G. A. SR260-I Iconic. ROOM OFFâ€”Turns off devices in room. Displayâ€”Screen that displays color text options. WATCHâ€”Displays video devices .... Control4 certified logo are registered trademarks or trademarks of Control4 Corporation in the United States and/or other ... 
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SR260 System Remote Control



SR260 buttons



Installation and Setup Guide



SR260 English



SR260-I Iconic
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Supported models
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• SR260 System Remote Control-English (C4-SR260) • SR260-I System Remote Control-Iconic (C4-SR260-I)
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Use this guide along with the SR260 User Guide.
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Use the remote to: • Navigate system menus and access network-stored media on a TV or monitor with the on-screen Navigator • Navigate system menus and access media information on the remote’s display • Control all system devices
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Features • • • • • • • 



• • 



• • 



Bi-directional communication with system components ZigBee® wireless mesh networking technology Full access to system components Full-color screen display Back-lit keys and display for ease of use in dark rooms Ambient light sensor for efficient control of backlighting 50 buttons total: • Two quick-access buttons (WATCH and LISTEN) to display either the most used AV devices or a list of all available AV devices • Nine programmable buttons • Eight transport control buttons • Standard alphanumeric buttons • Control4 button Paging functionality Standard control features for digital satellite systems (DSS), cable boxes, tuners, digital video recorders (DVR), DVD changers/players, CD changers/players, MP3 players, VCRs, or TVs Built-in motion detection can wake up the remote automatically Powered by four AA batteries (included)



A ROOM OFF—Turns off devices in



M CH—Scrolls up or down through



B Display—Screen that displays color



N MUTE—Toggles device sound off



C WATCH—Displays video devices



O INFO—Shows program information



D Control4 button—Displays



P MENU—Accesses device features



E LISTEN—Displays audio devices



Q CNCL—Sends “Cancel” or “Exit”



room



text options



Control4 Home page on TV



F LIST—Displays system’s menu



(Navigator) on the display screen



G Programmable buttons—Functions vary



H GUIDE—Displays TV program listings



I ▲PAGE/PAGE▼—Scrolls pages up or down



J PREV—Returns to previous channel or screen



K VOL—Controls device volume L SELECT and directional buttons— Scrolls up, down, left, or right; the center SELECT button selects the menu option



Install the batteries



Add and configure the remote control with Composer Pro. See the Composer Pro User Guide for instructions about adding devices. To configure the remote:



Battery use and care



1 In Composer Pro, add and identify the System Remote Control SR260 driver to your project.



• Keep the battery contacts and compartment clean. • Remove the batteries from the remote if it is not going to be used for several months. • Extreme temperatures reduce battery performance. Avoid putting the SR260 in very warm places.



2 In the System Design view, select System Remote Control SR260 to view and change the remote’s properties.



Battery replacement safety rules Warning! To prevent a battery short, leakage or rupture:
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Introduction The Control4® SR260 System Remote Control goes beyond a typical “universal” remote that simply learns IR codes from TVs, VCRs, CD players, and DVD players. This remote control offers complete system control in an elegant and compact design. The remote is equipped with a full-color screen, battery gauge, hidden ambient light sensor, faster processor, iconic button layout (C4SR260-I model), improved List Navigator, nine programmable shortcut buttons, and more. It’s included with the purchase of select Control4 controllers, and can also be purchased separately. The SR260 requires Control4 OS 2.7 or later.
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Configure the remote



Install the four AA batteries (included) into the back of the SR260 according to the diagram in the battery compartment (with the + and terminals aligned correctly).
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Install and maintain batteries



TV channels or on



and settings command



R DVR—Controls the DVR S Playback control buttons:



• Rewind/Fast forward—Rewinds or fast forwards • Skip back/Skip forward—Skips back or forward • Play—Plays • Record—Starts recording • Stop—Stops • Pause—Pauses



T Programmable buttons—Functions vary



U Alphanumeric buttons—Directly enters channel numbers or text descriptions



• Use typical AA Alkaline batteries only. • Do not mix battery types, such as Alkaline and rechargeable NiMH batteries. • Do not attempt to recharge a battery unless the battery is specifically marked “rechargeable.” • Never dispose of batteries in a fire. AVERTISSEMENT! Pour empêcher court-circuiter, fuite ou rupture de batterie: • Utilisez les accumulateurs alcalins typiques d’AA seulement. • Ne mélangez pas les types de batterie, tels que les batteries alkalines et rechargeables de NiMH. • N’essayez pas de recharger une batterie à moins que la batterie soit spécifiquement marqué « rechargeable ». • Ne vous débarassez jamais des batteries dans un feu.



Recharging station A Remote Recharging Station is also available (sold separately) with a rechargeable battery to keep your remote always charged. For more information, see the Dealer Portal.



• Display Brightness—Sets the brightness of the remote’s screen, from 0 (off) to 100 (full brightness). • Keypad Brightness—Sets the brightness of the keypad backlight, from 0 (off) to 100 (full brightness). • Sleep Mode—Sets how long the remote stays awake after no activity. The default setting is 15 seconds, but can be extended up to 90 seconds or reduced to 10 to conserve battery life. • Battery Level—Displays the current battery charge level. • Channel—Displays the ZigBee channel set for the remote, which should match the ZigBee channel for the controller. • Gateway—Displays the MAC address of the ZigBee Server (usually your controller, unless you specify differently). • MAC—Displays the remote’s MAC address. • Firmware Version—Displays the remote’s current firmware version. • Watch/Listen Button Behavior—Sets whether the buttons show a list of available devices or only the most recently used devices. 3 On the remote, press LIST, then select Settings > Config. The following menu opens, where you can change remote control settings: • Display Brightness—Sets the brightness of the remote’s screen. • Keypad Brightness—Sets the brightness of the remote’s keypad backlight. • Motion Detect—Sets the remote to wake from Sleep Mode when it’s picked up. • Light Sensor—When enabled, adjusts the brightness of the screen and keypad backlight based on the light it senses in the room. • Text Color—Changes the List Navigator’s text color. • Recharge Station—When enabled, configures the remote to use the Recharging Station’s rechargeable lithium polymer battery. When disabled, configures the remote for regular alkaline batteries. • Battery Level—Shows the current battery charge level. • Factory Defaults—Resets the remote to its factory defaults. Each change is saved as soon as it’s made.



Program the programmable buttons On the SR260, you can program up to nine buttons (red, green, yellow, blue, •, ••, •••, *, and #) to perform specific activities, for example, to execute any of the AV device’s macros or IR codes.



To programm buttons based on room: 1 Select the Programming view, then select a room in the project tree in the Events pane.



Program the buttons using either the AV device’s Properties or the room’s events.



Program SR260 paging



Additional resources



You can program an action, such as a keypad button press, to page the remote control (have the remote beep several times) if it’s misplaced.



The following resources are available for more support.



To program the remote’s paging feature: 1 In Composer Pro, select the Programming view. 2 Select the event that you want to use to start the page. For example, to select a keypad button press, first select the keypad in the project tree in the Events pane, then select the button under Events.



To program buttons based on AV device: 1 Select the System Design view. 2 Select an AV device to display the device’s Properties page.



• • • • 



Control4 Knowledgebase and Forums Control4 Technical Support Control4 website: www.control4.com Composer documentation in online help or PDF formats on the Dealer Portal • Consumer documentation on the Consumer Portal



Regulatory/safety information To review regulatory information for Control4 products, see the Control4 website at ctrl4.co/reg.



Warranty Visit www.control4.com/warranty for details.



The first part of the script is added to the Script pane.



More help 2 Select the Commands radio button, then select a command or button from the drop-down menu. 3 Build the script using items from the Actions pane to program the actions desired in the room when you select the command or button.



3 In the project tree in the Actions pane (on the right), select System Remote Control SR260. 4 In the Commands list, choose an action for the remote control, then double-click the green arrow to add the action to the Script pane.



For the latest version of this document and to view additional materials, open the URL below or scan the QR code on a device that can view PDFs. MOST RECENT VERSION



MOST RECENT VERSION



For more information about programming, see the Composer Pro User Guide. 3 On the device’s Properties page, select Code or Macro for the button you want to program. 4 Select a code or macro from the button’s drop-down list, then edit the help text as needed.



ctrl4.co/[redirect]



ctrl4.co/[redirect]



Tip: Help text describes custom programming on the remote’s List Navigator. 5 When you’re done programming the buttons, click Set. • Beep until button press—The remote beeps until you press one of its buttons. • Beep for X seconds ( 
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Remote Electronic Ignition and Control System Precision ... - FCC ID 

Depending on the handset version (see table) the auxiliary contact is switched DXWRPDWLFDOO\ZLWKWKHJDVflRZ RUE\RSHUDWLQJWKHKDQGVHW. Auxiliary ...... mage est en cours. 8QH IRLV OÂ¶DOOXPDJH GH YHLOOHXVH FRQfiUPp LO. \ D XQ flX[ GH JD] SULQFLSDO. AprÃ¨
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Yi Bluetooth Remote Control - FCC ID 

the cap the clockwise until the cap pops Out. (1) Remove the silicon protective (2)With the backside of the unit. COverby pulling both side away facing up from the unit. Tips: Use One Coin to rotate the Cap. Attaching the Bluetooth remote Control to 
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Remote Control NOMAD ND 1 - FCC ID 

Connecting Nomad to Mobile Device: â€¢ Download the App, available on Google Playâ„¢ and from the App Store. â€¢ Turn on your NOMAD ND1 Remote Control Vehicle. â€¢ Top and bottom headlamps start blinking to prepare for pairing. â€¢ When the top and b
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wireless remote control set important safety instructions ... - FCC ID 

Open the package and check the machine for obvious damage. If there seems to be damage discontinue use and contact the distributor. INSTRUCTIONS: â—‹ Use the wireless remtoe control SET with our fog machines only. â—‹ Connect the power cord of fog ma
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BluetoothÂ® Audio System - FCC ID 

circuit different from that to which the receiver is connected. Consult the dealer or an experienced radio/TV technician for help. You are cautioned that any changes or modifications not expressly approved in this manual could void your authority to 
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Panic Button Remote Quick Reference - FCC ID 

3-5 years under normal usage. Transmitter Frequency. 345 MHz. Code Outputs. Alarm, Alarm Restore, Supervisory, Low Battery. Supervisory Interval. 70 minutes per signal (12 hours for panel to report supervision failure). Operating Temperature Limits 3
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rf-355 minimum remote control system - F1FRV 

Apr 10, 2013 - 1. 14 2. 15 3. 16 4. 17 5. 18 6. 19 7. 20 8. 21 9. 22. 10. 23. 11. 24. 12. 25. 13. J1. DB25-FEM. GND. PTT. +5 V in RX (by amp). To be grounded ...
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Portable BluetoothÂ® Audio System - FCC ID 

Con amor y dicha,. The House of Marley. Por favor ... cualquier modo, como cuando se derrama lÃquido o cuando caen objetos dentro del aparato, cuando el ...
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Wireless Stereo Headphone System - FCC ID 

auriculares con baterÃas secas vendidas por separado. Las baterÃas secas disponibles en el mercado (LR03. (tamaÃ±o AAA)) tambiÃ©n pueden utilizarse para los.
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FCC Statement - FCC ID 

This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will n
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fcc warning - FCC ID 

The power door locks will cycle when you have successfully entered ... If programming has failed, repeat this procedure from the beginning. ... Changes or modifications not expressly approved by Dorman Products Inc. could void the user's ...
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210mm 280mm SELFIE REMOTE DRAFT INSTRUCTION ... - FCC ID 

14 mai 2015 - It doesn't need to charge, battery can last up to a year and range is up to 30 feet (10 m). It's so light and easy to carry that you can use it on your key chain (metal ring included) and just bring it everywhere with you! If you love s
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04 The Samsung Smart Remote (RMCSPM1AP1) - FCC ID 

interference when the equipment is operated in a commercial environment This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio 
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Remote Control Reference - Roland 

The VR-3 switches to MVC mode when it receives an MVC "On" command from a MIDI device. ... This sets the Rx channel of the video output fade control.
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remote control transmitter - Agentcobra 

DESCRIPTION. The M3004AB1 transmitter IC is designed for infra- red remote control systems. It has a total of 448 commands which are divided into 7 sub- ...
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four channel remote control system firgelli automations dbid 20hy 
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FCC Part 15 - FCC ID 

licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en
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Remote Control Reference - PDFHALL.COM 

... menu items, refer to [Menu Operations and Menu List] in the owner's manual. ... See below for channel selection. PC. Note No. Assign. 21. 0-3. Video 1-4. 22 ..... ppH pp = Program Number : 00H - 7FH (1 - 128). * In combination with bank ...
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coolpix remote control protocols 

Â©Gilles Petit â€“ f4hla 2004 http://f4hla.free.fr. 1/10. `From documents written by Vladimir Vyskocil and Eugene Crosser. COOLPIX REMOTE CONTROL ...
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RFID-System BL ident® Schreib-Lese-Kopf TN902 ... - FCC ID 

Tête d'écriture-de lecture UHF (Transceiver) pour l'échange de données sans fil avec les étiquettes ... jaune on transceiver est activé rouge on perturbation de fonctionnement, Reset. Raccordement des broches (Fig. 2 et 3). 1 tension de service +. 3 
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T150A Stereo Turntable System Instruction Manual - FCC ID 

Please contact Crosley customer service if there is any accessory missing from ... connected to the phono pre-amp or the phono input of the stereo system. ... Pitch Control. The turntable speed can be increased or decreased by approximately 10% by ro
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TOMACORRIENTE INALÃ�MBRICO A CONTROL REMOTO ... - FCC ID 

Features: - For indoor use only. - Buttons on remote control correspond to socket reciever units (1, 2, 3). - The socket receiver can be manually operated or via the handy Remote Control. - Individual ON () & OFF ( ) function for the remote control. 
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0198CSK - JBL On Air Control 2.4Gä¿®æ”¹ - FCC ID 

Control 2.4G. Some computer sound cards feature more than one 1/8- ... active speaker, there is a four-position â€œID Code" selector. Simply set the selectors to one of the other positions. The transmitter and active speaker must be set to the same p
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1. getting started: built-in bluetooth system - FCC ID 

There are two ways to check battery level: 1. Visually, with LEDs when powering on. Note: Blinking LEDs alternate from blue to red when battery power is low. 2. Audible method: Press and hold the Center Button and the (+) Button for 3 more seconds as
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