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EXISTING STANDARD SINGLE GANGBOX HOUSING INDEXING SLOTS



02050



BACKPLATE ASSEMBLY (SEE REVERSE SIDE)



OCTAGON KEY RESET BUTTON (#0) RED, GREEN, YELLOW, WHITE AND BLUE



SH PU 10102 KEY RESET SWITCH



RE HE 102722 SPACER RED, GREEN, YELLOW, WHITE AND BLUE. STI RECOMMENDS THE USE OF THIS SPACER FOR SWITCH CLEARANCE ON STANDARD SINGLE GANG BOXES. ASSIGNED A 5VA FLAMMABILITY RATING. SEE NOTE IN PRODUCT DIMENSION VIEW.



10271 STATION HOUSING RED, GREEN, YELLOW, WHITE AND BLUE 10100 PUSH/TURN RESET BUTTON (#1)



10274 OCTAGON SHELL RED, GREEN, YELLOW, WHITE AND BLUE



STATION LABEL



*NOTE: TO PROVIDE ADEQUATE CLEARANCE FOR INSTALLATION,



19001 SCREW (1) PROVIDED



MAY REQUIRE: SUB-102722 SPACER, OR RACO #660 W/1/2" K.O. AND RACO #653 EXTENSION RING. ALSO RACO #696 MASONRY BOX.



PRODUCT DIMENSIONS P



SH



10105 MOMENTARY BUTTON (#4)*



1.62 in. (41mm)



4.87 in. (124mm)



10104 KEY BUTTON (#3) KEY REQUIRED TO ACTIVATE - IN ACTIVATE MODE KEY CAN BE REMOVED PU



3.25 in. (82mm)



KEYS (2) PROVIDED



KEYS (2) PROVIDED



*SS-2**4 and LT1-UL NOTES: For access control installations, power for the LT-1UL Timer must be supplied by a power source listed to UL294. When used for access control, this device shall be used as part of an access controlled egress door system. It is up to the local AHJ to allow use of this device in place of an automatic sensor. For higher security installations, lower time limits should be used. For SS-2**4 and LT1-UL the enclosed timer is to be used and installed per the enclosed LT-1UL installation sheet. *SS-2**4 and LT1-UL maximum rating 30 VDC 3A. REMARQUES POUR *SS-2**4 et LT1-UL: Pour les installations de contrôle d’accès, l’alimentation de la minuterie LT-1UL doit être fournie par une source homologuée UL294. Lorsque cet appareil est utilisé aux fins de contrôle d’accès, il doit faire partie d’un système de porte de sortie à accès contrôlé. Il incombe donc à l’AHJ local d’autoriser l’utilisation de cet appareil au lieu d’un capteur automatique. Pour les installations de sécurité plus renforcée, des délais inférieurs doivent être utilisés. Pour les modèles SS-2**4 et LT1-UL, la minuterie intégrée doit être installée et utilisée suivant la fiche d’installation LT-1UL fournie. La cote maximale des modèles *SS-2** 4 et LT1-UL est de 30 VCC 3A.



Electronic warranty form at www.sti-usa.com/wc14
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2.25 in. (57mm)
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STRIP 1/4 in. OF WIRE INSULATION INSERT IN TERMINAL (AS SHOWN) THEN USING A PHILLIPS SCREWDRIVER TURN CLOCKWISE UNTIL TIGHT.



OU TG OIN G



10196 NO (1) PROVIDED TERMINAL BLOCK 10198 NC (1) PROVIDED SEE VIEW IN DIRECTION OF ARROW FOR CONTACT INDENTIFIER LOCATIONS UP TO (3) TERMINALS MAY BE USED FOR EACH STATION ASSEMBLY.



19010 SCREWS #6-32 x 1 OUTLET BOX (2) PROVIDED. SCREWS #6-32 x 1.50 WHEN USING 102722 SPACER (SEE REVERS SIDE).



A 19021 GROUND LUG (1) PROVIDED



VIEW IN DIRECTION OF ARROW A INSTALLATION OF ELECTRICAL WIRE INTO TERMINAL BLOCK



INC OM ING



SEPARATION OF TERMINAL ASSEMBLY. FROM BUTTON ASSEMBLY IS AS FOLLOWS: GRASP TERMINAL HOUSING AND USING THUMB APPLY PRESSURE DOWNWARD, REMOVE TERMINAL.



BUTTON LOCK NUT



TERMINAL BLOCK RELEASE LEVER MUST FACE UPWARD AS SHOWN FOR SWITCH TO FUNCTION CORRECTLY.



REMOVAL OF TERMINAL BLOCK FROM TERMINAL HOUSING: INSERT SMALL SCREWDRIVER (AS SHOWN) AND PRY UPWARD, REMOVE TERMINAL.



NO 1



ELECTRICAL TERMINAL BLOCK UP TO 3 TERMINALS MAY BE USED



NC 3



10272 BACKPLATE GREEN, YELLOW, WHITE AND BLUE



4



2 INSERT NOTCH, AS SHOWN THEN ROTATE UPWARD



VIEW IN DIRECTION OF ARROW A INSTALLATION AND REMOVAL OF TERMINAL BLOCKS AND TERMINAL BLOCK ASSEMBLY FROM BUTTON ASSEMBLY



TERMINAL BLOCK LEGEND



ALL TERMINALS ACCEPT TWO 12 TO 18 (AWG)



NO — NORMALLY OPEN



VOLTAGE



RATED AVERAGE CURRENT



NC — NORMALLY CLOSED



250 VDC



1 AMP



C — COMMON



600 VAC



3 AMP



NOTE: SS-2XX4/LT CONTACTS ON FORM C TIMER RATED:



INSTALLATION OF SS-2000 SERIES STOPPER® STATION All specifications and information shown were current as of publication, and are subject to change without notice.
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120 VAC, 3A 28 VDC, 3A
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Install 

The side, front, and rear toe kick must be modified (See Illustration #7) ... (See illustrations #7 & #8). 11. ... Les portes de meubles peuvent Ãªtre rÃ©glÃ©es quand les.
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9625 install 

blocs ou en briques. Dans le cas des installations sur du bois, il est nécessaire de percer des avant-trous de 13/64 po de diamètre pour les tirefonds uniquement ...
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install battery 

Feb 15, 2012 - 203, 209. Vehicles without code P98 Black Series. 1. Ground cable. 2. Positive line. 3. Cover for positive terminal. 4. Bracket. 5. Nut. G1 Battery.
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590979A OR36SDBMX install USCA.indd 

ce of local codes, with the National Fuel Gas Code, ANSI .... the front edge of the cooktop and the burners install the cooktop front guard supplied with the ap-.
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How to Install - Blinds 

3 Poignée(s). 4 Supports de retenue (en option). 5 Rallonges (en option). 6 Supports pour pose latérale (en option). 1. Everything needed to install your shade.
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How to install DocMan? 

DocMan is a document management and download system to Mambo Open Source 4.5. With ... them available for download on a Mambo powered web site.
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How to Install 

nettoyer, passer une Ã©ponge avec un dÃ©tergent non abrasif diluÃ© dans de l'eau et Ã©ponger lÃ©gÃ¨rement. Les persiennes en vinyle ou en PVC peuvent Ãªtre ...
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How to Install - Blinds 

Merci d'avoir achetÃ© ce superbe traitement de fenÃªtre que nous sommes fiers ... de service aprÃ¨s-vente en tÃ©lÃ©phonant au 1-800-221-6352 ou par courrier .... Attach headrail brackets to extension brackets using machine screws and nuts.
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How To Install - Blinds 

please feel free to call our Customer Service Center at 1-800-221-6352 or e-mail us ... CoMMEnT InsTaLLEr des stores cellulaires verticaux en pose extÃ©rieure.










 


[image: alt]





ss-2000 install 

YELLOW, WHITE AND BLUE. STI RECOMMENDS THE USE OF THIS. SPACER FOR SWITCH CLEARANCE. ON STANDARD SINGLE GANG BOXES.
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Install Party - NetPublic 

centrale (et Ã©ventuellement le reste du matÃ©riel) et une personne l'aide Ã  installer un ..... qui va utiliser l'ordinateur Ã  la maison et proposer de crÃ©er des comptes ...
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install guide 

English: For warranty information, go to manhattan-products.com/warranty. Deutsch: ... Far Eastern Technology Center. 7-F No. 125, Section 2, Da Tong Rd.
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Summation 4.1.2 install guide 
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How to Install 

22 dÃ©c. 2009 - that it will provide you with many years of beauty and easy maintenance. Enjoy! Follow the easy step-by-step instructions to install your shade.
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How to Install - Blinds 

Inside-/Ceiling- or Outside-mount Cellular or Pleated Standard Shade. Montaje de Techo/Interior o Montaje Exterior de la ... 8. 1. 2. 4. 3. 1 Shade. 2 Brackets/Screws. 3 Optional Cord Cleats. 4 Optional Hold-down Brackets. 5 Optional Extension Bracke
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How to Install - Blinds 

Again, we appreciate that you have chosen us to enhance the design and look of your home. Gracias por adquirir este ... 3 Cord Tensioner Mount Kit. 4 Optional ...
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How to Install - Blinds 

1561â�„16" a 180". 8. 1801â�„16" a 204". 9. 2041â�„16" a 228". 10. 2281â�„16" a 252". 11. 2521â�„16" a 276". 12. 2761â�„16" a 300". 13. 3001â�„16" a 324". 14. 3241â�„16" a 348".
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How To Install - Blinds 

Pour installer votre store, veuillez suivre les instructions dÃ©taillÃ©es. ... COMMENT INSTALLER les stores Ã  chaÃ®ne en boucle en pose intÃ©rieure/au plafond ou ...
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How To Install - Blinds 

... dans chaque support d'installation et chaque support intermÃ©diaire comme indiquÃ© ci-dessous. 2. 3. 4. 78193-00. 1. Springs Window Fashions LP â€¢ Middleton, ...
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ss-2000 install 

102722 SPACER RED, GREEN,. YELLOW, WHITE AND BLUE. STI RECOMMENDS THE USE OF THIS. SPACER FOR SWITCH CLEARANCE. ON STANDARD ...
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Fantech-VHR150R-Install-Instructions.pd 

Stovetop fan. • Central vacuum system .... the season, minimizing energy use associated with ventilation .... No Power is being transmitted to the Control Board.
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iPod Install PDF - MotoringFile 

Select Vehicle Production 03/02 â€“ On*. MINI Cooper-S (R53): ... Select Vehicle Production 09/04 â€“ On*. * Not compatible with ... iPod Adapter. 1. 65 11 0 392 138.
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FTK 5.0 Quick Install 
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install guide - Manhattan Products 

En MÃ©xico: PÃ³liza de GarantÃa Manhattan â€“ Datos del importador y responsable ante el consumidor IC Intracom. MÃ©xico, S.A.P.I. de C.V. â€¢ Av. Interceptor ...
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