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SSP-875RevisionMay2000 0 2000by TextronLycoming "All RightsReserved"



-INTRODUCTION-



The labor hours shown in this booklet will be the maximum allowed through the Textron Lycoming Distributorfor warrantywork. Warranty labor will not be consideredin the course of troubleshooting,adjustmentor replacementof any of the following. 1. Spark Plugs, Magnetoto Enginetiming. 2. Oil Filter or Oil Changes. 3. Oil Pressure Screens removal and inspection. 4. Oil and Fuel Pressure adjustments. 5. Fuel Nozzle removal and cleaning. 6. Propellers, Governors, Vacuum systems and/or Hydraulic systems, Vibration, Engine Instrumentation and synchronization problems in case of twin engine aircraft. 7. Testing or adjustment of Electrical, Fuel, or Turbocharging Systems. NOTE The following listed labor hours are for normal engine installations, in cases where engine removal is required to remove and replace a component or part due to Airframe installation, labor hours, for part or component change only will be allowed.



HOW TO USE LABOR HOUR GUIDELINES



1. The left hand column of numbers are code numbers used for computer purposes by the factory. This number must be noted on the warranty application in addition to description of part repaired or replaced. 2. Second column indicates engine area and parts name to be used. 3. Third column, combine with code. When a number is enclosed in the box in this column this denotes that you refer to the repair code number line and add the time on this line pertaining to your engine type, with the time of the part being repair or replaced. 4. The vertical columns indicate type of engine being worked on and amount of hours allowed by Textron Lycoming in accomplishing the specified job. 5. When engine removal is necessary for component part change, both engine removal time and part change time will be added together for allowed labor time. (Such as crankcase replacement.)
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REMOVAL AND INSTALLATION 

3. Lift engine into position (in boat), using an over- head hoist. 4. Align rear engine mounts with inner transom plate mounts while simultaneously aligning ex-.
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REMOVAL AND INSTALLATION 

3. Lift engine into position (in boat), using an over- head hoist. 4. Align rear engine mounts with inner transom plate mounts while simultaneously aligning ex-.
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REMOVAL, INSTALLATION AND ADJUSTMENTS 

7-8. Steering System Pivot. Bolts. 25. 34. Sterndrive Unit To Bell. Housing Attaching Nuts. 50. 68. Transom ... mm) Measured At Top And Bottom Of Cutout Hole.
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TEXTRON LYCOMING PARTS PRICE LIST 

Lycoming Parts Catalog as well as current Service Bulletins, Letters and. Instructions before ...... OVHL MANUAL FICHE. 20.00 G. M60294-6 ...... STD-1840. GROMMET. RFQ ...... BOLT-.250-20 CASE - NO LONGER AVAILABLE. Page 172 ...
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SSP-401 - TEXTRON LYCOMING CERTIFICATED AIRCRAFT ENGINES 

2700. IOO/IOOI.I,. 8.50: I Same as O-360-A2D but with MA-4-5AA carburetor ...... HR 200'170. HS 2001100). .... Corben-Fettcs. Globe Special (Globe GC- I B). 30 ...
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TEXTRON LYCOMING PARTS PRICE LIST 

SPRING SET BRUSH. 3.46 V. ALA-20-GS. THRU BOLT PACKAGE. 24.20 V ..... LW-R-0.750-275. O RING. 50. 50. 3.40 N. LW-R-1.799-.103. RING-OIL SEAL.
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pc 406-2 - textron lycoming 

PARTS CATALOG. PC 406-2. IO/LIO-360-C,. -J, HIO, TIO, AEIO-360. SERIES. PARTS. CATALOG. Wide Cylinder Flange Models. AIRCRAFT. ENGINES.
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TEXTRON Lycoming SFN-880-3 

to Receive LW-16740 Vale. Kit. Model Application. LW-11865. LW-13614. LW-19038. 05K21271 N.L.A.. GO-480. LW-12987. LW-13115. LW-12993. 05K21120.
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textron lycoming - The Mount Point 

THE OVERSIZE AND UNDERSIZE PARTS SECTION consists of a list of such parts that are available in .... (Remove one from cylinders 1, 2 and 4 when primer system Is employed) ...... 71595 is made of improved material to prevent corrosion).
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TEXTRON Lycoming SFN-880-3 

Cylinder Assembly Part Number is Changed When Replacing 73111 Valve Requiring Bronze Guide with LW-16740 Requiring Ni-Resist Guide. Ref.
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TEXTRON LYCOMING - ENGINE MOUNTED OIL FILTER KITS AND 

Installing an oil filter on an engine not equipped with a filter can increase the oil change interval from 25 to ..... When determining the total length of a filter and.










 


[image: alt]





SSP-397 - TEXTRON LYCOMING - CERTIFICATED AIRCRAFT 

100/100LL 8.50:1. Same as 0-360-A2D but with MA-4-5AA car- ...... (DR 400/2 + 2, HR 200/120, HR 200/100). Beech Aircraft. .... Globe Special (Globe GC-1B).
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60294-9 - textron lycoming overhaul manual 

Aug 9, 1980 - The table of limits SSP1776 should ...... maintenance personnel, a complete set of pages for the book is sent to all registered owners of ...
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textron lycoming competitive parts price list 

Textron Lycoming N Code Parts Price List. Effective 1 l/01/01. PART NUMBER. DESCRIPTION. ORDER. QUANTITY. MINIMUM. MULTIPLE. LIST PRICE. AN8- ...
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SSP-401 - TEXTRON LYCOMING CERTIFICATED AIRCRAFT ENGINES 

8.50: I Same as IO-320-Dl B but is equipped with Acrobatic. -55. AEIO-320-D2B. AEIO-320- ...... 3200 IOO/IOOLL 7.30: 1 Same as -Dl A but has 280 HP rating. -52. TVO-435-G 1 B. 280 ...... IGO-540-BIG ................ Aero Commander Inc. (580-F).










 


[image: alt]





SSP-401 - TEXTRON LYCOMING CERTIFICATED AIRCRAFT ENGINES 

125. 2800 IOO/IOOI.I. 9.70: I Simiiar to C I B but higher power and camp. ratio ..... 8.50: I Same as -B I A except converted for use with turbo-. -55 ..... 10-360-B I F6.
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SSP-500 -TEXTRON LYCOMING - MAINTENANCE PROCEDURES 

(Reference Figures 1 and 2.) Figure 1. Figure 2. 3. Remove and cut open oil filter. For full spin on oil filters use the Champion CT-470 tool shown in Figure 3 or ...
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ssp-384 - textron lycoming - special service tools for avco lycoming 

Compressor, Piston Ring - All cylinder assemblies with 4-7/8â€� bore ...... Driver, (Special Assembly) Crankshaft rear spline bushing - All engines with crosswise ac- ... Tool, Crimping (Grounded Sheath) Crimp ends on (5MM) harness (See 64861 ...
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TEXTRON LYCOMING FLYER NEWSLETTER'S KEY REPRINTS 

Determining Engine Condition of High Time Piston Powerplants . ...... Lycoming used a compressor wheel to pack air into the cyl- ... service instructions, and service letters, this manual provides ..... not the only challenge addressed in designing a
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TEXTRON LYCOMING FLYER NEWSLETTER'S KEY REPRINTS 

in order to augment or explain in pilot's or mechanic's language these publications, as well as provide other ...... Textron Lycoming Parts Catalogs are illustrated to permit identification of ...... because combustion temperature and pressure are, o
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TEXTRON LYCOMING - CYLINDER KIT PRICES - NOVEMBER 2001 

O-360-Al A, Al AD, Al D, Al F, Al F6,. Al F6D, Al G, AlG6, AIGGD, Al H,. Al H6, Al J, Al LD, Al P, AZA, AZD,. AZF, AZG, A3A, A4A, A3AD, A4AD,. A4D, A4G, AAI ...
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textron lycoming competitive parts price list 

SEAT. 4. 4. 12.11 N. LW-16508. CAMSHAFT ASSY. 1. 1. 1594.66 N. LW-16511. CAMSHAFT ASSY. 1. 1. 1694.83 N. LW-16562. NIPPLE. 1. 1. 37.63 N. Page 5 ...
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SSP-499A - TEXTRON LYCOMING - NUMERICAL PARTS LIST 

Jul 27, 2000 - This book is divided into two sections: SECTION 1, NUMERICAL ...... from two piece intake pipes to one piece intake pipes on HIO-360- ...... P/N AN844-10D Elbow is superseded by P/N 71140 on O-360-A4N engines only.
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SSP-499A - TEXTRON LYCOMING - NUMERICAL PARTS LIST 

Jul 27, 2000 - CRANKSHAFT ASSY. LW-17274. ALL. LW-12286. HARNESS ASSY. LW-11301. ALL. LW-12288. TUBE. N.L.A.. LW-12289. SLEEVE. N.L.A..
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