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SOFTWARE



WHAT'S NEW!



ORDERING AND QUERIES



Stagcom PC Software Technical Specification



Computer control when you want it. Stand-alone when you don't! Stagcom 1 - Memory Full screen editing is available, displaying 256 bytes of data at one time. Data is shown and editable in hexadecimal and ASCII simultaneously. Files can be imported from disk, edited and re-exported with the minimum of effort. A graphical display is provided for gang and set programming (where applicable) showing the devic& configurations in 8,16 or 32-bit modes. A device serialization feature is included which allows a unique security number to be programmed into unused memory of a device. StagCom 1increments this number each time a device is programmed. Connection to the programmer is via either its fast serial port or, for greater speed, the parallel port (where fitted). All popular 1/0 formats are supported. Device parameters such as manufacturer, device type, start/stop addresses, etc. can be set by the user and saved to disk for immediate recall at a later date. In addition, operation error statistics are recorded to provide a qualitative analysis of the programmed silicon devices.



Stagcom 2 - Logic StagCom 2 offers an extensive range of programmer functions including load, program, empty, verify and vector testing of devices. Handler support is provided along with the automatic logging of yield figures and error statistics important data in the high volume production environment.



Stagcom 3 - Universal
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Functions are accessed from menus, and 'prompts' indicate a user input is required. Default settings for the selected device are provided, but these can be altered for specific applications. Similar in visual style to StagCom 1 and 2, StagCom 3 benefits from 'hot-key' switching and context sensitive help screens making it fast and simple to use even for a complete novice.



Stagcom 4 - Board As well as supporting all of the ICP's local functions, StagCom 4 allows your computer to be used as a total development system. It can be instructed to look for the optional Stag PL compiler using 'hot-key', and a suitable text editor. All the files needed for ICP can be accessed, edited or created from within the StagCom 4 environment, and transferred back to the ICP once completed. StagCom 4 draws together all the different areas required for Board Programming using an ICP and provides a user-friendly front end to help the inexperienced or even advanced operator obtain the most from his system.



Stagcom 5 - Portable All of Orbit's functions are available through StagCom 5 coupled with the benefits of a full QWERTY keyboard, pull down menus, file management and 256 byte on-screen data editor. To provide greater data transfer speed, StagCom 5 permits Orbit to be connected to the computer via a second cable to its parallel port.
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Quick Reference Chart



Stagcom No. 1



2



3



4



5



Programmer Support



PP38 PP39 PP41 PP42 PPZ with Zm2000 Zm2500 Zm2800



ZL30 ZL30A ZL30B PPZ with Zm2200 Zm2300



System 3000 Solar



ICP 9000 ICP 9500



Orbit



Programmer Type



Memory



Logic



Universal



Board



Memory (portable)



Hard disk Required



No



No



No



Yes



No



Communications Ports



RS232C Parallel¹



RS232C



RS232C Parallel¹



RS232C



RS232C Parallel²



Host Computer



PC/XT/AT/ 386/486



Monitor



Any



Min. DOS Version



3.0



Min. RAM



512K



Dual Media (3.5" & 5.25" disks



Yes



¹ where fitted. ² data only
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or click here for nearest appointed Stag sales office. Stag Programmers Limited Silver Court, Watchmead, Welwyn Garden City, Herts AL7 1LT United Kingdom Tel: +44 (0)1707 332148 Fax: +44 (0)1707 371503 Email: [email protected] Stag Programmers Inc. 7451 Topanga Cyn. Blvd. Canoga Park, CA 91303 USA Tel: (818) 587-3434 Fax: (818) 587-3433 Stag Programmers reserves the right to alter the design and specification of its products without prior notice and acknowledges the respective ownership of all registered trademarks.
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Path and Functional Verification. Efficient ... verify and run process analysis on the application as drawn. ... ic routines) to expand on the functionality. The ex-.
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communication package provides enhanced operation of Stag. 'memory device' programmers from an IBM personal computer or equivalent. This high speed.
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not use the X register for indexed addressing may use X as a temporary storage cell, or accumulator. The following ...... PC= PC + 1 = $04A8. TEMP =(PC)= $17.
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Aug 23, 2016 - On/Off switch (back of ALL-07). Lower board of ALL-07A. ALL-07 Interface. PC Board Version. WMA - 08.2016. 1:1 connections, 26 cond. flat ...
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Features. â€¢ Access time 250/350/450ns (max.) â€¢ Single +5V Â±1 0% power supply. â€¢ TT L compatible inputs and outputs. â€¢ Three-state outputs. General Description.
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the 3-STATE feature. When enabled, the outputs exhibit the low impedance characteristics of a standard LS output with additional drive capability to permit the ...
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3.22 Load Disk File into Buffer . ... 3.25 Program Buffer Contents to PLD . .... The EPROM programmer is easy to install and is good to work with an IBM.
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all Teru driven and easy to list, The progra II's on the floppy disk directly control the hardware .... CN For the PRCM:LIic MEGA Jrugruit litting utilities. PLDSSSS.
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BURRS ARE ALLOWED ONLY IF FULL LENGTH OF LEADS WILL PASS THROUGH .... DRAWING. NUMBER. â€” (2 X 3Â°). S. 1604.002 -. 2X 5Â° --. Z 2X R.010. 2. X ... 3x .015. 002 F .0604.010 . 1254.015. + - 0. 3X .0154.002. ELECTROSTATIC.
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Mar 25, 2003 - Applications ... conditions set forth in the â€œHandling Guide for Semiconductor Devices,â€� or â€œTOSHIBA Semiconductor Reliability. Handbookâ€� etc.
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WARNING: Forbid short-circuit, charge between"+" and"-". Forbid over-discharge, fire, damage. Finish sealing less more 5 seconds at. Take out the battery when ...
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functions for universal motor speed control in washing machines. It operates in closed ... ELECTRICAL CHARACTERISTICS (continued). Characteristic. Symbol ... Additionally, the TDA 1085C protects the whole system against AC line stop or .... the integ
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The TDA 1420 is a monolithic integrated circuit in Pentawatt plastic package consisting of a pair of ... DC motor driver. - stepping motor ... output stage for vertical deflection systems in colour TV etc. ABSOLUTE ... ELECTRICAL CHARACTERISTICS (con
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1999 Apr 01. INTEGRATED CIRCUITS ... applicable in a variety of applications for general control systems. ROM/EPROM. Memory ... up/down counting capabilities such as motor control. It also has a .... (See DC Electrical Characteristics: IIL).
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11.0 Electrical Characteristics for PIC16C84. .... from high speed automotive and appliance motor control to low-power remote sensors, electronic locks, security devices and smart cards. ... Identification Systemâ€� at the back of this data sheet to 
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When Intel invented the microprocessor in 1971, it created the era of ... Additional copies of this manual or other Intel literature may be obtained from: ... AR-522 8031's Counter Buys it a Bargain 16-Bit A-D Converter ..............3-1. AR-517 Usin
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It's a collection of our latest data sheets and applica- tions literature. ..... NSN33 1/8 inch three digit LED display ................. 125. NSN133 1/8 inch two digit and ... 82. DM7806/DM8806 high speed MOS to TTL level converter. ........ 83 ... 
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65 Shark River Road, Neptune, New Jersey 07753-7423. Tel: 732-922-6333 Fax: 732-922-6363 E-Mail: [email protected]. LH1502 / LH1502A.
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Y Gating. Memory. Matrix. (64x128). DC READ OPERATING CONDITIONS AND ... their respective voltages, since current paths exist between the various power ...
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CD-ROM (Edition 4.01) This Data Sheet is subject to change without notice. (C) 1997 SAMSUNG Electronics. 1 / 14 Page. Printed in Korea ...
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O2 10 1304. GROUN11 120. Select. : PN NAMES REF - - StarCY. -- Yo-Y-. Ao. As ADDRESS INPUTs do - O5 ADDRESS OUTPUTS CONRC. His EE---sur-ES-.
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