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Using #6 phillips head wood screws, screw them in until the base of the ... live supply wire and the other to the neutral supply wire. The supply wires may need to ... 
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Luminaria de montaje



Luminaire Mounting 1.Use



Fixture wires



Wire nuts Supply wires



1556



the mounting template provided to drill holes in the mounting surface. 2.Use template in location where fixture is to be mounted. 3. Using a 3/32” diameter drill, drill pilot holes at points indicated. 4.Using #6 phillips head wood screws, screw them in until the base of the screw head is 3/16” from the mounting surface. 5.If wiring is going through the mounting surface, drill out hole on template as indicated.



Luminaire Wiring



1.Utilice la plantilla de montaje proporcionado para perforar agujeros en la superficie de montaje. 2.plantilla de cinta en una ubicación donde accesorio se va a montar. 3.El uso de un "simulacro de 3/32 de diámetro, perfore agujeros piloto en los puntos indicados. 4.Usando # 6 phillips tornillos para madera de cabeza, tornillo en hasta que la base de la cabeza del tornillo es de 3/16 "de la superficie de montaje. 5.Si el cableado está pasando por la superficie de montaje, taladrar agujero en la plantilla como se indica.



Luminaria de cableado



The input voltage for the fixture should be 9-15 Volts AC. To wire the fixture, connect either of the wires to the live supply wire and the other to the neutral supply wire. The supply wires may need to be spliced in order to connect them. This luminaire is provided with (2) wire nuts and silicone glue for use to connect the luminaire to supply wires from the transformer. Apply silicone glue to the inside of the wirenut before twisting onto wires. The main low voltage cable from the transformer is to be: 1. Protected by routing in close proximity to the luminaire or fitting, or next to a building structure such as a house or deck. 2. Not be buried except for a maximum 6 inches (15.2 cm) in order to connect to the main low voltage cable. 3. Have the length cut off so that it is connected to a connector within 6 inches (15.2 cm) from a building structure, a luminaire, or fitting. For Wet Location Use
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El voltaje de entrada para el accesorio debe ser 9-15 voltios de corriente alterna. Para conectar el dispositivo, conecte uno de los cables al cable de alimentación en vivo y el otro para el cable de suministro neutral. Los cables de suministro pueden necesitar ser empalmado con el fin de conectarlos. Esta luminaria está provista de (2) tuercas para alambre y pegamento de silicona para su uso para conectar la luminaria para suministrar cables del transformador. Aplicar pegamento de silicona en el interior de la Capuchón de Alambres antes de girar sobre cables. La principal cable de baja tensión del transformadr debe ser: 1. Protegido mediante el enrutamiento en las proximidades de la luminaria o accesorio, o al lado de un edificio estructura, como una casa o de la cubierta. 2. No serán sepultados a excepción de un máximo de 6 pulgadas (15,2 cm) con el fin de conectar con el cable principal de baja tensión. 3. Haga que la longitud de corte de manera que se conecta a un conector dentro de 6 pulgadas (15,2 cm) de una estructura de edificio, una luminaria, o accesorio.
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lluminaire de montage 1.Utilisez le gabarit de montage fourni pour percer des trous dans la surface de montage. 2.modèle de bande dans un endroit où luminaire doit être monté. 3.À l'aide d'une "foret de diamètre 3/32, percer des trous pilotes dans les points indiqués. 4.Utilisation de # 6 à tête Phillips vis à bois, vissez-les jusqu'à ce que la base de la tête de vis est de 3/16" de la surface de montage. 5.Si le câblage passe par la surface de montage, percer le trou sur le modèle comme indiqué.



Luminaire Câblage La tension d'entrée pour l'appareil devrait être 9-15 Volts AC. Pour câbler l'appareil, connectez les fils au fil d'alimentation en direct et l'autre au fil d'alimentation neutre. Peuvent avoir besoin d'être prolongé afin de les relier files ls d'alimentation. Ce luminaire est fourni avec (2) écrous de fil et de la colle de silicone pour une utilisation pour connecter le luminaire de fournir des fils du transformateur. Appliquez de la colle de silicone à l'intérieur de l'écrou de fil avant de le tordre sur les fils. Le principal câble basse tension du transformateur doit être: 1.protégés par routage à proximité de l'appareil d'éclairage ou d'un raccord, ou à côté d'un bâtiment structure telle qu'une maison ou une terrasse. 2. Ne pas être enterré sauf pour un maximum de 6 pouces (15,2 cm) afin de se connecter à la câble principal basse tension. 3. Avez-la longueur coupée de sorte qu'il est connecté à un connecteur à l'intérieur de 6 pouces (15,2 cm) à partir d'une structure de bâtiment, un luminaire, ou d'un raccord Pour une utilisation en milieu humide



Para uso en lugares húmedos



HINKLEY LIGHTING



33000 Pin Oak Parkway Av on Lake, OH 44012



800 .446 .5539 / 440 .653 .5500
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hinkley lighting.com



wire exit location recommended hole size 5/8” dia. or 2 x 1/4” dia. holes
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drill out hole on template as indicated. Luminaire Mounting. Luminaire Wiring. The input voltage for the fixture should be 9-15 Volts. AC. To wire the fixture, ...
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Page 1 start here commencez ici empezar aquí Mounting Instructions 

stems are needed to achieve desired length - see Drawing 1. 3. Slip stems ... Attach mounting plate (B) to junction box (J), using screws (G) NOT. PROVIDED ...
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start here 

R suiv: (1 end. 1 env) 2 fois. 1 end. Tric Ã  l'env jsq 5 dern m. (1 end. 1 env) 2 fois. 1 end. RÃ©p les 2 dern r 12 fois de plus.***. Placer la grille I: 1er r: (End de l'ouv).
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Stylus C88+ - Start Here Card - Newegg.com 

The first time you install ink cartridges, the printer must charge its print head for about 2 minutes. Wait until the green power light stops flashing before you turn off ...
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Start Here - Perfection® V37/V370 Photo 

Double-click the Perfection V37_V370 Guide icon on your desktop. Double-cliquez sur l'icône Guide Perfection V37_V370. Perfection V37_V370. V37_V370 sur ...
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INVERT: A positive-going signal at the INPUT con- nector deflects the CRT .... To measure the DC level at a given point on a waveform, proceed as follows:.
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+5y. GNE wa. ,. SCL. SDA. |. |s à¨µà¨°à¨¤. Nz| 4. 47HF. BUZZER 5V. 24e512. GND. GND. GND. GND. ALTIMULTI COPYRIGHT c BgR15 DJ REAy 2012-2013.










 


[image: alt]





here 

Advertising and marketing strategies. Employment and unemployment. Teleworking and ... Commercial banks and services. Online banking. Means of payment.
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The process may take many sessions and, even then, the tinkering may never cease. .... may be the case in slow moving ..... of the. Can be quite tricky and time.
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remote sensing images, their classification has become a more and more ..... it is assumed that the intrinsic dimension is common to every class and the ...
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menu, click Setup. A login prompt appears. 3. In the login prompt enter your login name (default admin) and password (default admin) then click Login. 26 ...
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Start Here - MAXI-JET® Utility Pumps Quick Setup Option Guide 

10) Boîtier de la roue hélice avec vis 11) Joint torique 12) Support de montage ... (Modèles 4500 et 5500) Faire pivoter (facultative) le boîtier de la roue hélice et ...
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HERE 

7-16. EIA 7/8" EIA 1 5/8". Standard. IEC 61169-4 EIA RS-258 EIA RS-258 ... Power rating. 100.00. IIII. EIA 1 5/8" 1. EIA 7/8". 7-16. 10.00. Power [kW]. 0.10. +. 10.
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here .fr 

Specification is subject to change without notice. ... Installation should follow safety, standards, and electrical codes as well as the laws that ...... The installation of the ioibox unit hardware is the first phase of making a ioibox unit operatio
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here - Home 

Introduction to Formal verification (Information Technology Institute, Cairo, Egypt) (2007-2008-2009). â€¢ Masters TIMA Laboratory ... LANGUAGES: French (Fluent), English (Fluent), Arabic (Mother Tongue). REFERENCES. Furnished ... Page 2 ...
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Page 1. RECYCLE. HERE.
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Pdf here 

to follow the rate with which the news are being reported. In such cases, a text summarizing the reports from various sources on the same event, would be handy ...
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Here - PCBUNN 

Symbols and Reference Designators ..... reference line using a 10x probe with a VOLTS/DIV switch .... Complete schematics of each circuit are given in the.
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Start ! 

˙b œb œ œb œb œb œ œ. Œ. BIM ENS213. 3. Editions Bim, CH-1674 Vuarmarens, Switzerland. +41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax) www.
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More information >>> HERE 

synonyme,parce que kery james paroles,corneille parce qu'on vient de loin rar,parce qu'on vient de loin original,vous donnerai,pour vous donner envie anglais,voulez vous coucher avec moi video,voulez vous coucher avec moi lyrics lady marmalade,parce 
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Orange Labs. Android software development for 17 months. Enssat ... I have mainly worked on two projects: building a custom home application and creating an.
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here - Ugo Jardonnet .fr 

Research engineer specialized in building large scale, state of the art, ML, NLP and CV systems. Skillset: ... Senior Computer Vision Engineer at Netgear (Paris, Fr / NYC, NY) ... Research Student at LRDE â€“ EPITA R&D Laboratory (Paris, Fr).










 


[image: alt]





a place called here 












 














×
Report start here empezar aquí





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



