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stella 2000 - Light & Motion

50Ëš FOCUS OPTIC. INCLUDED MOUNTS. 1. Toggle. 2. Increase / Decrease power a. Tap forward to step up â€“ tap back to step down b. Hold forward to smoothly ... 
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STELLA 2000



Light & Motion 711 Neeson Road, Marina, CA 93933 USA [email protected] lightandmotion.com



OWNER’S MANUAL / MANUEL D’UTILISATION / BETRIEBSANLEITUNG 2. 5 4sec



INCLUDED MODIFIERS • BARN DOORS • 50˚ FOCUS OPTIC



1.



YS MOUNT / THUMB SCREW 1/4-20” ADAPTER



INCLUDED MOUNTS



4.



COLD SHOE MOUNT



2sec



3.



MODE



OPERATION



OPERATION



1. Toggle 2. Increase / Decrease power a. Tap forward to step up – tap back to step down b. Hold forward to smoothly increase output c. Hold back to smoothly decrease output 3. Off Step 1. tap back to low - release Step 2. hold back 2 seconds - light turns off 4. Switch lock 5. Electronic lock:  With light off, hold switch forward for 4 seconds – display will flash red 3 times. Unit is now disabled. 6. Cancel lock-out:  hold switch forward 4 seconds. Display will flash green. Light is returned to normal operation. (plugging in charger will cancel lock-out)



1. Interrupteur a glissière 2. Ajustement de puissance Eteint/ allumé a. Pour augmenter la puissance, pousser en avant – pour la diminuer pousser en arrière b. Maintenir en avant pour augmenter la puissance progressivement c. Maintenir en arrière pour diminuer la puissance progressivement 3. Eteindre Step 1. Pousser la glissière en arrière, puis la relâcher. Step 2. Maintenir la glissière en arrière pendant 2 secondes. Le phare s’éteint. 4. Verrouillage de l’interrupteur. 5. Verrouillage électronique:  Avec le phare éteint, pousser l’interrupteur en avant et le maintenir pendant 4 secondes. Les voyants s’allument rouge 3 fois. Le phare est verrouillé. 6. Déverrouillage électronique : Pousser l’interrupteur en avant et le maintenir pendant 4 secondes. Les voyants s’allument vert 3 fois. Le phare est déverrouillé. (La mise en charge déverrouille le phare).



OPERATING THE STELLA FROM EXTERNAL POWER Light will operate best on external power if internal battery is charged. If the light is run off wall power with an empty battery, the extra heat generated while charging may cause the light to operate at less than full power. For maximum lumen output, make sure the battery is charged more than 50%.



BATTERY CHARGE STATE / VOYANTS DE CONTROLE / BATTERIELADESTATUS 50% - 100% 25% - 50% 10% - 25% < 10%



BETRIE



UTILISATION DE LA STELLA PAR BRANCHEMENT SUR LE SECTEUR OU SUR UNE BATTERIE EXTERNE Pour fonctionnement de longue durée, il est beaucoup plus efficace de charger la batterie de votre STELLA AVANT de la brancher sur le secteur. Si la batterie est déchargée, son chargement produit un échauffement supplémentaire qui provoquera une réduction automatique de la puissance. Il est alors possible que la STELLA ne puisse pas fonctionner à sa puissance maximum. Pour assurer la puissance lumineuse maximum en branchement sur le secteur, assurez-vous que la batterie est chargée plus de 50%.



1. Magnetschalter 2. Lichtstärke verringern / erhöhen a. Zum Erhöhen kurz nach vorne – zum Verringern kurz nach hinten b. Nach vorne halten um langsam die Stärke zu erhöhen c. Nach hinten halten um langsam die Stärke zu verringern 3. Ausschalten Schritt 1 Nach hinten halten bis zum niedrigsten Modus - loslassen Schritt 2 Zwei Sekunden nach hinten halten bis das Licht ausgeht 4. ‘Lock- out’ Modus 5. ‘Lock-out’ Modus an:  Schalter für 4 Sekunden nach vorne halten – Anzeige leuchtet 3x rot – Licht ist im Lock-out Modus 6. ‘Lock-out’ Modus aus:  Schalter für 4 Sekunden nach vorne und halten – Anzeige leuchtet 3x grün – Licht ist nicht mehr im Lock-out Modus (Lock-out Modus wird ebenfalls durch Anschließen des Ladegerätes beendet)



INBETRIEBNAHME DER STELLA DURCH EIN NETZTEIL ODER EINE EXTERNE BATTERIE Die Lampe funktioniert mit einem externen Stromanschluss am Besten, wenn der Akku mindestens zu 50% aufgeladen ist. Wenn die Lampe am Netzteil mit einer leeren Batterie angeschlossen wird, kann es sein, dass die zusätzliche Wärme die das Laden generiert, bewirkt, dass das Licht nicht auf der höchsten Stufe brennt. Vergewissern Sie sich für eine maximale Lichtstärke, dass die Batterie über 50% geladen ist.



CHARGING



NIVEAU BATTERIE



The light displays “1-2-3 blink” while charging. Solid green = full charge Green 50% - 95% charge Amber 25% - 50% charge Red - empty battery



En charge « 1-2-3 » Voyant vert = Batterie chargée Voyant vert: Charge de 50% a 95% Voyant orange: Charge de 25% a 50% Voyant rouge - Moins de 10% de charge



AUFLADEN Blinkt beim Laden: „1-2-3“ Dauerleuchtend Grün = vollständig aufgeladen Grün: 50% - 95% Orange: 25% - 50% Rot: 10% - 25% Rot Blinkend: 
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STELLA PRO10000c - Light & Motion 

Barn Doors. 800-0284-A. Glo Bulb. 800-0282-A. Speedring Gel Holder. 800-0283-A. Fresnel 25Ëš. 800-0302-A. Profoto Adapter. 800-0299-A. High Leverage.
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Stella 

Page 1. Men. Stanley Actsâ€¢. / STTM534. FRONT. BACK. SIZES. S. M. L. XL. XXL. XXXL. A. Half Chest 2,5cm below armhole. 48. 51. 54. 57. 60. 63. B. Body Length (from HPS). 69,5. 71,5. 73,5. 75,5. 77,5. 79,5. C. Sleeve length. 20,5. 20,5. 21,5. 21,5. 2
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Motion Sensing Coach Light - HeathCo 

Tournevis à lame droite et cruciforme. (Phillips). • Pinces .... gauche, le droit ou le côté pour modifier la zone de ... Régler la sensibilité (SENSITIVITY) selon .... fonctionnement imputable à un vice de matériau ou de main-d'oeuvre sera corrigée.










 


[image: alt]





Smith (2000) Global motion adaptation 

random dot kinematogram) which has equal motion energy in opposite directions but nonetheless gives rise to global motion ... and that 100% interocular transfer of the elevation occurs. .... 0% coherence without adaptation or with balanced.
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Schlag (2000) Extrapolating movement without retinal motion 

6. Laurie, W. A. in Global Ecological Consequences of the 1982â€“83. El NiÃ±o Southern Oscillation (ed. Glynn, P.) 121â€“141 (Elsevier,. Amsterdam, 1989). 7. Grant ...
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Ross (2000) Coherent global motion in the 

May 19, 2000 - It is widely believed that form and motion are analysed separately in ... Figure 1c depicts the distribution of velocities obtained by connecting all ...
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STELLA TENNANT 

hauteur 1,80 poitrine 84 taille 61 hanches 89 chaussures 41Â½ cheveux chÃ¢tains yeux bleus height 5'11 bust 33 waist 24 hips 35 shoes 7 hair brown eyes blue.
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Stella By Starlight 

B Maj7. Em7 5 A7 9. Dm7. B m7 E 7. FMaj7. Em7 5 A7. Am7 5. D7 9. G7 5. Cm7. A 7. B Maj7. Em7 5. A7 9. Dm7 5. G7 9. Cm7 5. F7 9. B Maj7. A. B. 1. Stella By ...
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STELLA PRO10000c 

25 oct. 2016 - L'obstruction des ouvertures de ventilation peut provoquer une baisse de puissance lumineuse. Die Lampe wird ausgeschaltet, indem der ...
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Untitled - I Heart Stella 

This manual has been prepared with the aim of Este manual tiene el objeto de facilitar a los ... instructions for maintenance and repair of the para la manutenciÃ³n y ... SustituciÃ³n grupo cables elÃ©ctricos. Cable harness replacement . . Pintura.
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stella lucia AWS 

Page 1. MODEL MANAGEMENT. STELLA LUCIA. Page 2. www.vivamodelmanagement.com. STELLA LUCIA hauteur 1,76 poitrine 76 taille 58 hanches 87 chaussures 40 cheveux blonds yeux bleus height 5'9Â½ bust 30 waist 23 hips 34Â½ shoes 6Â½ hair blonde eyes blue.
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stella 5000 / 7000 - StellaProLights.com 

Lubrifier les joints toriques avec une lÃ©gÃ¨re couche de graisse de silicone pour conserver l'Ã©tanchÃ©itÃ©. â€¢ Nettoyez les plots de charge avec une gomme ou des ...
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Stella Manual_105x70mm.indd - Basik Air Concept 

2. CONTENTS. 1 Introduction and Features: . ... 3 - 2 Power OFF . ..... STELLA automatically switches OFF 14 hours after the last jump, or 14 hours after the last.
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Masson (2000) Temporal dynamics of motion integration ... - CiteSeerX 

E-mail: [email protected]. Visual Neuroscience (2000), 17, 753â€“767. .... All subjects were free of neurological or ophthalmo- logical diseases and had eye ...
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Wohlschl ger (2000) Visual motion priming by invisible ... - CiteSeerX 

Element shape biases the perceived direction in ambiguous apparent motion displays. Likewise ... A recent framework that suggests common spatial representations for perception .... search, Munich. All were ..... Mental and manual rotation.
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2000 lexus gs300 tail light fuse location dbid 1enz 
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Stella & Dot, le shopping communautaire 

7 mars 2014 - lessica Hertin, diplÃ´mÃ©e de Stanford, tendance hyperactive, qui a prÃ©cÃ©dem- ment cofoudÃ© Wedding Chamel, puis travaillÃ© chez Dell, avant de ...
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(2000) Motion distorts visual space. Shifting the ... - Whitney Lab 

sional adjustments25. In a second experiment, we rejected this explanation by presenting two pairs of linear gratings that moved in opposite directions (Fig. 4a).
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O'Brien (2000) When texture takes precedence over motion in depth 

properties of textured objects and surfaces that allow the visual system to estimate ...... were retouched photographs of landscapes (forest textures, sand textures, ...
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Castet (2000) Motion perception during saccadic eye movements 

retinal motion can be detected with static eyes, provided it is pro- duced by patterns ...... Hubel, D. H. & Wiesel, T. N. Functional architecture of macaque monkey.
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Light 

When first switch (1) is ON, fan will operate automatically, based on room humidity ... odors), by cycling first switch. • Use second ... FAN AUTO. (AUTO/OFF). 120.
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Motion 

optomotor response: control eye, head, and body to stabilize gaze. â€¢ visual control of limbs ..... Higher order motion: The kinetic depth effect. Sphere demo.
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couv RÂ° VÂ° 2008 stella 

CSC. 100âžœ 300mm. CF30 - CF54. > 100âžœ 300mm. CF30 - CF54. 40. CSC. CSCC. BTRCC. 6X20 x1. CE 25 x1. (mm). âžœ 110. CS. CS. (mm). 50. 51. 40x8,5. L.
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2000 

Please read this User's Manual carefully, so that you can begin making optimum use of your Cameo Light product quickly. ..... Weight (without canister):. 7.5kg ..... et nettoyage (non pris en charge par la garantie), afin d'Ã©viter toute surchauffe e
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