






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































streaming video system 8 - Jupiter Systems EMEAI

download codecs or install new software. decoded ... Fusion Controlpoint suite of software: streaming video ... Controlpoint Software interface. up to 20. SVS-8's ... 

















 Télécharger le PDF 






 800KB taille
 14 téléchargements
 312 vues






 commentaire





 Report
























NEW



STREAMING VIDEO SYSTEM 8



The Jupiter Systems Streaming Video System 8 (SVS-8) is a compact, hardwarebased solution to decode compressed video streams on a Fusion display wall or in standalone applications. The SVS-8 supports a mixture of camera and DVR vendors and mixed transport and encoding methods. Supported video encoding standards include MPEG-1, MPEG-2, MPEG-4, H.264 (MPEG-4 part 10), and VC-1. The SVS-8 supports unicast and multicast streams, as well as the RTCP, RTSP, SAP and RTP protocols, among others.



Streaming video solution suppliers and encoding mechanisms are constantly changing, providing a dizzying array of choices, frequently resulting in installations that continuously transition between standards and/or vendors. With the SVS-8, Jupiter Systems has created the perfect solution for installations that need to support the widest variety of encoding standards and vendors possible while maintaining the flexibility to incorporate new capabilities as future needs dictate.



Installations in vertical markets such as security, intelligent traffic control, and building supervision require the management and integration of many video inputs as an integral part of daily operations. Intersections and expanses of well-traveled highways, entrances and exits to facilities, as well as critical equipment are frequently monitored by cameras and that video is used to make decisions affecting the smooth operation of roadways or the safety and security of the public. As the number of monitored video sources continues to rise, transporting video using traditional methods becomes prohibitively expensive. Existing IP networks offer an economical method to transport digitized and compressed video.



The SVS-8 is housed in 1U rackmountable case and consists of a motherboard with multiple SoC (system on a chip) processors. These processors have the power and flexibility to be able to decode a wide variety of streaming video formats, at full resolution and full frame rate. The SVS-8 ships with dual Gigabit Ethernet interfaces. The system comes with a connector for use with a Jupiter Fusion Display Wall Processor and eight composite outputs for standalone operation. The SVS-8’s SoC architecture allows for future enhancements to support different encoding standards, transport protocols and other features. Each decoded stream can be standard definition profiles of MPEG-1, MPEG-2, MPEG-4, H.264, and VC-1; any mixture



of streams is possible simultaneously on a single SVS-8 without the need to download codecs or install new software. Decoded streams can be sent to a Fusion processor using a complimentary input board, or can be directed to the composite outputs. The SVS-8 is fully integrated into the Jupiter Fusion ControlPoint suite of software: streaming video windows are movable and scalable just as are normal analog video windows, and can be saved and recalled into layouts. Selection and display of any defined streaming video source is handled easily and intuitively through the ControlPoint Software interface. Up to 20 SVS-8’s can be supported by a Jupiter Fusion 980 or Fusion 964, and up to 5 by a Jupiter Fusion 960. The SVS-8 is also designed for standalone applications where there is a need to support multiple vendors simultaneously without burdening existing computers with software-based decoding solutions. The SVS-8 comes standard with a control protocol and ActiveX API. Using the API, it is possible to integrate the operation of the SVS-8 into third party applications and create a truly customized solution.



Streaming video server 8 SPECIFICATIONS VIDEO OUTPUT 



DIGITAL OUTPUT 



Standard Eight Composite Female RCA SCA-40 connector



VIDEO STANDARDS NTSC/PAL (automatic transcoding)



DECOMPRESSION MPEG-1 ISO 1172 and MPEG-2 ISO 13818 video streams, and MPEG-4 ISO 14496-2, and MPEG-4 ISO 14496-10 and VC-1 SMPTE 421M; Decodes Main Profile at Main Level MPEG-2 and MPEG-4 streams; Decodes transport and program streams, elementary video streams. Standard definition profiles only.



CPU Board Processor 



SoC (System on Chip)



Network Interface Ethernet Integrated 10/100/1000 Mbps Ethernet (1000BaseT) RJ45 port, dual integrated 10/100/1000 Mbps Ethernet (1000BaseT) RJ45 port optional



Rack mount Chassis H x W x D 



1.75 in x 19 in x 15 in (44.45 mm x 482.6 mm x 381 mm)



Shipping weight 



30 lbs (13.6 kg)



Weight 



15 lbs (6.8 kg)



Operating Range Temperature 



32°F – 104°F (0°C – 40°C)



Altitude 



up to 10,000 feet (3,048 m)



Humidity 



10 – 90% non-condensing



Electrical Requirements Input voltage 



100 – 240 Vac, auto-ranging power supply



Power consumption 



150/200 Watts typical



Line frequency 



60 – 50 Hz



Regulatory United States UL 60950 listed, FCC Class A Canada 



International 



cUL CSA C22.2 No. 60950



CE Mark, CB Certificate and mark



(All member countries) IEC 60950 compliant



Software Support Standard support for Fusion Processors



Included standalone control application (Microsoft Windows XP, Vista are supported) Included Protocol and ActiveX API



SVS-8 rear panel
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Chapter 8 Braking system 
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Débranchez les connecteurs de la carte mère et des autres composants tels que les ... le connecteur P4 dans le connecteur prévu à cet effet sur la carte mère.
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