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DI-237 DIAGNOSTICS



-



SUPPLEMENTAL RESTRAINT SYSTEM



SUPPLEMENTAL RESTRAINT SYSTEM DI1AX-13



HOW TO PROCEED WITH TROUBLESHOOTING Vehicle Brought to Workshop 1



Items inside are titles of pages in this manual, with the page number in the bottom portion. See the pages for detailed explanations.



Customer Problem Analysis P. DI-238



2



Warning Light Check



Remains OFF



P. DI-239 Remains ON 3



4



DTC Check (Read Present DTC)



DTC Check (Read Past DTC) P. DI-239



P. DI-239 5



DTC Chart P. DI-246
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Circuit Inspection



Normal



7



P. DI-254 to DI-398 Malfunction Code



Symptom Simulation P. IN-19



Warning Light Remains OFF



Warning Light ON



Identification of Problem 8



Repair



DTC Check P. DI-239



9
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Clear DTC (Present and Past DTC) P. DI-239



Warning Light Check



Remains ON



P. DI-239 Remains OFF 11



DTC Check (Read Past DTC) P. DI-239 Confirmation Test



END Step 3, 4, 6, 8, 9, 11 : Diagnostic steps permitting the use



of the TOYOTA hand-held tester.



2002 ECHO (RM884U)



Author:



Date:



407
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Supplemental Restraint System - CapHector 

(d) Passenger side: Connect and clump the connector and wire harness. NOTICE: Be careful not to damage the connector and wire harness. 3. INSTALL SEAT ...
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Supplemental Restraint System: Side Airbag Assembly: Disposal 

Use gloves and safety glasses when handling side airbag assembly with the deployed airbag. â€¢. Always wash your hands with water after completing.
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Restraint System Basics 

irreversible injury should that rela- tively rare ... strument panel (knee or femur in- .... injuries. This restraint concept can be very effective, and has been adopted.
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Restraint System Basics - Size 

Civil Aeromedical Institute. Mike Monroney ..... manual adjusters which allow the re- straint to be fitted to the ... of the body, as shown in Figure 3d. With this ...
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ignition system - CapHector 

IGNITION SYSTEM. ON-VEHICLE INSPECTION. NOTICE: â€�Coldâ€� and â€�Hotâ€� in these sentences express the tempera- ture of the coils themselves. â€�Coldâ€� is from ...
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DTC P0505 Idle Control System Malfunction - CapHector 

The rotary solenoid type IAC valve is located on the throttle body and intake air bypassing the throttle valve is directed to the IAC valve through a passage.
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power door lock control system - CapHector 

Door Lock Assembly. D Door Lock Motor. D Door Unlock Detection Switch. D Door Key Lock and Unlock Switch. Door Lock Assembly. D Door Lock Motor.
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multiple restraint s 

3: MRS Control Unit. Courtesy of BMW OF NORTH AMERICA, INC. 2006 MINI Cooper. 2002-07 GENINFO Multiple Restraint System - Overview - MINI. Microsoft ...
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New Mirage Velcroless RSL System Supplemental Instructions The 

All Mirage harness/container manufactured from January of 2008 are now equipped ... 1]. Fig. 2 & 3. Mate RSL Lanyard with RSL retainer. Fold down both RSL ... Important: Proper configuration of the reserve ripcord through the RSL rings is ...
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Supplemental Material - DFKI 

We think the approach described in this section can be an interesting idea for tracker .... y ang. motorRoller moun. tainBik e shaking singer1 singer2 sk ating1 .... 20. 25. 0.54. 0.55. 0.55. 0.56. 0.56. 0.57. 0.57. 0.58. Parameter γ for SRE γ. S uc.
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inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.
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inspection - CapHector 

I12354. LOCK. UNLOCK. BE-68. -. BODY ELECTRICAL. POWER DOOR LOCK CONTROL SYSTEM. 1272. Author : Date : 2002 ECHO (RM884U). INSPECTION.
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Supplemental Material - DFKI 

(which are in total 100 experiments). Table 1 shows the probabilities that algo- rithms are removed in an experiment. The row â€œOrder(OPE)â€� shows the order.
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reassembly - CapHector 

(b) Install the coil spring to the shock absorber. HINT: Fit the lower end of the coil spring into the gap of the spring low- er seat. (c) Install the upper insulator with ...
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installation - CapHector 

When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT ...
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installation - CapHector 

INSTALLATION. 1. INSTALL ELECTRIC COOLING FAN TO RADIATOR. Install the cooling fan with the 3 bolts. Torque: 7.5 NÂ·m (80 kgfÂ·cm, 66 in.Â·lbf). 2. INSTALL ...
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removal - CapHector 

BO-76. -. BODY. INSTRUMENT PANEL. 1396. Author : Date : 2002 ECHO (RM884U). REMOVAL. 1. REMOVE FRONT DOOR SCUFF PLATE. (a) Insert a ...
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inspection - CapHector 

(a) Fasten the front seat belts. (b) Drive the car at 10 mph (16 km/h) and slam on the brakes. Check that the belt locks and cannot be extended at this time. HINT:.
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reassembly - CapHector 

NOTICE: Be careful not to damage the serrations. (c) Install the spacer. (d) Coat a new oil seal lip with molybdenum disulfide lithium base grease. (e) Using SST ...
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disassembly - CapHector 

ROLLER BEARING, SPACER AND SYNCHRONIZER. RING FROM INPUT SHAFT. (a) Using SST and a press, remove the rear ball bearing and. 4th gear. SST.
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installation - CapHector 

INSTALLATION. 1. INSTALL WASHER NOZZLES. (a) Install the washer nozzles to the hood. (b) Connect the washer hoses. 2. INSTALL OUTER FRONT COWL ...
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installation - CapHector 

(c) Install the suspension member with the 4 bolts. Torque: Bolt A: 70 NÂ·m (715 kgfÂ·cm, 52 ftÂ·lbf). Bolt B: 116 NÂ·m (1,185 kgfÂ·cm, 86 ftÂ·lbf). 3. Power steering:.
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inspection - CapHector 

(On vehicle). Injector. SF09K-07. S05359. Fuel Tube Connector ... INSPECTION. 1. INSPECT INJECTOR INSPECTION. CAUTION: Keep injector clear of sparks ...
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Supplemental Wiring Sheet 

supplémentaire doit rester avec la fiche technique d'origine fournie avec le réfrigérateur, sous la garniture de charnière supérieure droite. fIche TechNIQUe d' ...
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