






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































support

Jan 9, 2011 - controllers supporting one device each and one ... mini-Tower: two serial ATA controllers supporting .... state; solid green for power-on state. 

















 Télécharger le PDF 






 60KB taille
 6 téléchargements
 504 vues






 commentaire





 Report
























Documentation



Canada



Page 1 of 6



Buy Online or Contact Us at 1-800-999-3355



Shop



Support



Sign in



Cart



Keyword Search



Community



Support Home Page



Share



My Account



Feedback



Back to Contents Page



Specifications Dell™ OptiPlex™ GX280 Systems User's Guide



Microprocessor Microprocessor type



Intel® Pentium® 4; design provides for future Dell-supported upgrades.



Level 1 (L1) cache



32 KB



Level 2 (L2) cache



1 MB pipelined-burst, eight-way set associative, write-back SRAM



Memory Type



400 & 533 MHz DDR2 SDRAM



Memory connectors



small form-factor computer: 2 small desktop computer: 4 desktop computer: 4 small mini-tower computer: 4 mini-tower computer: 4



Memory capacities



128 MB, 256 MB, 512 MB, or 1 GB nonECC



Minimum memory



dual-channel: 256 MB single-channel: 128 MB



Maximum memory



small form-factor computer: 2 GB small desktop computer: 4 GB desktop computer: 4 GB small mini-tower computer: 4 GB mini-tower computer: 4 GB



BIOS address



F0000h



Computer Information Chipset



Intel Grantsdale



Data bus width



64 bits



Address bus width



32 bits



DMA channels



eight



Interrupt levels



24



BIOS chip (NVRAM)



4-Mb



Memory speed



400 & 533 MHz



NIC



integrated network interface with ASF 1.03 support as defined by DMTF. Capable of 10/100/1000 communication: z



z



z



z



Green — A good connection exists between a 10-Mbps network and the computer. Orange — A good connection exists between a 100-Mbps network and the computer. Yellow — A good connection exists between a 1 Gb (or 1000Mbps) network and the computer. Off — The computer is not detecting a physical connection to the network.



Video Type



integrated Intel Extreme Graphics or PCI Express x16 DVI video card



Audio Type



AC97, Sound Blaster emulation
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16-bit analog-to-digital; 20-bit digitalto-analog



Controllers Drives



small form-factor: one serial ATA controller supporting one device and one parallel Ultra ATA/100 IDE supporting two devices per channel with one channel small desktop: one serial ATA controllers supporting one device each and one parallel Ultra ATA/100 IDE supporting two devices per channel with one channel desktop: two serial ATA controllers supporting one device each and one parallel Ultra ATA/100 IDE supporting two devices per channel with one channel. small mini-tower: two serial ATA controllers supporting one device each and one parallel Ultra ATA/100 IDE supporting two devices per channel with one channel mini-Tower: two serial ATA controllers supporting one device each and one parallel Ultra ATA/100 IDE supporting two devices per channel with one channel



Expansion Bus Bus type



PCI 2.2 SATA 1.0a USB 2.0 PCI Express 1.0a



Bus speed



PCI: 33 MHz SATA: 1.5 Gbps USB: 480 Mbps PCI Express x1: 5 Gbps PCI Express x16: 80 Gbps



Small Form-Factor computer



low-profile cards supported



PCI connector



one



connector size



120 pins



connector data width (maximum)



32 bits



PCI Express connector



one x16



connector size



164 pins



connector data width (maximum)



16 PCI Express lanes



Small Desktop computer



half-length cards supported



PCI connectors



one or two (depending on purchase)



connector size



120 pins



connector data width (maximum)



32 bits



PCI Express connector



one x16 and an optional x1



connector size



120 pins (x16) and an optional 36 pins (x1)



connector data width (maximum)



16 PCI Express lanes (x16) and an optional one PCI Express lane (x1)



Desktop computer



half-height cards supported half-length, full-height cards supported with optional with card cage



PCI connectors



two (without card cage) two (with card cage)



connector size



120 pins



connector data width



32 bits



(maximum) PCI Express connectors



one x16



connector size



120 pins (x16)
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16 PCI Express lanes (x16) full-height cards supported



PCI connectors



three



connector size



120 pins



connector data width (maximum)



32 bits



PCI Express connector



one x1 and one x16



connector size



36 pins (x1) and 120 pins (x16)



connector data width (maximum)



one PCI Express lane (x1) and 16 PCI Express lanes (x16)



Mini-Tower



full-height cards supported



PCI connectors



two



connector size



120 pins



connector data width



32 bits



(maximum) PCI Express connectors



one x1 and one x16



connector size



36 pins (x1) and 120 pins (x16)



connector date width



one PCI Express lane (x1) and 16 PCI Express lanes (x16)



(maximum)



Drives Externally accessible: Small Form-Factor computer



one bay for a slimline floppy drive one bay for a slimline CD/DVD drive



Small Desktop computer



one 3.5-inch bay one 5.25-inch bay



Desktop computer



one 3.5-inch drive one bay for CD/DVD or optional second Hard Drive



Small Mini-Tower computer



two 3.5-inch drive bays two 5.25-inch drive bays



Mini-Tower computer



one 3.5-inch drive bay two 5.25-inch drive bays



Internally accessible: Small Form-Factor computer



one bay for a 1-inch-high hard drive



Small Desktop computer



one bay for a 1-inch-high hard drive



Desktop computer



one bay for a 1-inch-high hard drive



Small Mini-Tower computer



two bays for 1-inch high hard drives



Mini-Tower computer



two bays for 1-inch high hard drives



Connectors External connectors: Serial



9-pin connector; 16550C-compatible



Parallel



25-hole connector (bidirectional)



Video



15-hole connector



Network adapter



RJ45 connector



Optional PS/2 with secondary serial port adapter



small form-factor computer: one 6-pin mini-DIN with a Y-adapter small desktop, small mini-tower, desktop, and mini-tower: two 6-pin mini-DINs



USB



two front-panel and six back-panel USB 2.0–compliant connectors



Audio



three connectors for line-in, line-out, and microphone; one front-panel connector for headphones



System board connectors: Primary IDE drive



40-pin connector



Serial ATA



small form-factor computer: one 7-pin connector small desktop computer: one 7-pin connectors desktop computer: two 7-pin connectors
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small mini-tower: two 7-pin connectors mini-tower: two 7-pin connectors Floppy drive



34-pin connector



Serial



12-pin connector for optional second serial port card



Fan



5-pin connector



PCI 2.2



120-pin connector



CD drive audio interface



4-pin connector



Front audio



10-pin connector (For the optional audio customer kit)



Front panel



40-pin connector



Key Combinations 



If running Microsoft® Windows® XP, brings up the Windows Security window. If in MS-DOS® mode, restarts (reboots) the computer



or 



starts embedded system setup (during start-up only)







automatically starts the computer from the network environment specified by the remote boot environment (PXE) rather than from one of the devices in the system setup Boot Sequence option (during start-up only)



or 



displays a boot device menu that allows the user to enter a device for a single boot (during start-up only) as well as options to run hard-drive and system diagnostics



Controls and Lights Power control



push button



Power light



green light—blinking green in sleep state; solid green for power-on state amber light—blinking amber indicates a problem with an installed device; solid amber indicates an internal power problem (see Power Problems)



Hard-drive access light



green



Link integrity light (on integrated network adapter)



green light for 10-Mb operation; orange light for 100-Mb operation; yellow light for a 1000-Mb (1-Gb) operation



Activity light (on integrated network adapter)



yellow blinking light



Diagnostic lights



small form-factor, small desktop, and small mini-tower computers: four lights on the back panel desktop and mini-towercomputers: four lights on the front panel



Standby power light



AUX_PWR on the system board



Power DC power supply: Wattage



small form-factor computer: 160 W small desktop computer: 210 W desktop computer: 280 W small mini-tower computer with processor speeds of 3.2 GHz or lower: 250 W small mini-tower computer with processor speeds of 3.4 GHz or higher: 305 W mini-tower computer: 305 W



Heat dissipation



small form-factor computer: 546 BTU/hr small desktop computer: 717 BTU/hr desktop computer: 150W max small mini-tower computer with processor speeds of 3.2 GHz or lower: 853 BTU/hr small mini-tower computer with processor speeds of 3.4 GHz or higher: 1041 BTU/hr mini-tower computer: 150W max



Voltage



fixed-voltage power supply—110 V at 50/60 Hz manual selection and auto-sensing power supplies—90 to 135 V at 50/60
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Hz; 180 to 265 V at 50/60 Hz; 100 V at 50/60 Hz for Japanese computers Backup battery



3-V CR2032 lithium coin cell



Physical Small Form-Factor computer: Height



9.0 cm (3.57 inches)



Width



31.9 cm (12.54 inches)



Depth



35.4 cm (13.93 inches)



Weight



6 kg (14 lbs)



Small Desktop computer: Height



10.6 cm (4.2 inches)



Width



38.9 cm (15.3 inches)



Depth



43.2 cm (17 inches)



Weight



9.9 kg (22 lbs)



Desktop computer Height



11.4 cm (4.5 inches)



Width



39.9 cm (15.7 inches)



Depth



35.3 cm (13.9) inches



Weight



10.4 kg (23 lbs)



Small Mini-Tower computer: Height



42.5 cm (16.7 inches)



Width



18.1 cm (7.1 inches)



Depth



44.7 cm (17.6 inches)



Weight



12.7 kg (28 lbs)



Mini-Tower computer Height



41.4 cm (16.3 inches)



Width



18.5 cm (7.3 inches)



Depth



43.9 cm (17.3 inches)



Weight



12.34 kg (27.2 lbs)



Environmental Temperature: Operating



10° to 35°C (50° to 95°F) NOTE: At 35°C (95°F), the maximum operating altitude is 914 m (3000 ft).



Storage Relative humidity



–40° to 65°C (–40° to 149°F) 20% to 80% (noncondensing)



Maximum vibration: Operating



0.25 G at 3 to 200 Hz at 0.5 octave/min



Storage



0.5 G at 3 to 200 Hz at 1 octave/min



Maximum shock: Operating



bottom half-sine pulse with a change in velocity of 20 inches/sec (50.8 cm/sec)



Storage



27-G faired square wave with a velocity change of 200 inches/sec (508 cm/sec)



Altitude: Operating



–15.2 to 3048 m (–50 to 10,000 ft)



Storage



–15.2 to 10,668 m (–50 to 35,000 ft)
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support 

Jan 9, 2011 - small form-factor: one serial ATA controller supporting one device and one parallel Ultra ATA/100 IDE supporting two devices per channel with.
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Support Technique Support Technique 

DÃ©sirez-vous avoir accÃ¨s Ã  une Ã©quipe compÃ©tente d'experts pour vous accompagner dans votre suivi opÃ©rationnel? Pour vous ... market competitive prices. Qualified ... What are your services and direct interventions geographic coverage?
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support committee 

May 15, 2010 - The Support Committee for UDF-Inkingi walks hand in hand with the internal opposition to claim for the postponement of presidential elections ...
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Product support 

http://www.fgranger.com. Projects: ... Web server installation and webmastering CMS, weblogs, wikis. â€¢ Market and ... agreements to the leading manufacturers of copiers and printers (Canon, Xerox, Ricoh, Minolta, Danka-. Kodak, Agfa Lannier ...
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support committee 

Oct 26, 2010 - Can't they really see how close to the brink of chaos, our country is? In the history of humanity, dictatorships have found resources, demagogic ...
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support committee 

Oct 19, 2010 - administered some medications. This was confirmed by our other reliable sources today. We request for a medical parole. She should be ...
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support - SOSManuals 

Comment BÃ©nÃ©ficier de la Garantie. Avant de nous soumettre une demande de garantie, .... FCC and IC Statement. This Class B digital apparatus complies with ...
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support committee 

Jan 16, 2011 - http://www.fdu-rwanda.org â€“ http://www.victoire2010.com. Join us on Facebook: http://www.facebook.com/pages/Victoire-Ingabire-Umuhoza-for ...
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SUPPORT COMMITTEE 

Apr 21, 2010 - http://www.fdu-rwanda.org â€“ http://www.victoire2010.com. Join us on Facebook: http://www.facebook.com/pages/Victoire-Ingabire-Umuhoza-for ...
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Appendice - Support 

ROCK. 30 ROCK WALTZ. 31 SLOW ROCK 1. 32 SLOW ROCK 2. 33 SOFT ROCK 1. 34 SOFT ROCK 2 ... 37 POP ROCK 1. 38 60'S ... 57 ACID JAZZ. 58 LATIN ...
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support documentation/TradeShift WEB 
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dsPIC Developer's Support LIbrary.indd 

CMX Functions are contained in a library, thus reducing code size, if not ... CMX-Scheduler is available for FREE to embedded systems designers using the ...
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DCS2121 support table.pdf 

Test command: In Linux: Notes, please add "-u :" for the authentication of admin. HTTP GET request: curl -u admin:admin ...
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SCOEL Support Project 

AA/31887/DF/EMPL - ARES 30/11/2010 â€“ No 84933 ..... achieved by the introduction of jet commercial aircrafts replacing gradually the old higher- polluting fleet. ..... to 550 mg/kg fuel depending on engine type and test parameters as well as a char
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Letter of Support: 

Le candidat respecte tous les critères d'admissibilité suivants : ❑. Statut de dispensateur du PRN en règle. ❑. Permis d'exercer à jour en qualité d'infirmière, ...
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Withings Steel HR - Support 

vous coucher et le capteur fera le reste ! Si vous ne .... La synchronisation de vos donnÃ©es se faisant en arriÃ¨re-plan, vous n'avez pas Ã  vous en soucier tant que ...
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Online Support | SEW-USOCOME 

... Autriche, Azerbaïdjan, Bahamas, Bahreïn, Bangladesh, Barbade, Belgique, Belize, Bhoutan, Bolivie, Bosnie-Herzégovine, Botswana, Brunei, Brésil, Bulgarie, Burkina Faso, Burundi, Bélarus, Bénin, Cambodge, Cameroun, Canada, Cap-Vert, Chili, Chine, C
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support documentation/TRADESHIFT guide 
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Back Support Fitting Instructions 

Back Support Fitting Instructions. ATTENTION : LA LOI FEDERALE AMERICAINE N'AUTORISE LA VENTE DE CE DISPOSITIF QUE PAR UN. PRATICIEN ...
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Accr��ditation par support 
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OSPâ€”Optimal Support Packets 

calcareum (red algae) fronds and branches (30% calcium, 60 mg), 200 mg. Malpighia glabra (acerola) fruit extract (15% vitamin C, 30 mg), 197 mg calcium.
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sitrans - Siemens Support 

Note: For units with mA/HART output, electrical data has changed. See page 12 for the Supplement to EC-Type-Examination Certificate. PTB 00 ATEX 1024 X.
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telecharger - Decathlon Support 

YÃ¼kseklik ayar tertibatÄ±. QUO . Ø¨ÙƒØ±Ø© Ø§Ù„Ù†Ù‚Ù„. Ù…Ø¹Ø§Ø¯Ù„ Ø§Ù„Ù…Ø³ØªÙˆÙ‰. ç§»åŠ¨æ»‘è½®. BA%. F#J* ..... et des pÃ©dales pour une montÃ©e et une descente du produit en toute sÃ©curitÃ©.
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CCNP Support Study Guide 

that are available now or in the future contain programs and/or text files (the ...... This step within the troubleshooting model is used to contemplate the pos-.
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