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How do you troubleshoot, tune, align and test a device in an RF free environment. ... and interface options without affecting the integrity of the enclosure itself. 
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TABLE SHIELDING TEST ENCLOSURE included ESGM,DCS,UMTS, WiMAX 2.5 & WiMAX 3.5 frequency band Part number: 11.02.26-1



• • • • •



Wireless device testing Perfect for 802.11a, b, g Bluetooth, RFID, 3G testing , WiMAX 2.5, WiMAX 3.5 Wide variety of I/O options Super isolation up to 18GHz



The RF Test Enclosure that started it all! How do you troubleshoot, tune, align and test a device in an RF free environment. Well, up until now you had to invest in a very expensive RF screen room, right down to your bench, and the cost all the way down to affordable! The 11.02.26 part number is constructed of .090 Aluminum, utilizing precision machined tolerances throughout to maintain an RF-Tight environment. The special "double lip" technology gives you an RF isolation greater than 80dB down at 1GHz and 50 dB down at 3.8 GHz. The heavy duty RF sealed cover hinges open and close with a precision air piston. Once closed, a large RF tight viewing window overlooks the entire working area within the enclosure. Hands-on troubleshooting, tuning and access to the device under test are accomplished using specially designed, silver impregnated, ultra fine mesh gloves that offer excellent manual dexterity and hands-on access to the equipment under test. The entire interior is lined with RF absorbent foam that provides 24dB attenuation. The work area has built-in illumination via two low voltage incandescent lamps powered by the RF Filtered AC Supply. All of the I/O connections and interfaces are provided within a precision machined I/O panel. This panel can be configured with your own custom connector and interface options without affecting the integrity of the enclosure itself. DESCRIPTION



• • • •



RF absorbent foam liner Exclusive double lip RF tight gasket Universal I/O connector interface plate RF tight "hands-on" silver mesh gloves



CONNECTORS



ISOLATION



DIMENSIONS



None provided standard.



-90dB @ 1GHz -90dB @ 3GHz -80dB @ 6GHz



External dimensions ( externe) 330 mm H x 457 mm W ( longueur) x 305 mm D (profondeur)



Custom configured, see options below.



• • •



RF tight illuminated viewing window Gas filled cover strut Designed for hands-on adjustment and alignment of devices



Inside dimensions ( dimensions internes utiles) 203 mm H ( hauteur) x 431 mm W ( longueur) x 266 mm D ( profondeur)



CUSTOM CONFIGURATION OPTIONS RF FEEDTHROUGH:



BNC, TNC, SMA, SMB, UHF, Type-N Note: RF Isolation specs are measured at 1M with terminated RF feedthrough coaxial connectors installed. Actual isolation & attenuation can be affected by adding additional filtered and non-filtered connectors. Check with Hytem for specific connector specifications.



RF FILTERED DATA:



DB9 (100pF), DB9 (1000pF), DB15 (820pF), DB15 (1000pF), DB25 (1000pF), DB37 (1000pF), RJ45/DB9 Filtered, RJ11/DB9 Filtered, USB/DB9 Filtered



POWER CONNECTIONS:



surge protected power strips and filtered



VENTILATION OPTIONS:



Dual side mounted RF filtered DC muffin fans



RF SAFETY INHIBIT OPTION:



Provides RF relay to automatically switch circuit to internal load when cover is opened



RF ABSORBENT FOAM:



Standard RF absorbent foam liner provides 24dB attenuation.



COMPATIBILITY! 2.4GHz devices are commonplace today. But with the development of 802.11a, 5.6GHz devices are beginning to surface. We've got you covered at both bands! Whether your testing or installing 802.11b, 802.11a, or 802.11g, one single STE series enclosure will provide you the tightest test attenuation possible.The Hytem’s shield box included antenna cover the WiMAX 2.5 and 3.5 frequency band. RELIABILITY! HYTEM has been a leader in Wireless Test Equipment Solutions for over three decades! we proved to the world that you could effectively troubleshoot and test in an interference free environment without the expense of a full size screen room. And the quality and performance continues today...to 18GHz and beyond!
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fang-suei included fang-suei included - LEGO.com 

Open to all residents where not prohibited. Visite www.LEGOsurvey.com/ product pour répondre à un questionnaire et avoir une chance de gagner un produit ...
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UL frequency range - HYTEM 

Colour: Grey. Document : 97796 | Date : 19/10/2012 | RÃ©vision : 0 | Reproduction interdite sans autorisation | SpÃ©cifications techniques modifiables sans prÃ©avis.
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1591C Enclosure 

Material. Colour. Part Number. Beige. 1591CBG. Black. 1591CBK. Blue. 1591CBU. Grey. 1591CGY. Black. 1591CSBK. Grey. 1591CSGY. Ice Blue. 1591CTBU.
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Bird - HYTEM 

To view the catalog online or download, go to www.birdrf.com. 30303 Aurora .... Calibration Combo, Open/Sho rt/Load, 7/16 DIN(M) . . .CAL-ME-C ...... mE. TE r. S. 18 www.birdrf.com 1-866-695-4569. FIEL d. SENSO r. S. &. PO w. E r m. E. TE.
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HYTEM Subracks 

net mask, and gateway IPv4 address. If it is successful, then the IP ... one for your WiFi, one for a hardwired Ethernet and so on. But it's probably the last one on ...
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HYTEM Subracks 

software or our included graphical web server. ... Using Telnet Software each attenuator is accessible ... Open your Browser (Chrome is recommended) and type.
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PowerSensor_Wideband_501250165017 brochure ... - HYTEM 

Coefficient, Crest Factor, Average Burst Power, and CCDF. PROBLEMS. SOLUTIONS. Downtime is necessary. Monitor and perform maintenance for monitoring.
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1591B Enclosure 

Material. Colour. Part Number. Beige. 1591BBG. Black. 1591BBK. Blue. 1591BBU. Grey. 1591BGY. Black. 1591BSBK. Grey. 1591BSGY. Ice Blue. 1591BTBU.
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Analyzer_SiteHawk_2012 branding - HYTEM 

FDR (Frequency Domain Reflectometry) measurement method results in a highly reliable assessment of the health of critical ... Languages English, Chinese.
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OutdoorQuadriplexer 2014_2012 branding - HYTEM 

power to devices attached to each of its input ports. PROBLEMS } SOLUTIONS. Need to locate unit in a potentially difficult environment. } IP68 Outdoor rated.
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table of contents - Page de test 

Nov 11, 2004 - Adaptive deemphasis for satellite (Wegener-Panda, acc. to ASTRA ...... Multistandard true synchronous demodulation with active carrier ...
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Table Of Contents - Page de test 

1 system. Audio performance: (1) Frequency response: â€¢DVD (linear audio): ... integrated circuits and some field-effect transistorsand semiconductor "chip" components. ... After removing an electrical assembly equipped with ES devices, place the ..
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Corral Shelter Enclosure Kit 

8 mars 2017 - expose top or sides of the shelter to open fire or other flame source. CARE AND ... removing snow from cover- always remove from outside the.
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Carport Enclosure Kit 

16 août 2018 - 10' x 15' / 3 x 4,6 m. #10182 x2+. 1-800-524-9970. 1-800-559-6175. Canada: 150 Callender Road. Watertown, CT 06795 www.shelterlogic.
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2.5 Hard Drive Enclosure 

Microsoft Windows 2000, Windows XP, Windows Vista, Windows 7 o Mac OS X versiÃ³n 10.3.x o mÃ¡s reciente. â€¢ Disco duro SATA de 2.5â€�. ConexiÃ³n de la caja a ...










 


[image: alt]





VIP Series_SignalHawk Sell Sheet - HYTEM 

angle at multiple fundamental, harmonic and intermodulation frequencies. With this data, power and impedance are calculated at each frequency, giving users ...
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VIP Series_SignalHawk Sell Sheet - HYTEM 

Cable Operating 0 to +100 Â°C (32 to 212 Â°F). Cable Storage -20 to +100 Â°C (-4 to 212 Â°F). Sensor Operating/Storage Refer to Sensor Specification. Humidity ...
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3.5 Hard Drive Enclosure 

BoÃ®tier pour disque dur de 3,5 po (8,89 cm) SATA. â€¢ CÃ¢ble USB de ... l'autre extrÃ©mitÃ© Ã  une prise secteur c.a.. 2 Brancher ... l'ordinateur et le disque dur. Ã‰teinte.
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Measured electromagnetic shielding performance of commonly 

Abstractâ€”The intrinsic electromagnetic property of a cable or connec knowing ... cause electromagnetic compatibility or TEMPEST problems. tests performed on ...
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ELECTRICAL SPECIFICATIONS LTE frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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epics cloud included english edition dbid 25148 
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batteries included python - Complexity Sciences Center 

All articles and technical notes in CiSE are ... A Partial Solution to Beetles, Cannibalism, and Chaos: ... I'll take some space in the next issue to express my thanks to those who ... sets from energy to wisdom. ..... want to compile the LaTeX sourc
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Agathe Drouin Resume (publications included) - ecitydoc 

Since July 2009. Post-doctoral scientist MÃ©tÃ©o France (French National Weather Services,. Toulouse) â€œAtmospheric chemistry, research on modeling and ...
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