






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































TapTone 300

Pedestal stand to floor. Keypad. Watertight touch pad (13 keys) ... Reject Lamp. Orange lens, 24 VDC, 6.5 watt bulb, one second flash. STAND. Type. Adjustable ... 
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NEW ! TapTone 300 On-line X-Ray Inspection System for Monitoring Fill Level



TapTone 300 is an advanced on-line inspection system designed for monitoring fill level in various types of bottles, cans and jars. Through its use of safe, efficient and affordable x-ray technology, the system adds a vital new dimension to the detection and rejection of containers with underfill and overfill. X-ray technology enables this unique system to determine precise fill height independent of the container’s construction by measuring the absorption of energy passing through the container’s contents. Particularly important is the fact that the system’s x-ray technology removes the need for a potentially harmful and costly radioactive source, thus eliminating problems concerning nuclear waste disposal and transportation restrictions.



• Adjustable rejection limits with on-screen histograms



The many benefits provided by TapTone 300 include:



• Easy installation and set-up



• Non-contact inspection • Underfill and overfill detection • Inspection of up to 2,000 containers per minute



Free Product Testing TapTone offers free product testing to assure that your product can be inspected with 100% accuracy before you purchase a TapTone system. Interested processors should send samples to TapTone for evaluation. Our application engineers will return a comprehensive report on the testability of your product.



• On-screen production data and analysis • Continuous self-diagnosis • X-ray tubes that can be shut off when not in use or during servicing • No federal government regulations of x-ray tubes



• Low maintenance



TapTone 300 How It Works TapTone 300 utilizes x-ray technology to measure the fill level of products packaged in steel, aluminum, glass, plastic or paper containers. An x-ray tube energized at high voltage is used to produce a low energy x-ray beam. This x-ray beam is focused to look through the container in the expected fill level region. As the x-ray beam penetrates the container, it is attenuated by the amount of product blocking the beam. The beam is monitored by an x-ray detector which measures the x-ray intensity after it goes through the container. The change of intensity is directly proportional to the fill level of the container. Rejection levels, set by the user, define the high and low level limits.



Features:



Technical Specifications:



• Non-contact X-ray Fill Level Inspection



GENERAL SPECIFICATIONS Electrical 100-240 V~ +/-10%, 50/60 Hz, single phase, 340 watts Air 30-150 psi., 6cfm. (206.8-1034 kPa, 2832 cm 3/sec) Operating Speed Up to 2000 containers/minute or belt speeds of 525 feet/min (160 meters/min)



• High Speed Digital Signal Processing • Up to 2 inch (50.8mm) Vertical Inspection Range • Overfill and Underfill Rejection Limits • Histogram Reject Limit Set-up • Reliable High Speed Ram Rejection • Inspection Speeds to 2,000 Containers Per Minute • Container Specific Inspection Algorithms • Clear LCD Graphic Display • User Friendly Menu Driven Keypad • Memory for 10 Product Types • Graphic Sensor Signal Displays • Password Protected Parameters • RS-232 and RS-422 Serial Interface Ports • Precision Shaft Encoder for Accurate Reject Timing



ENCLOSURE Dimensions Construction Material Environmental Rating Wash Down Rating Mounting Keypad Display Communications Reject Signals Reject Lamp STAND Type Travel Range



• Flash Memory For Easy Software Upgrades • Menus in Seven Languages • Consecutive and Percent Reject Alarms • Display Last Four Rejects • Fault Diagnostics Feedback • Two Independently Programmable Reject



Construction Floor Mount INSPECTION SENSOR X-ray Source X-ray Lamp X-ray Detector



Outputs • Six Programmable Digital Inputs • Four Programmable Digital Outputs • Missing Cap Detection (Optional) • High or Cocked Cap Detection (Optional) • Missing Label Detection (Optional) • Missing Tamper Band Detection (Optional) • Second Rejector and Soft Rejectors (Optional) 9/01. Specifications subject to change without notice. TapTone is a registered trademark of Benthos, Inc.



REJECTOR Stroke Construction Environmental Rating Regulator Assembly Reject Pad Operating Pressure Maximum Pressure DIGITAL I/O Inputs Outputs



14.5" high x 8" wide x 28" deep (36.8 cm x 20.3 cm x 71.1cm) Single piece box w/latching access panel Brushed stainless steel NEMA 4X, IP65 High-pressure water Pedestal stand to floor Watertight touch pad (13 keys) Graphic LCD 240 x 128 pixels, back-lit RS-232 port with waterproof socket, 100 feet max (30 meters max) RS-422 port (factory wired), 4000 feet max (1,219 meters max) Two 24VDC, 1 amp, variable pulse width and delay Orange lens, 24 VDC, 6.5 watt bulb, one second flash Adjustable height Crank handle fine adjust 9" (228.6 mm) Overall floor to x-ray beam range – standard post 36-54 in. (91.4-137.1 cm) Overall floor to x-ray beam range – extended post 42-60 in. (106.6-152.4 cm) Brushed stainless steel Four plastic leveling feet X-ray tube, 35-75 kV, 10-200uA, 24 VDC @ 2 A, +/- 15 VDC @ 300 mA Green lens, 24 VDC, 6.5 watt bulb Photo Multiplier Tube (PMT), 1.8 inch (45.7 mm) detection range (or) Photo Diode Array (PDA), 64 pixels, 2 inch (50.8 mm) detection range 1/2 in. or 1 in. (12.7mm or 25.4mm) Stainless steel, conveyor mount NEMA 4X, IP65 Filter / Regulator / Lubricator module with lockout Stainless steel with black urethane bumper 40-80 psi (2.8-5.6 bars) 150 psi (11 bars) 6 programmable inputs 5-60 VDC, optically isolated, 5/15/24 VDC supplies available 4 programmable outputs 0-60VDC, 2 amps, optically isolated, dry switch contact, sinking or sourcing 24VDC



Copyright 2001 Benthos, Inc.



Division of Benthos, Inc. • 49 Edgerton Drive • North Falmouth, MA 02556 USA Tel: (508) 563 – 5920 or (800) 423 – 4044 (USA only) • Fax: (508) 564 –9945 • E-mail: [email protected] www.taptone.com ISO 9001 Certified
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300 

robinet de sortie directe, moteur Honda type GX 270 (8,4 CV), soupape de décompression, manomètre glycérine de 16 bar, soupape de sécurité, robinet de ...
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BT 300 BT 300 - Domyos 

28 nov. 2008 - Ajoutez Ã  votre programme d'entraÃ®nement des exercices aÃ©robies tels que la marche, la course Ã  pied, la natation ou le cyclisme. Donnez a ...
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SmartZone 300 

Ruckus Wireless and Ruckus Wireless design are registered in the U.S.. Patent and .... KIT, SPARE, AC Power Supply, SZ300â€� (use with. 902-1174-xx00 power ...
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Suite 300 

TRANSCANADIENNE, DORVAL. 1255, TRANSCANADA. HIGHWAY, DORVAL. Ce plan est Ã  titre informatif seulement. Ne pas utiliser Ã  des fins de construction ...
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300 $ 36 

une violation de la loi (S.C. 1992, c.36). U.S. Government. Federal law prohibits removal of this label before consumer purchase. Refrigerator. Â·Automatic Defrost.
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IS 300 

This equipment fulfils the requirements of the EU standard 89/336/EEC .... General information about licensing can be found in the manual â€œGE 800â€� ..... 234. L-IS3-2D any IS3-IP-8 card / a maximum of 2 licences per IS 300 can be used. ID.
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300 mJ 100 mJ 300 mJ 100 mJ 300 mJ 100 mJ 300 mJ 100 mJ 

contact entre les 4 pattes de l'animal et le sol. Humidifier en cas de sol sablonneux. Maintenir au minimum pendant 4 secondes la fourchette haute tension en ...
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PXC 300 

dell'estinzione del suono nel campo a bassa frequenza grazie ad un controsuono (suono di fase inversa). Minuscoli microfoni catturano a tale scopo i rumori ...
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300 Âµm 

with 40 nm metal gate was achieved using molecular bonding. The SOI wafer ... a CMOS; then 1.3 x1.3 mm III-V dies using deposited oxide were bonded on the ...
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300-A 

Nov 3, 2006 - kg. 152. CapacitÃ© en eau litres. 13,5. Facteur d'Ã©mission normalisÃ© pour NO x mg/kWh. 47. Facteur d'Ã©mission normalisÃ© pour CO mg/kWh. 17.
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300 PD COVER 1113.qxl:300 PD SEC A - Tuvanosa 

Check the thread for length and depth (Figure 14). 300 Power Drive. Reamer. Chuck Hand. Wheel. Reamer. Latch. Reamer. Knob. Carriage Lever. WARNING ...
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300 la suite critique 

suite blanche neige,la suite a brest,la suite subastas de arte,la suite courchevel 1850,fairy tail la suite 176,la suite de projet x,investissement immobilier suisse ...
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SmartZone 300 AWS 

Secure multi-operator login (RBAC). â€¢ Large scale (bulk) AP management tools. â€¢ Configuration audit trails. â€¢ Alarm and event notification (SNMP V1 / V2 / V3). â€¢ Event Logging (Syslog). â€¢ Integrated on-board remote accessible EMS functional
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LC 300.book 

Contact SMPI Technical Publications at the following address: Technical Publications ... Email: [email protected]. For the library of SMPI ...
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matrix 300 rgb 

ENGLISH. CAUTION: To reduce the risk of electric shock, do not remove cover (or back). ..... communications between corresponding devices and controllers. .... limitations of liability at: https://cdn-shop.adamhall.com/media/pdf/Manufacturers-Decla- 
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en•CORE 300 

Generally, the closer you place enCORE. 300 to a ... For more tips on microphones and recording, be sure to visit ... know performances can get pretty intense,.
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NEXUS 300 ie - MAFIADOC.COM 

consists of a different graphic symbol, making it quick and easy to locate the ..... TO SHIFT FROM km/h TO mp/h: HOLD DOWN THE Â«MODEÂ» AND Â«CLOCKÂ».
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EXTRABLEU 9 / 300 M 

'Ã©voluer Ã  tout moment. 26/09/13/SH. Fil souple HAUTE QUALITE. 631.350. + de cuivre. Support plastique plus dense. Longue durÃ©e. 15 000 V. 0,12. 160 Kg.
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newweb/files/SL 300 Series SL 300 2 pdf 
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newweb/files/SL 300 Series SL 300 1 sp 
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6000 2000 8% 300 

venus de plus de 40 pays pour participer à l'Université d'été EURORDIS ... 8% de la population se trouve ainsi affectée. EURORDIS bénéficie du soutien de ses ...
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Vitosolar 300-F AWS 

Echangeur de chaleur Inox-radial – durable et efficace. Une centrale de chauffage performante et compacte, appoint solaire compris – disponible avec chaudière fioul ou gaz murale à condensation. Le bâti de la centrale de chauffage. Vitosolar 300-F me
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ETS 300 577 - ETSI 

(Phase 2); Physical layer on the radio path General description". [4]. GSM 05.04 .... The lowest power control level for all classes of GSM 900 MS is. 19 and for all ...
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nanospot 300 - LTT Versand 

Shield. DMX TERMINATORS (TERMINATING RESISTORS). To prevent system errors, the last device in a DMX chain needs to be equipped with a terminating resistor (120 ohm, 1/4 Watt). 3-pin XLR connector with a terminating resistor: K3DMXT3. 5-pin XLR connec
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