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5 kHz. Output Impedance. 75 Ohms. Software Features. Software Downloadable. Yes. NAT/PAT. Switchable by the operator. Firewall. Switchable by the operator. 
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Cable TCM 290 Modems Digital Cable Modem



With the TCM 290, Thomson multimedia provides to Cable Operators



■



Certified by Euro-DOCSIS certification board (for a previous software revision)



■



Dual-Mode cable modem (DOCSIS and Euro-DOCSIS)



■



NAT/PAT (controlled by the operator)



■



Router functionality with just an additional external hub



■



Embedded Firewall (controlled by the operator)



■



Bridging between the USB and Ethernet port



■



Easy Access to Advanced Diagnostics Web Pages



■



USB port for easy installation



dealing with both standards is solved. Basic Firewall functionalities



■



Reliable high-performance platform



combined with NAT/PAT will help the operators to generate additional



■



Surf the Internet Up to 50 Times Faster than a 56k analog Modem



■



Always On, No waiting for a connection, No phone line



a real break through product. Not only does this product offer additional added value services such as NAT/PAT, basic router and firewall, but the TCM 290 is a versatile product which can cope with both DOCSIS and Euro-DOCSIS standards. The Dual mode feature is ideal for operators intending to move eventually at a later stage to Euro-DOCSIS at no cost on the CPE side: No software download is even required and the inventory management problem for operators



revenue flow with ‘easy to manage’ embedded functions. This new set of features confirms again Thomson multimedia as one the leading suppliers of Euro-DOCSIS cable modems and shows its commitment to participate to the growth of high speed Internet over cable.



Other Broadband Cable Products: DGW 504 DCW 615 TCM 305 THG 450 / THG 455 THOMSON WATCH



: 4 port router : DOCSIS wireless cable modem : DOCSIS Cable Modem : 2 lines PacketCable VoIP E-MTA (Euro-DOCSIS/DOCSIS) : SNMP based diagnostic tool
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TCM 290 Digital Cable Modem Specifications ■



■



Bridging - Allows to connect two PC’s at the same time and even to route between the Ethernet and USB port.



■



NAT / PAT - Controlled by the operator, this feature, combined with a DHCP server, allows the user to connect up to 32 IP devices using a single IP address.



(*) using the Euro-DOCSIS frequency band width with a DOCSIS CMTS



Receiver Downstream Modulation Downstream Frequency Range Maximum Downstream Data Rate RF Input Sensitivity



■



Firewall - The combination NAT/PAT and additional packet filtering capabilities provides the cable modem with a basic firewall feature controlled by the operator.



BER 25.5 dB, 256 QAM: C/N >34.5 dB, if DS 31.5 dB 75 Ohms



Transmitter Upstream Modulator Frequency Range Channel Bandwidth Maximum Upstream Data Rate RF Output Level Automatic Level Adjust Gain Control Range Frequency Stability Output Impedance



QPSK/16 QAM 5-65 MHz 200 KHz, 400 KHz, 800 KHz, 1.6 MHz, 3.2 MHz Max 5.12/10.24 Mbps {QPSK/16 QAM} QPSK: +68 to +118 dBµV, 16 QAM: +68 to +115 dBµV Yes 50 dB ± 5 kHz 75 Ohms



Software Features Software Downloadable NAT/PAT Firewall Bridging Multiple client support Upstream Rate limiting Safety On/Off button



Class-of-Service {COS} Protocol Filtering SNMP Management Security IP Security LED Diagnostics HTTP Server (CM status)



Yes Switchable by the operator Switchable by the operator Between USB and Ethernet 32 Sophisticated algorithm to limit upstream rate and minimize retransmissions of loss packets When turned Off, the modem can be accessed by the head-end but the connection to the PC is Off, so that nobody can access it Yes Ethernet & IP V2, V3 BPI+ Hardware support 5-step LED Yes



Packaging & Content Cabinet Dimensions (cm) Shipping Weight appr. Packaging dimensions (cm) Overpack Quantity Operating Temp. Cables CD-ROM



14,7 H x 15,2 D x 5,8 W 1,35 kg 24,5 H x 16,5 D x 9,8 W 12 0°C to +40°C USB & Ethernet Yes



I/O Interfaces Ethernet 10Base-T or 100Base-T RF Connector Number of PCs supp. Power {Wall Pack} USB Port User Switches



RJ45 – auto-detect F-Type 32 220 Vac 50 Hz Yes On/Off & Reset



© 2002 Thomson multimedia S.A. - All rights reserved. Reproduction in whole or in part is expressly prohibited without the prior written consent of the copyright owner. Thomson multimedia reserves the right to modify the specifications and pictures mentioned in this document at any time and without prior notice.
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ST 290 ST 290 - Domyos 

Pour protÃ©ger le sol, recouvrir le sol d'un tapis sous le produit.Pour .... de consulter votre mÃ©decin ou votre diÃ©tÃ©ticien pour adapter votre alimentation et vos.
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TCM 2013 - TABLEAU FINAL 

Sél REGIONALE MASTERS. 0. 0. P. JC KOKSIJDE. 3 35 P. 1P3. ASV CHATENAY-MALABRY Judo. 5 45 V. ASV CHATENAY-MALABRY Judo. 5 41 V. 2P5.
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KM 290 

Feb 16, 2011 - file:///C:/Users/mail/Pdf/index.html. 3 sur 36. 16/02/2011 11:55 ... AWAT643B01 AT643 Roto Food Cutter. AWAT644001 AT644 Fruit Press.
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et 290 DS 

QuantitÃ©. 1. DÃ´me Ã©quipÃ© de la technologie RaybenderMC 3000. (1) a. DÃ´me anti-chocs (en option)*. 2. Solin (InclinÃ© ou non inclinÃ©). (1). 3. Tube supÃ©rieur ...
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TCM 2013 - TABLEAU FINAL 

OLYMPIQUE JUDO AVENIR 62. 6 60 V. OLYMPIQUE JUDO AVENIR 62. 5 41 V. 2PB SANKUNO YAWARATORI. 1 10 P. OLYMPIQUE JUDO AVENIR 62. 1 10 P.
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Liasse fiscale TCM PHARMA 

(SDNC-DGFiP) - Octobre 2017. TCM PHARMA. 3 639 674. 3 639 674. 3 639 674. 3 639 674. 71. 3 639 745. 830 763. -1 746. 383 663. 23 383. 315 822. 165 866.
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TCM Engine Torque Values - CSOBeech.com 

bearing shift and subsequent engine failure. 3. ... FT/LB. .25 - 28. Nut-Crankcase Flange. 100-125. 8.3-10.4. A, C, & E Series, O-200, O-300,. O-470(AR) ..... Nut-Self locking #4 hose. 115-165 .... Lead To ECU Spark Tower â€œBâ€� Nut. 110-120.
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AeraMax-290 - Etilize 

21 avr. 2017 - low the recommended replacement schedule. This warranty does not apply in ... specifically recommended in this manual. All repairs should be .... AeraSafeâ„¢. Antimicrobial. Treatment. Carbon Filter. Drawer. Power Plug. Louver. 4. 5. A
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VM 290 - Domyos 

tendance générale du rythme cardiaque. 20. Les personnes portant un stimulateur cardiaque, un défibrillateur ou tout autre dispositif électronique implanté sont ...
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290 Tilt Lock 

Jun 6, 2017 - The diagram below shows the individual components of the reverse lock mechanism. Note that the entire reverse lock mechanism is affixed to ...
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PDF (290 KB) 

tein expression in astrocytomas is compatible with that hy- pothesis; however ... differentiate into oligodendrocytes in serum-free medium and into Type II ...
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VE 290 - Domyos 

relatives aux produits Fitness dans un usage domestique et non thérapeutique ... institutionnel. 7. Utilisez ce produit à l'intérieur, à l'abri de l'humidité et des.
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290 calories 

... 290 CALS. Content Feature Box. CONTENT. FEATURE BOX. Page 7. Ã . 12. MCDONALDS - EGG MCMUFFIN - 290 CALS. MOBILE WEB. HOME CAROUSEL.
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290 Tilt Lock 

Jun 6, 2017 - a good idea to grease the reverse lock but a light cleaner spray, similar to WD40, can be used to help clean the mechanism. The diagram ...
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TCM Engine Torque Values - CSOBeech.com 

Refer to appropriate manufacturer's accessory overhaul manuals for ..... Screw-Manifold Cover hold down (AN503-8-12) .... Screw-Intake flange. 85-110. 7.1-9.2.
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Ever-New: e TCM O-200 

TCM saw an opportunity to enhance longevity and efficiency while reducing ... The T-handle lets you screw and unscrew the extender into the port without a ...
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Ever-New: e TCM O-200 - Size 

what you need if you sometimes have trouble getting to the spark plug port for compres- .... aviation writer and consultant based near Indianapolis. You can find ...
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CM/Res-\ 290 (xx) 

9 fÃ©vr. 1973 - Ã  recourir I Ã  l'assassinat politique et Ã  l'agression contre des. Pays ._afrio__aine souverains, limitrophes de zones de combat antiâ€”-.
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1-800-290-0465 [email protected] www 

30 aoÃ»t 2012 - crushing injuries can occur from furniture tip-over. T o help prevent tip-over. : Des blessures graves ou fatales peuvent rÃ©sulter de basculement.
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Boutons Sony TCM-919 Cassette-Corder d'exploitation Remplacement 

6 dÃ©c. 2016 - Utilisez un outil de splunger pour annuler les deux clips qui appartiennent Ã  tous les boutons cassÃ©s.. Retournez l'appareil et Ã  l'aide de ...
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1999 jeep cherokee tcm fuse location dbid 1479z 
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TCM SB M47-16.12-30-47.pdf - CSOBeech.com 

2026. Plus - Flanged Crankshaft. Rin - Retaining (Internal). Seal - Oil ("O" Ring, Hydraulic). Plug - 1/4" Pipe. AP. NOTE: Plug No. 25149 is installed in the hole ...
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6770 JARRY EST SUITE 290 À LOUER ST LEONARD • QUEBEC 

Occupation: Immédiate. Total Area: 4,204 ft2. Air Conditioning: Yes. Parking: Outdoor (included). Public Transit: 33, 44, 193, and 260. Occupancy: Immediate ...
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PC-102-1 - TEXTRON LYCOMING - O-290-D SERIES 

1. 1. 3. 3. 1. 12. 12. 10. 2. QUANTITY PER ASSEMBLY. D. D2 D2B D2C. * To insure that new impellers are used together, they must be purchased inthis kit. 2-3 ...
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