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Tech Brief 39 NV SRAM Cross Reference Table www.maxim-ic.com



CROSSING NV SRAMS Two companies make nonvolatile (NV) SRAMS that are direct or close crosses to the NV SRAMs manufactured by Dallas Semiconductor. The following table contains of list of these crosses. Data sheets for these devices, as well as other memory products can be obtained from the Maxim website at the following address: http://dbserv.maxim-ic.com/pl_list.cfm?filter=mp



Table 1. Cross Reference Table for Dallas, STMicroelectronics, and TI Dallas Semiconductor P/N DS1220AB DS1220AD DS1225AB DS1225AD DS1230AB DS1230Y DS1230W DS1245AB DS1245Y DS1245W DS1249AB DS1249Y DS1249W DS1250AB DS1250Y DS1250W DS1258AB/Y/W DS1265AB DS1265Y DS1265W DS1270AB DS1270Y DS1270W



STMicroelectronics P/N M48Z02 M48Z12 M48Z08 M48Z18 M48Z35 M48Z35Y M48Z35AV M48Z128 M48Z128Y M48Z129V



TI P/N



BQ4010MA BQ4010YMA BQ4011MA BQ4011YMA BQ4013MA BQ4013YMA BQ4014MB BQ4014YMB



M48Z512A M48Z512AY M48Z512AV



BQ4015MA BQ4015YMA



BQ4016MC BQ4016YMC



M48Z2M1Y M48Z2M1V
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BQ4017MC BQ4017YMC
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Cross Reference Table for Dallas, STMicroelectronics, and TI. Dallas Semiconductor P/N STMicroelectronics P/N. TI P/N. DS1220AB. M48Z02. DS1220AD.
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MAX6138 DS - Maxim Integrated 

MAX6138_12. REVERSE VOLTAGE vs. ISHUNT. MAX61438 toc05. ISHUNT (mA). REVERSE VOLTAGE CHANGE (mV). TA = +85Â°C. TA = +25Â°C. TA = -40Â°C.
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MAX333 - Maxim Integrated 

Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. These are stress ratings only, and functional ...
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Dual 4 ... - Maxim Integrated 

160. ON-RESISTANCE vs. VCOM. (DUAL SUPPLIES). 100. MAX308/9 TOC-01. 0. 20. 40. 60 .... below V+ and 1V above V-, but does not affect the devices' low ...
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98 - Part Number Search - Maxim Integrated 

General Description. The MAX1447/MAX1496/MAX1498 low-power, 3.5- and. 4.5-digit, analog-to-digital converters (ADCs) with inte- grated light-emitting diode ...
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DS1621 - Part Number Search - Maxim Integrated 

DS1621. Digital Thermometer and. 6. 3. 1. 2. 4. 8. 7. 5. SDA. TOUT. GND. VDD. A0. A1. A2. DS1621S 8-PIN SO (150mil). DS1621V 8-PIN SO (208mil). 6. 3. 1. 2.
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Book of iButton Standards - Maxim Integrated 

manufacturing process, the DS1990A is a unique elec- tronic identifier that is ..... through the printed circuit board to implement this fea- ture. For more details ...
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Book of iButton Standards - Maxim Integrated 

B. iButton Peripheral Control Card ...... media. With Dallas Semiconductor's automatic identifi- cation technology, a chip ..... control access to only one customer.
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MAX9716 DS - Part Number Search - Maxim Integrated 

+160. Â°C. Thermal Shutdown Hysteresis. 15. Â°C. 250. Power-Up/Enable from Shutdown. Time (Note ..... The MAX9716 can be configured for a differential input.
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Tech Brief Series Trans-gender Reassignment Surgery 

The report was prepared by Mr Peter Day (Research Fellow) who selected and critically appraised the evidence. The literature search strategy was developed ...
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Tech Brief Series Trans-gender Reassignment Surgery - New Zealand 

NZHTA Tech Brief Report 2002, Volume 1, Number 1. Available at ..... This tech brief was requested by Sara Fredericks, Case Manager, Health Services Policy, Personal and .... study population is overlapping sample from another study.
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A Brief Linux Glossary for Windows Users - Tech Insider 

current directory list to a file called output.txt, and adds it to the end of the file. ... UNIX/Linux world, some software is distributed as source code only; other ... scripts and/or applications and then return the data to the Web page or browser.










 


[image: alt]





39% + + + 

https://www.gartner.com/technology/research/predicts https://www.invoca.com/resources/the-rise-of-voice-infographic/.
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approches Big Data. Les chatbots permettent de réinventer ... UNE APPROCHE DE TYPE PLATE-FORME DE SERVICES de personnalisation de simplicité.
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Untitled - Maxim Lighting 

Leave a Small gap at the bottom to allow moisture to exit. Pour empÃªcher l'intrusion d'eau, calfeutrer autour de la plaque arriÃ¨re oÃ¹ l'appareil rencontre le mur ...
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Untitled - Maxim Lighting 

Please consult your electrician for hanging fixture and wiring. ... IMPORTANT: Turn off the power at the main fuse or circuit breakerbox before staringinstallation.
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Untitled - Maxim Lighting 

Veuillez consulter votre Ã©lectricien pour la fixation et le raccord des fils. Back Plate/Plaque arriÃ¨re. (A). Light Body/Corps de lampe. (B). (B). Step 1: Remove the ...










 


[image: alt]





Untitled - Maxim Lighting 

Etape 1: Retirer la plaque arriÃ¨re du baldaquin et attacher la Ã  la boÃ®te de dÃ©rivation. To prevent water intrusion, caulk around back-plate where fixture meets the ...










 


[image: alt]





Untitled - Maxim Lighting 

Step.1: Remove hood from the post by unscrewing top finial and two screws within the hood. Ã‰tape 1: Enlever le capot du poteau en dÃ©vissant le fini supÃ©rieur et ...
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Ã‰tape 3: Installer les ampoules CA (3pcs). Step.1: Remove mounting bracket from fixture(B) and install to electrical box. then wire fixture to wires in outlet box.
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Untitled - Maxim Lighting 

Periodically (every 90 days) make sure that the screws are fully tightened. Periódicamente (cada 90 días) asegúrese de que los tornillos estén bien apretados.
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This fixture is designed to dim with an Electronic Low Voltage dimmer. Dimming ... Locate all hardware & components before discarding packaging. Localisez ...
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Untitled - Maxim Lighting 

Leave a small gap at the bottom to allow moisture to exit. Pour empÃªcher l'intrusion d'eau, calfeutrer autour de la plaque arriÃ¨re oÃ¹ l'appareil rencontre le mur en ...
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Untitled - Maxim Lighting 

LIGHTING. PRODUCT NAME/NOM DU PRODUIT :Influx ... Afin d'Ã©viter l'intrusion d'eau, calfeutrer la ... Ã  l'aide d'un mastic silicone d'extÃ©rieur. |. Step 2: Use the ...
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