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SYMPTOM SC548 (Fusing unit rotation error) Note: This SC often occurs while the fusing unit is warming up from a standby condition.



CAUSE 1) Engine firmware bug 2) An excessive load is placed on the fusing unit’s rotating parts 3) The fusing unit or rotation detection sensor was not attached correctly



SOLUTION 1) Engine firmware bug: Update the firmware to the following version or newer. Note: This firmware version improves the accuracy with which the machine detects fusing unit rotation. See RTB #RD029002d for details. Version 1.56:08



Program No. D0295117K



Effective Date July 2009 production



2) Excessive load on the fusing unit’s rotating parts: Use Procedure A below to check the loads on the fusing unit’s rotating parts. 3) The fusing unit or rotation detection sensor was not attached correctly Use Procedure B below to check the attachment condition of the fusing lock levers and rotation sensor.
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Procedure A: Checking the loads on the fusing unit’s rotating parts 1. Remove the fusing unit. 2. Remove the fusing rear cover [A] on the drive side of the fusing unit.



3. Check the gears on both the fusing unit and mainframe sides.  If there are any shavings (i.e. dust generated by contact between the gears) around the gears, clean the gears and the areas around them.
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4. Rotate the gear [B] manually in the direction shown in the photo below. 



If it is hard to rotate the gear, replace the fusing unit.



Technical Bulletin Model: AP-C2



Date: 25-Aug-10



PAGE: 4/4 No.: RD029052



Procedure B: Checking the attachment condition of the fusing lock levers and rotation detection sensor 1. Check the fusing lock levers on both sides of the fusing unit ([C], [D]), and replace the part(s) if they are broken



[C]: G0524696 (RIGHT FUSING LOCK LEVER) [D]: G0524697 (LEFT FUSING LOCK LEVER)



2. Check the rotation detection sensor [E], and reattach it if it is loose or tottering.
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EKSOLHWAV1 inlet connection from the domestic hot water tank heatexchanger. 3/4â€³F ... Water to indoor. Non return valve. Pump. Non return valve. Plate heat.
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content and composition and white bread-making quality. Modern wheat ... for wheat imports, better use of EC wheats, improved quality through selection) are.
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Test jacks. â€¢ Rugged metal enclosure with handles. * not usable for D*FP valve series ... [A] 16. Protection class. IP40. Valve central connection. Valve supply.
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Technical Note 

test sequence appears to have a directional bias opposite the direction experienced during adaptation. This MAE ... concerns the psychophysical index conventionally used to quantify ... be challenging: observers can never exactly match the.
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Technical data 

Type of protection. EEx e II T6 / EEx ia II C T6. EC-Type Examination Certificate. PTB 00 ATEX 3108. Enclosure material. Extremely tough polyamide. Degree of ...
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less than 1200. Drain outlet. (I.D. J 15.9 hose for ..... 6 BLK: Black / WHT: White / RED: Red / BLU: Blue / PINK: Pink / YLW: Yellow. BRN: Brown / GRY: Grey ...
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