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TECHNICAL SPECIFICATIONS artik 3



Technical data artik 3 



25 



27 



CELLS NUMBER 



62 



62 



CLOSED 



8 



8 







21 



21



BOX 



FLAT AREA 



M2 



24,5 



26,5







M 



12,02 



12,5



ASPECT RATIO 



5,9 



5,9



PROJECTED AREA 



20,78 



22,48



9,46 



9,84



ASPECT RATIO 



4,3 



4,3



FLATTENING 



15 



15







SPAN 



M2 



SPAN % 



CORD 



MAXIMUM 



2,56 



2,66







MINIMUM 



0,56 



0,58



AVERAGE 



2,03 



2,12



LINES 



M 



263 



274



M 



7,21 



7,5



NUMBER 



134 



134







3/4/2 



3/4/2



TOTAL METERS 



HEIGHT 



MAIN 



RISERS NUMBER 



3 A/B/C A/B/C







cm No NO



TRIMS 



ACCELERATOR 



18 



18



TOTAL WEIGHT 



MINIMUM KG 



cm 



75 



90



IN FLIGHT 



MAXIMUM KG 



95 



110



GLIDER WEIGHT KG 



5,7 



5,9



CERTIFICATION EN C C



2



materials Technical data



3



CANOPY 



FABRIC CODE 



SUPPLIER



SUSPENSION LINES RACE 



UPPER SURFACE 



SKYTEX 40 9017 E77 



PORCHER IND (France)



UPPER CASCADES DC-040 LIROS GMHB (Germany)



FABRIC CODE 



SUPPLIER



BOTTOM SURFACE N 20D MF DOMINICO TEX CO (Korea)



UPPER CASCADES A-8000-045 EDELRID (Germany)



RIBS WITHOUT LINES 



30D FM DOMINICO TEX CO (Korea)



UPPER CASCADES A-8000-060 EDELRID (Germany)



RIBS WITh LINES 



SKYTEX 40 9017 E29 



UPPER CASCADES A-8000-080 EDELRID (Germany)



DIAGONALS 



30D FM DOMINICO TEX CO (Korea)



PORCHER IND (France)



MIDDLE CASCADES DC-060 LIROS GMHB (Germany)



LOOPS LKI - 10 KOLON IND. (Korea)



MIDDLE CASCADES A-8000-060 EDELRID (Germany)



REIFORCEMENT LOOPS 



W-420 D-P (Germany)



MIDDLE CASCADES A-8000-135 EDELRID (Germany)



TRAILING EDGE REIFORCEMENT 



MYLAR D-P (Germany)



MAIN A-8000-060 EDELRID (Germany)



RIBS REIFORCEMENT NYLON STICK R.P.CHINA



MAIN A-8000-135 EDELRID (Germany)



THREAD 



MAIN A-8000-200 EDELRID (Germany)



SERAFIL 60 AMAN (Germany)







MAIN A-8000-240 EDELRID (Germany)



SUSPENSION LINES 



MAIN BREAK 



FABRIC CODE 



SUPPLIER



TNL - 400 



TEIJIM LIMITED (JAPAN)



UPPER CASCADES DC-040 LIROS GMHB (Germany)







UPPER CASCADES A-8000-045 EDELRID (Germany)



RISERS 



FABRIC CODE 



UPPER CASCADES A-8000-060 EDELRID (Germany)



MATERIAL 



3455 COUSIN (FRANCE)



UPPER CASCADES A-8000-080 EDELRID (Germany)



COLOR INDICATOR 



PAD 



MIDDLE CASCADES DC-060 LIROS GMHB (Germany)



THREAD 



V138 COATS (ENGLAND)



MIDDLE CASCADES A-8000-060 EDELRID (Germany)



MAILLONS 



MRDI03.5 S12 



MIDDLE CASCADES 



TNL - 140 



TEIJIM LIMITED (JAPAN)



PULLEYS 



224 HARKEN (USA)



MAIN 



TNL - 080 



TEIJIM LIMITED (JAPAN)



MAIN 



TNL - 140 



TEIJIM LIMITED (JAPAN)



MAIN 



TNL - 220 



TEIJIM LIMITED (JAPAN)



MAIN 



TNL - 280 



TEIJIM LIMITED (JAPAN)



MAIN BREAK 



TNL - 400 



TEIJIM LIMITED (JAPAN)



THREAD 



Serafil 60 AMAN (Germany)



SUPPLIER TECNI SANGLES (FRANCE) PEGUET (FRANCE)



Suspension PLAN



4



RISERS PLAN



5



Colors technical data



Wing load technical data



sky 



1 



royal blue 







2 



BLACK HORNS REF: 102



artik 3 



25 



27 







P.T.V. KG/M2 







3 white 



P.T.V. KG/M2



SHADOW REF: 001







75 = 3,06 







4 



90 = 3,40



MAIN BOTTOM REF: 317







76 = 3,10 







91 = 3,43



5 orange volume SHADOW REF: 744







77 = 3,14 



92 = 3,47











78 = 3,18 



93 = 3,51











79 = 3,22 



94 = 3,55











80 = 3,27 



95 = 3,58



cherry 



1 



dark red 



MAIN TOP Ref: 615







81 = 3,31 



96 = 3,62







2 



WHITE HORNS Ref: 001







82 = 3,35 



97 = 3,66







3 orange 



SHADOW Ref: 744







83 = 3,39 



98 = 3,70







4 



dark red 



MAIN BOTTOM Ref: 615







84 = 3,43 



99 = 3,74







5 



BLACK volume SHADOW Ref: 102







85 = 3,47 



100 = 3,77











86 = 3,51 



101 = 3,81











87 = 3,55 



102 = 3,85











88 = 3,59 



103 = 3,89



sangria 



1 RUBI 







89 = 3,63 



104 = 3,92







2 



BLACK HORNS Ref: 102







90 = 3,67 



105 = 3,96







3 



WHITE 



SHADOW Ref: 001







91 = 3,71 



106 = 4,00







4 



rubi 



MAIN BOTTOM Ref: NK259







92 = 3,76 



107 = 4,04







5 



dark grey volume SHADOW Ref: 121







93 = 3,80 



108 = 4,08







94 = 3,84 



109 = 4,11







95 = 3,88 



110 = 4,15



royal blue 



MAIN TOP REF: 317



MAIN TOP Ref: NK259



nimbus 



1 grey blue 







2 



light green HORNS Ref: 521



MAIN TOP Ref: NK405



WHITE 







3 







4 grey blue 







5 black volume SHADOW Ref: 102



main top: 1



SHADOW Ref: 001 MAIN BOTTOM Ref: NK405



horn: 2 shadow: 3



main bottom: 4



6



volume shadow: 5



Lines technical data ARTIK 3 



25 



REF. CODE Cm REF. CODE Cm REF. CODE Cm REF. CODE Cm A B C BRAKE a1 A-8000-080 259,7 b1 A-8000-080 256,6 c1 A-8000-060 177,9 br1 DC-040-wht 75 a2 A-8000-080 249,1 b2 A-8000-080 245,8 c2 A-8000-060 161,8 br2 DC-040-wht 58 a3 A-8000-080 248,5 b3 A-8000-080 245,5 c3 A-8000-060 164,9 br3 DC-040-wht 66 a4 A-8000-080 237,1 b4 A-8000-080 233,9 c4 A-8000-060 164,3 br4 DC-040-wht 67,3 a5 A-8000-080 227,3 b5 A-8000-080 224,9 c5 A-8000-060 146,9 br5 DC-040-wht 65,6 a6 A-8000-080 227,1 b6 A-8000-080 225,6 c6 A-8000-060 147,3 br6 DC-040-wht 53,2 a7 A-8000-060 197,1 b7 A-8000-060 194,8 c7 A-8000-060 128,7 br7 DC-040-wht 53,3 a8 A-8000-045 183,5 b8 A-8000-045 183,1 c8 A-8000-045 123,9 br8 DC-040-wht 59,9 a9 A-8000-045 176,4 b9 A-8000-045 177,1 c9 A-8000-045 129,9 br9 DC-040-wht 86,7 a10 A-8000-045 130,9 b10 A-8000-045 127,6 c10 A-8000-045 130,8 br10 DC-040-wht 74,7 st1 A-8000-045 



157,5 st2 A-8000-045 



158,5 st3 A-8000-045 



161,2 br11 DC-040-wht 74,9



br12 DC-040-wht 73,7 br13 DC-040-wht 71,5 A4 A-8000-060 



42,5 C2 TNL-140-blue 184,3 



BR1 DC-060-wht 



98,6



C3 TNL-140-blue 192,8 



BR2 DC-060-wht 76,7







BR3 DC-060-wht 71,8







BR4 DC-060-wht 68,2







BR5 DC-060-wht 61,4







BR6 DC-060-wht 57,5



A1 TNL-280-green 412,8 B1 TNL-220-blue 406,7 C1 TNL-220-blue 498,9 BRI TNL-080-red 379,3 A2 TNL-280-green 416,5 B2 TNL-220-blue 412,4 CI TNL-220-blue 314,2 BRII TNL-080-red 361,5 A3 



TNL-140-green 



431,8 



B3 



TNL-140-blue 



430,1 



BRIII 



TNL-080-red 



330,4



stab TNL-080-red 418,6 brmain TNL-280-red 206,3 



7



Point a: 186,3



Lines technical data ARTIK 3 



25 RACE 



REF. CODE Cm REF. CODE Cm REF. CODE 



cm REF. CODE 



cm



A B C BRAKE a1 A-8000-080 259,7 b1 A-8000-080 256,6 c1 A-8000-060 177,9 br1 DC-040-wht 75 a2 A-8000-080 249,1 b2 A-8000-080 245,8 c2 A-8000-060 161,8 br2 DC-040-wht 58 a3 A-8000-080 248,5 b3 A-8000-080 245,5 c3 A-8000-060 164,9 br3 DC-040-wht 66 a4 A-8000-080 237,1 b4 A-8000-080 233,9 c4 A-8000-060 164,3 br4 DC-040-wht 67,3 a5 A-8000-080 227,3 b5 A-8000-080 224,9 c5 A-8000-060 146,9 br5 DC-040-wht 65,6 a6 A-8000-080 227,1 b6 A-8000-080 225,6 c6 A-8000-060 147,3 br6 DC-040-wht 53,2 a7 A-8000-060 197,1 b7 A-8000-060 194,8 c7 A-8000-060 128,7 br7 DC-040-wht 53,3 a8 A-8000-045 183,5 b8 A-8000-045 183,1 c8 A-8000-045 123,9 br8 DC-040-wht 59,9 a9 A-8000-045 176,4 b9 A-8000-045 177,1 c9 A-8000-045 129,9 br9 DC-040-wht 86,7 a10 A-8000-045 130,9 b10 A-8000-045 127,6 c10 A-8000-045 130,8 br10 DC-040-wht 74,7 st1 A-8000-045 



157,5 st2 A-8000-045 



158,5 st3 A-8000-045 



161,2 br11 DC-040-wht 74,9



br12 DC-040-wht 73,7 br13 DC-040-wht 71,5 A4 A-8000-060 



42,5 C2 A-8000-135 



184,3 



BR1 DC-060-wht 



98,6



C3 A-8000-135 192,8 



BR2 DC-060-wht 76,7







BR3 DC-060-wht 71,8







BR4 DC-060-wht 68,2







BR5 DC-060-wht 61,4







BR6 DC-060-wht 57,5



A1 A-8000-240 412,8 B1 A-8000-200 406,7 C1 A-8000-200 498,9 BRI DC-060-wht 379,3 A2 A-8000-240 416,5 B2 A-8000-200 412,4 CI A-8000-200 314,2 BRII DC-060-wht 361,5 A3 A-8000-135 



431,8 



B3 A-8000-135 



430,1 



BRIII DC-060-wht 



330,4



stab A-8000-060 418,6 brmain TNL-280-red 206,3 
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Point a: 186,3



Lines technical data ARTIK 3 



27 



REF. CODE Cm REF. CODE 



cm REF. CODE 



cm REF. CODE 



cm



A B C BRAKE a1 A-8000-080 



270 b1 A-8000-080 



266,7 



c1 A-8000-060 



184,9 br1 DC-040-wht 



78



a2 A-8000-080 259,1 b2 A-8000-080 255,7 c2 A-8000-060 168,3 br2 DC-040-wht 60,4 a3 A-8000-080 258,6 b3 A-8000-080 255,5 c3 A-8000-060 171,7 br3 DC-040-wht 68,6 a4 A-8000-080 246,6 b4 A-8000-080 243,2 c4 A-8000-060 170,9 br4 DC-040-wht 70 a5 A-8000-080 236,4 b5 A-8000-080 233,9 c5 A-8000-060 152,8 br5 DC-040-wht 68,2 a6 A-8000-080 236,3 b6 A-8000-080 234,7 c6 A-8000-060 153,3 br6 DC-040-wht 55,4 a7 A-8000-060 



205 b7 A-8000-060 



202,6 



c7 A-8000-060 



133,9 br7 DC-040-wht 



55,3



a8 A-8000-045 190,8 b8 A-8000-045 190,5 c8 A-8000-045 128,9 br8 DC-040-wht 62,3 a9 A-8000-045 183,4 b9 A-8000-045 184,2 c9 A-8000-045 135,1 br9 DC-040-wht 90,2 a10 A-8000-045 



136,1 b10 A-8000-045 



132,7 



st1 A-8000-045 



163,7 st2 A-8000-045 



164,8 st3 A-8000-045 



c10 A-8000-045 



136 br10 DC-040-wht 



77,7



167,6 br11 DC-040-wht 78



br12 DC-040-wht 76,6 br13 DC-040-wht 74,4 A4 A-8000-060 



44,2 C2 TNL-140-blue 192,8 



BR1 DC-060-wht 



102,5



C3 TNL-140-blue 201,7 



BR2 DC-060-wht 79,9







BR3 DC-060-wht 74,6







BR4 DC-060-wht 71







BR5 DC-060-wht 63,8







BR6 DC-060-wht 59,9



A1 TNL-280-green 431,8 B1 TNL-220-blue 425,3 C1 TNL-220-blue 520,9 BRI TNL-080-red 394,3 A2 



TNL-280-green 



435,6 



B2 



TNL-220-blue 



431,3 CI 



A3 



TNL-140-green 



451,6 



B3 



TNL-140-blue 



449,9 



TNL-220-blue 



328 



BRII 



TNL-080-red 



376,1



BRIII 



TNL-080-red 



344



stab TNL-080-red 437,9 brmain TNL-280-red 216,1 



9



Point a: 196,1



Lines technical data ARTIK 3 



27 RACE 



REF. CODE 



cm REF. CODE 



cm REF. CODE 



cm REF. CODE 



cm



A B C BRAKE a1 A-8000-080 



270 b1 A-8000-080 



266,7 



c1 A-8000-060 



184,9 br1 DC-040-wht 



78



a2 A-8000-080 259,1 b2 A-8000-080 255,7 c2 A-8000-060 168,3 br2 DC-040-wht 60,4 a3 A-8000-080 258,6 b3 A-8000-080 255,5 c3 A-8000-060 171,7 br3 DC-040-wht 68,6 a4 A-8000-080 246,6 b4 A-8000-080 243,2 c4 A-8000-060 170,9 br4 DC-040-wht 70 a5 A-8000-080 236,4 b5 A-8000-080 233,9 c5 A-8000-060 152,8 br5 DC-040-wht 68,2 a6 A-8000-080 236,3 b6 A-8000-080 234,7 c6 A-8000-060 153,3 br6 DC-040-wht 55,4 a7 A-8000-060 



205 b7 A-8000-060 



202,6 



c7 A-8000-060 



133,9 br7 DC-040-wht 



55,3



a8 A-8000-045 190,8 b8 A-8000-045 190,5 c8 A-8000-045 128,9 br8 DC-040-wht 62,3 a9 A-8000-045 183,4 b9 A-8000-045 184,2 c9 A-8000-045 135,1 br9 DC-040-wht 90,2 a10 A-8000-045 



136,1 b10 A-8000-045 



132,7 



st1 A-8000-045 



163,7 st2 A-8000-045 



164,8 st3 A-8000-045 



c10 A-8000-045 



136 br10 DC-040-wht 



77,7



167,6 br11 DC-040-wht 78



br12 DC-040-wht 76,6 br13 DC-040-wht 74,4 A4 A-8000-060 



44,2 C2 A-8000-135 



192,8 



BR1 DC-060-wht 



102,5



C3 A-8000-135 201,7 



BR2 DC-060-wht 79,9







BR3 DC-060-wht 74,6







BR4 DC-060-wht 71







BR5 DC-060-wht 63,8







BR6 DC-060-wht 59,9



A1 A-8000-240 431,8 B1 A-8000-200 425,3 C1 A-8000-200 520,9 BRI DC-060-wht 394,3 A2 A-8000-240 



435,6 



B2 A-8000-200 



431,3 CI A-8000-200 



A3 A-8000-135 



451,6 



B3 A-8000-135 



449,9 



328 



BRII DC-060-wht 



376,1



BRIII DC-060-wht 



344



stab A-8000-060 437,9 brmain TNL-280-red 216,1 



10



Point a: 196,1



Niviuk ARTIK 3 25



11



Niviuk ARTIK 3 27



LINES HEIGHT cm 



LINES HEIGHT cm 











A B C br



A B C br



1 



672,5 663,2 676,8 736,9



1 



701,8 692 705,8 770,8 



2 



661,8 652,5 660,8 719,8



2 



690,8 681 689,2 753,2 



3 



661,2 652,2 663,9 706



3 



690,4 680,8 692,6 738,8 



4 



653,7 646,3 662,7 707,3



4 



682,2 674,5 691,6 740,2 



5 



643,8 637,3 645,3 682,9



5 



672 



6 



643,7 638 645,7 670,5



6 



671,9 666 674 702,1 



7 



628,9 625 635,6 667



7 



656,6 652,5 663,6 698,5 



8 



615,3 613,3 630,9 673,6



8 



642,5 640,3 658,6 705,5 



9 



608,2 607,2 636,8 662,5



9 



635 



10 



592 



588,7 592 650,5



10 



618,2 614,8 618,1 681,6 



11 



576 



577 579,8 650,7



11 



601,6 602,7 606,2 681,9 



665,2 673,6 715 



634 664,8 694 



12 



645,6



12 



676,5 



13 



643,5



13 



674,4 











RISERS LENGHT cm



RISERS LENGHT cm 



A B C 



A 



47 47 47 Standard



47 47 47 Standard 











33 



37,7 47 Accelerated



33 



B C 



37,7 47 Accelerated 



Suspension technical data artik 3 MATERIAL CODE DC DC 8000 A-8000 A-8000 TNL TNL TNL TNL TNL STRENGTH CODE 040 060 045 060 080 080 140 220 280 400 DIAMETER m/m ø 0,5 0,6 0,5 0,6 0,8 1,1 1,4 1,6 1,8 2,3 CORE MATERIAL DYNEEMA DYNEEMA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA SLEEVE MATERIAL NO NO NO NO NO Polyester Polyester Polyester Polyester Polyester WEIGHT G/M TOTAL 0,19 0,24 0,3 0,4 0,6 1,1 1,96 2,35 2,7 4 BREAKING STRENGTH MINIMUM 40 60 50 65 90 80 140 220 280 460 



MAXIMUM 48 84 60 80 100 92 160 250 320 470



STRENGTH AFTER 5.000 BENDING TEST EN 33 74 27 40 58 36,7 76,1 114,2 134,7 160,1 CYCLES ELONGATION AT 



5 daN en % 



0,5 



0,3 



0,4 



0,3 



0,2 



0,2 



0,2 



0,05







10 daN en % 



0,43 1 0,6 0,7 0,5 0,3 0,3 0,3 0,1







15 daN en % 



1,4 0,9 0,9 0,7 0,5 0,5 0,4 0,2







20 daN en % 



1,8 1,2 1,2 1 0,6 0,6 0,4 0,2







25 daN en % 



2,2 1,5 1,4 1,3 0,8 0,7 0,5 0,3







30 daN en % 



1,2 3,9 2,7 2,6 2,3 1,5 1,2 0,9 0,6







75 daN en % 







100 daN en % 4,1 2,7 2,2 1,7 1,1



3,8 3,6 2,8 2,3 1,8 1,3 0,8







125 daN en % 3,2 2,7 2 1,4







150 daN en % 3 2,3 1,7







175 daN en % 3,3 2,7 2







200 daN en % 3,8 2,8 2,2







250 daN en % 



Elongation max. breaking strength % 2,2 3,2 3,9 3,9 4,1 3 3,4 4 4,1 4,6
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Suspension technical data artik 3 race MATERIAL CODE DC DC 



8000 A-8000 A-8000 A-8000 A-8000 A-8000 TNL



STRENGTH CODE 040 060 045 060 080 135 200 240 280 DIAMETER m/m ø 0,5 0,6 0,5 0,6 0,8 1,1 1,3 1,6 1,8 CORE MATERIAL DYNEEMA DYNEEMA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA TECHNORA SLEEVE MATERIAL NO NO NO NO NO NO NO NO Polyester WEIGHT G/M TOTAL 0,19 0,24 0,3 0,4 0,6 0,9 1,4 1,6 2,7 BREAKING STRENGTH MINIMUM 40 60 50 65 90 135 230 300 280 



MAXIMUM 48 84 60 80 100 150 250 340 320



STRENGTH AFTER 5.000 BENDING TEST EN 33 74 27 40 58 84 142 185 134,7 CYCLES ELONGATION AT 



5 daN en % 



0,5 



0,3 



0,4 



0,4 



0,6 



0,3 



0,2







10 daN en % 



0,43 1 0,6 0,7 0,6 0,8 0,4 0,3







15 daN en % 



1,4 0,9 0,9 0,8 0,9 0,5 0,4







20 daN en % 



1,8 1,2 1,2 0,9 1,1 0,6 0,4







25 daN en % 



2,2 1,5 1,4 1,1 1,2 0,7 0,5







30 daN en % 







75 daN en % 







100 daN en % 4,1 3,4 3 2,1 1,7







125 daN en % 2







150 daN en % 3,8 2,8 2,3







175 daN en % 2,7







200 daN en % 4,5 3,4 2,8







250 daN en % 



1,2 3,9 2,7 2,6 2 



1,2 0,9



3,8 3,6 2,8 2,4 1,6 1,3



Elongation max. breaking strength % 2,2 3,2 3,9 3,9 4,1 4,5 4,8 5,1 4,1
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Maillon & Pulley technical data



Thread technical data



DESCRIPTION 



SAIL MAKING 







NAME SERAFIL



MAILLON DELTA 



CODE 



MRdi03.0 s10 



Nº OF REFERENCE 60



MATERIAL STAINLESS STEEL 



MATERIAL POLYESTER







SIZE 



3 m/m 



TYPE OF FINISH SILK







WEIGHT 



5 G/PIECE 



LINEAR DENSITY NM 61 / 3 (DTEX 163 * 3)







BREAKING STRENGTH 3,000 CN



TECHNICAL SPECIFICATIONS 



ELONGATION 17 % 



DIMENSIONS m/m



PROPIETIES SERAFIL 



L.T. 18



SOLIDITY ARTIFICIAL LIGTH ISO 105 B02 > 5 - 6



L.I. 12



SOLIDITY SWEAT ISO 105 E04 > 4



H.T. 29



SOLIDITY WASHING ISO 105 C04 > 3



H.I. 23



SOLIDITY GRAZE IN DRY ISO 105 X12 > 4



O 4



SOLIDITY WASHING IN DRY ISO 105 D01 > 3 - 4



E 9







T 4



TREATMENT WATER REPELLENT WR



LOAD KG







WORKING LIMIT 110



RISERS MAKING 



BREAKING 550



NAME COATS BONDED C.F.P.







Nº OF REFERENCE V138



SYSTEMATIC CONTROL OF MAILLON QUICK-LINKS BEFORE EVERY FLIGHT 



MATERIAL POLYESTER TYPE OF FINISH SILK



DESCRIPTION 



BREAKING STRENGTH 9,5 KG



pulley micro 



ELONGATION 19 %



CODE 



224 



MATERIAL STAINLESS STEEL bearing 



delrin® 







14 G/PIECE 



WEIGHT 



TECHNICAL SPECIFICATIONS DIMENSIONS m/m L.T. 22 L.I. 34 H.T. 38 H.I. ø 6 max. LOAD KG WORKING LIMIT 91 BREAKING 554



14



Risers technical data RISERS Nº OF REFERENCE 



3455



MATERIAL 



Polyester & Technora



WIDTH 



12 M/M



THICKNESS 



0,9 M/M



BREAKING STRENGTH 



1,078 DAN



ELONGATION 



MAX. 11 %



WEIGTH 



9,1 G* L.M.



COLOR 



BLACK 



COLOR INDICATOR Nº OF REFERENCE IC-G 1-2 MATERIAL 



POLYESTER



WIDTH 



70 M/M



THICKNESS 



0,80 M/M



BREAKING STRENGTH 



130 DN



ELONGATION 



35 %



WEIGTH 



32 G * L.M.



COLOR 



GREEN



LOOPS Nº OF REFERENCE LKI - 10 MATERIAL NYLON



15



WIDTH 



10 M/M



BREAKING STRENGTH 



84 KG



ELONGATION 



30 %



WEIGTH 



5,5 G/M



COLOR 



WHITE



Bisgràfic



The importance of small details niviuk.com
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technical specifications takoo 3 - Para2000 

11,86. ASPECT RATIO. 4. 4. FLATTENING. %. 15. 15. CORD. MAXIMUM. 3,33. 3,44. MINIMUM. 0,68. 0,7. AVERAGE. 2,68. 2,77. LINES. TOTAL METERS. M.
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technical specifications - Para2000 

test dHv daN. 85. 36. 76 ... surFaCe. TECHnICAL SpECIFICATIonS CoLoR deep blue. reF. 354 uv 5-6. greeN. reF. ... CLoSInG AppLIED BY MAnUAL & EnTIRE SCREwInG oF THE nUT To GUARAnTEE THE HIGHEST SAFETY (no. THREAD ...
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TECHNICAL SPECIFICATIONS kOugAr - Para2000 

m. 11,75. 12,37. 12,96. asPect ratiO. 6. 6. 6. PrOJected area m2. 19,6. 21,74. 23,87 ... 86. = 3,74. 101 = 3,96. 116 = 4,00. 87. = 3,78. 102 = 4,00. 117 = 4,03. 88. =.
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technical specifications - Para2000 

TOP COLOR. REF: 939. 2. DRAGON RED. HORN. REF: 636. 3. WHITE. SHADOW. REF: 001. 4. GOLD. BOTTOM COLOR. REF: 939. PACIFIC. 1. DEEP BLUE.
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technical specifications - Para2000 

111 = 3,76. 67. = 2,91. 82. = 3,28. 97. = 3,59. 112 = 3,80. 68. = 2,96. 83. = 3,32 .... stb. tNl-080-red. 406. 4 d1. tNl-220-blu. 323. 4 br1. tNl-220-red. 285. poiNt at:.
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technical specifications r-bus - Para2000 

STRENGTH AFTER. 5.000 BENDING CYCLES. TEST EN. 135. 191. 36,7. 76,1. 114,2 ... CLOSING APPLIED BY MANUAL & ENTIRE SCREWING OF THE NUT TO GUARANTEE THE HIGHEST SAFETY. (NO THREAD ... ISO 105 B02 > 5 - 6.
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technical specifications icepeak 6 - Para2000 

M. 12,4. 12,6. 13. 13,39. ASPECT RATIO. 6,9. 6,9. 6,9. 6,9. PROJECTED .... 86. = 3,74. 96. = 3,92. 106 = 4,08. 72. = 3,43. 87. = 3,78. 97. = 3,96. 107 = 4,12. 73.
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technical specifications klimber p - Para2000 

m. 1,8. 1,9. LINES. TOTAL METERS m. 235,4. 246,1. HEIGHT m. 7,56. 7,9 .... 86. = 3,82. 102. = 4,43. 87. = 3,87. 104. = 4,52. 88. = 3,91. 106. = 4,61. 89. = 3,96.
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user's manual artik 3 - Para2000 

improve the comfort and efficiency of the speed system. No more ... process from olivier's computer to the cutting of the fabric. ... We economize on resources while making the quality control more .... results published by the Certification Test lab
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user's manual artik 3 - Para2000 

informs you about your glider, it does not offer the instruction requirements necessary for you to .... fabrics used in the construction of the ArTk 3 have been carefully selected for ... Any changes made to these specifications may affect the wing's
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technical specifications n-gravity 3 - Niviuk 

LINES. TOTAL METERS. M. 292. 302. 311. 319. HEIGHT. M. 6,9. 7,11. 7,31 ... 6,00. 55. = 3,44. 75. = 4,41. 95. = 5,28. 115. = 6,05. 56. = 3,50. 76. = 4,47. 96. =.
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Manual Artik 4.indd - Para2000 

Niviuk Gliders & Air GAmes sl C/ del Ter 6, NAve d 17165 lA CellerA de Ter - GiroNA - ..... slide the line through the brake link to the desired length, and strongly.
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Technical specifications 2010 

74kw / 100 HP. 74kw / 100 HP. WeighTS anD ... single key for all body doors and traps. â€“ Euratex mattress. â€“ extra wide ...... Spare wheel. O. O. O. caBin. 3680.










 


[image: alt]





technical specifications roller - Niviuk 

WHT. 1.283 b2. DC. 60. WHT. 1.269 c2. DC. 60. WHT. 1.003 d2. DC. 60. WHT. 1.042 br2. DC. 60. WHT. 731 a3. DC. 60. WHT. 1.263 b3. DC. 60. WHT. 1.251 c3.
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Artik 3 21 Eng. - Niviuk 

Flight test report: PG_0614.2012 / page 1 of 3. 1. Inflation/Take-off. C. Rising behaviour. Overshoots, shall be slowed down to avoid a front collapse. C Smooth ...
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technical specifications peak 4 - Niviuk 

8000/U-070. 215 b2. 8000/U-070. 180 c2. 8000/U-070. 443 d2. 8000/U-070. 618 br2. DC-040. 1.563 a3. 8000/U-070. 212 b3. 8000/U-070. 178 c3. 8000/U-070.
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Artik 3 25 Eng. - Niviuk 

Flight test report: PG_0463.2011 / page 1 of 3. 1. Inflation/Take-off. A. Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising. A.
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Artik 3 27 Eng. - Niviuk 

Place of test. Villeneuve. Glider model. Artik 3 27. Classification. C. Trimmer no ... Smooth, easy and constant rising A Smooth, easy and constant rising. A.
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chapter 3 electrical specifications 

processor independent as the most popular 8, 16, 32-bit processors are available .... pF max. Recommended devices: 74LS64X-1 or equivalent transceivers.
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Artik 3 21 Race Eng. - Niviuk 

Flight test report: PG_0517.2012 / page 1 of 3. 1. Inflation/Take-off. C. Rising behaviour. Overshoots, shall be slowed down to avoid a front collapse. C Smooth ...
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Technical Specifications Quality Family Comfort Safety Energy 

The new ETAP 32s is the ideal choice for many discerning sailing enthusiasts. Its tall 190 cm headroom at the companionway and the panoramic window ...
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Technical Specifications Quality Family Comfort Safety Energy 

Technical Specifications www.etapyachting.com. Quality. Family Comfort. Safety. Energy Efficiency. Our values, our strength. 11,26 m. 9,90 m. 3,85 m. 1,35 / 1,95 ...
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WK lamps & lighting Specifications and technical descriptions 

Apr 15, 2008 - Exterior bulbs. Bulb. Description. Qty. Bulb P/N / Jeep P/N. Volts Amps Watts. Back-up (2005-. 2006). 2. 3157 or. 3157K. (K= long life). 12.8-. 14.
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arcus 3 - Para2000 

Aug 25, 2004 - Use of this paraglider is solely at the USER'S OWN RISK. THE CERTIFICATION AND THE. WARRANTY SHALL BE RENDERED INVALID if ...
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