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TECHNICAL SPECIFICATIONS TAKOO 3



TECHNICAL DATA 39



42



NUMBER



54



54



CLOSED



6



6



TAKOO 3 CELLS



BOX FLAT



29



29



AREA



M2



39



41,5



SPAN



M



14,51



14,97



5,4



5,4



33,03



35,15



11,5



11,86



4



4



15



15



MAXIMUM



3,33



3,44



MINIMUM



0,68



0,7



AVERAGE



2,68



2,77



ASPECT RATIO PROJECTED



AREA



M2



SPAN ASPECT RATIO %



FLATTENING CORD



LINES



RISERS



TOTAL METERS



M



366



376



HEIGHT



M



8,63



8,91



NUMBER



250



250



MAIN



3/3/3/2



3/3/3/2



NUMBER



4



A/B/C/D



A/B/C/D



TRIMS



m/m



125



125



ACCELERATOR EAR LOCK SYSTEM



2



NO



NO



YES



YES



YES



TOTAL WEIGHT



MINIMUM



KG



110



130



IN FLIGHT



MAXIMUM



KG



190



220



GLIDER WEIGHT



KG



7,3



7,7



CERTIFICATION



EN



B



B



MATERIALS TECHNICAL DATA



3



CANOPY



FABRIC CODE



SUPPLIER



UPPER SURFACE



SKYTEX 38 9017 E25



PORCHER IND (FRANCE)



BOTTOM SURFACE



SKYTEX 32 70032 E17+



PORCHER IND (FRANCE)



PROFILES



SKYTEX 40 9017 E29



PORCHER IND (FRANCE)



DIAGONALS



SKYTEX 40 9017 E30



PORCHER IND (FRANCE)



LOOPS



LKI - 10



KOLON IND. (KOREA)



REIFORCEMENT LOOPS



W-420



D-P (GERMANY)



TRAILING EDGE REIFORCEMENT



MYLAR



D-P (GERMANY)



RIBS REIFORCEMNET



W-420



D-P (GERMANY)



THREAD



SERAFIL 60



AMAN (GERMANY)



SUSPENSION LINES



FABRIC CODE



SUPPLIER



UPPER CASCADES



PPSL - 120



LIROS GMHB (GERMANY)



MIDDLE CASCADES



PPSL - 120



LIROS GMHB (GERMANY)



MIDDLE CASCADES



TNL - 080



TEIJIM LIMITED (JAPAN)



MIDDLE CASCADES



TNL - 140



TEIJIM LIMITED (JAPAN)



MIDDLE CASCADES



TNL - 220



TEIJIM LIMITED (JAPAN)



MAIN



TNL - 140



TEIJIM LIMITED (JAPAN)



MAIN



TNL - 220



TEIJIM LIMITED (JAPAN)



MAIN



TNL - 280



TEIJIM LIMITED (JAPAN)



MAIN



TNL - 400



TEIJIM LIMITED (JAPAN)



MAIN BREAK



TNL - 400



TEIJIM LIMITED (JAPAN)



THREAD



SERAFIL 60



AMAN (GERMANY)



RISERS



FABRIC CODE



SUPPLIER



MATERIAL



G-R 22



TECNI SANGLES (FRANCE)



COLOR INDICATOR



PAD



TECNI SANGLES (FRANCE)



THREAD



V138



COATS (ENGLAND)



MAILLONS



MRI4



ANSUNG PRECISION (KOREA)



PULLEYS



PY - 1304



ANSUNG PRECISION (KOREA)



SUSPENSION PLAN



SUSPENSION PLAN



4



RISERS PLAN



5



COLORS TECHNICAL DATA HARLEQUIN



MONARCA



KAIPI



LAVANDE



6



1



DRAGON RED



MAIN TOP



REF:



636



1



RUBI



MAIN TOP



REF:



NK259



2



GOLD



HORNS



REF:



939



2



LIMA



HORNS



REF:



NK375



2



BLACK



HORNS



REF:



102



3



WHITE



SHADOW



REF:



001



3



WHITE



PRINCIPAL SHADOW



REF:



001



4



WHITE



MAIN BOTTOM



REF:



001



4



DRAGON RED



MAIN BOTTOM



REF:



636



5



ROYAL BLUE



VOLUME SHADOW



REF:



317



5



BLACK



VOLUME SHADOW



REF:



102



5



GOLD



VOLUME SHADOW



REF:



939



1



ORANGE



MAIN TOP



REF:



744



2



GOLD



HORNS



REF:



939



3



BLACK



SHADOW



REF:



102



4



ORANGE



MAIN BOTTOM



REF:



744



5



WHITE



VOLUME SHADOW



REF:



001



1



LIMA



MAIN TOP



REF:



NK375



2



RUBI



HORNS



REF:



NK259



3



WHITE



SHADOW



REF:



001



4



WHITE



MAIN BOTTOM



REF:



001



5



ROYAL BLUE



VOLUME SHADOW



REF:



317



1



RUBI



MAIN TOP



REF:



NK259



2



LIMA



HORNS



REF:



NK375



3



WHITE



SHADOW



REF:



001



4



WHITE



MAIN BOTTOM



REF:



001



5



ROYAL BLUE



VOLUME SHADOW



REF:



317



LAVANDE



WING LOAD TECHNICAL DATA TAKOO 3



39



42



P.T.V.



7



KG/M2



P.T.V.



KG/M2



110



=



2,82



130



=



3,13



115



=



2,95



135



=



3,25



120



=



3,08



140



=



3,37



125



=



3,21



145



=



3,49



130



=



3,33



150



=



3,61



135



=



3,46



155



=



3,73



140



=



3,59



160



=



3,86



145



=



3,72



165



=



3,98



150



=



3,85



170



=



4,10



155



=



3,97



175



=



4,22



160



=



4,10



180



=



4,34



165



=



4,23



185



=



4,46



170



=



4,36



190



=



4,58



175



=



4,49



195



=



4,70



180



=



4,62



200



=



4,82



185



=



4,74



205



=



4,94



190



=



4,87



210



=



5,06



215



=



5,18



220



=



5,30



LINES TECHNICAL DATA



TAKOO 3 A ref.



mat.



a1



PPSL



a2 a3



39 kg



colour



B



C



m/m



ref.



mat.



kg



120 Green



605



b1



PPSL



120



PPSL



120 Green



540



b2



PPSL



PPSL



120 Green



560



b3



PPSL



a4



PPSL



120 Green



583



b4



a5



PPSL



120 Green



562



a6



PPSL



120 Green



a7



PPSL



a8 a9



colour



D



m/m



ref.



mat.



kg



Blue



597



c1



PPSL



120



Blue



532



c2



120



Blue



550



c3



PPSL



120



Blue



577



b5



PPSL



120



Blue



524



b6



PPSL



120



120 Green



507



b7



PPSL



PPSL



120 Green



525



b8



PPSL



120 Green



1.148



b9



a10 PPSL



120 Green



a11 PPSL



BRAKE



colour



m/m



ref.



mat.



120



Blue



505



d1



PPSL



120



Blue



420



PPSL



120



Blue



443



c4



PPSL



120



Blue



552



c5



PPSL



120



Blue



517



c6



PPSL



120



Blue



494



c7



PPSL



120



Blue



521



PPSL



120



Blue



1.045



1.022



b10 PPSL



120



Blue



120 Green



1.905



b11 PPSL



120



a12 PPSL



120 Green



1.803



b12 PPSL



a13 PPSL



120 Green



1.773



a14 PPSL



120 Red



817



a15 PPSL



120 Red



717



kg



colour



m/m



ref.



mat.



PPSL 120



Blue



658



br1



PPSL 120 Red



kg



colour



2.051



m/m



d2



PPSL 120



Blue



556



br2



PPSL 120 Red



1.704



d3



PPSL 120



Blue



584



br3



PPSL 120 Red



1.581



488



d4



PPSL 120



Blue



647



br4



PPSL 120 Red



1.079



Blue



472



d5



PPSL 120



Blue



616



br5



PPSL 120 Red



950



120



Blue



389



d6



PPSL 120



Blue



518



br6



PPSL 120 Red



923



PPSL



120



Blue



416



d7



PPSL 120



Blue



552



br7



PPSL 120 Red



964



c8



PPSL



120



Blue



428



d8



PPSL 120



Blue



572



br8



PPSL 120 Red



802



c9



PPSL



120



Blue



882



d9



PPSL 120



Blue



1.026



br9



PPSL 120 Red



687



933



c10 PPSL



120



Blue



827



d10 PPSL 120



Blue



944



br10



PPSL 120 Red



738



Blue



1.801



c11 PPSL



120



Blue



1.044



d11 PPSL 120



Blue



962



br11



PPSL 120 Red



623



120



Blue



1.717



c12 PPSL



120



Blue



1.039



d12 PPSL 120



Blue



956



b13 PPSL



120



Blue



1.697



c13 PPSL



120



Blue



1.152



d13 PPSL 120



Blue



1.083



b14 PPSL



120



red



778



c14 PPSL



120



Red



686



d14 PPSL 120



Red



756



b15 PPSL



120



Red



741



c15 PPSL



120



Red



622



d15 PPSL 120



Red



720



2A1 TNL



220 Green



1.887



2B1 TNL



220



Blue



1.774



2C1 TNL



140



Blue



1.330 2D1 TNL 140



Blue



958



2BR1 PPSL 120 Red



2A2 TNL



220 Green



1.837



2B2 TNL



220



Blue



1.729



2C2 TNL



140



Blue



1.279 2D2 TNL 140



Blue



897



2BR2 PPSL 120 Red



1.141



2A3 TNL



220 Green



1.783



2B3 TNL



220



Blue



1.655



2C3 TNL



140



Blue



1.277 2D3 TNL



80



Blue



1.021



2BR3 PPSL 120 Red



1.115



2A4 TNL



220 Green



1.774



2B4 TNL



220



Blue



1.664



2C4 TNL



140



Blue



1.163 2D4 TNL



80



Blue



899



2BR4 PPSL 120 Red



891



2A5 TNL



140 Green



1.962



2B5 TNL



140



Blue



1.837



2C5 TNL



140



Blue



1.246 2D5 TNL



80



Blue



961



2BR5 PPSL 120 Red



801



2A6 TNL



140 Green



948



2B6 TNL



140



Blue



851



2C6 TNL



140



Blue



1.011 2D6 TNL



80



Blue



928



2A7 PPSL



120 Red



1.270



PPSL 120



Red



1.399



2C7



3A1 TNL



400 Green



5.806



3B1 TNL



400



Blue



5.797



3C1 TNL



280



Blue



6.368 3D1 TNL 280



Blue



6.727



3BRI



3A2 TNL



400 Green



5.842



3B2 TNL



400



Blue



5.870



3C2 TNL



220



Blue



2.328 3D2 TNL 140



Blue



2.500



3BRII PPSL 120 Red



PPSL 120 Red



3A3 TNL



280 Green



4.931



3B3 TNL



280



Blue



5.097



3C3 TNL



220



Blue



1.716 3D3 TNL 140



Blue



1.896 brmain TNL



4C1 TNL



400



Blue



4.165 4D1 TNL 280



Blue



4.231



stb TNL



140



Red



5.249



400 Red



Point a :



4.003



3.247 3.420 3.270 3.070



LINES TECHNICAL DATA TAKOO 3



42



A



9



B



ref.



mat.



a1



PPSL



a2 a3



kg



colour



C



m/m



ref.



mat.



kg



120 Green



624



b1



PPSL



120



PPSL



120 Green



558



b2



PPSL



PPSL



120 Green



578



b3



PPSL



a4



PPSL



120 Green



601



b4



a5



PPSL



120 Green



580



a6



PPSL



120 Green



a7



PPSL



a8 a9



colour



D



m/m



ref.



mat.



kg



Blue



616



c1



PPSL



120



Blue



549



c2



120



Blue



567



c3



PPSL



120



Blue



595



b5



PPSL



120



Blue



541



b6



PPSL



120



120 Green



523



b7



PPSL



PPSL



120 Green



542



b8



PPSL



120 Green



1.184



b9



a10 PPSL



120 Green



a11 PPSL



BRAKE



colour



m/m



ref.



mat.



120



Blue



521



d1



PPSL



120



Blue



434



PPSL



120



Blue



457



c4



PPSL



120



Blue



570



c5



PPSL



120



Blue



533



c6



PPSL



120



Blue



510



c7



PPSL



120



Blue



537



PPSL



120



Blue



1.078



1.055



b10 PPSL



120



Blue



120 Green



1.965



b11 PPSL



120



a12 PPSL



120 Green



1.860



b12 PPSL



a13 PPSL



120 Green



1.829



a14 PPSL



120 Red



843



a15 PPSL



120 Red



740



kg



colour



m/m



ref.



mat.



PPSL 120



Blue



678



br1



PPSL 120 Red



kg



colour



2.114



m/m



d2



PPSL 120



Blue



575



br2



PPSL 120 Red



1.760



d3



PPSL 120



Blue



602



br3



PPSL 120 Red



1.636



503



d4



PPSL 120



Blue



667



br4



PPSL 120 Red



1.113



Blue



487



d5



PPSL 120



Blue



635



br5



PPSL 120 Red



982



120



Blue



401



d6



PPSL 120



Blue



535



br6



PPSL 120 Red



950



PPSL



120



Blue



429



d7



PPSL 120



Blue



569



br7



PPSL 120 Red



995



c8



PPSL



120



Blue



442



d8



PPSL 120



Blue



590



br8



PPSL 120 Red



827



c9



PPSL



120



Blue



910



d9



PPSL 120



Blue



1.058



br9



PPSL 120 Red



711



963



c10 PPSL



120



Blue



853



d10 PPSL 120



Blue



974



br10



PPSL 120 Red



758



Blue



1.858



c11 PPSL



120



Blue



1.077



d11 PPSL 120



Blue



993



br11



PPSL 120 Red



643



120



Blue



1.771



c12 PPSL



120



Blue



1.072



d12 PPSL 120



Blue



986



b13 PPSL



120



Blue



1.751



c13 PPSL



120



Blue



1.189



d13 PPSL 120



Blue



1.118



b14 PPSL



120



red



802



c14 PPSL



120



Red



708



d14 PPSL 120



Red



780



b15 PPSL



120



Red



764



c15 PPSL



120



Red



642



d15 PPSL 120



Red



743



2A1 TNL



220 Green



1.946



2B1 TNL



220



Blue



1.829



2C1 TNL



140



Blue



1.371 2D1 TNL 140



Blue



987



2BR1 PPSL 120 Red



4.118



2A2 TNL



220 Green



1.896



2B2 TNL



220



Blue



1.785



2C2 TNL



140



Blue



1.320 2D2 TNL 140



Blue



926



2BR2 PPSL 120 Red



1.174



2A3 TNL



220 Green



1.839



2B3 TNL



220



Blue



1.707



2C3 TNL



140



Blue



1.317 2D3 TNL



80



Blue



1.053



2BR3 PPSL 120 Red



1.155



2A4 TNL



220 Green



1.831



2B4 TNL



220



Blue



1.717



2C4 TNL



140



Blue



1.200 2D4 TNL



80



Blue



928



2BR4 PPSL 120 Red



917



2A5 TNL



140 Green



2.024



2B5 TNL



140



Blue



1.895



2C5 TNL



140



Blue



1.285 2D5 TNL



80



Blue



991



2BR5 PPSL 120 Red



831



2A6 TNL



140 Green



979



2B6 TNL



140



Blue



879



2C6 TNL



140



Blue



1.043 2D6 TNL



80



Blue



958



2A7 PPSL



120 Red



1.310



PPSL 120



Red



1.443



6.002



2C7



3A1 TNL



400 Green



3B1 TNL



400



Blue



5.992



3C1 TNL



280



Blue



6.582 3D1 TNL 280



Blue



6.953



3BRI



PPSL 120 Red



3.353



3A2 TNL



400 Green 6042



3B2 TNL



400



Blue



6.071



3C2 TNL



220



Blue



2.401 3D2 TNL 140



Blue



2.578



3BRII PPSL 120 Red



3.544



3A3 TNL



280 Green 5104



3B3 TNL



280



Blue



5.275



3C3 TNL



220



Blue



1.771 3D3 TNL 140



Blue



1.957 brmain TNL



4C1 TNL



400



Blue



4.313 4D1 TNL 280



Blue



4.380



stb TNL



140



Red



5.432



400 Red



Point a :



3.502 3.205



NIVIUK TAKOO 3 39



NIVIUK TAKOO 3 42 LINES HEIGHT m/m



LINES HEIGHT m/m



A



B



C



D



A



br



B



D



br



1



8.283



8.153



8.188



8.327



9.109



1



8.556



8.422



8.459



8.599



9.374



2



8.219



8.088



8.104



8.226



8.762



2



8.491



8.355



8.372



8.495



9.020



3



8.189



8.061



8.075



8.193



8.639



3



8.460



8.329



8.343



8.462



8.895



8.522



4



8.484



8.357



8.390



8.526



8.782



8.393



5



8.446



8.332



8.500



8.627



8.651



8.340



6



8.406



8.296



8.414



8.526



8.600



4 5 6



8.211 8.172 8.134



8.088 8.063 8.027



8.120 8.225 8.141



8.255 8.350 8.253



7



8.108



8.013



8.054



8.165



8.381



7



8.380



8.283



8.325



8.437



8.645



8



8.126



8.040



8.066



8.185



8.168



8



8.399



8.310



8.337



8.458



8.430



9



8.026



7.964



7.989



8.093



8.053



9



8.297



8.233



8.259



8.366



8.313



10



7.900



7.852



7.934



8.012



8.014



10



8.168



8.117



8.203



8.282



8.274



11



7.769



7.734



7.911



7.996



7.899



11



8.033



7.996



8.180



8.268



8.159



12



7.667



7.650



7.906



7.989



12



7.928



7.910



8.174



8.261



13



7.637



7.630



8.019



8.116



13



7.897



7.890



8.292



8.393



14



7.320



7.281



7.319



7.389



14



7.570



7.529



7.569



7.640



15



7.467



7.492



7.502



7.603



15



7220



7244



7255



7353



RISERS LENGHT m/m



10



C



RISERS LENGHT m/m



A



B



C



D



380



380



380



380



380



410



440



0



30



60



A



B



C



D



STANDARD



380



380



380



380



STANDARD



505



TRIMMER OPENED



380



410



440



505



TRIMMER OPENED



125



TRAVEL



0



30



60



125



TRAVEL



SUSPENSION TECHNICAL DATA TAKOO 3 MATERIAL CODE STRENGTH CODE COLOR CODE



PPSL



TNL



TNL



TNL



TNL



TNL



120



080



140



220



280



400



GREEN BLUE RED



DIAMETER m/m



1,15



1,1



1,4



1,6



1,8



2,3



CORE MATERIAL



Dyneema



Technora



Technora



Technora



Technora



Technora



SLEEVE MATERIAL



Polyester



Polyester



Polyester



Polyester



Polyester



Polyester



1



1,1



1,2



2,35



2,7



4



CORE



0,45



0,76



1,22



1,55



2,23



SLEEVE



0,65



1,2



1,13



1,15



1,77



WEIGHT G/M



BREAKING STRENGTH



ø



TOTAL



MINIMUM



120



80



140



220



280



460



MAXIMUM



159



92



160



250



320



470



TEST EN



135



36,7



76,1



114,2



134,7



160,1



0,3



0,2



0,2



0,2



0,05



STRENGTH AFTER 5.000 BENDING CYCLES ELONGATION AT



5 daN en % 10 daN en %



0,5



0,3



0,3



0,3



0,1



15 daN en %



0,7



0,5



0,5



0,4



0,2



20 daN en %



1



0,6



0,6



0,4



0,2



25 daN en %



1,3



0,8



0,7



0,5



0,3



2,3



1,5



1,2



0,9



0,6



2,8



30 daN en %



0,2



0,6



2,3



1,8



1,3



0,8



100 daN en %



75 daN en %



2,7



2,2



1,7



1,1



125 daN en %



3,2



2,7



2



1,4



150 daN en %



3



2,3



1,7



175 daN en %



3,3



2,7



2



200 daN en %



3,8



2,8



2,2



4



4,1



4,6



Elongation max. breaking strength %
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2



3



3,4



MAILLON & PULLEY TECHNICAL DATA



THREAD TECHNICAL DATA SAIL MAKING



DESCRIPTION MAILLON



DELTA



NAME



SERAFIL



CODE



AS-4,3 / 20



MATERIAL



STAINLESS STEEL



Nº OF REFERENCE MATERIAL



60 POLYESTER



SIZE



4,3 m/m



TYPE OF FINISH



SILK



WEIGHT



12 G/PIECE



LINEAR DENSITY



NM 61 / 3 (DTEX 163 * 3)



BREAKING STRENGTH



3,000 CN



ELONGATION



17,00%



TECHNICAL SPECIFICATIONS DIMENSIONS



m/m



PROPIETIES SERAFIL



L.T.



28



SOLIDITY ARTIFICIAL LIGTH



ISO 105 B02 > 5 - 6



L.I.



20



SOLIDITY SWEAT



ISO 105 E04 > 4



H.T.



38



SOLIDITY WASHING



ISO 105 C04 > 3



H.I.



30



SOLIDITY GRAZE IN DRY



ISO 105 X12 > 4



O



4



SOLIDITY WASHING IN DRY



ISO 105 D01 > 3 - 4



E



11



TREATMENT WATER REPELLENT



WR



T



4



LOAD



KG



RISERS MAKING



WORKING LIMIT



150



NAME



COATS BONDED C.F.P.



BREAKING



750



Nº OF REFERENCE MATERIAL



V138



TYPE OF FINISH



SILK



BREAKING STRENGTH



9,5 KG



ELONGATION



19%



MATERIAL AISI 304 STAINLESS STEEL



POLYESTER



STANDARD



CLOSING APPLIED BY MANUAL & ENTIRE SCREWING OF THE NUT



RISERS TECHNICAL DATA



TO GUARANTEE THE HIGHEST SAFETY (NO THREAD SHOULD BE OBVIOUS) LOOPS



SYSTEMATIC CONTROL OF MAILLON QUICK-LINKS BEFORE EVERY FLIGHT



12



Nº OF REFERENCE



LKI - 10



MATERIAL



NYLON



WIDTH



10 M/M



BREAKING STRENGTH



84 KG



ELONGATION



30 %



WEIGTH



5,5 G/M



COLOR



WHITE



The importance of small details niviuk.com
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TECHNICAL SPECIFICATIONS ArTIk 3 - Para2000 

arTik 3. 25. 27. cellS. nUMBer. 62. 62. clOSed. 8. 8. BOX. 21. 21. FlaT area. M2. 24,5. 26,5. SPan. M. 12,02. 12,5. aSPecT raTiO. 5,9. 5,9. PrOJecTed area. M2.
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technical specifications - Para2000 

test dHv daN. 85. 36. 76 ... surFaCe. TECHnICAL SpECIFICATIonS CoLoR deep blue. reF. 354 uv 5-6. greeN. reF. ... CLoSInG AppLIED BY MAnUAL & EnTIRE SCREwInG oF THE nUT To GUARAnTEE THE HIGHEST SAFETY (no. THREAD ...










 


[image: alt]





TECHNICAL SPECIFICATIONS kOugAr - Para2000 

m. 11,75. 12,37. 12,96. asPect ratiO. 6. 6. 6. PrOJected area m2. 19,6. 21,74. 23,87 ... 86. = 3,74. 101 = 3,96. 116 = 4,00. 87. = 3,78. 102 = 4,00. 117 = 4,03. 88. =.
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technical specifications - Para2000 

TOP COLOR. REF: 939. 2. DRAGON RED. HORN. REF: 636. 3. WHITE. SHADOW. REF: 001. 4. GOLD. BOTTOM COLOR. REF: 939. PACIFIC. 1. DEEP BLUE.
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technical specifications - Para2000 

111 = 3,76. 67. = 2,91. 82. = 3,28. 97. = 3,59. 112 = 3,80. 68. = 2,96. 83. = 3,32 .... stb. tNl-080-red. 406. 4 d1. tNl-220-blu. 323. 4 br1. tNl-220-red. 285. poiNt at:.
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user's manual takoo 3 - Para2000 

the certification laboratory especially the test pilot comments (Point 25 on the flight test report). ... The TAKOO 3 is delivered to its owner together with a series of.
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user's manual takoo 3 - Para2000 

the certification laboratory especially the test pilot comments (Point 25 ... from Olivier's computer to the cutting of the fabric. ... processes while making the quality control more efficient. ... The range of the acceleration system starts at the 
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technical specifications r-bus - Para2000 

STRENGTH AFTER. 5.000 BENDING CYCLES. TEST EN. 135. 191. 36,7. 76,1. 114,2 ... CLOSING APPLIED BY MANUAL & ENTIRE SCREWING OF THE NUT TO GUARANTEE THE HIGHEST SAFETY. (NO THREAD ... ISO 105 B02 > 5 - 6.
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technical specifications icepeak 6 - Para2000 

M. 12,4. 12,6. 13. 13,39. ASPECT RATIO. 6,9. 6,9. 6,9. 6,9. PROJECTED .... 86. = 3,74. 96. = 3,92. 106 = 4,08. 72. = 3,43. 87. = 3,78. 97. = 3,96. 107 = 4,12. 73.
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technical specifications klimber p - Para2000 

m. 1,8. 1,9. LINES. TOTAL METERS m. 235,4. 246,1. HEIGHT m. 7,56. 7,9 .... 86. = 3,82. 102. = 4,43. 87. = 3,87. 104. = 4,52. 88. = 3,91. 106. = 4,61. 89. = 3,96.
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technical specifications n-gravity 3 - Niviuk 

LINES. TOTAL METERS. M. 292. 302. 311. 319. HEIGHT. M. 6,9. 7,11. 7,31 ... 6,00. 55. = 3,44. 75. = 4,41. 95. = 5,28. 115. = 6,05. 56. = 3,50. 76. = 4,47. 96. =.
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Technical specifications 2010 

74kw / 100 HP. 74kw / 100 HP. WeighTS anD ... single key for all body doors and traps. â€“ Euratex mattress. â€“ extra wide ...... Spare wheel. O. O. O. caBin. 3680.
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technical specifications roller - Niviuk 

WHT. 1.283 b2. DC. 60. WHT. 1.269 c2. DC. 60. WHT. 1.003 d2. DC. 60. WHT. 1.042 br2. DC. 60. WHT. 731 a3. DC. 60. WHT. 1.263 b3. DC. 60. WHT. 1.251 c3.
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pg 020.2006 21.02.2007 niviuk takoo 42 - Para2000 

Feb 21, 2007 - AIR TURQUOISE :Tel. 00-41 (0) 79 202 52 30. Tel 2. 00-41 (0) 78 694 65 66. Fax. 00-41 (0) 21 965 65 66 email [email protected] www.cen.
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technical specifications peak 4 - Niviuk 

8000/U-070. 215 b2. 8000/U-070. 180 c2. 8000/U-070. 443 d2. 8000/U-070. 618 br2. DC-040. 1.563 a3. 8000/U-070. 212 b3. 8000/U-070. 178 c3. 8000/U-070.
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chapter 3 electrical specifications 

processor independent as the most popular 8, 16, 32-bit processors are available .... pF max. Recommended devices: 74LS64X-1 or equivalent transceivers.
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takoo - Niviuk 

activities with the TAKOO, NIVIUK Gliders decided to present his tandem to the strict ... the used materials respond to our desire to improve what we established. The ... to deal with these fatigues, surely are the elements that indicate how much ...
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Jun 15, 2007 - Switzerland. Tel. 00-41 (0) 79 202 52 30. Tel 2. 00-41 (0) 78 694 65 66. Fax. 00-41 (0) 21 965 65 66 email [email protected] www.cen.li.
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Technical Specifications Quality Family Comfort Safety Energy 

The new ETAP 32s is the ideal choice for many discerning sailing enthusiasts. Its tall 190 cm headroom at the companionway and the panoramic window ...
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Technical Specifications Quality Family Comfort Safety Energy 

Technical Specifications www.etapyachting.com. Quality. Family Comfort. Safety. Energy Efficiency. Our values, our strength. 11,26 m. 9,90 m. 3,85 m. 1,35 / 1,95 ...
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WK lamps & lighting Specifications and technical descriptions 

Apr 15, 2008 - Exterior bulbs. Bulb. Description. Qty. Bulb P/N / Jeep P/N. Volts Amps Watts. Back-up (2005-. 2006). 2. 3157 or. 3157K. (K= long life). 12.8-. 14.
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arcus 3 - Para2000 

Aug 25, 2004 - Use of this paraglider is solely at the USER'S OWN RISK. THE CERTIFICATION AND THE. WARRANTY SHALL BE RENDERED INVALID if ...
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bi golden 3 - Para2000 

the BiGolden2, but we are very happy we can say we have been successful! ..... No matter what category of canopy you fly or what level of certification it has, ...
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DISCOVERY 3 bi - Para2000 

The manual also includes technical specifications and line plans. .... If soaked in salty water, rinse the glider thor- ... Do not attempt to self-repair the paraglid- er!
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