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TEMPO PACKING MANUAL

Pl 141-00. Tempo 150 PISA Part No. PO991-00. Tempo 170 PISA Part No. ... â€œCATEGORY 6: This parachute is limited to use by persons up to 115kg (254 Ib) ... 
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Breaking New Sky



TEMPO PACKING MANUAL Tempo Tempo Tempo Tempo Tempo



120 150 170 210 250



APPLIES TO: PISA Part No. PISA Part No. PISA Part No. PISA Part No. PISA Part No.



Pl 141-00 PO991-00 Pl 142-00 Pl 143-00 PO986-00



PARACHUTE INDUSTRIES OF SOUTHERN AFRICA (PTY) LTD. Factoty: 29 Duiker Road, Canelands, Natal, South Africa P.O. Box 1616, Verulam 4340, South Airica Telephone: (0322) 33 0333 Teler: 6-24458 Fax: (0322) 33 0262



1. TRAINING AND/OR EXPERIENCE ARE REQUIRED TO LOWER THE RISK OF SERIOUS INJURY OR DEATH. NEVER USE THIS EQUIPMENT UNLESS YOU HAVE READ AND UNDERSTAND THIS WARNING LABEL, AND ALSO UNLESS: A. YOU HAVE COMPLETED A “CONTROLLED PROGRAM OF INSTRUCTION” IN THE USE OF THIS EQUIPMENT -OR6. YOU HAVE READ AND UNDERSTAND ALL APPROPRIATE FLIGHT MANUALS & PACKING INSTRUCTIONS, AND HAVE COMPLETED AT LEAST 100 RAM AIR PARACHUTE JUMPS. THIS PARACHUTE IS APPROVED UNDER FAA TSO C-23c AND ALTHOUGH THE FAA REQUIRED PLACARD STATES: “CATEGORY 6: This parachute is limited to use by persons up to 115kg (254 Ib) fully equipped, and up to 150 knots”. 2. TO LOWER THE RISK OF DEATH, SERIOUS BODILY INJURY, CANOPY DAMAGE AND HARD OPENINGS NEVER EXCEED THE FOLLOWING LIMITATIONS: MAXIMUM DEPLOYMENT SPEED



130 KNOTS



MAXIMUM GROSS WEIGHT (JUMPER + CLOTHING + EQIJIPMENT) MODEL:



LBS. I



PART NUMBER: SERIAL NUMBER: DATE OF MANUFACTURE: 3. A. SPORT PARACHUTING IS A HAZARDOUS ACTIVITY THAT CAN RESULT IN INJURY OR DEATH. B. PARACHUTES SOMETIMES MALFUNCTION’EVEN WHEN THEY Al+E PROPERLY DESIGNED, BUILT, ASSEMBLED, PACKED, MAINTAINED AND USED. THE RESULTS OF SUCH MALFUNCTIONS ARE SOMETIMES SERIOUS INJURY OR DEATH. C. IF YOU USE YOUR PARACHUTE - OR IF YOU ALLOW SOMEONE ELSE TO USE IT - YOU ARE ACKNOWLEDGING SPORT PARACHUTING’S RISK AND ACCEPTING THE FACT THAT THE PARACHUTE OR ITS COMPONENTS MAY MALFUNCTION. D. IF YOU ARE NOT WILLING TO ACCEPT THE RISKS OF SPORT PARACHUTING, OR IF YOU AREN’T WILLING TO ACCEPT THE POSSIBILITY THAT YOUR PARACHUTE OR ITS COMPONENTS MAY MALFUNCTION AND PERHAPS CAUSE YOU TO BE INJURED OR KILLED, THEN YOU SHOULD RECONSIDER YOUR INVOLVEMENT IN SPORT PARACHUTING. MANUFACTURED UNDER FAA TSO C23c BY: PARACHUTE INDUSTRIES OF SOUTHERN AFRICA (PTY) LTD. Factoryz 29 Duiker Rd., Canetands, Netal, South Africa P.O. Box 1616, Verulam 4340, South Atrica Telephone (6322) 33 0333 Telex: 6-24458 Fax: (0322) 33 0262



REMOVAL OF THIS LABEL VOIDS THE T.S.O. AD44



COMXA TULA TIONS! You am the p~~ud owner of a TEMPO Reserve. This is one of PISA? nzliuble, high quality TSO’d skydiving products. We hope you get as much enjoyment fmm using this p&uct as we had in designing, monufatudng 0zd testing it. PISA invires



you to testfry monr of their relioble



produ&:-



FAA TSO C23c Cotegory “B” Approved NARO Hamess/Contoiner CONQUEST Zero Porvsity 9-Ce11 Main Canopies CLSE-D Fl11 9-CelI Main Conopies CR UISLITE Fl 11 7-Ce11 Main CCL (250) Fl11 7-Ce11 Accumcy Conopy Fixbee (280) Fl11 7-CelI Accumcy Conopy SW Oft Fl 11 ‘i-Ce11 Resente Swifr Plus Fl11 7-Ce11 Reserves SKIMASTER (280) 9-Gell Student Main Specialiy designed for your Students und appmved to FAA TSO C23c Category “3” - Our STUDENT NARO Hamess/Conrainer System



We look fonuanf to yourfavoumble custom.



Blue Skits and great Diva! ß-y



The “PBA” Team Ben van Buuren (Dinxror)



&---:



_. .,...‘.



i



(Operations)



Ned Luker (1Marketing)



Pete Barnard (Technical)



@l .



(Ptvduction)



CICDNoman Girbwood t” & 0)



A ngus McDonald



tQu@d Jill Bartels (Sales)



To make packing your “TEMPO” easier, prolong the life of the canopy and to prevent darnage during packing, please observe the following instructions.



1.



Pack where the wind cannot affect your “TEMPO”.



2.



DO not pack on concrete or asphalt. Pack your “TEMPO” on a dry lawn or on a packing mat, thereby minimising the wear on lines, links and fabric.



3.



Inspect your “TEMPO” Prior to packing. Look for any darnage, wear and tear. Ensure that the lines have no twists, tangles or turns.



SPECIFICATIONS SIZE AREA SPAN CHORD ASPECT VOLUME WEICHT MAX SUS WT 120 150 170 210 250



118 148 178 203 251



16.1 18.0 19.8 21.4 23.5



7.3 8.2 9.0 9.5 10.7



2.2 2.2 2.2 2.2 2.2



229 293 338 366 421



5 5.7 6.1 6.6 8



132 165 200 223 250



The TEMPO Range of Reserve canopies are a 7 cell design, incorporating O-3 CFM parachute fabric and Spectra/Microline Suspension line. All specifications are in the American System of measurement rather than the metric System. The TEMPO Range of Reserve parachutes are approved under the United States Department of Transport FAA TSO C-23c Category B.



P u



AIRCRAFT



U.S. Department of Transportation Federation Aviation Administration



CERTIFICATION



OFFICE



c/o American Embassy 27, Boulevard du Regent B-l 000 Brussels, Belgium



In reply refer to: SG/vk/Ol/12/ 125:93 January 12, 1993 Mr B.H. Cowan Department of Transport Forum Building Strubenstraat Private Bag X 193 Pretoria 000 1 South Africa Dear Mr Cowan, We accept the CAA South Africa certification of compliance contained in your letter dated December 7, 1992, Ref. 5441331, that te below mentioned parachutes & harnesses manufactured by PARACHUTE INDUSTRIES OF SOUTH AFRICA (Pty) Ltd., 452 5th St. Bramley, 2018 Wynberg Sandton, Transvaal, S. Africa, have beenexamined, tested and found to meet the Performance Standards of Federal Aviation Regulations (FAR) Part 21, Section 21, 305(b) and Technical Standard Order (TSO) C23c: PO99 1-00 TEMPO 150 Reserve Canopy PO986-00 TEMPO 250 Reserve Canopy



POl38-00 N A R O Harness/Container Assembly PO 172-00 STUDENT/ NA RO Harness/ Container Assembly



On the basis of the CAA certification, the designs of the above mentioned parachutes & harnesses are hereby granted FAA approval and may be identified in accordance with the provisions of FAR 21.617(c). Esch parachute exported for installation on United States registered civil aircraft must be accompanied by your Certificate of Airworthiness for Export to facilitate acceptance under FAR 2 I .SO2. The following technical data submitted with the request for TSO design approval are considered to have fulfilled the requirements for data of TSO C23c and are being retained in this Office: --- Operating Instructions, Equipment Limitations Inspection and Test Procedures -- Maintenance Procedures & Specifications - Test Report Sincerely.



Everett W. Pitman Manager, Aircraft Certification Office FAA-Brussels



AIRCRAFT



0 u U.S. Department of Transportation



CERTIFICATION



OFFICE



c/o American Embassy 27, Boulevard du Regent B-l 000 Brussels, Belgium



Federation Aviation Administration



In reply refer to: SG/vk/03/09/TSO



C23c



March 10. 1993 Mr B.H. Cowan Department of Transport Strubenstraat Private Bag X 193 Pretoria 000 1 Republic of South Africa Dear Mr Cowan, We accept the Department of Transportation (DOT) certification of compliance contained in your letter dated February 26, 1993. Ref. J15/3/ IO/ 1 /J44/331, that the below mentioned parachute assemblies manufactured by PARACHUTE INDUSTRIES OF SOUTHERN AFRICA, P.O. Box 391447, Bramley, 2018, South Africa have been examined, tested and found to meet the Performance Standards of Federal Aviation Regulations (FAR) Part 21, Section 21, 305(b) and Technical Standard Order (TSO) C23c: TE M PO 120 Reserve Canopy: TEMPO 170 Reserve Canopy:



PISA P/N Pl 141-00 PISA P/N PI 142-00



TEMPO 210 Reserve Canopy:



PISA P/N Pl 143-00



On the basis of the CAA certification, the designs of the above mentioned parachute assemblies are hereby granted FAA approval and may be identified in accordance with the provisions of FAR 21. 617(c). Esch parachute assembly exported for installation on United States registered civil aircraft must be accompanied by your Certificate of Airworthiness for Export to facilitate acceptance under FAR 21.502. The following technical data submitted with the request for TSO design approval are considered to have fulfilled the requirements for data of TSO C23c and are being retained in this Office: .- Operating Instructions, Equipment Limitations -~- Inspection and Test Procedures - Specifications, Maintenance Procedures --- Qualification Test Report Sincerely.



Everett W. Pittman Manager, Aircraft Certification Office FAA-Brussels
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ASSEMBLY INSTRUCTIONS THE TEMPO RESERVE MUST BE ASSEMBLED BY A QUALIFIED RIGGER. Before assembly, check the TEMPO RESERVE canopy, lines and links ensuring that the TEMPO RESERVE is compatible with the harness /Container and deployment System with which it is to be used. ASSEMBLY 1.



Lay the canopy and harness out and individually attach each connector link to its respective riser. Ensure proper line continuity and that the links are compatible with the risers.



2.



Check that the slider is correctly installed (tapes facing the canopy).



3.



Tighten the connector links. (DO not overtighten!).



4.



Clear the steering lines of any twists and route them through the appropriate slider grommets and guide rings on the rear risers. CAUTION: The steering lines must pass directly fro the trailing



edge of the canopy through the slider grommet and the guide ring, without passing under or through any Suspension lines. 5.



Attach the steering toggles at the trim marks on the steering lines. (Refer Harness/ Container Owners Manual).



. 6



Re-check the whole assembly for line continuity and direction of flight i.e. canopy facing forward.



7,



Carry out a thorough inspection before packing the reserve, especially if the reserve has been used.



.9- IT“‘ ‘>y‘.;.,& r



INSPECTION INSTRUCTIONS Prior to packing the TEMPO RESERVE, a thorough inspection must be made. Take note ;qf any worn, damaged, corroded or incorrectly rigged components,i$,which must be repaired or replaced before the reserve is packed for use. ” REPAIR,S M U S T B E M A D E E I T H E R B Y T H E MANUFACTURER OR BY A QUALIFIED RIGGER!



Important Points to note during the inspection are: 1 . Visually inspect the canopy for defects or darnage to the fabric, tapes and seams. Any holes or tears must be patched with an overlay or Standard sew-in patch. No ripstop tape patches are allowed. Any darnage which requires the replacement of an entire Panel or cell must be done by the manufacturer. 2. Check that all slider Stops are present, intact and secure. There are six slider Stops, one on each of the outer B, C and D line groups. 3. Check that all line attachment tapes are secure. (Bartack present). 4. Check Suspension and steering lines continuity and ensure that all connections and finger traps have been stitched. Lines that are worn or have broken Strands must be replaced. 5. lnspect the connector links for serviceability and check that they have been correctly tightened. 6. Check the slider for correct installation, the reinforcing tape must be facing the canopy. Inspect the inner surface of the grommets for nicks and sharp edges. Inspect the fabric for wear and tear. 7. Using the manufacturer’s manual as a guide, inspect the harness/container System into which theTEMP0 RESERVE is to be packed. Check all stitching for completion. Inspect



hardware for damageand corrosion (rust may be removed with a lightly oiled rag). 8.



Inspect the Pilot chute, bridle and deployment bag. Ensure that the bridle is securely fastened to both the Pilot chute and bag.



9. The ripcord cable must not be frayed. Inspect the pin and swages for security. 10. The canopy’s serial number, name of manufacturer and date of manufacture printed on the identification Panel, must be recorded on the packing data card. ATTACHING THE STEERING TOGGLES



1. Check your Harness/Container Owners Manual for the particular attachment method required.



PACKING INSTRUCTIONS THE TEMPO RESERVE MUST ONLY BE PACKED BY A QUALIFIED RIGGERIRESERVE PACKER. A.



LAYING THE CANOPY OUT



After assembling and inspecting the TEMPO and harness/container, lay the System out on a smooth, clean surface.



The Container must be facing up and the risers toward the canopy. The nose of the canopy should be facing the right with the canopy lying on its left side. The slider must be down against the connector links. 2.



Clear the steering lines to ensure that they are routed correctly and re-check the suspension lines continuity.



B. FLAKING THE CANOPY



1



Individually pull each of the top mid-seams away from the Container until the lines are taut, flaking the canopy from nose to tail. Clear each of the nose cells.



C. FOLDING THE CANOPY



1



Move the Aline group directly in line with the Container and fold the nose under the canopy.



2



Keeping the tension on the A line group, take the top midseams above the B line group and “S” fold the canopy to place the B line group on top of the A line group.



3,



Repeat the above procedure with the C line group and then again with the D line group. Remember to keep even line tension. All four Suspension line groups are now stacked one on top of the other leaving the steering lines free.



D. CLEARING THE STABILIZERS



1



Clear the stabilisers (3 on each side) pulling out the slack and ensuring that no lines are wrapped around them.



E. SETTING THE DEPLOYMENT BRAKES



Start with the left steering line group and follow the steering lines from the trailing edge of the canopy to the left rear riser Clearing it of any twists. Locate and thread the deployment brake loop through the left rear slider grommet and then through the steering line guide ring on the left rear riser. Lack the loop with the bar tacked end of the steering toggle. NOTE: Insert approximately 20mm of the toggle into the deployment brake loop. If the toggle is inserted too far, it will be difficult to release after deployment. Hand tack the bar tacked end of the steering toggle to the rear riser with a Single loop of doubled cotton thread with a tensile strength of less than 6 Ib.



2



Fold half of the tail ba.ck to expose the centre pane 1 and spread it to cover the cal1opy.



G . STOWING THE SLID 1ER Fold the stabilisers ata 4 5 degree angle toward.s the centre of the canopy.



1



,. . .,. ,.,.,. ,...............,.. ...... ...... ...... ...... ...,.



5



Fold the excess steering line neatly and place this beside the toggle. Close the velcro cover securelv.



6



Repeat the above Steps to set the right deployment brake (E 1-E5).



F. FLAKING THE TAIL Start with either the left or right side, flake the tail Panels keeping the steering lines taut.



1



Fold half of the tail back to expose the centre Panel and spread it to cover the canopy.



STOW’ING THE SLIDER



Fold the stabilisers at a 45 degree angle towards the centre of the canopy.



.................



..................



2



Pu11 the slider up to the slider Stops and stow it under the centre top Panel.



H. IRESSING THE CANOPY Expose the cell openings of the canopy.



1



Wrap the centre Panel around the canopy and dress to the approximate width of the bag. NOTE: DO not wrap the



centre Panel around the cell openings of the canopy!



1. FOLDING THE CANOPY INTO THE DEPLOYMENT BAG



Foilow the harness/ Container manufacturer’s instructions for further packing instructions.



1. TRAINING AND/OR EXPERIENCEARE REQUIRED TO LOWER THE RISK OFSERIOUS INJURY OR DEATH. NEVER USE THlS EQUIPMENT UNLESS YOU HAVE READ AND UNDERSTAND THIS WARNING LABEL, AND ALSO UNLESS: A. YOU HAVE COMPLETED A “CONTROLLED PROGRAM OF INSTRUCTION” IN THE USE OF THIS EQUIPMENT -ORB. YOU HAVE READ AND UNDERSTAND ALL APPROPRIATE FLIGHT MANUALS & PACKING INSTRUCTIONS, AND HAVE COMPLETED AT LEAST 100 RAM AIR PARACHUTE JUMPS. THIS PARACHUTE IS APPROVED UNDER FAA TSO C-23~ AND ALTHOUGH THE FAA REQUIRED PLACARD STATES: “CATEGORY B: This parachute is limited to use by persons up to 115kg (254 Ib) fully equipped, and up to 150 knots”. 2. TO LOWER THE RISK OF DEATH, SERIOUS BODILY INJURY, CANOPY DAMAGE AND HARD OPENINGS NEVER EXCEED THE FOLLOWING LIMITATIONS: MAXIMUM DEPLOYMENT SPEED MAXIMUM GROSS WEIGHT (JUMPER + CLOTHING + EQUIPMENT)



130 KNOTS LBS.



MODEL: PART NUMBER: SERIAL NUMBER: DATE OF MANUFACTURE: 3. A. SPORT PARACHUTING IS A HAZARDOUS ACTIVITY THAT CAN RESULT IN INJURY OR DEATH. 8. PARACHUTES SOMETIMES MALFUNCTION EVEN WHEN THEY ARE PROPERLY DESIGNED, BUILT, ASSEMBLED, PACKED, MAINTAINED AND USED. THE RESULTS OF SUCH MALFUNCTIONS ARE SOMETIMES SERIOUS INJURY OR DEATH. C. IF YOU USE YOUR PARACHUTE - OR IF YOU ALLOW SOMEONE ELSE TO USE IT - YOU ARE ACKNOWLEDGING SPORT PARACHUTING’S RISK AND ACCEPTING THE FACT THAT THE PARACHUTE OR ITS COMPONENTS MAY MALFUNCTION. D. IF YOU ARE NOT WILLING TO ACCEPT THE RISKS OF SPORT PARACHUTING, OR IF YOU AREN’T WILLING TO ACCEPT THE POSSIBILITY THAT YOUR PARACHUTE OR ITS COMPONENTS MAY MALFUNCTION AND PERHAPS CAUSE YOU TO BE INJURED OR KILLED, THEN YOU SHOULD RECONSIDER YOUR INVOLVEMENT IN SPORT PARACHUTING. MANUFACTURED UNOER FAA TSO C23c BY: PARACHUTE INDUSTRIES OF SOUTHERN AFRICA (PTY) LTD. Fectoryz 29 Duiker Rd., Cenelands, Natal, South Afrtca P.O. Box 1616, Verulam 4340, South Afrtca Telephone (6322) 33 0333 Telex: 6-24458 Fax: (0322) 33 0262



REMOVAL OF l-HIS LABEL VOIDS THE T.S.O. AD44



Unterschrift nicht bestätigt



Digital unterschrieben von wim de vos DN: cn=wim de vos, c=AT Datum: 2002.03.22 14:39:25 +01'00'
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Packing Manual 

lbs(116kg). It is forbidden to use any ICARUS Reserve parachute with an exit weight exceeding the MAXIMUM EXIT WEIGHT for which each canopy is certified.Missing:
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SMART RESERVE PACKING MANUAL 

out there. You'll see us at the DZ almost every weekend, jumping, load organizing, and ..... 260. Not recommended. Not recommended. Not recommended.
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container packing manual 

improve an already outstanding Icon rig, we are following this mantra. The second part .... 39. 3.4 USER CHECK-LIST BEFORE JUMP. 39. 4. SKYHOOK ADDENDUM. 40. 5. ..... Make sure that the kill line is inside the link (picture #3), and that.
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MAIN CANOPY PACKING MANUAL 

Not recommended. Not recommended. Not recommended. Not recommended. Not recommended. 418|190. 440|200. 470|214. 500|227. Wing Loading lbs/ft2â†’.
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main canopy packing manual 

Better customer service, provided by people who really know the equipment is also part of Aerodyne's commitment to better value. The final part is about Better ...
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CONTAINER PACKING MANUAL ADDENDUM 

CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE ... 2.1.2 CLOSING THE RESERVE CONTAINER.
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smart reserve packing manual 

A. READ THIS WARNING LABEL AND APPROPRIATE OWNERS MANUAL AND ... LIMITATION, ANY WARRANTY OF MERCHANTABILITY AND FITNESS FOR ..... To make packing your SMART RESERVE easier, to prolong the life of the ...
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container packing manual 

3. 4. Insert the control unit in the Back pad window. Insert the cutter through the proper routing. 5. 6. Align the cutter hole with that of the closing flap. 7. 8.
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main canopy packing manual 

3. 2.2 INSTALLATION OF THE SOFT LINKS. 4. 2.3 PACKING THE MAIN ... created the Pilot, arguably the best-opening performance canopy on the market. .... BINDING ON THE MANUFACTURER, UNLESS IN WRITING AND SIGNED BY A ...
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Performance Designs Zero Packing Manual 

2. MAN-032 Rev 0. For longer delays (or softer openings at any speed) we recommend using the leading edge pocket. ... distribute the bulk of the canopy.
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Horizon Packing Manual - Performance Designs 

Congratulations on the purchase of your new Horizon canopy by Performance Designs! ... You will love its light weight and small pack volume. ... Horizon canopy make it unique and impossible to compare to any other canopies currently.
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NEXGEN ICON PACKING MANUAL ADDENDUM 

NEXGEN ICON HARNESS/CONTAINER PACKING MANUAL. Addendum July 2013. ICON PRO, STUDENT & ACCURACY. CONTAINER & HARNESS SIZES.Missing:
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ICON HARNESS CONTAINER PACKING MANUAL 

Read the warning on page 3 of this manual and follow the instructions before packing and/or using the product ..... Hardware condition (no grease, no corrosion).
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WORKINSTRUCTION PACKING DOCUMENTATION Packing 

abcd. ALSTOM (Switzerland) Ltd. HDST 601 100. Resposibleå¯µepartment: Takeæ«¥ver ...... according to the chart or, if necessary, select a thicker wall.
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owner's manual and packing instructions - Parachutes Australia 

Dec 14, 1999 - briefing from a certified Instructor or Rigger for the type of equipment you ... Mandatory Service Bulletins repairs or modifications due to SAFETY ...
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main canopy packing manual - Aerodyne Research 

2. LOWER THE RISK OF DEATH, SERIOUS INJURY, CANOPY DAMAGE AND HARD OPENINGS ... EXPRESS OR IMPLIED, ARISING BY LAW OR OTHERWISE, EXCEPT A WARRANTY THAT A ..... http://www.flyaerodyne.com/download/ALinkManual.pdf .... While keeping the nose pointing t
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owner's manual and packing instructions - Parachutes Australia 

Dec 14, 1999 - Training and/or experience are required to lower the risk ..... the 7(/(6,6 should not be jumped until it has been inspected by a competent Rigger.
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Extraperitoneal Pelvic Packing 

ries, thromboembolism, and multiple organ failure (MOF) explain most of the .... and the pelvic venous plexus situated in the retroperitoneal space lateral to the ...
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l'amÃ©nagement - Tempo Territorial 

Emeline Dumoulin, Bordeaux MÃ©tropole : Bas- sins Ã  flots et temps du projet. Adrien Jacquet, Bureau cosmique : Investir le temps du projet. Anne Durand ...
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CHOISIR SON TEMPO 

2 oct. 2017 - Ils n'ont pas de coursier, alors ils viennent au cabinet. Cela nous donne l'occasion d'Ã©changer en continu. Â» Brigitte fait le choix de travailler ...
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Tables Tempo Delay Fr 

363,3. 1100,917 1651,38. 110. 545,5. 818,2. 136,4. 272,7. 727,3. 360,0. 1090 ... 123. 487,8. 731,7. 122,0. 243,9. 650,4. 322,0. 975,6098 1463,41. 124. 483,9.
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l'amÃ©nagement - Tempo Territorial 

Un exemple de bÃ¢timent aux usages Ã©phÃ©mÃ¨res et modulables. Sophie Ricard, architecte, coordinatrice de l'hÃ´- tel Pasteur. 18h Pot de clÃ´ture. Impression.
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rit. Exuberantly a tempo 

55. - dres ses... -. C'est ton in tÃ©- ri- eur. - qui sans cesse se dir ait. -. -. -. -. -. -. -. -. -. - dir. -. -. -. -. -. -. -. -. -. - dresse. - tou chant. - aux ten dres. - ses... -. C'est ton in tÃ©- ri- eur. - qui mp mf mp mf poco rit. poco r
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eXigence Tempo 2017 - Linxea 

31 mars 2017 - remboursement automatique anticipé, et le produit eXigence Tempo ..... par la Regulation S) à ou pour le compte d'un Cessionnaire Autorisé.
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