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Lycoming's then current Removal and Installation Labor Allowance Guidebook. In addition, if Textron ...... Water in carburetor. O-340-A1A. REMEDY .... silica-gel or similar material, be broken during their term of storage or upon their removal ... 

















 Télécharger le PDF 






 2MB taille
 16 téléchargements
 434 vues






 commentaire





 Report
























OPERATOR'S MANUAL AVCO



LYCOMING



0-340



SERIES



AIRCRAFT



Approve



d



by 2nd



Part



No.



60297-3



ENGINES



F.A.A.



June



1975



Price



$5.00



Edition



AVCO LYCOMING DIVISION WILLIAMSPORT, PENNSYLVANIA



Printed



in



U.S.A.



AVCO



LYCOMING OPERATOR'S MANUAL



ATTENTION OWNERS, OPERATORS, AND MAINTENANCE PERSONNEL This operator's manual contains a description of the engine, its specifications, and detailed information on how to operate and maintain it. Such maintenance procedures that may be required in conjunction with periodic inspections are also included. This manual is intended for use by owners, pilots and maintenance personnel responsible for care of Avco Lycoming powered aircraft. Modifications and repair procedures are contained in Avco Lycoming overhaul manuals; maintenance personnel should refer to these for such procedures. SAFETY WARNING Neglecting to follow the operating instructions and to carry out periodic maintenance procedures can result in poor engine performance and power loss. Also, if power and speed limitations specified in this manual are exceeded, for any reason; damage to the engine and personal injury can happen. Consult your local FAA approved maintenance facility. SERVICE BULLETINS, INSTRUCTIONS, AND LETTERS Although the information contained in this manual is up-to-date at time of publication, users are urged to keep abreast of later information through Avco Lycoming Service Bulletins, Instructions and Service Letters which are available from all Avco Lycoming distributors or from the factory by subscription. Consult the latest edition of Service Letter No. L114 for subscription information. SPECIAL NOTE The illustrations, pictures and drawings shown in this publication are typical of the subject matter they portray; in no instance are they to be interpreted as examples of any specific engine, equipment or part thereof.



TEXTRON LYCOMING OPERATOR'S MANUAL



IMPORTANT



SAFETY NOTICE



Proper service and repair is essential to increase the safe, reliable operation of all aircraft engines. The service procedures recommended by Textron Lycoming are effective methods for performing service operations. Some of these service operations require the use of tools specially designed for the task. These special tools must be used when and as recommended.



It is important to note that most Textron Lycoming publications contain various Warnings and Cautions which must be carefully read in order to minimize the risk of personal injury or the use of improper service methods that may damage the engine or render it unsafe.



It is also important to understand that these Warnings and Cautions are not all inclusive. Textron Lycoming could not possibly know. evaluate or advise the service trade of all conceivable ways in which service might be done or of the possible hazardous consequences that may be involved. Acordingly, anyone who uses a service procedure must first satisfy themselves thoroughly that neither their safety nor aircraft safety will be jeopardized by the service procedure they select.



Lycoming



WARRANTY (LIMITED) NEW AND REMANUFACTURED RECIPROCATING AIRCRAFT ENGINE WHAT TEXTRON LYCOMING PROMISES YOU Textron Lycoming warrants each new and remanufactured reciprocating engine sold by it to be free from defects in material and workmanshipappearing within one (1) year from the date of first operation, excluding necessaryaircraft acceptance testing.The dateof first operationmust not exceed two (2) years from the date of shipment from Textron Lycoming. Textron Lycoming's obligationunder this warranty shall be limited to its choice of repairor replacement, on an exchange basis,ofthe engine oranypartof the ngine, whenTextron Lycominghas determinedthat theengineisdefective in material or workmanship.Suchrepair or replacement will bemade byTextron Lycoming at no charge to you. Textron Lycoming will also bear the cost for labor in connection with the repair or replacement as provided in Textron Lycoming's then current Removaland InstallationLabor AllowanceGuidebook. In addition, if Textron Lycomingdetermines that the engineproves to be defective in material or workmanship during the period until the expirationof Textron Lycoming's recommended Time BetweenOverhaul (TBO), or two (2) years from the date of first operation,whicheveroccurs first, Textron Lycomingwill reimburseyou for a pro rata portionof the charge for the repair or replacement(at its choice) with TextronLycoming parts. of parts required to be repaired or replaced, ora replacement engine, ifit determines that engine replacement is required. Textron Lycoming's obligation during theproraton period extends to major parts of the engine, which are limitedto crankcase, crankshaft, camshaft, cylinders, connectingrods, pistons, sump, ac:essory housing and gears. The prorationpolicy does not extend to labor or to accessories, includingbut not limitedto magnetos, carburetors or fuel injectors, fuel pumps, starters,alternators and turbochargersand theircontrollers. Any engineor part so repaired or replaced will be entitled to warranty for the remainder of the original warrantyperiod.



YOUR OBLIGATIONS The engine musthave received normal use and service. You must apply for warranty with an authorized Textron Lycomingdistrbutor within 30 daysof the appearanceof the defect in material or workmanship. Textroll Lycoming's warranty does not cover normalmaintenanceexpenses or consumable items. The obligations on the part of Textron Lycomingset forth above are yourexclusive remedy and the exclusive liability of Textron Lycoming. This warranty allocates die risk of product failure betweenyou and TextronLycoming, as permittedby applicable law. Textron Lycoming reserves the right to deny any warranty claim if it reasonablydetermines that the engineor part has been subjectto accident or used, adjusted, altered,handled. maintained or stored other than as directed in your operator's manual, or if non-genuine Textron Lycoming pans are installed in or on the engine and are determninedto be a possible cause of the incident forwhich die warrantyapplication is filed. Textron Lycoming may change the construction of engines at any time withoutincurring any obligation to incorporate suchalterations in engines or parts previousJysold.



I



I THIS LIMITED WARRANTY IS EXCLUSIVEAND IN LIEU OF ALL OTHERWARRANTIES AND REPRESENTATIONS,EXPRESS OR IMPLIED OR STATUTORY,WHETHER WRITTEN OR ORAL, INCLUDINGBUT NOT LIMITED TO ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE, AND ANY IMPLIED WARRANTY ARISING FROM ANY COURSE OF PERFORMANCE OR DEALING OR TRADEUSAGE. THIS WARRANTY IS ALSO IN LIEU OF ANY OTHEROBLIGATION, LIABILITY, RIGHT OR CLAIM, WHETHER IN CONTRACT OR IN TORT, INCLUDING ANY RIGHT IN STRICT LIABILITY IN TORT OR ANY RIGHT ARISING FROM NEGLIGENCE ON THE PART OF TEXTRON LYCOMING, AND TEXTRON LYCOMING'S LIABILITY ON SUCH CLAIMSHALL IN NO CASE EXCEED THE PRICEALLOCABLE TO THE ENGINEOR PART WHICH GIVES RISE TO THE CLAIM. LIMITATIONOF LIABILITY IN NO EVENT,WHETHER AS A RESULT OF A BREACHOF WARRANTY, CONTRACT OR ALLEGED NEGLIGENCE,SHALLTEXTRON LYCOMING BE LIABLEFOR SPECIALOR CONSEQUENTIALOR ANY OTHER DAMAGES, INCLUDINGBUTNOT LIMITED TOLOSSOFPROFITSORREVENUES, LOSS OFUSE OFTHE ENGINEOR COST OF A REPLACEMENT. No agreement varying this warranty or Textron Lycoming's obligations under it will be binding upon Textron Lycomingunless in writing signed by a duly authorizedrepresentative of Textron Lycoming.



Effective October 1, 1995 Revision



"J" Textron Lycoming Williamsport, Pennsylvania 
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LYCOMING OPERATOR'S MANUAL



SECTION 8



0-340-A1 A



FULL THROTTLE HP AT ALTITUDE (Normally Aspirated Engines) Altitude Ft.



0 500 1,000 2,000 2,500 3,000 4,000 5,000 6,000 7,000 8,000 9,000



% S. L. H. P.



Altitude Ft.



% S. L. H. P.



Altitude Ft.



% S. L. H. P.



100 98.5 96.8 93.6 92.0 90.5 87.5 84.6 81.7 78.9 76.2 73.5



10,000 11,000 12,000 13,000 14,000 15,000 16,000 17,000 17,500 18,000 18,500 19,000



70.8 68.3 65.8 63.4 61.0 58.7 56.5 54.3 53.1 52.1 51.4 50.0



19,500 20,000 20,500 21,000 21,500 22,000 22,500 23,000 23,500 24,000 24,500 25,000



49.1 48.0 47.6 46.0 45.2 44.0 43.3 42.2 41.4 40.3 39.5 38.5



TABLE OF SPEED EQUIVALENTS Sec./Mi.



M. P. H.



Sec./Mi.



M. P. H.



Sec./Mi.



M. P. H.



72.0 60.0 51.4 45.0 40.0 36.0 32.7 30.0 27.7 25.7



50 60 70 80 90 100 110 120 130 140



24.0 22.5 21.2 20.0 18.9 18.0 17.1 16.4 15.6 15.0



150 160 170 180 190 200 210 220 230 240



14.4 13.8 13.3 12.8 12.4 12.0 11.6 11.2 10.9 10.6



250 260 270 280 290 300 310 320 330 340



8-4



AVCO



LYCOMING OPERATOR'S MANUAL SECTION 8



0-340-A1 A CENTIGRADE-FAHRENHEIT



CONVERSION TABLE



Example: To convert 20°C. to Fahrenheit, find 20 in the center column headed (F-C); then read 68.0°F. in the column (F) to the right. To convert 20°F. to Centigrade; find 20 in the center column and read -6.61°C. in the (C) column to the left. C -56.7 -51.1 -45.6 -40.0 -34.0 -28.9 -23.3 -17.8 -12.22 -6.67 -1.11 4.44 10.00 15.56 21.11 26.67 32.22 37.78 43.33 48.89 54.44 60.00 65.56 71.00 76.67 82.22 87.78 93.33 98.89



F-C -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210



F



C



F-C



F



-94.0 -76.0 -58.0 -40.0 -22.0 -4.0 14.0 32.0 50.0 68.0 86.0 104.0 122.0 140.0 158.0 176.0 194.0 212.0 230.0 248.0 266.0 284.0 302.0 320.0 338.0 356.0 374.0 392.0 410.0



104.44 110.00 115.56 121.11 126.67 132.22 137.78 143.33 148.89 154.44 160.00 165.56 171.11 176.67 182.22 187.78 193.33 198.89 204.44 210.00 215.56 221.11 226.67 232.22 257.78 243.33 248.89 254.44 260.00



220 230 240 250 260 270 280 290 300 310 320 330 340 350 360 370 380 390 400 410 420 430 440 450 460 470 480 490 500



428.0 446.0 464.0 482.0 500.0 518.0 536.0 554.0 572.0 590.0 608.0 626.0 644.0 662.0 680.0 698.0 716.0 734.0 752.0 770.0 788.0 806.0 824.0 842.0 860.0 878.0 896.0 914.0 932.0
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LYCOMING OPERATOR'S MANUAL



SECTION 8



0-340-A1A



INCH FRACTIONS CONVERSIONS Decimals, Area of Circles and Millimeters Inch Fraction



Decimal Equiv.



Area Sq. In.



MM. Equiv.



Inch Fraction



Decimal Equiv.



Area Sq. In.



MM Equiv.



1/64 1/32 3/64 1/16 3/32 7/64 1/8 5/32 11/64 3/16 7/32 15/64 1/4 9/32 19/64 5/16 11/32 23/64 3/8 13/32 27/64 7/16 15/32 31/64



.0156 .0312 .0469 .0625 .0937 .1094 .125 .1562 .1719 .1875 .2187 .2344 .25 .2812 .2969 .3125 .3437 .3594 .375 .4062 .4219 .4375 .4687 .4844



.0002 .0008 .0017 .0031 .0069 .0094 .0123 .0192 .0232 .0276 .0376 .0431 .0491 .0621 .0692 .0767 .0928 .1014 .1105 .1296 .1398 .1503 .1725 .1842



.397 .794 1.191 1.587 2.381 2.778 3.175 3.969 4.366 4.762 5.556 5.593 6.350 7.144 7.540 7.937 8.731 9.128 9.525 10.319 10.716 11.112 11.906 12.303



1/2 17/32 35/64 9/16 19/32 39/64 5/8 21/32 43/64 11/16 23/32 47/64 3/4 25/32 51/64 13/16 27/32 55/64 7/8 29/32 59/64 15/16 31/32 63/64



.5 .5312 .5469 .5625 .5937 .6094 .625 .6562 .6719 .6875 .7187 .7344 .75 .7812 .7969 .8125 .8437 .8594 .875 .9062 .9219 .9375 .9687 .9844



.1964 .2217 .2349 .2485 .2769 .2916 .3068 .3382 .3545 .3712 .4057 .4235 .4418 .4794 .4987 .5185 .5591 .5800 .6013 .6450 .6675 .6903 .7371 .7610



12.700 13.494 13.891 14.288 15.081 15.478 15.875 16.669 17.065 17.462 18.256 18.653 19.050 19.844 20.241 20.637 21.431 21.828 22.225 23.019 23.416 23.812 24.606 25.003
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textron lycoming operator's manual - o-320 76 series aircraft engines 

through Avco Lycoming Service Bulletins, Instructions and Service Letters which are available from all ..... barrel, float type carburetor, equipped with a manual mixture control and idle cut-off. ..... variab es listed above. Make the ...... 3,000. 
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SSP-401 - TEXTRON LYCOMING CERTIFICATED AIRCRAFT ENGINES 

2700. IOO/IOOI.I,. 8.50: I Same as O-360-A2D but with MA-4-5AA carburetor ...... HR 200'170. HS 2001100). .... Corben-Fettcs. Globe Special (Globe GC- I B). 30 ...
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SSP-401 - TEXTRON LYCOMING CERTIFICATED AIRCRAFT ENGINES 

8.50: I Same as IO-320-Dl B but is equipped with Acrobatic. -55. AEIO-320-D2B. AEIO-320- ...... 3200 IOO/IOOLL 7.30: 1 Same as -Dl A but has 280 HP rating. -52. TVO-435-G 1 B. 280 ...... IGO-540-BIG ................ Aero Commander Inc. (580-F).
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SSP-401 - TEXTRON LYCOMING CERTIFICATED AIRCRAFT ENGINES 

125. 2800 IOO/IOOI.I. 9.70: I Simiiar to C I B but higher power and camp. ratio ..... 8.50: I Same as -B I A except converted for use with turbo-. -55 ..... 10-360-B I F6.
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pc-302 - textron lycoming - o-235 series aircraft engines - Size 

Jun 1, 1982 - SUPPORT ASSY., Starter ring gear. 10/12 pitch. 3 25'1 drive ... Used with fixed pitch propeller. Revised ... A C. L. 7. 8. 9. 10. 11. 62817. 68974. 69510. 61173. STD-294. 12 STD-111 ..... SEAT, Exhaust valve (solid). SEAT, Exhaust .....
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PC-302 - TEXTRON LYCOMING - O-235 SERIES AIRCRAFT ENGINES 

Jun 1, 1982 - The Service Kit Section provides listings for seal and gasket sets and cylinder, .... V alve A ssem bly . .... RING, Oil seal 1.00 ID x 1/8 section.
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60297-3 - textron lycoming operators manual - o-340 series 

MANUAL. AVCO LYCOMING. 0-340. SERIES. AIRCRAFT. ENGINES. Approve. Part No. ... This operator's manual contains a description of the engine, its ... cylinders, connecting rods, pistons, sump, ac:essory housing and gears. ..... Above 60Â°F. ... Lock th
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PC-105 - TEXTRON LYCOMING - O-340 MODEL AIRCRAFT ENGINES 

STARTER, 12 volt (Superseded by 69952) (Same as Delco Remy P/N 1109657). These starters are identical except 69952 has a lug cast into its front housing, ...
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PC-302-1 - TEXTRON LYCOMING - O-235-P2A AIRCRAFT ENGINES 

Oil Pump Assembly and Accessory Housing Attaching Parts . ... Vacuum Pump Drive and Cover . ... Oil Sump Assembly and Oil Suction Screen .
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pc-124 - textron lycoming - to, lto-360 76 series aircraft engines 

WASHER, 1/4 interlock. BOLT, 1/4-20 x 1-1/4 long, hex. hd. dr. hd. WASHER, 114 ..... 45 STD-2043. (special). NUT, 1/2-13 NC-3. PIPE, Exhaust, tail. COUPLING.
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pc-124 - textron lycoming - to, lto-360 76 series aircraft engines - Size 

RING. Oil seal, 3/8 ID x 7/64 section (6 thru studs & rear). 7. RING, Oil seal, 3/8 ID ...... V-band. BAND, Tail pipe support. WASHER, 5/16 plain (on nut end). BOLT ...










 


[image: alt]





SSP-397 - TEXTRON LYCOMING - CERTIFICATED AIRCRAFT 

100/100LL 8.50:1. Same as 0-360-A2D but with MA-4-5AA car- ...... (DR 400/2 + 2, HR 200/120, HR 200/100). Beech Aircraft. .... Globe Special (Globe GC-1B).
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Lycoming SSP-108 Certificated Aircraft Engines 2008 

7.00:1 Low compression field service conversion of. â€“B3C. -39. O-320-D1A. 160. 2700. 100/100LL 8.50:1 Same as â€“B1B but with Type 1 dynafocal mounts. -39.
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SSP-397 - TEXTRON LYCOMING - CERTIFICATED AIRCRAFT 

coupling dual Magneto. 180 2700. 100/100LL 8.50:1. Similar to -A4A except with Retard Breaker. Mags., (2) Mag. drive isolators and -A2A prop. flange bushings.
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60297-20 - textron lycoming operator's manual - to-360 series 

Such repair or replacement will be made by Textron Lycoming at no charge to you. Textron. Lycoming ..... Oil Sump - The sump incorporates an oil drain plug, oil suction screen, the intake riser and ...... Install new rings. Use mineral base oil.
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60294-9 - textron lycoming overhaul manual 

Aug 9, 1980 - The table of limits SSP1776 should ...... maintenance personnel, a complete set of pages for the book is sent to all registered owners of ...
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pc-123 - textron lycoming - 76 series o-360, lo-360 series engines 

O-360, LO-360 SERIES. PARTS CATALOG. PC-123. JULY 1978. REPRINTED MAY, 1988. 652 Oliver Street. Williamsport, PA 17701 U.S.A. 717/323-6181 ...
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textron lycoming - o-360-a4n model wide cylinder flange aircraft engines 

The serial number as well as the model designation may be found on the engine nameplate on the oil sump. Group Assembly Section. This section lists major ...
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60294-6 - textron lycoming overhaul manual - overhaul manual 

Oct 6, 1975 - water-mixed degreasing solutions containing caustic compounds or soap are ...... Place an Allen wrench in the Allen screw located in the end of the ...... Itis desirable to keep a log sheet and record the instrument readings ...
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TEXTRON LYCOMING PARTS PRICE LIST 

Lycoming Parts Catalog as well as current Service Bulletins, Letters and. Instructions before ...... OVHL MANUAL FICHE. 20.00 G. M60294-6 ...... STD-1840. GROMMET. RFQ ...... BOLT-.250-20 CASE - NO LONGER AVAILABLE. Page 172 ...
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OVERHAUL MANUAL JABIRU 2200 & 3300 AIRCRAFT ENGINES 

May 26, 2016 - This Manual has been prepared as a guide to correctly overhaul Jabiru 2200 ... 1 2 3 4. 5. 6 7 8 9 Dated : 26/05/2016. Issued By: AS. Page: 2 of 201 .... Part Identification . ..... Electrical charging system . ...... simplified engine
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pc-102-1 - textron lycoming - o-290-d series - Size 

This Parts Catalog supersedes PC-102 dated August, 1973. ... Lycoming accepts responsibility for quality control and/or airworthiness of parts which do ..... Select spring to give a minimum of three threads exposed on adjusting screw to allow ...
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pc-122 - textron lycoming - o-320-h 76 series - Size 

being that the accessory drives section is now integrated with the Crankcase Group in Section 1. ... 4 -Electrical System. Alternator Bracket and Starting Motor .
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60297-26 - textron lycoming operator's manual - to-360 76 

cylinder head which forms the housing for both intake and exhaust valve rockers. ... the engine. The engine is provided with a manifold pressure relief valve, ..... (8) Set magneto selector switch (Consult airframe manufacturer's handbook of ...
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