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BARCO The Reference Calibrator® V TECHNICAL SPECIFICATIONS 1.1 VISUAL PERFORMANCE Picture tube: Display type CID421 Dimensions 21” Picture tube Flat square Gun system dot in line Faceplate transmission 40% < Tr < 58% Faceplate type AR treatment Mask type FT shadow mask Antistatic layer Yes Trio pitch 0.255 mm diagonal Visual screen Diagonal Width Height



20” (508mm) 16” (406mm) 12” (305mm)



Light output: Calibrated 90 Cd/m2 Maximum long term 120 Cd/m2



Factory align. color temp: 6500 K Self calibrating stabilised display External sensors supported Matched : BARCO Optisense IV Others: Xrite DTP92 Max. adjust. color temp: 9900 K Min. adjust. color temp: 5000 K Brightness uniformity: color-WAVE technology 1.5 COLORIMETRIC SIGNAL PROCESSING A full specification on Colorimetric behavior is available on request.



1.10 POWER SUPPLY



Factory aligned scans: 1600x1200 @ 85Hz (VESA) 640x480 @ 60 Hz 1152x870 @ 75 Hz (VESA) 1280 x 1024 @ 75 Hz (VESA) 1280 x 1024 @ 72.5 Hz (SGI) 1152 x 870 @ 74.8 Hz (MAC)



Vertical scanning : Min. frequency: 45 Hz Max. frequency: 160 Hz Min. blanking: 340 µs (fH > 45 kHz) 390 µs (fH < 45 kHz)



Convergence specifications: after dynamic adjustments Zone B



Automatic selection: 90 –135 // 195 – 265 Veff (AC) Nominal power consumption: 150 W (110V) / 150 W (230V) Frequency limits: 48 – 66 Hz Power – save states: ON / STAND-BY / SUSPEND / OFF 1.11 ENVIRONMENTAL Temperature range: STD Operation: 0 +45ºC Operation within specs: +15 +30ºC Storage: -20 +65ºC Altitude: Storage: 25427 feet (7750m) Operation: 10170 feet (3100m) Humidity (relative): Max operation humidity: 95% non condensing 1.12 MTBF



1.7 GEOMETRY SPECIFICATION Target: 30 000 hours



Centre



Zone A



1.2 VIDEO PERFORMANCE RGB DRIVE RGB bandwidth: typical 150 Mhz Pulse rise and fall time: typical 3 ns Electrical black level stability 1% (0-100% APL)



Maximum error (EIA Ballchart) 0.5 % Active area: 4:3 aspect ratio: 392x294 mm 5:4 aspect ratio: 368x294 mm Automatic geometry adjustment (color-WAVE technology) 1.8 CONTROL



1.3 COLORIMETRIC PERFORMANCE: CRT



1 push button / rotary encoder VESA ON/OFF state OSD activation or USB control panel



Typical phosphor coordinates: P22



1.9 INPUTS



Red Green Blue



Communication inputs/outputs: 1 USB hub: 1 up – 4 down connector location downstream: 1 front / 3 rear upstream: 1 rear Electrical standards comp.: USB 1 RS232/485 9-pin sub D connector 1 Optisense IV connection (frontal)



1.6 SCANNING SYSTEMS



Horizontal scanning : Multi sync µ-processor controlled Min. frequency: 30 kHz Max. frequency: 106 kHz Min. blanking (@ 106 kHz): 2 µs Min. backporch (SOGreen): 0.6µs



EHT performance : EHT voltage 27 kV Steady size regulation 0.3% (typical @ 0-100% APL)



x 0.635 0.285 0.152



Sync: Nominal level : 2.2 Vpp Max. / min. input : 0.3 to 4 Vpp Composite or Hor. & Vert. Sync Automatic polarity selection Termination 75 Ohm 1% (fixed)



Storable scan frequencies: 16



Resolution : Address. hor. Pixels 1844 Address lines 1300



Centre 0.15 mm Zone A 0.2 mm Zone B 0.25 mm



1.4 SYSTEM COLORIMETRIC PERFORMANCE



y 0.333 0.605 0.068



Video: Input connector type: 5 BNC Nominal level: 0.7 Vpp Maximum / minimum: ±3dB Loop-trough possibility: No



1.13 APPROVALS AND CONFORMITY German X-ray law limits, DHHS21, Eigensichere rohre IEC950 (EN 60950), UL1950, C-UL950, CE EN55022 Limit A, EN 55022 limit B, FCC class A Vol II part 15 subpart L EN50082-1, CE, IEC 1000-4-2, IEC 1000-43, IEC 1000-4-4, , IEC 1000-4-5 YuV ergo, MPR II, TCO ’92 1.14 MECHANICAL SPECIFICATIONS Weight: Packed: Unpacked:



42 kg 32 kg



Dimensions: See separate diagram Packed: 740 x 620 580 mm



Europe BARCO Display Systems Color imaging Systems Th. Sevenslaan 106 B-8500 Kortrijk Belgium E-mail: [email protected] Fax: +32 (56) 233 460 URL: http://www.barco.com Asia BARCO Display Systems Ltd. 17/F, Yen Sheng Centre 64 Hoi Yuen Road Kwun Tong, Kowloon, Hong Kong Fax: +852 2397 1903 USA BARCO Inc Display Systems Color imaging Systems 3059 Premiere Parkway Duluth, GA 30097-4905 USA Fax: +1 678 475 8124 URL: http://www.barco-usa.com
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Calibrator V Line.qxd 

video editing and digital photography, have a common answer to their need for reliable color viewing: Barco's CALIBRATOR V LINE, the most color-accurate 21" ...
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Lithium - The Evanescence Reference 

me up in side, Li thi um, don't wanna for get. Ob b b how it feels with out. Li um,. I want to stay. 9* 14,5 Â° *. 9: "",. 12. & , .. .... - in love with my. Sorrow, - - - - Oh.
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THE REFERENCE TO OBJECTS 

or three-dimensional entities existent in time and capable of movement in space. ... already organised two programs of this type at Pontignano (Siena, Italy) and in Paris ( ... The school is organised in an hotel at Vieille Perrotine in l'Ile d'Olero
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SQL: The Complete Reference 

The next four chapters start with the simplest SQL queries, and ..... SQL is an interactive query language that gives users ad hoc access to stored data.
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High Precision 2.5 V IC Reference AD580 - Datasheet catalog 

Small, Hermetic IC Package: TO-52 Can. MIL-STD-883 Compliant Versions Available ..... www.datasheetcatalog.com. Datasheets for electronics components.
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Evaluating the Use of the Perceptual Reference 

art color re-rendering algorithms are closely guarded trade se- crets [...] Also, in some ..... [4] ISO 22028-1, ISO 22028-1:2004 Photography and graphic technol- ogy â€“ Extended colour ... AdobeRGB1998. pdf , downloaded 08/2007, 2005.
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Evaluating the Use of the Perceptual Reference 

art color re-rendering algorithms are closely guarded trade se- crets [...] Also, in some ..... [4] ISO 22028-1, ISO 22028-1:2004 Photography and graphic technol- ogy â€“ Extended colour ... AdobeRGB1998. pdf , downloaded 08/2007, 2005.










 


[image: alt]





The Python Language Reference .fr 

Mar 24, 2009 - the names defined in lexical and grammar rules in this document.) ... or one occurrences (in other words, the enclosed phrase is optional). ..... The comparison operators and != are alternate spellings of the same operator. != is ....
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The V Tail For Aircraft 

V tail configuration of the Bonanza al- though there are Beech owners of simi- lar conventional tail aircraft who will argue that their machines perform just.










 


[image: alt]





King Henry V - The PubWire 

KING HENRY THE FIFTH KING HENRY V. DUKE OF ... The perilous narrow ocean parts asunder: Piece out our ..... In answer of which claim, the prince our master. Says that you savour .... their course. BARDOLPH .... Thou that didst bear the key of all my 
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King Henry V - The PubWire 

I love the lovely bully. What is thy name? KING HENRY V Harry le Roy. PISTOL Le Roy! ACornish name: art thou of. Cornish crew? KING HENRY V No, I am a ...










 


[image: alt]





1 c x x = âˆ’ 2 c v = v v = 0 x â‰  . 2 x v v x v v v x v v x xv v = + â‡” = + 

a b c. +. = called "Pythagorean triples"? Because if they were the lengths of a triangle's sides, according to Pythagoras' theorem (its converse*), this triangle ...
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v 

sa re - mit-tit, ra pul-sa re-mit - tit,. Editions Bim, CH-1674 Vuarmarens, Switzerland. +41 (0)21 909 1000 (Phone) - +41 (0)21 909 1009 (Fax) www .editions-bim.
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V 

Pour plus d'informations sur les produits Manhattan, contactez votre revendeur local ou visitez www.manhattan-products.com. Tous les noms de produits ou ...
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v 

22 sept. 1976 - Le PRESIDENT (interprÃ©tation de l'anglais) : Bien que l'article 31 du rÃ¨glement intÃ©rieur dÃ©clare que les vice- prÃ©sidents sont Ã©lus aprÃ¨s ...
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V 

per phase. Motor power. Inverter dissipated power. Minimum braking resistor ..... and parallel to the shield; their dimensions must follow the values listed on page ...... phase series, through a 2-wire RS 485 serial line with a programmable Baud.
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v 

le suffrage universel, des élections libres et l'indépendance,. 3. RENOU'VELLE SON APPEL au Gouvernement du Royaume—Uni de Grande Bretagne et d' ...
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V 

end-to-end Quality of Service (QoS) solutions design for enhanced user safety is still ... to focus on the most problematic ones, we have introduced abnormal event .... (SNCF, RENFE), train builders (ALSTOM), service providers over trains ...
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V 

10-GB. Protections and cable sections. NB.: To connect the inverter it is necessary to conform to the following indications: 1 -. As for the power connections, the ...
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Pelz (1995) The role of exocentric reference 

Received 1 July 1993; in revised form 31 August 1994; in final form 7 ... One classic piece of evidence for an efference copy signal of eye position is that a small, ...
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The Squeak Syntax Reference - INRIA GForge 

that Squeak is a Smalltalk, so any book on Smalltalk can be used to obtain ... Parts of this chapter are freely adapted from the Squeak Quick Reference Manual, written by .... for building development tools. ..... ... Block-closures constitute an ex
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The interaction of spatial reference frames and 

ing between as well as within objects (see Haywood &. Coltheart, 2000, for further discussion of neglect dys- lexia and other examples of object-based findings).
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C++: The Complete Reference, 4th Edition 

Jan 25, 1994 - Herbert Schildt is the world's leading programming ... C++:. The Complete Reference,. Fourth Edition. Herbert Schildt ... McGraw-Hill eBook! If.Missing:
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the coordinate reference systems of spatial data 

reference system (CRS) is an aggregate class with the component classes ..... before second world war from Military Geographic Institute of Florence, Italy. .... GDA94 coordinate transformations, http://www.ga.gov.au/image_cache/GA3795.pdf.










 














×
Report The Reference CalibratorÂ® V - MacRent





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



