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The Webdyncast IOS3100 AV Control Server

the Webdyncast IOS3100 AV Control Server with its built-in analog control ports provides one of the ... standard feature in most modern terminal devices. 
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The Webdyncast IOS3100 AV Control Server If you need to control both professional audiovisual equipment and a 0-10V lighting installation, then the Webdyncast IOS3100 AV Control Server with its built-in analog control ports provides one of the most easy-to-use, Internet technology based, control servers available today.



The Webdyncast Platform The Webdyncast hardware platform is an extremely compact board-only server housed in an attractive rack-mountable 1U enclosure. Designed as an "always on" device, IP connectivity with your AV installation is guaranteed.



The Webdyncast offers a revolutionary simple approach to AV control installations. The software architecture is based around a centralized database structure. Devices that are to be controlled by the Webdyncast are configured using a simple Web based interface. Once a device has been added to the database it is automatically available in all of the menus that refer to the control of such a device. No more programming, no more lost time !



Internet technologies Local and remote Web based access to your AV automation installation is now a simple plug and play operation.



In adopting standard Internet technologies the Webdyncast platform may be consulted via any Web browser based client. This opens up a world of interesting installation possibilities :



The Webdyncast in your AV environment



•



Ideal for conference centers, training rooms, boardrooms and even high tech homes, the addition of a Webdyncast allows you to :



•



• Control your AV devices using a standard Web browser • Connect your AV control system to the corporate LAN • Define event based scenarios such as room presets with environmental and lighting control • Interface 0-10V lighting controllers using in-built analog outputs



Built-in Web Server Each Webdyncast contains a built-in Web server that allows easy and intuitive control of the AV and environmental devices connected to your installation. Web browser technology is no longer restricted to PC's, it is becoming a standard feature in most modern terminal devices. This means that as your intranet network develops, any of your Web enabled clients may be used to access and control your Webdyncast managed devices.



The client device may now be chosen from an ever growing list of industry standard devices such as tablet PC's, pocket PC's, PDA's and PC's The network interconnection between the display device and the Webdyncast server may use any networking technology that supports inter-working with TCP/IP. This allows wireline connections such as Ethernet but also the new generation of wireless infrastructures such as IEEE 802.11 and Bluetooth.



VCR



0-10V lighting controller



Infrared connection RS232 connection Network connection



DVD



Audio/video connection 0-10V control



Amplifier Video projector Webdyncast PC



WiFi router PDA



Webpad



Example installation



The wireless control interface to an AV installation is now not only possible but completely open and standards based.
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Webdyncast IOS3100 : Technical Specifications Module



Description



Core Logic ROM 1 Mbyte RAM 4 Mbytes Flash Disk 16 Mbytes



32bit Microprocessor



External Interface



Physical interface



Protocols supported



Communication ports



4 x RS232 (DB-9)



Equipment control protocols X-10, EIB …



IR/Serial



6 x outputs (individual wired IR) 1 x output (high power)



AV equipment



IR input



Built-in IR learn receiver



IR codes



10BaseT (RJ45) IEEE 802.3 8 x inputs : 5V TTL 8 x outputs : 24V relay 8 x 0-10V analog outputs with 2 outputs being configurable as analog inputs



TCP/IP UDP/IP



Ethernet General Purpose Input Output (GPIO) Analog input/output



On/Off detection & control 0-10V controlled equipment



Physical characteristics Operating voltage



+12V DC provided by external power supply (supplied)



Indicators (LED) front panel



Processor activity LAN activity



Temperature Operating Non-operating Humidity (non-condensing) Operating Non-operating



0°C to +50°C -10°C to +85°C 10% to 90% RH at 50°C 95% RH at 50°C



Dimensions



44cm (W) x 22.5cm (D) x 5cm (H)



EMI



EN55022 Class B



CE Immunity



EN50082



System software Real Time OS



Core software (kernel, TCP/IP stack …)



IP Services HTTP 1.0 Dynamic page creation on-the-fly to indicate equipment status etc. Enables remote software updates and configuration changes (download and upload capable)



Web server FTP server SMTP client



Sequence and alarm based sending of emails



Interface/administration The core module of the intelligence logic Starting from a pre-defined event (date, external incident, HTTP request etc) a pre-programmed series of actions can be launched



Scenario engine Security



Password protection (3 levels possible)



Network



On-the-fly address set-up & configuration



Parameters



Equipment set-up, thresh-hold settings etc..



For more information contact your nearest Webdyncast distributor : Webdyn and Webdyncast are registered trademarks of Webdyn. All other trademarks are the property of their respective owners. Webdyn reserves the right to modify the specifications of its products at any time without notice.
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