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Theft Deterrent Horn Circuit - CapHector

(1) Unlock the front LH or RH door with a key. (2) Turn the ignition switch to IG or ON position. (3) Unlock the doors with the wireless door lock control system. 
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DI-421 DIAGNOSTICS



-



THEFT DETERRENT SYSTEM DI6WE-02



Theft Deterrent Horn Circuit CIRCUIT DESCRIPTION When the theft deterrent system is activated, the relay in the ECU turns ON and OFF cycles of approximately 0.2 sec., causing the theft deterrent horn to blow (See the wiring diagram below). In this condition, if any of the following operations is done, the relay in the ECU turns OFF, thus stopping the theft deterrent horn from blowing: (1) Unlock the front LH or RH door with a key. (2) Turn the ignition switch to IG or ON position. (3) Unlock the doors with the wireless door lock control system. (4) Wait for approximately 60 seconds.



WIRING DIAGRAM Theft Deterrent ECU Engine Room J/B HORN
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INSPECTION PROCEDURE 1



Check voltage between terminal 1 of theft deterrent horn connector and body ground. PREPARATION: Remove the theft deterrent horn and disconnect the connector. CHECK: Measure voltage between terminal 1 of theft deterrent horn connector and body ground. OK: Voltage: 10 - 14 V
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DI-422 DIAGNOSTICS



NG



-



THEFT DETERRENT SYSTEM



Check and repair harness and connector between HORN fuse and theft deterrent horn.



OK
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Check theft deterrent horn. CHECK: Connect positive (+) lead from the battery to terminal 1 and negative (-) lead to terminal 2 of theft deterrent horn connector. OK: Theft deterrent horn blows.
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Replace theft deterrent horn.



OK
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Check harness and connector between theft deterrent ECU and theft deterrent horn (See page IN-29 ).
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Check and repair harness or connector.



OK



Check and replace theft deterrent ECU.
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Tc Terminal Circuit - CapHector 

6 seconds? PREPARATION: Check operation of the SRS warning light after ignition switch ... Check voltage between terminal Tc of DLC3 and body ground.
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ECM Power Source Circuit - CapHector 

2002 ECHO (RM884U). 4. Check EFI fuse. PREPARATION: Remove IGN fuse from engine room J/B. CHECK: Check continuity of EFI No. 1 fuse. OK: Continuity.
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ABS Warning Light Circuit - CapHector 

ANTI-LOCK BRAKE SYSTEM. DI-231. 401. Author : Date : 2002 ECHO (RM884U). ABS Warning Light Circuit. CIRCUIT DESCRIPTION. If the ECU detects ...
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T Squib (LH) Circuit - CapHector 

CIRCUIT DESCRIPTION. The P/T squib (LH) circuit consists of the airbag sensor assembly and seat belt pretensioner (LH). It causes the SRS to deploy when ...
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Key Unlock Warning Switch Circuit - CapHector 

CIRCUIT DESCRIPTION. The key unlock warning switch goes ON when the ignition key is inserted in the key cylinder and goes OFF when the ignition key is ...
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14 Open in D Squib Circuit - CapHector 

B0101/14. Open in D Squib Circuit. CIRCUIT DESCRIPTION. The D squib circuit consists of the airbag sensor assembly, spiral cable and steering wheel pad.
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CIRCUIT INSPECTION DTC P0500 Vehicle Speed ... - CapHector 

CIRCUIT DESCRIPTION. The vehicle speed sensor outputs a 4-pulse signal for every revolution of the transaxle output shaft. After this signal is converted into a ...
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Door Unlock Detection Switch Circuit - CapHector 

CIRCUIT DESCRIPTION. The door unlock detection switch is built in the door lock motor assembly. This switch is ON when the door lock knob is in the unlock ...
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53 Short in P Squib Circuit - CapHector 

B0105/53. Short in P Squib Circuit. CIRCUIT DESCRIPTION. The P squib circuit consists of the airbag sensor assembly and front passenger airbag assembly.
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T Squib (LH) Circuit (to Ground) - CapHector 

CIRCUIT DESCRIPTION. The P/T squib (LH) circuit consists of the airbag sensor assembly and seat belt pretensioner (LH). It causes the SRS to deploy when ...
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T Squib (RH) Circuit (to Ground) - CapHector 

CIRCUIT DESCRIPTION. The P/T squib (RH) circuit consists of the airbag sensor assembly and seat belt pretensioner (RH). It causes the SRS to deploy when ...
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Folded horn 

Crescendo Colossus 15 E. Studio 15 B or L. ... M. E. +. +. Lamn. I. ILITIELLYELETIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII. BH & K. DIPOTOM tre Rage 50 dB Ritts RMS Lowel Luin ...
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47 Short in Side Squib (LH) Circuit - CapHector 

CIRCUIT DESCRIPTION. The side squib (LH) circuit consists of the airbag sensor assembly and side airbag assembly (LH). It causes the SRS to deploy when ...
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43 Short in Side Squib (RH) Circuit - CapHector 

CIRCUIT DESCRIPTION. The side squib (RH) circuit consists of the airbag sensor assembly and side airbag assembly (RH). It causes the SRS to deploy when ...
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45 Short in Side Squib (LH) Circuit (to Ground) - CapHector 

CIRCUIT DESCRIPTION. The side squib (LH) circuit consists of the airbag sensor assembly and side airbag assembly (LH). It causes the SRS to deploy when ...
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personnage de grand theft auto personnages de grand theft auto 

If you want to possess a one-stop search and find the proper manuals on your products, you can visit this website that delivers many Personnage De Grand Theft. Auto Personnages De Grand Theft Auto San Andreas Personnages De Grand Theft. Auto Iv. You 
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41 Short in Side Squib (RH) Circuit (to Ground) - CapHector 

CIRCUIT DESCRIPTION. The side squib (RH) circuit consists of the airbag sensor assembly and side airbag assembly (RH). It causes the SRS to deploy when ...
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11 Short in D Squib Circuit (to Ground) - CapHector 

â€¢Short circuit in D squib wire harness (to ground). â€¢D squib malfunction. â€¢Spiral cable malfunction. â€¢Airbag sensor assembly malfunction. â€¢Steering wheel pad (D ...
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42 Short in Side Squib (RH) Circuit (to B+) - CapHector 

Short in Side Squib (RH) Circuit (to B+). CIRCUIT DESCRIPTION. The side squib (RH) circuit consists of the airbag sensor assembly and side airbag assembly ...
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DTC P1790 ST Solenoid Valve Circuit Malfunction - CapHector 

Shift solenoid valve ST is switched ON-OFF by a signal from ECM so that let in or out timing of 2nd brake is adjusted by operating orifice control valve. Therefore ...
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52 Short in P Squib Circuit (to B+) - CapHector 

Short in P Squib Circuit (to B+). CIRCUIT DESCRIPTION. The P squib circuit consists of the airbag sensor assembly and front passenger airbag assembly.
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46 Short in Side Squib (LH) Circuit (to B+) - CapHector 

B0118/46. â€¢Short circuit in side squib (LH) wire harness (to B+). â€¢Side squib (LH) malfunction. â€¢Airbag sensor assembly malfunction. â€¢Side airbag assembly (LH).
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inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.
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