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Throttle Check Valve Series FS Characteristics ... - Parker Hannifin

Series FS. 5. Characteristics / Ordering Code. Manatrol throttle check valves of ... Needle omit. Standard. 2 stage needle. 4*. Micro-fine hollow needle with slot ... 
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Throttle Check Valve Series FS



Catalogue HY11-3500/UK



Characteristics / Ordering Code Manatrol throttle check valves of series FS allow the adjustment of the ﬂow for a deﬁned direction. A 2 stage needle allows for very exact setting of smaller ﬂow rates with the ﬁrst 3 rotations of the adjustment knob. After 3 more rotations, the valve is completely open. The valve setting can be locked by a locking screw.



Flow rate Q [l/min] = Kv ·



Kv ∆p [bar] γ [kg/dm3] (γ for mineral oil
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∆p γ



from the table = speciﬁc gravity of ﬂuid = 0.85 – 0.9)



Characteristic values Pressure [bar] 210 210 210 210 210



Size 400 600 800 1200 1600



Max. ﬂow [l/min ∆p10bar] 25 40 50 120 250



Opening [cm2] 0.37 0.62 0.86 1.18 2.23



Check Kv factor 18.6 30.4 43.4 60 111



Throttle surface [cm2] 0.13 0.22 0.28 0.70 1.48



Throttle v. open Kv factor 6.3 11.2 14 35.4 75



Weight [kg] 0.23 0.31 0.67 1.17 2.31



Ordering code



F



S



Throttle and check valve



Subplate mounting



Code 400 600 800 1200 1600



Size 400 600 800 1200 1600



Code



Needle Standard 2 stage needle Micro-ﬁne hollow needle with slot



omit 4*



S Size



Steel body



Needle



Clamping screw



Seal



Code omit V



Seal NBR FPM



Code Clamping screw omit Hexagon socket With knurled F knob



* only for sizes 400 to 600 FS_UK.INDD CM
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Performance Curves / Dimensions



Throttle Check Valve Series FS



∆p/Q performance curves



∆p/Q performance curves free ﬂow



Catalogue HY11-3500/UK



5 Dimensions



Hex head adjusting knob Standard for Size 1600



Size 400 600 800 1200 1600



L2 71 78 89 114 138



L5 34.8 33.5 38.1 76.2 95.2



L4 38.1 47.7



L3 14.2 18 21.3 13.7 15.8



L7 4.8 4.0 4.0 11.4 19



L6 ØD2 Ød2 25.5 13.3 7 25.5 16 10 30 19.1 13 54.1 24 14 57.2 32 22



B1 33.5 38.1 44.5 54 60.2



B H3 H2 44.5 56.5 51 51 67.5 61 57.5 84 76 70 111 96 76.5 146.5 130



H 22 25.5 32 45 51



Ød1 H1 6.8 11 7 12.2 7 16 9 22.5 9 25.5



ØD 21 25 30 35 -



SW 47.8



W1 17.5 22.2 25.5 31.8 38.1



L1 21.5 25.5 24.5 38.5 44.5



L 63 70 81 104 127



FS_UK.INDD CM
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany
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Throttle Valve with Check Series ZRD (Denison) - Parker Hannifin 

Nominal flow. [cSt]/[l/min]. 80. 160 ... Technical data. Throttle check ... NG16. Hexagon screw with lock nut. Throttle valve with check. Seal. Nominal size. ZRD. S0.
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Throttle Check Valve Series FM Characteristics 

Adjustment. Throttle valve. Seal. FPM. Design series. (not required for ordering). V. Code ... V. SK-FM2-V-20. Note: The O-ring plate (with. O-rings) for sealing the.
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Throttle Valve with Shut-Off Valve Series TEH ... - Parker Hannifin 

Ordering code. Technical data. General. Nominal size. NG32. NG40. NG50. NG63. NG80. NG100. Design. Throttle valve, slip-in cartridge according to ISO 7368.
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Proportional Throttle Valve Series F5C (Denison) - Parker Hannifin 

Nominal size. 06. SAE Â¾". 08 ... Nominal size. Code Pilot flow. Max. response omit. 1 l/min. 350 ms. A. 2 l/min. 250 ms ... Technical Data / Characteristic Curves.
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Directional Control Valve Series D3MW Characteristics - Parker Hannifin 

Hydraulic. Max. operating pressure. [bar] P, A B: 350; T: 210. Fluid. Hydraulic oil in accordance with DIN 51524 / 51525. Fluid temperature. [Â°C] -25 ... +70.
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Directional Control Valve Series D1MW Characteristics - Parker Hannifin 

Hydraulic. Max. operating pressure. [bar] P, A B: 350; T: 210. Fluid. Hydraulic oil in accordance with DIN 51524 / 51525. Fluid temperature. [Â°C] -25 ... +70.
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Pilot Operated Check Valve Series ZRE (Denison) - Parker Hannifin 

Page 1. 7-79. Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. Pilot Operated Check Valve.
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Direct Operated Check Valve Series C5V (Denison) - Parker Hannifin 

Cracking pressure. Direct operated check valve. Design series. Seals. Nominal size. Body sealing. Code. Body sealing. 1 sealing for port A. 2 1) sealing for port ...
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Direct Operated Check Valve Series ZRV (Denison ... - Parker Hannifin 

ISO 4406 (1999) 18/16/13 (acc. NAS 1638: 7). Technical data. Code. Nominal size. 01. NG06. 02. NG10. Ordering code. Check valve, direct operated. Nominal.
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9MV Characteristics ... - Parker Hannifin 

400-2. 11. Characteristics / Ordering Code. Ordering code. Ap/Q curves. Manatrol needle valve, optional with 30Â° poppet, V-notch, or rectangular slot. The form ...
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Proportional Throttle Valve Series TDL Characteristics 

Catalogue HY11-3500/UK. Parker Hannifin ... The optimum dynamics are achieved at a control pressure ... a completely factory set unit with minimum or no need.
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Pilot Operated Check Valve Series CPOM Characteristics 

When the valve poppet is open, the large cross-section allows high flow rates at low differential pressure. â€¢ Different control ratios can be chosen with the NG6.
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Check Valves Series SPR (Parker), C4V (Denison ... - Parker Hannifin 

Nominal flow. [l/min]. 150 ... Technical data. C4V10 ... Nominal size. 5. Max. pressure. 350 bar. 3. Subplate mounting. The Denison model code is avail- able for ...
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Direct Operated Check Valve Series CM Characteristics 

Series CM. 7. Ordering Code. Schematics. The valve side is shown at the top of the symbols, the manifold side with channel designation is shown on the bottom.
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Threaded Check Valves Series RK, RB ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany. Threaded Check ... unrestricted. Fluid. Hydraulic oil in accordance with DIN 51524/51525. Viscosity permitted.
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Pilot Operated Pressure Unloading Valve Series R5U - Parker Hannifin 

NBR. 5. FPM. Pilot oil. Code. Pilot. Drain. 4. External via port X1 or X2. External. 5. External ... AC: up to 7200, DC: up to 16000 switchings/hour. Coil insulation ...
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Pilot Operated Prop. Pressure Relief Valve Series ... - Parker Hannifin 

Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany ... Minimum pressure curve RE*M*W 1). R4V03.
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7-15 Characteristics Throttle check valves Series FM 

Seal. FPM. V. Design series. (not required when ordering). Throttle valve. FM. Throttle ... Seal. V. FM2. The O-ring plate (with O-rings) for sealing the connect-.
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Direct Operated Pressure Relief Valve Series RDM ... - Parker Hannifin 

Features. â€¢ The direct operated, cushioned piston design results in fast response, low leakage and minimal hysteresis. â€¢ Up to 5 pressure adjustment ranges are ...Missing:
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Pilot Operated Pressure Relief Valve Series R5V*P2 ... - Parker Hannifin 

Catalogue HY11-3500/UK ... pressure control. G0R. Solenoid voltage. 12V 2.3A. Ordering Code. Code Pressure stages. 1 ... Minimum pressure curve 1).
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2 Way Variable Flow Control Valve Series 2F1C ... - Parker Hannifin 

INDD CM. Catalogue HY11-3500/UK ... 2 way flow control valves series 2F1C provide pressure and viscosity ... Minimum pressure difference curves. 2F1C02.
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2 Way Proportional Flow Control Valve Series DUR ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany ... hydraulic actuator (cylinder, hydraulic motor). The load ... oil flow remains constant. In combination with the ...
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Adaptor Plates Series PADA, D51 Characteristics - Parker Hannifin 

Series PADA, D51. 12. PADA-D51_UK.INDD RH. Characteristics. Adaptor plate PADA 1007-AA-BB, CETOP 3/5. Adaptor plate PADA 1007/A-B/B-A, CETOP 3/5.
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Direct Operated Proportional DC Valve Series ... - Parker Hannifin 

The proportional directional valves 4DP02 of the nominal size NG10 (CETOP 05) are offered under ... Kaarst, Germany. 3. Technical Data. General. Design.
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