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24-99



Throttle valve control module, checking Note: If the throttle valve control module -J338- is removed and installed, or replaced, adaptation of the throttle valve control module to the Motronic ECM is required Page 24-119 . Required special tools and test equipment VAG 1551 or VAG 1552 Scan Tool (ST) with VAG 1551/3 adapter cable VAG 1598/22 test box Multimeter US 1119 (Fluke 83 or equivalent) VW 1594 connector test kit Wiring diagrams
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24-100



Function Idle speed stabilization is integrated in the throttle valve control module -J338-. In the housing opposite the throttle valve are Throttle Position (TP) sensor -G69-, Closed Throttle Position (CTP) switch -F60-, throttle drive -G186and angle sensor -1- for throttle drive -G187-. The housing should not be opened. The individual components cannot be replaced or mechanically adjusted. All adjustments are accomplished by the VAG 1551 Scan Tool (ST) using the "Basic Setting" function 04. If the complete throttle valve control module is without power (i.e. disconnected), the throttle valve assumes a mechanical closed throttle position that results in an increased idle speed of 1200-1300 RPM (with engine at operating temperature). If only the Throttle Position (TP) actuator -V60- is without power, the throttle valve also assumes a mechanical closed throttle position (limp-home position), but because the signal from the CTP switch -F60- can still be recognized, a nearly "normal" idle speed of approx. 900 RPM is maintained with a corresponding reduction of the ignition timing advance. If the Engine Control Module (ECM) recognizes a
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malfunction in the angle sensor -1- for throttle drive -G187-, it switches the power off for throttle drive -G186-,and the throttle valve again assumes the mechanical closed throttle position (limp-home position).
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24-101



Throttle valve control module power supply, checking - Disconnect 8-pin harness connector from throttle valve control module -J338-. - Connect multimeter US 1119 (Fluke 83 or equivalent) between harness connector terminals using adapter cables from VW 1594 connector test kit. - Switch ignition on, and check voltage. Specified values: Connector terminals 3 and 7 (Ground): 9.0-14.5 volts Connector terminals 4 and 7 (Ground): 4.0-6.0 volts - Switch ignition off. If voltage is NOT OK: - Connect VAG 1598/22 test box



Page 01-56 .



- Check wiring for open circuit between ECM/test box and 8-pin harness connector. Connector terminal 3 to ECM/test box socket 69 Connector terminal 4 to ECM/test box socket 62 Connector terminal 7 to ECM/test box socket 67 Specified value: max. 1.5
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24-102



- Check wiring for short circuit between ECM/test box and 8-pin harness connector. Connector terminal 7 to ECM/test box socket 69 Connector terminal 7 to ECM/test box socket 62 Connector terminal 4 to ECM/test box socket 67 Specified value: - Reconnect throttle valve control module harness connector. If wiring is OK: - Replace Motronic Engine Control Module (ECM) -J220- Page 01-57 . - Carry out adaptation of throttle valve control module to ECM Page 24-119 . - Check readiness code Page 01-59 . If Diagnostic Trouble Code (DTC) memory has been erased, or ECM was disconnected,
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generate new readiness code
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24-103



Closed Throttle Position (CTP) switch, checking Note: The Closed Throttle Position (CTP) switch -F60is inside the throttle valve control module -J338-. Test conditions Throttle valve in closed throttle position; if necessary adjust accelerator pedal cable



Repair Manual, Fuel Supply System, Repair Group 20 Cruise control adjustment OK Power supply for throttle valve control module OK; checking Page 24-101 Checking - Connect VAG 1551 or VAG 1552 scan tool and press buttons -0- and -1- to insert "Engine Electronics" address word 01 (with engine running at idle) Page 01-7 .
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HELP
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Indicated on display



Select function XX



- Press buttons -0- and -8- to select "Read Measuring Value Block" function 08, and press -Q- button to confirm input. Read Measuring Value Block



HELP



Indicated on display



Input display group number XXX
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24-104



- Press buttons -0-, -0- and -5- to input display group number 5, and press -Q- button to confirm input. Indicated on display (1-4 = display fields)



Read Measuring Value Block 5 1234



- Check Closed Throttle Position (CTP) switch (display field 4): Display fields 1



2



3



4



xx.xx ms



xxx km/h



Idle



Display group 5: Engine electronics Display



xxx RPM



Part throt Full throt Decel Enrich Indicates



Engine speed



Engine Load



Vehicle speed



Operational condition



(in 40 RPM steps) Range



0-6800 RPM



0.00-8.50 ms



---



---



Specified value



760-960 RPM



0.50-1.50 ms



0 km/h



Throttle closed: "Idle" Throttle slightly open: "Part throt"



http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.FU02.24.2



11/19/2002



Throttle valve control module, checking



---
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---



---



If display is NOT OK
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24-105



Continuation - Switch ignition off. - Connect VAG 1598/22 test box to ECM harness connector Page 01-56 . - Connect multimeter US1119 (Fluke 83 or similar) and check resistance between test box sockets 67and 69. Specified value: max. 5.0 - Open throttle slowly. Specified value: If resistance is NOT OK: - Disconnect 8-pin harness connector for throttle valve control module J338-. - Check wiring for open circuit between ECM/test box and 8-pin harness connector. Connector terminal 3 to ECM/test box socket 69 Connector terminal 7 to ECM/test box socket 67 Specified value: max. 1.5 - Check wiring for short circuit between ECM/test box and 8-pin harness connector.
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Connector terminal 7 to ECM/test box socket 69 Specified value:
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24-106



- Reconnect throttle valve control module harness connector. If wiring is OK: - Replace throttle valve control module -J338-. - Carry out adaptation of throttle valve control module to ECM Page 24-119 . - Check readiness code Page 01-59 . If Diagnostic Trouble Code (DTC) memory has been erased, or ECM was disconnected, generate new readiness code Page 01-62 .
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24-107



Throttle drive and angle sensor for throttle drive, checking Note: Throttle drive -G186- and angle sensor -1- for throttle drive -G187- are located in the throttle valve control module -J338-. Test conditions Throttle valve in closed throttle position; if necessary adjust accelerator pedal cable



Repair Manual, Fuel Supply System, Repair Group 20 Cruise control adjustment OK Power supply for throttle valve control module OK; checking Page 24-101 Engine coolant temperature at least 80 C (176 F) Automatic transmission selector lever in "P" or "N"
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24-108



Checking - Connect VAG 1551 or VAG 1552 scan tool and press buttons -0- and -1- to insert "Engine Electronics" address word 01 (with engine running at idle) Page 01-7 . Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -8- to select "Read Measuring Value Block" function 08, and press -Q- button to confirm input. Read Measuring Value Block



HELP



Indicated on display



Input display group number XXX



- Press buttons -0-, -5- and -5- to input display group number 55, and press -Q- button to confirm input. Read Measuring Value Block 55



Indicated on display (1-4 = display fields)



1234
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- Compare display with specified values for idle air control (display fields 1-4): Display fields 1



2



3



4



xxx RPM



x.xx g/s



x.xx g/s



xxxx



Engine speed RPM



Regulating value-idle mass air flow (idle air control)



Learning value-idle mass air flow



Operating conditions



Display group 55: Idle control Display Indicates



(in steps of 10 RPM) Range



0-2550 RPM



-2.80 to 4.17 g/s



-1.94 to 2.22 g/s



---



Specified value



820-900 RPM



-1.11 to 1.11 g/s



-1.11 to 1.11 g/s



0000



If engine speed is NOT OK Page 24-111 , Continuation



If display is NOT OK Page 24-110 , Evaluating display group 55



Explanation Page 24-110



If displayed values are OK: - Press button to advance program sequence. - Press buttons -0- and -6- to select "End Output" function 06, and press -Q- button to confirm input. - Switch ignition off.
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24-110



Evaluating display group 55 Display group: 55 Possible cause



Display fields: 2 3 above 1.11 g/s



Increased load because of switched-on consumers



Corrective action



- Switch off electrical consumers



Throttle valve mechanism sticking



below -1.11 g/s



Air passage in area of throttle valve contaminated



- Visually check, repair if necessary



Intake air leak (false air) behind throttle valve



- Check intake air system for leaks (false air)



Page 24-97



- Check exhaust system: Repair Manual, 1.8 Liter 4-Cyl. 5V Turbo Engine Mechanical, Engine Code(s): AEB, ATW, Repair Group 26



Explanation of the 4-digit display Explanation when display field is = 0 x



x



x



x



(Display group 55)



0 A/C compressor off (0 = A/C compressor off /1 = A/C compressor on) 0 0



Shift lever in P or N (0 = Shift lever in P or N/ 1 = Shift lever in 2/3/4/R/D) Always "0"
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0
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Always "0"
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24-111



Continuation - Switch ignition off. - Connect VAG 1598/22 test box to ECM harness connector Page 01-56 . - Switch ignition on. - With throttle valve in closed throttle position, connect multimeter US 1119 (Fluke 83 or equivalent), and check resistance between ECM/test box sockets 59 and 66. Specified value: 3-200 If resistance is NOT OK: - Disconnect 8-pin harness connector from throttle valve control module -J338-. - Check wiring for open circuit between ECM/test box and 8-pin throttle valve control module harness connector. Connector terminal 1 to ECM/test box socket 66 Connector terminal 2 to ECM/test box socket 59 Connector terminal 7 to ECM/test box socket 67



http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.FU02.24.2



11/19/2002



Throttle valve control module, checking



Page 20 of 38



Connector terminal 8 to ECM/test box socket 74 Specified value: max. 1.5
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24-112



- Check wiring of 8-pin connector for short circuit between wires, according to wiring diagram. Connector terminal 1 to ECM/test box socket 59 Connector terminal 1 to ECM/test box socket 74 Connector terminal 1 to ECM/test box socket 67 Connector terminal 2 to ECM/test box socket 67 Connector terminal 2 to ECM/test box socket 74 Connector terminal 7 to ECM/test box socket 74 Specified value: If wiring is OK: - Carry out adaptation of throttle valve control module to ECM Page 24-119 .
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- Check readiness code Page 01-59 . If Diagnostic Trouble Code (DTC) memory has been erased, or ECM was disconnected, generate new readiness code Page 01-62 .
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24-113



Throttle Position (TP) sensor, checking Note: Throttle Position (TP) sensor -G69- is located inside the throttle valve control module -J338-. Test conditions Throttle valve in closed throttle position; if necessary adjust accelerator pedal cable



Repair Manual, Fuel Supply System, Repair Group 20 Cruise control adjustment OK Power supply for throttle valve control module OK; checking Page 24-101 Checking - Connect VAG 1551 or VAG 1552 scan tool and press buttons -0- and -1- to insert "Engine Electronics" address word 01 (with ignition switched; engine not running) Page 01-7 . Rapid data transfer



HELP



Indicated on display
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Select function XX



Read Measuring Value Block
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- Press buttons -0- and -8- to select "Read Measuring Value Block" function 08, and press -Q- button to confirm input. HELP



Indicated on display



Input display group number XXX
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- Press buttons -0-, -0- and -3- to input display group number 3, and press -Q- button to confirm input. Indicated on display (1-4 = display fields)



Read Measuring Value Block 3 1234



- Compare display with specified values for throttle angle, (display field 3): Display fields 1



2



3



4



Display group 3: Load measurement Display Indicates



xxx RPM



xx.x g/s



Engine speed



Mass air flow



xxx Throttle angle



xx.x



BTDC



Ignition timing



(in 40 RPM steps) Range Specified value



0-6800 RPM



---



0-90



0 RPM



---



0-5



---



---



If not as specified



Page 24-115 , Evaluating display group 3



0.0 -50.0 BTDC 0.0 ---



- Open throttle valve slowly while monitoring degree ( ) value in display field 3. Value must increase uniformly over the entire range.
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- Press
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button to advance program sequence.
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24-115



- Press buttons -0- and -6- to select "End Output" function 06, and press -Q- button to confirm input. - Switch ignition off. Note: The values displayed in display field 3 depend on the calibration of the Throttle Position (TP) sensor and do not correspond with the actual throttle valve opening in degrees. The maximum displayed value is 90.0 . If the throttle angle value does not increase uniformly: - Replace throttle valve control module -J338-. - Carry out adaptation of throttle valve control module to ECM Page 24-119 . - Check readiness code Page 01-59 . If Diagnostic Trouble Code (DTC) memory has been erased, or ECM was disconnected, generate new readiness code Page 01-62 . Evaluating display group 3
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Display group: 3 Display field: 3



Possible cause



0.0



Open circuit in wiring



99.0



Short circuit to ground (GND)



Corrective action - Check wiring



Page 24-116
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24-116



Checking wiring - Connect VAG 1598/22 test box to ECM harness connector Page 01-56 . - Connect multimeter US 1119 (Fluke 83 or equivalent), using adapter cables from VW 1594 connector test kit. - Measure resistance to check for short circuit between test box sockets 2 (Ground) and 75 (signal wire). Test box sockets 2 and 75 Specified value: - Switch multimeter to voltage (20 VDC) measuring range. - Switch ignition on. - Check wiring for short circuit to B+. Note voltage reading if applicable (if not 0 volts).
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- Switch ignition off. - Continue test, depending on whether or not voltage was measured Page 24-117 or page Page 24-118 .
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24-117



Continuation (with measured voltage) - Disconnect 8-pin harness connector from throttle valve control module -J338-. If measured voltage was approx. 5 volts: - Connect multimeter US 1119 (Fluke 83 or equivalent), using adapter cables from VW 1594 connector test kit. - Measure resistance to check for short circuit between test box sockets 62 (power supply) and 75 (signal wire). Test box sockets 62 and 75 Specified value: If measured voltage was approx. battery positive voltage (B+): - Check wiring at 8-pin connector, terminal 5 for short circuit to battery B+.
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24-118



Continuation (with no measured voltage) - Disconnect 8-pin harness connector from throttle valve control module -J338-. - Check wiring for open circuit between ECM/test box and 8-pin harness connector. Connector terminal 5 to ECM/test box socket 75 Specified value: max. 1.5 If wiring is OK: - Replace throttle valve control module -J338-. - Carry out adaptation of throttle valve control module to ECM 24-119 .



Page



- Check readiness code Page 01-59 . If Diagnostic Trouble Code (DTC) memory has been erased, or ECM was disconnected, generate new readiness code Page 01-62 .
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24-119



Throttle valve control module, adaptation to Engine Control Module (ECM) If the throttle valve control module -J338- is removed and installed, or replaced, adaptation of the throttle valve control module to the Motronic ECM is required Page 24-119 . During "adaptation" with ignition switched on and the engine not running, the Motronic ECM "learns" the closed throttle position (CTP), wide open throttle (WOT) and other positions of the throttle valve control module, and a characteristic curve of the relationship between Throttle Position (TP) sensor -G69- and angle sensor for throttle drive -G187-. Required special tools and test equipment VAG 1551 or VAG 1552 Scan Tool (ST) with VAG 1551/3 adapter cable Test conditions No malfunctions stored in DTC memory Page 01-15 Throttle valve in closed throttle position; if necessary adjust accelerator pedal cable



http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.FU02.24.2



11/19/2002



Throttle valve control module, checking



Page 34 of 38



Repair Manual, Fuel Supply System, Repair Group 20 Cruise control adjustment OK Power supply for throttle valve control module OK; checking Page 24-101
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24-120



Test procedure - Connect VAG 1551 or VAG 1552 scan tool and press buttons -0- and -1- to insert "Engine Electronics" address word 01 (with ignition switched on; engine not running) Page 01-7 . Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -4- to select "Basic Setting" function 04, and press -Q- button to confirm input. System in Basic Setting



HELP



Indicated on display



Input display group number XXX



- Press buttons -0-, -6- and -0- to input display group number 60, and press -Q- button to confirm input. System in Basic Setting 60 1234



Indicated on display (1-4



display fields)



Note: After confirming input of display group 60, adaptation is started. The Throttle Position (TP)sensor is positioned in the closed throttle, wide open throttle and limp-home positions. Following this procedure, other intermediate steps will create a characteristic curve of the relationship between Throttle Position (TP) sensor -G69- and angle sensor for throttle drive -G187-. The Motronic ECM stores these values in permanent memory. Afterward, the throttle valve assumes the starting position.
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24-121



- Compare display with specified values (display fields 1-4): Display fields 1



2



3



4



Idle



ADP runs



Part throt



ADP. OK



Full throt



ADP. ERROR



Display group 60: Basic setting-throttle valve control module Display



xxx



xxx



Decel Enrich Indicates



Throttle valve angle



Throttle drive angle



Operating condition



Adaptation condition



Range



0-90



---



---



Specified value



0-5



Idle



ADP. runs ADP. OK (ADP. ERROR indicates unsuccessful adaptation)



If displayed values are NOT OK: - Check DTC memory (



Page 01-15 )
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- Check throttle valve control module (



Page 24-99 )
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24-122



If displayed values are OK: - Allow at least 30 seconds. - End adaptation as soon as possible after 30 seconds by pressing button. - Press buttons -0- and -6- to select "End Output" function 06, and press -Q- button to confirm input.
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Throttle valve control module, checking 

Nov 19, 2002 - If only the Throttle Position (TP) actuator -V60- is without power, the throttle valve also assumes a mechanical closed throttle position (limp- ...
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Throttle-valve angular-position sensor 

8 Angular-position sensors. A. B. Throttle-valve angular-position sensor. Measurement of angles up to 88Â°. 0. 0. 0,05. 0,94. 1,00. Angle of rotationÏ•. V.
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Proportional Throttle Valve with Shut-Off Valve Series TEA 

Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. 8. Ordering Code / Technical Data. Ordering code. General. Nominal size. NG32.
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Throttle Valve with Shut-Off Valve Series TEH ... - Parker Hannifin 

Ordering code. Technical data. General. Nominal size. NG32. NG40. NG50. NG63. NG80. NG100. Design. Throttle valve, slip-in cartridge according to ISO 7368.










 


[image: alt]





Proportional Throttle Valve Series TDL Characteristics 

Catalogue HY11-3500/UK. Parker Hannifin ... The optimum dynamics are achieved at a control pressure ... a completely factory set unit with minimum or no need.
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Throttle Check Valve Series FM Characteristics 

Adjustment. Throttle valve. Seal. FPM. Design series. (not required for ordering). V. Code ... V. SK-FM2-V-20. Note: The O-ring plate (with. O-rings) for sealing the.
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Closed Throttle Position (CTP) switch, checking and adjusting 

Position (CTP) switch Repair Group 01, Read ... http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI. ... Repair Manual, 2.8 Liter V6 2V Engine. Mechanical, Engine Code(s): AFC, Repair Group ... A4. 4. Intake manifold Ground (GN
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Oxygen sensor control, checking - VAGLinks.com 

Nov 22, 2002 - The first position of the 3 digit display (Heater) fluctuate at certain operating conditions between 0 and 1. Page 7 of 61. Oxygen sensor control ...
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Throttle Check Valve Series FS Characteristics ... - Parker Hannifin 

Series FS. 5. Characteristics / Ordering Code. Manatrol throttle check valves of ... Needle omit. Standard. 2 stage needle. 4*. Micro-fine hollow needle with slot ...
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ELECTRONIC CONTROL MODULE 4.16 

Carefully remove camshaft oil seal (16) if damaged or if there is any evidence of oil leakage .... V/Y. GN/W. BK/W b0765x7x. Throttle. Position. Sensor. [88]. Cam. Position. Sensor. [14] ...... Install new ring seal on intake manifold. 4. Install int
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BODY CONTROL MODULE 

Standard on the MINI is a fully integrated Central Locking System. The Central .... the tailgate is through the electrical activation of the release motor. The tailgate ...
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Throttle Valve with Check Series ZRD (Denison) - Parker Hannifin 

Nominal flow. [cSt]/[l/min]. 80. 160 ... Technical data. Throttle check ... NG16. Hexagon screw with lock nut. Throttle valve with check. Seal. Nominal size. ZRD. S0.
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Proportional Throttle Valve Series F5C (Denison) - Parker Hannifin 

Nominal size. 06. SAE Â¾". 08 ... Nominal size. Code Pilot flow. Max. response omit. 1 l/min. 350 ms. A. 2 l/min. 250 ms ... Technical Data / Characteristic Curves.
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electronic control module 4.16 .fr 

Transfer terminal wires to new coil. 2. ..... GENERAL. A computer-controlled cooling fan assists engine cooling dur- ...... tower, damage to sensor may occur. 3.
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Volume Control Valve Trim Acabado De Control De ... - Toto USA 

entre les marquages min et max sur le garde du plâtre. Voir le manuel d'installation du TSMA pour de plus amples information. Garde Plâtre. Vis. 2. Retirez la vis fixant le garde plâtre au corps de la valve, puis tirez le garde de plâtre vers l'extér
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Volume Control Valve Trim Acabado De Control De ... - Toto USA 

NOTE: La surface du mur fini doit être entre les marquages min et max sur le garde du plâtre. Voir le manuel d'installation du TSMA pour de plus amples information. Garde Plâtre. Vis. 2. Retirez la vis fixant le garde plâtre au corps de la valve, pui
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control solenoid valve circuit diagram automatic transaxle control dbid 3n 
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Intake Air Bypass (IAB) Control Valve Testing 

of the IAB control valve is in close contact with the full-close screw when you apply. 50.7 kPa (380 mmHg, 15.0 in.Hg) of vacuum to the. IAB control diaphragm.
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Directional Control Valve Series 4D01 (DENISON) Characteristics 

Max. switching frequency. [1/h] 16000 (DC), 7200 (AC) .... The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm. Surface finish. NBR. BK375. 4x M5x30.
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throttle body - CapHector 

Date : 2002 ECHO (RM884U). THROTTLE BODY. ON-VEHICLE INSPECTION. 1. INSPECT THROTTLE BODY. Check that the throttle linkage moves smoothly.
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proportioning valve (p valve) - CapHector 

ON-VEHICLE INSPECTION. 1. INSTALL LSPV ... When inspecting the fluid pressure, inspect the left front and right rear together, and the right front and left.
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Knock sensors, checking 

Nov 23, 2002 - Check signal wire for continuity between harness connector terminal 2. (in engine compartment) and test box socket A13. Specified value: max.
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2 Way Variable Flow Control Valve Series 2F1C ... - Parker Hannifin 

INDD CM. Catalogue HY11-3500/UK ... 2 way flow control valves series 2F1C provide pressure and viscosity ... Minimum pressure difference curves. 2F1C02.
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2 Way Proportional Flow Control Valve Series DUR ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany ... hydraulic actuator (cylinder, hydraulic motor). The load ... oil flow remains constant. In combination with the ...
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