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TOWER RIDES General Specifications

rides continue to transform parks around the world. The Space Shot is the ride that started it all for S&S. Renowned for its unique smoothness during a rapid 4-G ... 
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TOWER RIDES General Specifications With our high-capacity, high-visibility and small footprint tower rides, we literally took the amusement industry to new heights! Each tower ride rewards riders with breathtaking positive and negative G-force sensations. Economical and exciting, our tower rides continue to transform parks around the world. The Space Shot is the ride that started it all for S&S. Renowned for its unique smoothness during a rapid 4-G vertical launch and then dropping into a breathtaking negative 1-G descent, the Space Shot is a pure rush. The Turbo Drop begins with an impressive ride up the tower, and then, after a brief pause, blasts downward with a beyond-freefall negative G-force experience. The Combo Tower combines the legendary Space Shot and Turbo Drop into one hair-raising amusement attraction. The Rotating Tower has a new addition of one revolution at the top of the tower after space shot up before turbo dropping you downward.



Height (tower only): 185’ (56.3m) Height (with marquee): 200’ to 215’ (61m to 65.5m) Footprint (12-Seat): 7’6” x 7’6” (2.28m x 2.28m) (16 & 20-Seat): 10’ x 10’ (3m x 3m) Number of Vehicles: 1 People per Vehicle: 12, 16, or 20 Capacity: 360 - 800 people per hour Ride Time: 50-90 seconds Max Speed: 40 mph (65 kph) G-Force: +4G/-1G (ascent and descent) Minimum Passenger Height: 48” (1.22m



Power requirements



U.S: 480V / 3 Phase / 60 Hz Intl: 380/400/415 V / 3 Phase / 50 Hz Power Consumption: 230 - 250 kW



FEATURES High Visibility Low Operating & Maintenance Costs Small Footprint High Capacity Ride Allen-Bradley Control System Great Family Attraction
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Tower Ride SEQUENCE Space  Shot/Turbo  Drop  Combo  Tower  Ride  Sequence    



LOAD    



WEIGH    



SHOT    



BOUNCE    



CATCH  &   LIFT    



FINAL  LIFT  &   ENTER  BRAKES    



TURBO  DROP    &  BOUNCE  



LET  DOWN    



HOME    



2935 North 400 West , North Logan, Utah 84341 | [email protected] | Phone: 435-752-1987 | Fax: 435-752-1948 |



www.s-s.com



























des documents recommandant







[image: alt]





General Specifications 

Cam lift, exhaust. â‰¥ mm .... Adhesive sealer for coolant pump angle connector (Loctite 243) .... Cooling fan shroud to radiator ... Power steering pipe to cylinder head cover/engine lifting eye .... Lower suspension arm ball joint to spindle carrie
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General Specifications .fr 

tune up basically. As for the basic knowledge, refer to the base Service Manual for the Ninja ZX-10R (P/No. 99924-1365-01). ...... When adjust the clearance by measurement in case aiming the clearance 0.035 mm. 15 .... 13091-1840. 8 mm.
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General Specifications Engine identification code - Ford Scorpio 

The cast mark is located in the proximity of cylinder no. 3. â€“ â€œFâ€� = 2,9 V6 12V engine. Dimensions. Cylinder block. Cast mark. F. Cylinder bore diameter, standard ...
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General Specifications Model Identification Tuning ... - Blunt|Choco 

8.6:1 (H speed) 9.9:1 (L speed). Carburetor. Keihin PWK35. Lubrication System. Premix gasoline & oil. Ignition System. Magneto CDI (rotor). Ignition Advance.
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...
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Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.
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Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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Doha Tower 

Située entre le nouveau centre- ville et la Corniche au nord de la baie, la tour de ... té par 4 murs rideaux pour la construction de tours. Depuis son projet de la ...
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All New Rides Brochure Flyers 

www.kiddyrides.uk.com. 4 Kingsmark Court, Intercity Way, Swinnow, Leeds, West Yorkshire LS13 4PN. Phone +44(0)113 239 3803 Fax +44(0)113 236 3194 ...
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curious george rides dbid 2utgc 
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Signal Tower - Main 

USB micro-B Terminal Female USB2.0/1.1 Interface, Transmission Rate: USB2.0/1.1/1.0. Transfer. Cable. Charge /Data Transfer Micro USB (not included); Connector: USB Male- USB (MicroB) male. Application ...... get the latest downloads .
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Arthrex Wrist Traction Tower 

fractures and fixation with pins or external fixation. The radiolucent hand stabilizer post is fully adjustable to firmly hold the wrist in any position from full pronation to full supination. The radiolucent hand stabilizer post assembly can be remo
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Arthrex Wrist Traction Tower 

Il est possible de régler la position du pivot de l'arceau pour bras et du pivot de stabilisation de la main radiotransparent .... la droite. 6. Allentare le impugnature di regolazione in senso antiorario e regolare i bracci nella posizione desid- er
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Arthrex Wrist Traction Tower 

Oltre a fornire una forza di controtrazione, la sbarra del supporto del braccio aiuta a mantenere una posizione stabile del polso per interventi chirurgici come la riduzione di fratture del radio distale e il fissaggio con chiodi o fissaggio esterno.
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fishing tower 

Il a été conçu pour transporter le matériel de pêche ainsi que pour pratiquer ce loisir en eau salée et en eau douce. ... pêcher « mains libres » sur terrain dur.
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Arthrex Wrist Traction Tower 

zontal. Se rÃ©fÃ©rer au document Arthrex DFU-0023 pour des instructions concernant la stÃ©rilisation Ã  l'autoclave. 4. Inserire la sbarra dello stabilizzatore per.
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Foamboard Dice Tower - Instructables 

Right side. Tray Front. Top. Dice Step. Page 2. Left side. Tower Front. Page 3. Tower Back. Mid. Dice Step. Bottom. Dice Step. Bottom. Page 4. Felt.
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23" Tower Heater - Etilize 

enough to burn exposed skin. Use of this heater is not recommended for persons with reduced sensitivity to heat or an inability to react to avoid burns. 18.
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organ specifications 

Trumpet 8'. Trompette de FÃªte 8'. Tremolo (prepared). Gt 16', Gt 4', Unison Off. PEDAL. Untersatz 32' (electronic). Contrebasse 16' (Open Wood). Bourdon 16'.
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2 - Specifications 

Gearshift pattern Left foot operated return system 1-N-2-3-4-OD. Final drive gear oil .... Output Shaft Damper spring free length 60.82 (2,394) 570 (2.24). Stift O,0. ... (At 20Â° C/ Wire .... N-m (kg-m, ft-lb) S N-m (kg-m, ft-lb). 5 Å¿r Colt & C Ut 
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Algebraic Specifications 

Expression Push(e, s) denotes the stack s with element e pushed on top. .... Obviously, s1 is a proper subterm of Push(e,s1 ), so the value of s1 is included in the ...
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specifications 5.1 

Table 5-1. Starter Specifications. STARTER. Free speed. 3000 RPM (min.) @ 11.5 V ... relay is activated and battery current flows into the pull-in winding (10) ...
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SPECIFICATIONS - PDFMAZE.COM 

DESIGN STANDARD. The designs and the productions are in conformity with: (1) Japan Industrial Standards. (2) The Institute of Electrical Engineering of Japan.Termes manquants :










 














×
Report TOWER RIDES General Specifications





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



