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TRIPLE 3-INPUT NOR GATE
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HCF4025B TRIPLE 3-INPUT NOR GATE ■
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PROPAGATION DELAY TIME : tPD = 50ns (TYP.) at VDD = 10V CL = 50pF BUFFERED INPUTS AND OUTPUTS STANDARDIZED SYMMETRICAL OUTPUT CHARACTERISTICS QUIESCENT CURRENT SPECIFIED UP TO 20V 5V, 10V AND 15V PARAMETRIC RATINGS INPUT LEAKAGE CURRENT II = 100nA (MAX) AT VDD = 18V TA = 25°C 100% TESTED FOR QUIESCENT CURRENT MEETS ALL REQUIREMENTS OF JEDEC JESD13B " STANDARD SPECIFICATIONS FOR DESCRIPTION OF B SERIES CMOS DEVICES"



DESCRIPTION The HCF4025B is a monolithic integrated circuit fabricated in Metal Oxide Semiconductor technology available in DIP and SOP packages. The HCF4025B TRIPLE 3-INPUT NOR GATE provides the system designer with direct



DIP



SOP



ORDER CODES PACKAGE



TUBE



T&R



DIP SOP



HCF4025BEY HCF4025BM1



HCF4025M013TR



implementation of the NOR function and supplement the existing family of CMOS gates. All inputs and outputs are buffered.



PIN CONNECTION



September 2001



1/7



HCF4025B INPUT EQUIVALENT CIRCUIT



PIN DESCRIPTION PIN No



SYMBOL



NAME AND FUNCTION



1, 2, 3, 4, 5, A, B, D, E, F, Data Inputs 8, 11, 12, 13 C, I, H, G 6, 9, 10 K, J, L Data Outputs V Negative Supply Voltage 7 SS VDD



14



Positive Supply Voltage



TRUTH TABLE INPUTS



LOGIC DIAGRAM



OUTPUTS



A, D, I



B, E, H



C, F, G



K, J, L



L L H H



L H L H



L H L H



H L L L



X = Don’t care



ABSOLUTE MAXIMUM RATINGS Symbol VDD



Parameter Supply Voltage



VI



DC Input Voltage



II



DC Input Current



PD



Value



Unit



-0.5 to +22



V



-0.5 to VDD + 0.5 ± 10



V mA



200 100



mW mW



Top



Power Dissipation per Package Power Dissipation per Output Transistor Operating Temperature



-55 to +125



°C



Tstg



Storage Temperature



-65 to +150



°C



Absolute Maximum Ratings are those values beyond which damage to the device may occur. Functional operation under these conditions is not implied. All voltage values are referred to VSS pin voltage.



RECOMMENDED OPERATING CONDITIONS Symbol VDD



2/7



Parameter Supply Voltage



VI



Input Voltage



Top



Operating Temperature



Value



Unit



3 to 20



V



0 to VDD



V



-55 to 125



°C



HCF4025B DC SPECIFICATIONS Test Condition Symbol



IL



VOH



VOL



VIH



VIL



IOH



IOL



II CI



Parameter



Quiescent Current



High Level Output Voltage Low Level Output Voltage



VI (V)



Low Level Input Voltage



Output Sink Current Input Leakage Current Input Capacitance



|IO| VDD (µA) (V)



0/5 0/10 0/15 0/20 0/5 0/10 0/15 5/0 10/0 15/0



High Level Input Voltage



Output Drive Current



VO (V)



0/5 0/5 0/10 0/15 0/5 0/10 0/15 0/18



Value



0.5/4.5 1/9 1.5/13.5 4.5/0.5 9/1 13.5/1.5 2.5 4.6 9.5 13.5 0.4 0.5 1.5
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74F02 Quad 2-Input NOR Gate 

âˆ’30 mA to +5.0 mA. Voltage Applied to Output in HIGH State (with VCC = 0V). Standard Output. âˆ’0.5V to VCC. 3-STATE Output. âˆ’0.5V to +5.5V. Current Applied ...
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Triple 3-Input Positive-NOR Gates - GROBOTRONICS 

Pb-Free. (RoHS). CU NIPDAU. N / A for Pkg Type. SN74LS27N3. OBSOLETE. PDIP .... Communications and Telecom www.ti.com/communications. Amplifiers.
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Triple 3-Input Positive-NOR Gates - GROBOTRONICS 

retardants (Br or Sb do not exceed 0.1% by weight in homogeneous material) .... TI products are neither designed nor intended for use in military/aerospace ...
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DM74LS260 Dual 5-Input NOR Gate 

Parameter. Conditions. Min. Typ. Max. Units. (Note 1). VI. Input Clamp Voltage. VCC e Min II e b 18 mA b1 5. V. VOH. High Level Output. VCC e Min IOH e Max.
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NOR 

L'accompagnement et la prise en charge complÃ¨te, tant sur le ..... Les biens immobiliers Ã©difiÃ©s en infraction avec un plan de prÃ©vention des risques naturels et.
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Triple 3-Input NAND Gate MC74HC10 - PC Components 

The MC74HC10 is identical in pinout to the LS10. ..... even if such claim alleges that Motorola was negligent regarding the design or manufacture of the part.
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NOR euro.pages 

Sep 11, 2016 - PRO briefing. 14:00. Races 1 ... 16.2 They are responsible for the safety of themselves, their crew, their boat and their other property whether ...
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NOR - Circulaires.gouv.fr 

2 mars 2011 - relative Ã  la mise en Å“uvre de la loi nÂ° 2010-1192 du 11 octobre 2010 ... La loi interdisant la dissimulation du visage dans l'espace public a Ã©tÃ© ...
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NOR - Circulaires.gouv.fr 

2 mars 2011 - Le Premier ministre à. Monsieur le ministre d'Êtat,. Mesdames et Messieurs les ministres,. Mesdames et Messieurs les secrétaires d'Etat,. Monsieur le préfet de police, .... présenter de risque pour la sécurité publique. ... et établisse
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NOR: INTV1633435J - Circulaires.gouv.fr 

19 déc. 2016 - contrôle de conformité des projets retenus avec les objectifs nationaux, .... La vérification des dossiers reçus dans la période de dépôt se fait selon deux étapes: ... exigences architecturales comportant une note sur le projet ...
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agÃ©nor - Mathieu Baudier 

affirmation de valeurs propres (le nationalisme, le pacifisme, etc.). A la .... autre incarnation du pacifisme franÃ§ais. .... gauche, PS, et de droite, RPR puis UMP.
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T NOR - Chandos Records 

Il est frappant de constater qu'une majoritÃ© des pionniers du Jazz choisissent le saxophone tÃ©nor. De mÃªme dans certaines piÃ¨ces pour orchestre symphonique, ...
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Triple Clamp Mounting Triple Clamp Mounting - RevZilla 

acheter des boulons longs 4 x 65 mm pour remplacer les boulons 4 x 60 mm fournis. Ceci permet de s'assurer que l'on a un engagement sur le filetage d'au moins 12 mm. Phone: +61 (0)2 4271 8244. Email: [email protected]. Web: www.barkbusters.net. Ma
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The sliding gate The sliding gate .fr 

security camera screen monitoring speaker (loud speaker). Make a simple sentence explaining how the sliding gate operates. You can explain part of the.
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HEX GATE 

MAX. MIN. TYP. MAX. A. 1.75. 0.068 a1. 0.1. 0.2. 0.004. 0.007 a2. 1.65. 0.064 b. 0.35. 0.46. 0.013. 0.018 b1. 0.19. 0.25. 0.007. 0.010. C. 0.5. 0.019 c1. 45Â° (typ.).
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HEX GATE 

ORDER CODES : HCC4572 BF. HCF4572 BM1. HCF4572 BEY. HCF4572 BC1. F. (Ceramic Frit Seal Package). M1. (Micro Package). C1. (Plastic Chip Carrier).
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TRIPLE CURTAIN ROD BARRA DE CORTINA TRIPLE TRINGLE ... 

TRINGLE TRIPLE. 1 USE 152" WIDTH MEASURE FOR BRACKETS MARK WALL. ï¬�Ðºh'fÐ´Ð´Ð´Ñ�Ð´Ð²Ð» %Ð›ï¬‚â€�EÐ–%EUR Width le hall total Iabric widIh. Length is top of ...
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TRIPLE SERIAL ADDERS 

INPUT CURRENT OF 100nA AT 18V AND 25Â°C. FOR HCC DEVICE .100% TESTED FOR QUIESCENT CURRENT .MEETS ALL REQUIREMENTS OF JEDEC ...
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contractwire basket triple corner / jabonera alambrica angular triple 

Normas / Regulations / Normes: UNE 67100, UNE EN 3497 ,UNE EN ISO 1456 , UNE EN ISO 9227 , UNE EN ISO 4541 , UNE EN ISO 2819, UNE-EN ISO 4541.
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triple activitÃ© - Le Vif 

16 fÃ©vr. 2017 - broyage et recyclage de mÃ©taux. Entreprise gÃ©nÃ©rale de construction. (groupe Artes). Plateforme de commande (groupe Bodymat). Distribution ...
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dÃ©fi triple jeu 

48 MassÃ©-Dansereau. Thomas. T-Ball vert. 39. 38. 35. 39 18,44 0 18,83 0 18,44. 65. 1. 20 ...... 22 Desjardins. Jean-Nicolas. Peewee B Gris. 111 155 150 155 17,75 0 18,50 0 17,75. 70. 0. 1. 5 230. 8. 23 Robert. Alexandre. Sous-ClassÃ© Peewee B Gris. 
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King - Triple Seven 

While in the spiral, you can control your descent rate and bank angle by ..... your new glider! Finally, join our Facebook community and share the passion.
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Quadruple 2-Input Positive-NOR Gates 

Jul 11, 2015 - JM38510/00401BCA. ACTIVE. CDIP. J. 14. 1. TBD. A42. N / A for Pkg Type. -55 to 125. JM38510/. 00401BCA. JM38510/00401BDA. ACTIVE.










 


[image: alt]





TRIPLE SERIAL ADDERS 

Types. 0/15. 15. Â± 0.3. Â±10â€“5 Â± 0.3. Â± 1. CI. Input Capacitance. Any Input. 5. 7.5 ... 2.54. 0.100 e3. 17.78. 0.700. F. 7.1. 0.280. I. 5.1. 0.201. L. 3.3. 0.130. Z. 1.27.
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