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TVIX HD TUNER



• All specifications and information are subject to change without further notices.



TVIX HD TUNER Introduction 1. Features • TVIX HD TUNER can play HDTV without a digital TV set-top box with excellent and super-clear display on HDTV screens . • TViX Tuner has the various recording features like direct recording/scheduled recording and repeated manual recording, so you cannot miss single program of digital TV. It's a completely different type of PVR since you can easily upgrade and expand the capacity of HDD by themselves like PC upgrading. And you can backup the recorded file to/from the PC. • TViX Tuner implements all the DVB-T features like EPG/scheduled recording/ PC-connectivity and this will let user enjoy all the fruits of the digital broadcasting as well as the supreme audio and video qualities. • When using the HDTV mode, you can configure the sleep time. If the sleep time is reached when the recording is in progress, the TViX will shut down after finishing the recording. • TVIX HD TUNER is available with the TViX HD M-4000PA/SA and M-4100SH. • You must upgrade to the latest M-4000 firmware if you want to use the Tuner. Old firmware versions do not support this tuner. • TVIX HD TUNER does not support analog (PAL) broadcasting.



2. Specifications MODEL



TVIX TUNER T430



TUNER



Xceive XC3028



Resolution



Resolutions up to 1920 * 1080i



Internal Power



Via Pin connector to M-4000PA/SA (included)



Power



2.5 (W)



Input



over-the-air Digital TV (DVB-T)



Size



114 x 42 x 20 (mm)



Weight



80g
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Usage Precautions and Notes Do not drop the device. It may cause critical damage to the hard drive. Do not touch the power plug with wet hands or use defective power cables & electric outlets. It may cause electric shocks or fire. Keep all magnetic materials away from the TViX. Magnetic materials such as speakers or magnets may erase or cause damage to the data stored in the hard disk. Do not try to disassemble or remodel the device. It may cause malfunction or fire.



Starting TViX HDTV mode can take about 12~13 seconds. Do not detach the tuner box when the TViX is working. It may damage the TViX or the tuner and void your warranty. We recommend using a threaded-type antenna connector. TV out, ZOOM, and default volume depend on the TViX’s setting. Checking Digital signal Reception • Press the INFO button on the remote control. The Signal strength meter will appear on the left-bottom. • If signal strength meter indicates less than 14.9db, adjust your antenna to increase the signal strength. Continue to adjust the antenna until you find the best position with the strongest signal. You can resolve the following problems by pressing O.K button. • When the audio and video are not synchronized. • When there is noise on the audio. • When there are video-freezing problems. Record Notice • The first partition of the internal hard disk must use the NTFS format. FAT32 format can cause an error message. • When the signal is weak or unstable, recording cannot work properly. • When the hard disk is unstable, recording cannot work properly. So you must run Check Disk sometimes. • Hard disk requires the Check Disk, you must run the Check Disk sometimes Unplug this apparatus when they are lightening storms or unused for a long time. Do not connect the USB host or network when the HDTV mode is active. These can be cause stuttering or jerky motion. We recommend connecting the USB host or network only in the file mode.
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About the TViX HD Tuner 3. Name of Each Part



• 22 pin connector : Connects to the TViX 4000PA/SA main unit. • Air Antenna : Connects to the terrestrial TV antenna signal • Locking knob : This knob is used to lock or unlock the body.



4. Package Contents The TViX HD TUNER package contains the following items. Some packages may change depending on other conditions.



TUNER Box Unit



Manual
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Installation and Connection 1. TUNER Connection Before the TViX is connected to the tuner, the power of TViX should be turned off. Connecting the tuner when



the power of TViX is "ON" will damage the TViX or the tuner and void your warranty.



① Separate Tuner Cover from TViX. (You can easily detach the Tuner Cover from TViX body using coins. After slightly pushing the tuner cover in the direction of an arrow mark, please pull the tuner cover.)



② Insert the turner turning tuner box's bottom toward upside. (Please notice the sticker marked on the turner box) The locking knob should be "OPENED"



③ Insert inside. The locking knob should be "OPENED".



④ After inserting inside, please change the locking knob to "LOCKED".
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2. Video/Audio Connection Connect the audio and video cables from the TViX's output jacks to the TV input jacks. Please refer to 3.2 Video Connection and 3.3 Audio connection on the TViX 4000 series manual. You can download the latest manual on the tvix homepage.



VIDEO Connection



AUDIO Connection



6



(www.tvix.co.kr/eng)



3. TViX HDTV SETUP Setting The HDTV setting can be shown on the screen when the tuner is connected.



Boot Mode :



File Player



DTV Time Auto Sync :



off



HDTV Input :



Air



Location :



USA



Time Zone : Central Time(US& Canada) HDTV Default Audio :



English



Start Channel Scan



boot mode : Select HDTV to start in HDTV mode or File Player to start in File mode (main menu). If the HD tuner is not connected, TViX will start in file mode automatically. DTV Time Auto Sync : is used to adjust the EPG time and VFD time. VFA time is changed to real EPG time. HDTV Input : Select your input. This model is supports free-to- air DVB-T digital only. Location : Select your location. Time Zone : If you want to use exact EPG guide, you have to configure your time zone using Up/Down button.



HDTV Default Audio : select default audio. Start Channel Scan : Press this menu if you want to scan the channel.
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Using TVIX HD TUNER 1. Channel scanning ① Before you can use any of the special channel buttons, the available channels must be scanned and memorized. Press DTV button on the remote control, and the Tuner LED lights. ② HDTV Tuner will scan and store all of the digital (DTV) channels that are available in your local area automatically. If you want to scan the channel manually, you can use Start Channel Scan option on the SETUP-HDTV menu. ③ It takes about 2~3 minutes



④ To stop the scanning, press STOP(■) button on the remote control.



⑤ After scanning, you have to configure the time zone, If you want to use exact EPG guide, you have to set your time zone exactly. ⑥ If you press the VIDEO button on the remote control to change to file mode while scanning channels, the following message appears. Press YES, and TViX is changed to file mode.



⑦ If you press power button while scanning, the following message appears. Press YES, and TViX will shut down.
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※ Checking Digital signal Reception ① Press the INFO button on the remote control. ② The Signal strength meter will appear on the left-bottom. ③ If signal strength meter indicates less than 14.9db, adjust your antenna to increase the signal strength. Continue to adjust the antenna until you find the best position with the strongest signal.



2. Changing the channel Press CH +/-



or ▲ ▼ button to change the TV channels.



You can also enter the channel number by using the numeric keypad on the remote and the channel will change after a few seconds.



3. Instant Record This function records the current displayed channel. • Select the desired channel to record while watching and then press the REC button to record. You cannot change the channel while recording. • Press the STOP(■) to stop recording, or, when the recording duration is reached, the TViX will stop recording. • The recorded file is stored to the hard disk of the TViX in a folder named DTV_REC The file is saved with a name of the form “YY-MM-DD day station named AM/PM HH:MM.tp” The hard disk must be used under the NTFS file system. If the FAT32 file system is used, an error message appears.



• Each press of the REC button changes the recording duration in the sequence shown below. Free Space->30min->45min->60->75->90->105->120->150->180->210->240. When recording, you can see red-round OSD on the left-top of the screen. You can also add recording time by pressing the REC button during instant Record. 9



• When recording, if the available storage space lacks, the recording will automatically stop. • When recording, Press the INFO button on the remote control, and you can see Disk info/file size/Elapsed recording time.



• To delete the schedule list, Press BOOKMARK button and delete the scheduled list. • To cancel a current recording, Press the CAPTURE/DELETE button on the remote control, and recording is canceled and the file is not stored.



• If you press the power button while recording, you will see the following OSD. Press YES, and the file to the present time is stored and the TViX will shut down.



• If available hard-disk space is less than 50MB, recording will not work. If available hard-disk space is 10MB or lower when recording is in progress, it will stop automatically and show “No space” on the OSD. 10



Record Notice • The first partition of the internal hard disk must use the NTFS format. FAT32 format can cause an error message. • When the signal is weak or unstable, recording cannot work properly. • When the hard disk is unstable, recording cannot work properly. So you must sometimes run Check Disk.



4. Using HDTV EPG Guide HDTV EPG(Electronic Program Guide) shows the stream guide of real time. You can use the scheduled recording and scheduled watch using this EPG window. If you want to use this EPG guide, you must view the digital channels in advance. Press GUIDE button.



• Select the desired channel to record or watch and then press the View or Record button to schedule.



• If you select another channel with present time, channel will be changed. • Press INFO button and VFD time is changed to EPG time to schedule with exact time. • To check the schedule list, Press BOOKMARK button. You can delete the list on this window.



5. Manual Recording ① Manually scheduled recording is available in the DTV mode. Scheduled times are based on the TViX internal clock, as shown on its VFD, so please adjust it to the correct time under the setup menu. Press BOOKMARK-MENU button. ② You can set Date/Time/Duration/channel in this menu. Press the CH button to change the station. The cycle option is depending the day of the week. 11



③ To Edit/delete the scheduled list, press the BOOKMARK button on the DTV mode. Press the up/down button to select a specific listing and then you can edit or delete it by pressing the OK or DELETE buttons. Press stop or BOOKMARK button on the remote control to exit the list.



④ The TViX will automatically start 5 minutes before a scheduled recording time. If you set schedule on 4 o'clock, your TVIX will be turned on 3:55 as scheduled recording. Therefore, you need to shut down the TViX before 3:54.



6. Using Check Disk To delete files or folders, you must sometimes run the Check Disk. The TViX player will show the following message when you need to check the hard disk.



① Connect the TViX to the PC’s USB port. ② Select the TViX hard disk -properties-Tools-Check now. You must select the hard disk without showing its contents in Windows Explorer, or Check Disk cannot run on it. ③ Check "Automatically fix file system errors" ④ You normally don't need to check the Scan for and attempt recovery of bad sectors option.
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Extra Features INFO button • First Press : Show station name and signal strength. While recording, show file name and disk space.



• Second Press : Show signal strength only. • Third Press : Information off SETUP button Picture adjustment. Contrast-->Brightness-->Saturation. You can change the level using the direction keys.



Go to previous Channel Press the REPEAT button to jump back to the previously tuned channel. Scheduled List/BOOKMARK button Press the BOOKMARK button to see the reservation list while in the HDTV mode, as in the image below.



To delete the reservation list, Press the list and select delete button. 13



In the file mode, the GUIDE button opens the recording schedule for editing. VIDEO button Changes from HDTV mode to file mode. Please refer to the TViX 4000 manual for operation in file mode. AUDIO button Changes to second audio when the program has multi audio. ZOOM button • 4:3 ratio TV : Full screenÆLetter BoxÆPan/Scan - Letter Box : Choose this when receiving a 16:9 image and you want to see the original wide format. - 4:3 Pan & Scan : Choose this when you want the TV to adjust the 16:9 image vertically so it fills your 4:3 screen. • 16:9 ratio TV : Full screenÆzoom1ÆZoom2 The availability of changing the screen format feature depends on the resolution selected and the current broadcasting signal format. OK button Press OK button, and you can see current program information for about 3 seconds. Sleep function When using the HDTV mode, you can configure the sleep time 30->60->120->180->240->OFF using the Function Key.



-



If the sleep time is reached when the recording is in progress, TViX will shut down after finishing the recording. (If the record time is “Free Space”, TViX will record until the hard disk space is



exhausted and then shut down.) - SLEEP ON blinks for 30 seconds before turn off. Scanned channel / Delete Channel button • GOTO button : Shows the scanned-channel list. To delete scanned channel, press CAPTURE/DELETE button or press OK button on the channel and then delete the channel. To exit this mode, press GOTO button again.
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Using Remote



Power button



Mute



Change Player to DTV Select audio



Change DTV to Player @:/_-



tune to a particular channel



Zoom button.



Scroll button



You can resolve freezing or asynchr onism problems by pressing O.K button Press to change Channels



Volume



Stop recording, Exit DTV



Display the information of channel or signal strength Show scanned channel Picture adjustment. Contrast Æ Brightness Æ Saturation



Display scheduled list



Go to previous channel



Manual Recording



Sleep function HDTV record



Delete channel/cancel recording



Display EPG Guide
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tvix hd tuner 

Weight. 400g. TVIX HD TUNER Introduction ... It may cause electric shocks or fire. ... Before the TViX is connected to the tuner, the power of TViX should be turned off. Connecting the ... The hard disk must be used under the NTFS file system.
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tvix hd tuner - Digital Connection 

will let user enjoy all the fruits of the digital broadcasting as well as the supreme audio and video qualities. â€¢ When using the HDTV mode, you can configure the ...
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AM Tuner - Sony UK 

bibliothèque ou une étagère fermée. Nettoyage du ... Mettez tous les composants hors tension avant .... Raccordez le cordon d'alimentation à une prise murale.
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Using TViX Network 

Start the setting by right clicking the Net Share icon at the low right bottom of the screen. Start Sharing : Used to start the sharing. Stop Sharing : Used to stop the ...
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FM RDS Tuner 

program types to choose from; Classic, Rock and Pop Music, Sport, News, etc. When the TP function is engaged the tuner will seek a radio station with traffic ...
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AM Tuner - Sony UK 

analogique DAB). Sortie numÃ©rique. Borne: Coaxiale et optique. FrÃ©quence d'Ã©chantillonnage: 48kHz. Sortie RDI. Optique. Borne d'antenne. 75Î©, femelle F.
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HD 788TR1 - HD 786TR1 HD 988TR1 - HD 988TR2 - Process Controls 

+650Â°C, with a minimum amplitude of 25Â°C; it may be simply reprogrammed by pressing a key, without any need to regulate jumpers, potentiometers, software ...
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dvico m6500 tvix user guide dbid j3d3 
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FM Stereo FM-AM Tuner 

des chocs mécaniques. • Ne posez rien sur le coffret ... Sélection de l'affichage en allemand 7 .... Vous pouvez choisir un des quatre modes d'affichage suivants.
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FM Stereo FM-AM Tuner 

display. The signal meter indicates the strength of the broadcast signal. 5. 3. 2 ..... change the FM MODE while using the signal meter to ...... Horloge (cycle de 24.
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fm stereo tuner rt-961 

CERAMIC CAPACITOR 0.047uF. CP401,402. 068 B2P3-VH. CONNECTOR POST. CP105. 068 B5B-PH-KS. CONNECTOR POST. CP102,104. 068 B7B-PH-KS.
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AT-200Pro Automatic Tuner - Mobinet 

5 to 250 watts SSB and CW. (100 watts on 6M). â€¢ Easy to read LED bar graph display for RF power,. SWR and status. â€¢ 16,000 3D memories for instantaneous ...
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R-Tuner ECU User Manual 

Web link: http://www.fastchip.nl/show.php?lang=en&action=R-tuner ... R-tuner makes the factory ecu programmable and easy to set up starting from the standard ...
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IFAW_Pangolin_French HD 

EXTÃ‰RIEUR. DE RICHESSE. LE TRISTE SORT DU PANGOLIN. LE MAMMIFÃˆRE LE PLUS TRAFIQUÃ‰ AU MONDE. OÃ™ VIT-IL ? Le pangolin vit dans les rÃ©gions tropicales d'Asie et de nombreuses rÃ©gions de l'Afrique subsaharienne. LES HUIT ESPÃˆCES DE PANGOLINS. SONT
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Rear HD 

This product does not guarantee video recording of all accidents and LG Innotek shall not be liable or responsible, directly or indirectly, for any loss or damages whatsoever caused by accidents. LG Innotek shall not provide any support service for a
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Sortimo HD 

Anneaux d'arrimage intégrés pouvant supporter jusqu'à 200 daN. Plancher ..... V avec prise européenne et câble 12/24 V. Fiche du réseau de bord montée et.
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HD Tune 

Serial number : SX0SXLS4473. Capacity : 38.3 GB (~41.2 GB). Buffer size : 1916 KB. Standard : ATA/ATAPI-0. Supported mode : UDMA Mode 5 (Ultra ATA/100).
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SmartSensor HD 

affinÃ© Ã  l'Ã©tape 10 Ã  l'aide du logiciel SmartSensor Manager HD. ... ProtÃ©gÃ© par les brevets amÃ©ricains NÂ° 6 556 916 ; 6 693 557 ; 7 426 450 ; 7 427 930 ; 7 573 ...
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HD CV2014okpdf 

Université de Liège : études d'ingénieur de 1906- 19011 ; obtention du diplôme d'ingénieur civil électricien en 1911. • A partir de 1911 : ingénieur à la direction ...










 


[image: alt]





Sortimo HD 

Revêtement anticorrosion grâce au matériau composite teinté dans la masse. Adaptée pour la gamme complète de BOXX Sortimo. CADRE HD. Base de la ...
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AT-100Pro Automatic Antenna Tuner - Thiecom 

watts, making it suitable for everything from QRP to a typical 100 watt transceiver. The AT-100Pro includes over 2,000 memories for each antenna, automatically ...
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77012 Buddy L Tuner Ride On Instructions 
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USB 2.0 TV Tuner Reference Design 

In addition, the drivers are Windows Hardware Quality Lab (WHQL) compliant and meet USB Implementor's ... 1-bit serial transport data. â€¢ One 64-Mb SDRAM.
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A Single Control Remote Antenna Tuner This antenna tuner uses a 

Dec 2, 2006 - variable capacitor each revolve together. Since the capacitor covers all its values twice in each revolution, each half turn of the coil can occur ...
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