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ELECTRICAL SPECIFICATIONS LTE frequency band: I(1) UL frequency range: 1920 - 1980 MHz DL frequency range: 2110 - 2170 MHz Number of ways: 2 Insertion losses: 14 dB(max) / 12.5 dB(typ) Control attenuation Ripple: ±0.35 dB range Attenuation range: 0 to 62 dB LSB: 0.5 dB Tolerance on step attenuation between 0 to 1 dB: +0.40 dB Tolerance on step attenuation between 1 dB to 15 dB: ±0.20 dB Tolerance on step attenuation between 15 dB to 31 dB: ±0.25 dB Tolerance on step attenuation between 31 dB to 62 dB: ±0.30 dB Switching speed: 100 ms (depending of the RS232 software control) Impedance: 50 Ohms Max input power on input or output RF port: +24 dBm Connectors: N female on all ports Power supply: 105/250 VAC Power consumption: 400 mA Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side. Manual or automatic select control with switch on back side. Identification of radio coupling subrack by 6 bits on inside eprom. Channel identification can be modified on front side or by remote control with 4 digit. Remote control RS 232 on SUB D-9 connector on back side Automatic or manual identification on front side display. Each attenuation can be changed from the PC directly on RS 232 port or by test bed IP network Thru IOLAN or manually from the front side. MECHANICAL SPECIFICATIONS Subrack sizes: 2U x 19" x Depth 360 mm Connectors: All RF connectors on back side (N female) Weight: 6.7 Kg Temperature range: +10 to + 45°C Colour: Grey
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ELECTRICAL SPECIFICATIONS WiMAX frequency range - HYTEM 

Oct 19, 2012 - Ripple: Â±0.35 dB range ... VSWR: 1.5(max) with step attenuation at 0 dB ... Identification of radio coupling subrack by 6 bits on inside eprom.
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ELECTRICAL SPECIFICATIONS WiMAX frequency range - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Manual or automatic select control with switch on back side.
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ELECTRICAL SPECIFICATIONS LTE frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Tolerance on step attenuation between 0 to 1 dB: +0.40 dB. Tolerance on step ... Identification of radio coupling subrack by 6 bits on inside eprom. Channel ...
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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ELECTRICAL SPECIFICATIONS LTE frequency band: IV(4) UL 

Oct 18, 2012 - LTE frequency band: IV(4). UL frequency range: 1710 - 1755 MHz. DL frequency range: 2110 - 2155 MHz. Number of ways: 2. Insertion losses: ...
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Bird - HYTEM 

To view the catalog online or download, go to www.birdrf.com. 30303 Aurora .... Calibration Combo, Open/Sho rt/Load, 7/16 DIN(M) . . .CAL-ME-C ...... mE. TE r. S. 18 www.birdrf.com 1-866-695-4569. FIEL d. SENSO r. S. &. PO w. E r m. E. TE.
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HYTEM Subracks 

net mask, and gateway IPv4 address. If it is successful, then the IP ... one for your WiFi, one for a hardwired Ethernet and so on. But it's probably the last one on ...
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HYTEM Subracks 

software or our included graphical web server. ... Using Telnet Software each attenuator is accessible ... Open your Browser (Chrome is recommended) and type.
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Standardleuchte UL Standard light UL Lampe standard UL ... - Rittal 

Assembly and operating instructions. Notice de montage .... These operating instructions assume that you are .... A titre indicatif, voici une liste non exhaustive de ...










 


[image: alt]





PowerSensor_Wideband_501250165017 brochure ... - HYTEM 

Coefficient, Crest Factor, Average Burst Power, and CCDF. PROBLEMS. SOLUTIONS. Downtime is necessary. Monitor and perform maintenance for monitoring.
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Analyzer_SiteHawk_2012 branding - HYTEM 

FDR (Frequency Domain Reflectometry) measurement method results in a highly reliable assessment of the health of critical ... Languages English, Chinese.
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OutdoorQuadriplexer 2014_2012 branding - HYTEM 

power to devices attached to each of its input ports. PROBLEMS } SOLUTIONS. Need to locate unit in a potentially difficult environment. } IP68 Outdoor rated.
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UL Productspecification 

4 janv. 2013 - 08-Oct-2013 08:38:36. CON. Language. Current On. Francais. Spec. / Rev. Description Knorr Gebonden Kalfsjus 1,365 kg FIC. 66318850IS / 2.
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Corsa UL 

7215, 7216, 7218. Unsuitable for dimming. Ne convient pour gradateur. Nicht zum Dimmen geeignet. No es apto para dimming (control de intensidad luminosa).
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Frequency-Range Discriminations and Absolute Pitch in Black 

of male and female black-capped and mountain chickadees in eight-frequency-range discriminations. Also, we trained a small number of male zebra finches to ...










 


[image: alt]





Tosca UL 

4 déc. 2013 - Tosca UL. 7212, 7213, 7214. Please read the instructions carefully. EN. F. Lire attentivement les instructions avant de commencer le montage.
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VIP Series_SignalHawk Sell Sheet - HYTEM 

angle at multiple fundamental, harmonic and intermodulation frequencies. With this data, power and impedance are calculated at each frequency, giving users ...
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VIP Series_SignalHawk Sell Sheet - HYTEM 

Cable Operating 0 to +100 Â°C (32 to 212 Â°F). Cable Storage -20 to +100 Â°C (-4 to 212 Â°F). Sensor Operating/Storage Refer to Sensor Specification. Humidity ...
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Mizan-ul-Haqq - JesusMarie.com 

C. G. Pfander, D. D.. INDO-ASIATIC PUBLISHERS. B-57. Amar Colony New Delhi 24 (India). Ù¡Ù¨Ù£Ù¢ · www..muhammadanism.org ...
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Tosca UL - D3R 

4 déc. 2013 - CONSULTER UN ÉLECTRICIEN QUALIFIÉ POUR VOUS ASSURER QUE LES CONDUCTEURS DE LA DÉRIVATION SONT ADÉQUATS. EN.
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DK-32051-UL - PDFHALL.COM 

UL (JP), Marunouchi Trust Tower Main Building 6F, 1-8-3 Marunouchi, Chiyoda-ku, Tokyo 100-0005, JAPAN. UL (CA), 7 Underwriters Road, Toronto, M1R 3B4 ...
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UL Productspecification AWS 

Specification Type. Last Modified On. 09-Oct-2013. 08-Oct-2013 08:38:36. CON. Language. Current On. Francais. Spec. / Rev. Description Knorr Gebonden Kalfsjus 1,365 kg FIC. 66318850IS / 2. 08-Oct-2013 08:43. Key Words. Key Word. Value. Unilever Belgi
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UL Productspecification AWS 

Ingredients Declaration. IngrÃ©dients : oignon (27,7%), cornichons (15%) (cornichons, eau, vinaigre, sel, arÃ´mes), huile de colza, cÃ¢pres (11,7%) (cÃ¢pres, eau vinaigre, sel), moutarde (7,3%) (eau, graines de MOUTARDE, vinaigre, sel, Ã©pices, arÃ´m
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