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Ultra low distortion series 15N850 SPECIFICATIONS

Effect. diaphragm diameter D mm. 328. THIELE – SMALL PARAMETERS. Resonance frequency. Fs. Hz. 37. DC resistance. Re. Ohm. 5.6. Mechanical Q factor. 
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15N850



Ultra low distortion series



Neodymium Ultra Low Distortion Woofer Features: 95dB sensitivity 1W/1m 1.200W Power handling 4” copper sandwich voice coil for low power compression Neodymium magnet system Double treated cone for water protection Triple aluminium demodulating rings for ultra low distortion Optimal for high output subwoofers



SPECIFICATIONS APPLICATION



subwoofer



Nominal impedance



Ohm



8



Power handling AES noise



W



1200



Sensitivity ( 1W/1m )



dB



95



Frequency response



Hz



20 - 200



Voive coil diameter



mm



101.6 (4”)



Voice coil winding depth



mm



38



Magnet gap depth



mm



12



mm



328



Cu



Voice coil material



Cast Aluminium



Basket Effect. diaphragm diameter D THIELE – SMALL PARAMETERS



Frequency response measured 1000W (89.4V) at 1m in a closed



Resonance frequency



Fs



Hz



37



DC resistance



Re



Ohm



5.6



Mechanical Q factor



Qms



Electrical Q factor



Qes



0.34



Total Quality factor



Qts



0.33



Equivalent volume



Vas



L



110.96



Moving mass



Mms



kg



0.167



Mechanical compl.



Cms



mm/N



0.17



BL factor



BL



Tesla m



25.2



Effective piston area



Sd



m2



0.0845



Max. linear excursion



Xmax



mm



13



Voice coil inductance



Le1k



mH



1.43



Le10k



mH



0.58



Overall diameter



mm



388



Mounting holes diameter



mm



8 x (7 x 8)



Bolt circle diameter



mm



371



Baffle cut-out diameter



mm



357



Overall depth



mm



200



Net weight



kg



8.55



7.38



enclosure of 100 litre incl. 2nd and 3rd harmonic distortion raised 10dB.



Recommended reflex enclosure: 50L/43Hz, BRD=160mm/522mm long 75L/35Hz, BRD=175mm/64mm long



Neodymium Cone Drivers



MOUNTING INFORMATION



17
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Ultra low distortion series 12S320 SPECIFICATIONS 

APPLICATION. Compact 2 or 3-way. Nominal impedance. Ohm. 8. Power handling AES noise. W. 500. Sensitivity ( 1W/1m ). dB. 98. Frequency response. Hz.










 


[image: alt]





Low Noise, Low-Distortion Instrumentation Ampplifier 

Texas Instru- ments recommends that all integrated circuits be handled with ... changes could cause the device not to meet its published specifications. NC. RG2.
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Dual FET-Input, Low Distortion Operational Amplifier 

Sep 12, 2006 - The result is an op amp with exceptional sound quality. The low-noise .... see end of data sheet, or Appendix C of Burr-Brown IC Data Book.
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Neodymium series 8N515 SPECIFICATIONS 

Features: 96dB sensitivity 1W/1m. 200W Power handling. Extremely light weight of 1.98kg ... Equivalent volume. Vas. L. 11.04. Moving mass. Mms kg. 0.0206.
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RMX Series Specifications - QSC 

P rofessional quality performanceâ€”incorporates road-proven QSC designs. â€¢ T he 4000 watt RMX4050HD operates on a standard 15 amp plug (120V).
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SPECIFICATIONS Coaxial series 15CN680 

Basket. Cast Aluminium. Effect. diaphragm diameter D mm. 335. THIELE – SMALL PARAMETERS. Resonance frequency. Fs. Hz. 39. DC resistance. Re. Ohm.
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18N850v2 SPECIFICATIONS Neodymium series 

2nd and 3rd harmonic distortion raised 10dB. Recommended reflex enclosure: 140L/32Hz, BRD=200mm/502mm long. SPECIFICATIONS. APPLICATION infra- ...
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Neodymium series 15N830v2 SPECIFICATIONS 

Triple aluminium demodulating rings for ultra low distortion. Optimal for high ... 2nd and 3rd harmonic distortion raised 10dB. ... Total Quality factor. Qts. 0.26.
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Ultra Low-Power 50-mA Low-Dropout Linear Regulators 

innovation has enabled the usual PNP pass .... absolute maximum ratings over operating free-air temperature range (unless ... Voltage on OUT, FB. 7 V.
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LP2985 Micropower 150 mA Low-Noise Ultra Low-Dropout 

otherwise specified: VIN = VO(NOM) + 1V, IL = 1 mA, CIN = 1 ÂµF, COUT = 4.7 ÂµF, ..... WISE. 5. XXX IN DRAWING NUMBER REPRESENTS PACKAGE SIZE ...
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ultra low-power wireless rmwifi-qc - UserManual.wiki 

7 mars 2016 - Document Information. Info. Content .... Typical RMWIFI-M5 Block diagram: . .... The RF performance of RMWIFI-QC is given as follows.
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MAX2452 3V, Ultra-Low-Power Quadrature Modulator 

baseband signals with amplitudes up to 1.35Vp-p and bandwidths up to 15MHz ... o Input Bandwidth up to 15MHz o On-Chip ..... MAX2452. DSP. PROCESSING.
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Reduction of Low Frequency Loudspeaker Distortion Using an 

program was written to test the board's I/O capabilities. In this case the input ... output of the filter is computed in MATLAB and shows a significant reduction in ...










 


[image: alt]





LM2931 Series Low Dropout Regulators 

At this point, the procedure for bench testing the minimum ... mined in this fashion.) ... XXX IN DRAWING NUMBER REPRESENTS PACKAGE SIZE VARIATION ...
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LM2931 Series Low Dropout Regulators 

quiescent current of 1mA or less when supplying 10mA loads. ... for output currents of 10mA) make the LM2931 the ideal ..... Email: [email protected].
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Notice | Nelson - Turbines Pro5500 & Pro6000 Series Specifications 

Full rubber cover on pop-up models is safe and vandal resistant with standard locking screw and. Through the cap - NIR2. (nozzle insertion/ radius reduction) on ...
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OSC Series Ultra Miniature TCXO s - INFORADIO 

units are ideal for wireless handsets, PCMCIA applica- ... adjusted to center frequencies until at least 2 hours after reflow to allow the crystals to stabilize.
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...










 


[image: alt]





Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.
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Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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Reelcraft Series 9000 Low Pressure Hose Reels 

Check name plate on the reel before installing. 2. Do not use reel at higher pressures or temperatures than listed on the back of this bulletin. 3. Remove all ... reel spring and bearings are factory lubricated and require no further lubrication. REP
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Reelcraft Series 4000 Low Pressure Hose Reels 

Reelcraft Industries, Inc. â€¢ 2842 E Business Hwy 30, Columbia City, IN 46725. Ph: 800-444-3134 / 260-248-8188 â€¢ Fax: 800-444-4587 / 260-248-2605. Customer ...
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1480427885 Helix Ultra ECT C3 5W30 PurePlus lealfet low 
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