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universal zone control - Argo

(two, three or four wire). □ Always have the right control on your service truck. □ Self-diagnostics provide zone status and error messages in text format. 
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UNIVERSAL ZONE CONTROL The Universal Solution for Controlling Your Hydronic System One Control for Zone Valves, Zone Pumps, or Both! ■■ 3, 4 or 6; z one control - expandable to 15 zones with plug-in expansion modules ■■ Control pumps, zone valves or both within the same system ■■ Programmable priority (on/off) for either pumps or zone valves ■■ Connects to all types of 24 volt zone valves (two, three or four wire)



A Perfect Companion for Condensing Boilers! ■■ Digital LCD User Display and Programming Interface that maintains programming during power loss ■■ (3) programmable end switches - allows user to configure zones and matches up with condensing boilers that have multiple XX inputs such as central heating, DHW and low temperature zone



Installation and Service Features!



■■ Thermostat Connection: Tr-Tw-C can be used to power digital Wi-Fi thermostats and power robbing thermostats



■■ Always have the right control on your service truck



■■ Dedicated115 V ac Terminal: supplies power to the boiler loop pump for primary/secondary piping systems



■■ Installer Test Mode - exercises zones and control functions to confirm operation without engaging the thermostats



■■ Self-diagnostics provide zone status and error messages in text format



■■ Clearly marked terminals for easy and accurate installation ■■ Every Control is tested at the factory ■■ Can be used with all types of boilers including tankless coil models ■■ Five-year limited warranty www.argocontrols.com



PN 240011958 REV. [12/11/2018]



UNIVERSAL ZONE CONTROL UZ3 UNIVERSAL ZONE CONTROL OPTIONAL INDIRECT HOT WATER THERMOSTAT OPTION EAU CHAUDE INDIRECT THERMOSTAT



ANY ZONE



ZONE THERMOSTATS THERMOSTATS DE ZONE 1 2



TW



T CH T



3 4



3 Wire Valve



1 2



3 4



1 2



3



THERMOSTATS



T R TW C



ZONE 2



T R TW C



ZONE 3



T R TW C



1



NEC Class 2 Low Voltage (24Vac)



ZONE 1



2



3



COMMUNICATION CABLE



ZONE VALVES 4



ZONE 2



1



2



3



4



1



ZONE 3



2



3



COMMUNICATION CABLE



4



NEC Class 2 Low Voltage (24Vac)



NEC Class 2 Low Voltage (24Vac)



IN



G



FROM EXPANSION ZONE MODULE



L N



UP



DOWN



PTC



MODE



T CH T



G



PRIMARY



ZC



L



L 1N



ZR



N



BOILER CHAUDIÈRE



PUMP



PRIMARY PUMP POMPE PRIMAIRE



G



G



R



115 Vac PUMP LINE



Fuse



LINE



ZONE PUMPS



ZC ZR L 1 N



C



24V Vac



12A 250V



115 Vac



ZC/ZR



D H W



COM



L 2N



L 3N



G



G



L



L 115 Vac



N



115 Vac



1



N



GND



TRANSFORMER TRANSFORMATEUR



C



24V Vac



R



12A 250V Fuse 115 Vac



N



TRANSFORMER TRANSFORMATEUR



N L 115 Vac



GND



G



L



N



L



G



Wiring Diagram Notes



N



G



FIELD SUPPLIED POWER PER NEC, CEC AND LOCAL CODES RACCORDEMENTS EFFECTUÉS SUR PLACE CONFORMÉMENT AU NEC/CCE ET AUX CODES LOCAUX EN VIGUEUR



FIELD SUPPLIED POWER PER NEC, CEC AND LOCAL CODES RACCORDEMENTS EFFECTUÉS SUR PLACE CONFORMÉMENT AU NEC/CCE ET AUX CODES LOCAUX EN VIGUEUR



■■ Torqueterminal block screws 6 to 7 inch pounds
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■■ The switching relay terminals are approvedfor use with copper wires only
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Universal Zone Control - Electrical Specifications Model Zones Number



■■ When using a two wire zone valve, a jumper wire is required across terminals three and four



Transformer Voltage



Relay Switching Action



Amp Draw Per Zone



Max Total



UZ3
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120 V/60 Hz/40 VA



SPST



7.2 A
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Expansion Module - Electrical Specifications EZ1
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120 V/60 Hz/30 VA
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120 V/60 Hz/40 VA
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7.2 A
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Additional Features ■■ Pump Relay Ratings: 115 V ac - 7.2 Amps ■■ Programmable Pump Purge: select duration and target zone ■■ Pump Exercising for 30 seconds: (off, 1 day, 7 days, or 30 days) ■■ Priority Protection: (off, 30, 45, 60, 75, 90 Minutes) ■■ ZC/ZR programmable active or inactive - tankless coil boiler ■■ Plug-in port to connect to Argo DPM-2 outdoor reset control ■■ Power Monitoring with: • High Volt Circuit - Over current protection with replaceable fuse • High Volt Circuit - Brown out, transient and surge protection - auto reset • Low Volt Circuit - Over current protection - auto reset



2201 Dwyer Avenue, Utica, NY 13501 Tel. 315 797 1310 www.ecrinternational.com



BDR THERMEA GROUP



All specifications subject to change without notice. ©2018 ECR International, Inc. PN 240011958 REV. [12/11/2018]
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universal zone control 

Connects to all types of 24 volt zone valves. (two, three or four wire). â–¡ Always have the right control on your service truck. â–¡ Self-diagnostics provide zone ...
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universal zone control 

The Universal Solution for Controlling Your Hydronic System. UNIVERSAL ZONE CONTROL. □ 3, 4 or 6; zone control - expandable to 15 zones with plug-in ...
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ARGO 

d'un maÃ®tre d'Å“uvre qui pilote le chantier sous la supervision de notre Ã©quipe. 4 - Le financement et la gestion du programme immobilier. La gestion de chaque ...
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ARGO 

dirigeants de grandes entreprises : Darty, Adecco, Guy Degrenne ainsi que des TPE PME essentiellement en bÃ¢timent et en immobilier. -Promoteur immobilier Ã  ...
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ARGO 

Ma vocation Ã  servir se prolonge au sein d'ARGO Â« la marque au voilier Â» dont les voiles se remplissent du vent de l'Esprit de service pour accomplir la vocation ...
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DS7060 Six-zone Control Panels 

formats, so expert users can quickly access the items they need. .... Bosch Security Systems 2013 | Data subject to change without notice. 2512561291 | en, V1 ...
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MagicWand: The True Universal Remote Control - CiteSeerX 

environment is shown in Figure 1. We call this the. MagicWand. Figure 1 â€” MagicWand interaction. There are three issues in implementing the MagicWand:.
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AT Rev. B - Argo 

Maintain a minimum clearance of one inch to hot ... source and have electrically isolated end switches .... RTD sensor, check that all safety end switches are.
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Liasse fiscale ARGO FRANCE 

Stocks : Renvois : (1) Dont droit au bail : NÃ©ant *. CR. NÂ° 2050- SD. â€“ (SDNC-DGFiP) - Octobre 2017. â‘ . ARGO FRANCE. 4 4 2 4 8 6 1 3 0. 52100 Saint-Dizier.
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AT Rev. B - Argo 

installed on the supply side (pumping away). 6. ...... Turn off hydronic unit circuit breaker at service entrance and/or disconnect switch. ..... If fuse is blown,.
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AT Rev. B - Argo 

room from the front of the unit to a door or wall to remove cover - at least 12 inches minimum. Install unit with a minimum clearance from top of unit to ceiling of 16 ...
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Universal - Bindevliese Universal - absorbents Absorbants 

Beachten Sie die nationalen Vorschriften zum Personen-,Gewässer- und Bodenschutz. Gemäß ISO 14001 (Anhang I, A.4.7. Notfallvorsorge und -maßnahmen) ...
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Universal - Bindevliese Universal - absorbents Absorbants 

Required amount of oil-binding agent. 6.25 kg. 100 kg. Disposal volume. 96.25 kg. 190 kg. 4.1 Product design. Matting. Absorbent mats are ideal for smaller ...
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AT Rev. B - Argo Industries 

element operation - no excess water is stored which would cause undersirable thermal losses and longer recovery times. The control system is assembled in a ...
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AT Rev. B - Argo Industries 

The Electric Hydronic Block is a heating device that converts electrical ... recovery times. The control ..... NOTE: Read the data name plate before connecting unit ...
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CHANNEL ISLANDS CONTROL ZONE - VISUAL ... - FIR de Brest 

1000. SFC. P047. 1000. SFC. D015. 3600. SFC. D014. 5000. (OCNL 15000) ... CHANNEL ISLANDS CONTROL ZONE - VISUAL REFERENCE POINTS (VRP's).
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universal white 

de rÃ©sistance supÃ©rieure (Iâ€�52,5), de granulats de ... Nous garantissons la qualitÃ© du produit, en ce qui concerne ses caractÃ©ristiques techniques telles qu'elles ...
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universal white 

Applications : La solution pour les professionnels. Montage puissant des carreaux cÃ©ramiques et monoâ€�cuisson et des briques de parement, sur supports ordinaires Ã  base de ciment, au sol ou au mur, en intÃ©rieur ou extÃ©rieur. Pour les carreaux Ã 
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universal grey 

croÃ»te (film) ne soit formÃ©e Ã  la surface de celuiâ€�ci. â€¢ Poser les carreaux en y appliquant une pression. â€¢ Le mortierâ€�colle, dans le pot, demeure ouvrable pour 3 Ã  ...










 


[image: alt]





PC Zone 

band' theory, which relates to the fact that the story you end up with could be long. (stretched) or short, depending on the route you decide to take. If nothing else,.
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Zone pavement 

APER. E. #. 0 +020. PMT approval. MEDITATII. æŽ’. BERITA TEE. AXE 050. Asfalt by Arcoop. PMT. Ini Tion ... F-75840 Paris Cedex 13. Tel.: +33 (0)1 45-70 50 00.
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functional zone 
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Untitled - Universal Sewing Supply 

DESCRIZIONE. DESCRIPTION. DESCRIPTION. HE Õ’ Õ„ Ô» Õ€Ô±Õ’. DESCRIPCION. 00V DAWN OO Nou A WN - - ++0 volant complet bielle avec excentrique et vis.
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Universal Hopper Series 

solenoid payout with no software and few hardware changes. 1.2. Options. There is a standard Universal. Hopper handling coins in the diameter range of 21 mm ...
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