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STYLE ROND - Percez une ouverture au plafond Ã  l'aide d'une scie-cloche de 3-. 1/4 po. Retirez le circuit de dÃ©rivation du plafond. Le cÃ¢ble d'alimentation doit. 
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LDN 3” Downlight



INSTALLATION INSTRUCTIONS



These installation instructions are used for installing the following luminaires and kits



Luminaire Variant



Mounting Kits (Shipped Separately)



Round - Catalog # LDN3 Square - Catalog # LDN3SQ



none none



Identification of the downlight luminaire …………......…………………………………… Page 2 Identification of the variants …………………………………………………………………Page 3 Installation of round variant …..…………………………………………….……………… Page 3 Notes regarding alignment of the square luminaire variant …………......…………..…. Page 5



A) Identification of Round Downlight Luminaire Part
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B) Identification of Luminaire Variants Round Downlight



Square Downlight



3.18” width



3.17” diameter



C) Downlight Installation 1



SQUARE STYLE – SKIP TO SECTION E-1. ROUND STYLE - Drill ceiling opening using a 3-1/4” hole saw. Pull branch circuit from ceiling. supply wire must meet applicable electrical codes and be rated for a minimum of 90⁰C. The driver is capable of dimming the luminaire with commercial grade 0-10V devices or residential line dimmers.



2



3



Remove the input power plate by removing the two screws on the knock-out side of the power supply enclosure.
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Twist out one or more knock-outs using a flat bladed screwdriver. Discard the knockouts(s).
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C) Downlight Installation - Continued 4



5



6



Attach the branch circuit to the cover plate with a snap in connector. If daisy chaining multiple fixtures, the required conduit fitting is Push-In Duplex (ref. McMaster Carr #7969K31, not provided)



Complete necessary splices. Fixture inputs are black, white and green. Dimming inputs are purple (+) and gray (-). If a residential dimmer is used, cap off the purple and gray.



Reattached the cover plate with the screws that were removed in step 2. Ensure that there are no pinched wires between the power supply enclosure and this cover plate.
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8



9



If ceiling is not durable, or thinner than 3/8”, we recommended adding a stiffener above the ceiling, such as a square of drywall or plywood.



Insert the black spring clips into the lower collar slots for the correct ceiling thickness and, once the luminaire is flush with the ceiling, push them outward with flat bladed screwdriver until the snap into place.



Insert the assembly into the ceiling. Abide by the markings on the luminaire regarding insulation contact. Remove the translucent paint plug – but DON’T throw it away. It will be reinstalled in step 11.



D) Ceiling Hole for Square Luminaire Variant 1



2



3



READ SECTION C-1 PRIOR TO CONTINUING.



Using the square template, sketch the hole on the ceiling.



Drill a small hole at two corners of the sketched template. Using a keyhole saw, cut on sketched line. Return to section C-2 to complete the installation.



Use a laser or other accurate method to ensure that your template marks are aligned. Lithonia Lighting 1400 Lester Road Conyers Georgia 30012 P 800 315 4935 F 770 860 3129 www.Lithonia.com
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Plafonnier LDN 3 po



INSTRUCTIONS D’INSTALLATION



Ces instructions d’installation servent pour l’installation des luminaires et des ensembles suivants



Variante du luminaire



Ensembles de montage (expédiés séparément)



Rond - Catalogue n° LDN3 Carré - Catalogue n° LDN3SQ



aucun aucun



Identification du plafonnier…………......……………………………………………… Page 2 Identification des variantes..................................................................................... Page 3 Installation de la variante ronde……………………………………………………….. Page 3 Remarques concernant l’alignement de la variante de luminaire carré ……..….. Page 5



A) Identification des pièces du plafonnier rond



Luminaire Lithonia 1400 Lester Road Conyers Georgia 30012 P 800 315 4935 F 770 860 3129 www.Lithonia.com



CJ5201051 Rév. A Page 2 © Acuity Brands Lighting, Inc. 2017 Tous droits réservés.



B) Identification des variantes de luminaire Plafonnier rond



Plafonnier carré



C) Installation de plafonnier 1



STYLE CARRÉ – PASSER À LA SECTION E-1. STYLE ROND - Percez une ouverture au plafond à l’aide d’une scie-cloche de 31/4 po. Retirez le circuit de dérivation du plafond. Le câble d’alimentation doit respecter les codes électriques applicables et être coté pour un minimum de 90 °C. Le ballast peut fournir une gradation du luminaire avec des dispositifs à usage commercial de 0 à 10 V ou des gradateurs à usage résidentiel.
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3



Retirez la plaque de la puissance d’entrée en retirant les deux vis sur le côté défonçable du boîtier d’alimentation électrique.
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Dégagez une ou plusieurs entrées défonçables à l’aide d’un tournevis plat. Jetez les opercules défonçables
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C) Installation du plafonnier - Suite



5



4



Fixez le circuit de dérivation à la plaque de protection à l’aide d’un connecteur à pression. Dans le cas d’un montage en série de plusieurs luminaires, un raccord duplex instantané (réf McMaster Carr #7969K31, non fourni) est nécessaire.



7



Si le plafond n’est pas durable, ou d’une épaisseur inférieure à 3/8 po, nous recommandons d’ajouter un renfort audessus du plafond, comme un carré de cloison sèche ou de contreplaqué.



Effectuer les épissures nécessaires. Les entrées du luminaire sont de couleur noire, blanche et verte. Les entrées de gradation sont de couleur violette (+) et grise (-). Si un gradateur à usage résidentiel est utilisé, isolez le violet et le gris.



6



Fixez de nouveau la plaque de protection avec les vis qui ont été retirées à l’étape 2. Assurez-vous qu’aucun fil n’est coincé entre le boîtier d’alimentation électrique et cette plaque de protection.
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9



Insérez l’ensemble dans le plafond. Respectez les indications sur le luminaire concernant le contact isolé. Retirez le bouchon de peinture transparent - mais ne le jetez pas. Il sera installé de nouveau à l’étape 11.



Insérez les trois agrafes à ressort noires dans le collier inférieur pour la bonne épaisseur de plafond et, une fois le luminaire au même niveau que le plafond, poussez-les vers l’extérieur jusqu’à les enclencher en place.



D) Trou de plafond pour la variante de luminaire carré 1



LIRE LA SECTION C-1 AVANT DE CONTINUER. Utilisez un laser ou une autre méthode précise afin de garantir que les indications de votre gabarit sont alignées.



2



À l’aide du gabarit carré, faire une esquisse du trou sur le plafond.
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3



Percez un petit trou aux deux coins du gabarit esquissé. À l’aide d’une scie à guichet, coupez le long de la ligne esquissée. Retournez à la section C-2 pour terminer l’installation. CJ5201051 Rév. A Page 2 © Acuity Brands Lighting, Inc. 2017 Tous droits réservés.
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Untitled - Acuity Brands 

LDN 6â€� â€“ 7â€� hole. LDN 4â€� â€“ 4â€�3/4â€� hole. Cut ceiling opening slightly larger than the outside diameter on the mounting frame. 4â€� Ceiling opening: 4â€�3/4â€� (12.1cm). 6â€� ... Warning: Risk of fire. Do not install insulation within 3 i
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installation instructions - Acuity Brands 

Figure 3: Use template if necessary (included with LED Wafer product) to cut-out a circle where the mounting plate opening is located. Figure 3 : Utilisez le ...
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led canopy - Acuity Brands 

Commercial installation, service and mainte- nance of luminaires should be performed by a quali- ... tarse a una caja de uniÃ³n aprobada por UL debi- damente instalada y puesta a tierra. â€¢ Estas instrucciones no ... L'installation commerciale, l'en
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OLF & OVFL LED - Acuity Brands 

17 mai 2018 - years of maintenance-free general illumination for outdoor applications. ... All values are design or typical values, measured under laboratory ...
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save these instructions - Acuity Brands 

11/2013 2 of 6. Â©2010, 2012 Acuity Brands Lighting, Inc. .... Slide optical assembly away from the junction box to gain access. Slide assembly back into position ...
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LI6, LI6F, LIF6 - Acuity Brands 

For your protection, read carefully before proceeding with installation. To be installed by a qualified electrician. Heavy duty gloves should be worn to protect hands from sharp edges. Protective eye wear should be worn to prevent injury to eyes. 1. 
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important safety instructions - Acuity Brands 

IMPORTANTES MESURES DE SÉCURITÉ. CJ5201057 Rév. A ... votre sécurité, ne jamais oublier de : ... câbles en contournant tout dispositif de protection ...
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Switchable White CCT - Acuity Brands 

eta de la luminaria. • Respete todas las advertencias, recomendacio- nes y restricciones que proporciona el fabricante para: tipo de conductor, posición de ...
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important safety instructions - Acuity Brands 

Make wire connections. â€¢ Secure fixture canopy to canopy mounting pan making sure all screws are tightly secured. â€¢ Fasten aircraft cable and cord together with ...
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important safety instructions - Acuity Brands 

supports compressing two of the springs with your thumbs. Insert the fixture assembly as far into the frame aperture as possible. Release one spring. Then reach.
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U219952T_Rev B XVML Inst Sheet.indd - Acuity Brands 

Turn off the power when you perform any mainte- ..... Note: Turn off power at circuit breaker box! 1. .... Insert the sealing ring onto the conduit with the tapered end.
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U219646T- UCEL Inst sht.indd - Acuity Brands 

alambrado tipo Romex de la casa. El cable conectivo es utilizado para conectar lÃ¡mparas una a la otra en una cadena. (el mÃ¡ximo es de 354 vatios en cada ...
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U219527T Rayzer inst sheet RevB.indd - Acuity Brands 

(Si une installation Ã  raccordement direct est requise, ... RAYZER LED Modular Lighting System ... Pour l'installation en raccordement direct au circuit : la boÃ®te ...
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Inst Sheet OLW14 RevG_0812.pmd - Acuity Brands 

Turn off electrical power at fuse or circuit breaker box ..... Use Wire Nut to connect the house supply ground wire (copper) & the fixture ground (copper) wire.
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led important safety instructions - Acuity Brands 

Pendant l'installation du kit, ne faites pas de trous dans le boîtier de câblage ou de composants électriques et ne modifiez pas les trous déjà existants. RV8 peut ...
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Inst Sheet OLW14 RevG_0812.pmd - Acuity Brands 

InsÃ©rer deux vis d'assemblage Ã  tÃªte cylindrique Ã  six pans creux nÂº8 de. 1-1/4 po (8) dans la plaque arriÃ¨re de fixation de lumiÃ¨re LED, aligner la fixation avec ...
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LED Ultra-Thin Wafer Remodel Joist Bar Kit ... - Acuity Brands 

Figure 1: Measure the joist distance and adjust joist bar accordingly as shown. Use screwdriver (not included) to insert plastic fastener into joist bar to lock it in ...
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led important safety instructions importantes consignes ... - Acuity Brands 

aceptable para el usuario. El refractor/la lente se debe lavar con una solución de agua ... Los productos LED son sensibles a la polaridad. Asegure la correcta ...
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U212133_ LED Cast Sconce 060613.pmd - Acuity Brands 

Avoid direct eye exposure to the light source while it is on. â€¢. Account for small parts and destroy packing mate- rial, as these may be hazardous to children.
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KSF INST RJ5210105 RevD PSL07.pmd - Acuity Brands 

to mount arm properly, follow the instructions on the label that is on the arm. ... onto the threaded rods between the mounting arm gasket and the fixture housing ...
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CPANL LED Flat Panel Light Fixture Panneau à Plat ... - Acuity Brands 

save them for future reference. ... other hazards please read all warnings and instructions included with and on the ... Wear gloves and safety glasses at all times.
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gerber - Interline Brands 

Replacement parts, call : / Les piÃ¨ces de rechange, appellez : / Partes de reemplazo, llame : 1-888-648-6466 www.gerberonline.com. C0-44-441 (C044441) ...
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Brands, Brand Management .fr 

brand packaged cracker, in 1899 (Cahn 1969, Chapter 2). H.J. Heinz .... employees. In the cases of ... the carrot of emphasizing the benefits to all, as brands in- creased ...... Cahn, William (1969), Out of the Cracker Barrel: The Nabisco. Story.
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Brands in China : pro logo 

government offices by the end of this year. brands such as Armani Casa and Versace. Even sceptical foreign manufacturers. Home. The theme of the event was ...
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