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Untitled - millimeterwave

This makes copying of weaker SSB signals quite difficult. The blame for this effect can be laid directly at the door of the crystal itself. I have been pursuing a cure ... 
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Jul 15, 1994 - DETECTOR TERMINAL. â€” 4.677 â€”. 2x .280 -- .120 -. - 2.338 -. 1. I. LOT .120. 2x .785. +10v. GND. DET. DAG AKO. 1.50. MICROWAVE RADIO ...
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30. '1 f=12GHz, Vos=2V, Ip=10mA (gate width=200um)lo=15ma (gate width=300um). 2 Vos=3V, Io=logs/2 3 Ips (Vos=0.4V). UHF MESFETS. RF Characteristics.
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164.9 .176. EAR. 700 .757. 7500. 8000. 170.2. 146.3 .030 .035. 104.5. 71.0 .854. 826 .844. OUTPUT POWER vs. INPUT POWER. P1dB & nadd vs. Vos. VDS = + ...
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applications up to 16 GHz. These transistors ... 10. GHz. GHz. 8/7. 6. 5 [4. 5 +. 120. 90. FLIPAC PACKAGE. Vos = 8.0 VOLTS ... 9.5 Â· 10.5 GHz (RADAR) . 0.028-.
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Application Note TE-212. YOUR TOTAL MICROWAVE RESOURCE. The MSC series of GaAs FETs are designed for linear power amplifiers and for oscillator.
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and local oscillators used in the detection of moving tar- gets in such ... -30Â°C to +70Â°C. However, for higher operating temperatures, please contact the factory.
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2.25. -138. 1.32. 6.00. -73. 2.61. 2.61 -89 06 -53. -164. 7.00. 1.36 -165. -158. 170 ... M. 5.00. 152. MAG1. (dB). 17.9. 17.0. 15.1. 13.1. 13.5. 12.6. 12.7. 8.2. 4.9.
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frequency, a correction factor (in +dB) is shown on the label ... correction factor is added to the power meter reading to yield the value of true ... 1% duty cycle.
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performance. ENR outputs of up to 35 dB allow detection of receiver decenoration and developing faults. In addition to the standard product line of system Noise ...
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be done only with the help of a magnifying glass of at least 4 dioptres. .... HF-PCB ist Ã¼blicherweise mit 2-Komponenten-Silberleitkleber eingeklebt und wird bei ...
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JE 2.0 WATT GaAs FETADATA SHEETS ... GaAs Field Effect Transistors employing the latest .... Dimensions for .025" thick Alumina (A120) Substrate.
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Chip '5 \ ~-._ to \ ~. - PHOVEN RELIABILITY h ,2 .0 at â€œs. a. . 2 \Lu. 'ii'; DESCRIPTION 3 9 new ~., .'I. I The NEBOUt AND NEeooz are medium power GaAs FETs.
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Internally Matched Power GaAs FETs. Case Style "IA". Metal-Ceramic Hermetic Package. 1.5 Min. (650'0). 0.1. (0.004). 9.7+0.15. (0.382). 2-R 1.25 0.15. (0.049).
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The downconverters have conversion losses ranging from. 6 dB in K-Band to 8 dB in ... A calibration curve is supplied that allows accurate absolute power ...
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O Large Gate Cross Sectional Area for Rugged IST. -1.60 $ 0.08 DIA. 0.25 (0.01) ... equipment transients and Inductive pickup. Ground-. Ing of equipment and ...
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Fujitsu recommends the following conditions for the reliable operation of GaAs modules: 1. The drain operating voltage (VoD) should not exceed 8 volts. 2.
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1.0 WATT GaAs FET. MSC 88004 ... GaAs Field Effect Transistors employing the latest .... Dimensions in inches for 0.025 inch thick Alumina (A1,0) substrate.










 


[image: alt]





Untitled - millimeterwave 

The HP 8900C is an economical analog meter calibrated in watts and. dBm. The analog display with its large. easy-to-read scale makes it si ple to peak or null ...










 


[image: alt]





Untitled - millimeterwave 

FEATURES. NE900474-13, -15. OUTPUT POWER AND POWER ADDED. EFFICIENCY vs. INPUT POWER. VoS8 V. - IDS 450 mA . POUT @I - 13.5 & 15.2 GHz.
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Absolute Maximum Ratings (TA = 25Â°C). CHARACTERISTIC SYMBOL. Drain to Source Voltage. Gate to Source Voltage. Total Dissipation. Storage Temperature.
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CHIP DIMENSIONS AND HANDLING. NE900400G (CHIP). (Units in um). 1000. Nisultstrmienen terfitt stustitis. Asisiussi: H. 000000. 000 OSE. Wooooooooooo.
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OUTLINE DIMENSIONS AND HANDLING. TYPICAL PERFORMANCE CURVE. POWER DERATING CURVE. PACKAGE OUTLINE 95. -0.7+0.1. 02.5+0.3.
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C-BAND POWER GaAs MESFET. NE8004. SERIES. AutoCAD. FEATURES. NE800495-X. S212 vs FREQUENCY. 15.0. 10.0. - - 8 Ð½Ð¸ Ð¢Ò®Ð  GAIH. SPEC . CLASS ...
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Home Celeritek Story Products | Contact Us | Sales Rep Locator | Careers | FAQ's I II. DISCRETE GaAs FETS. Small Signal Chips. Bia: Model. Number.
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