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update your dag system timing equipments

EXE file and follow the instructions. 3-3) VBTERM: - Unzip the vbterm.zip file. - Run SETUP.EXE file and follow the instructions. You can now update your device. 
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Beware to follow each step carefully; it is necessary for successful updates
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Update BB3 1) 2) 3) 4) 5) 6)



History: Aim: Install and use software to update and setting device using .HEX and MHX files: Intelligence part update RFID long range reader update: RFID long range reader configuration:



Beware to follow each step carefully; it is necessary for a successful update 1) History: Modification 1 2 3



Date



Author



01/02/2007 14/03/2007



JLUC Stephanie



Comments Creation Setting of the whole update procedure Merging of Udate BB3 & update MHX & update Hex user guides



2) Aim: The aim of this document is to describe the update procedure for the embedded softwares (MHX and HEX files) within the Black Box Version 3. Before you start, make sure you have installed the Update MHX and HEX tools files and the VBTERM communication tool: 3) Install and use software to update and setting device using HEX and MHX files: 3-1) MHX files: - Unzip the update_mhx_file.zip file, located on your CD or on the extranet - Run SETUP.EXE file and follow the instructions 3-2) HEX files: - Unzip the update_hex_file.zip file - Run SETUP.EXE file and follow the instructions 3-3) VBTERM: - Unzip the vbterm.zip file - Run SETUP.EXE file and follow the instructions You can now update your device 4) Intelligence part update: 2
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The Intelligence part of the Black Box deals with the buttons, the LED, the detections’ archiving, the communication with the PC. This process will update the MHX file present in the intelligence. - Make sure your Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable to the Black Box CAN/PROG plug. - On the Black Box, push the START/STOP and ON/OFF buttons (ON/OFF should be pressed last while START/STOP is still being pushed). The START/STOP indicator light is on. - Run the MHX files update program. Select your communication port, according to your configuration. If the communication port is not open the port number is displayed in red. - Select the .MHX file to put into the device with FILE/OPEN. This HEX file must be the latest version issued by DAG System. - Click on Launch. - The progress bar shows the writing operation state. When it’s done, click on OK. Now you have to remove the power supply plug from the BB. - If an error message appears, check the cable and device, and retry. 5) RFID long range reader update: The reader manages the RFID communication with the chips. - Make sure your Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable to the Black Box CAN/PROG plug. - Start the device in update mode : on the Black Box, press and hold ANTENNA, START/STOP and ON/OFF buttons (ON/OFF button should be pressed last). The START/STOP and ANTENNA indicator lights are on. - Run the HEX files update program. Select your communication port, according to your configuration. If the communication port is not open the port number is displayed in red. - Select the device to update : Select Long Range Reader - Select the .HEX file you want to put into the device with FILE/OPEN. - Click on Launch. 3
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- The progress bar shows the writing operation state. - When the programming process is complete (several seconds), unplug the power supply cable. If an error message appears, check the cable and device, and retry. THE FOLLOWING PART IS REQUIRED ONLY IF YOU SYSTEM WAS BOUGHT BEFORE JANUARY 1rs 2006 6) RFID long range reader configuration: To work properly, some reader’s parameters have to be setup. - Make sure your Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable to the Black Box CAN/PROG plug. - Plug an antenna - Start the device in communication mode : on the Black Box, press and hold ANTENNA, and ON/OFF buttons (ON/OFF button should be pressed last). You need VBTERM to communicate with the reader. - Run VBTERM - Click on « Port de communication », then « Propriétés » - Select your com port. - Set baud rate at 115200, data length 8 bits, no parity, 1 stop, echo YES, no handshake. - Click on OK. - Click on « Port de communication », then « Ouvrir le port de communication». - At the right you have a round button wich could be red or green. Red  Com port is close Green  Com port is open - To check the communication with the reader, click in the white window. - Hit ENTER key, the reader answer with two question mark. - Hit the following commands: SV the ENTER the reader answer SV 00001 ID1 the ENTER the reader answer ID 00001 SV the ENTER the reader answer SV 00001 MS0 the ENTER the reader answer MS 00000 - Switch of the black ON/OFF for 10 seconds then ON/OFF - Start the device in communication mode : on the Black Box, press and hold ANTENNA, and ON/OFF buttons (ON/OFF button should be pressed last). - To check the communication with the reader, click in the whit window. - Hit ENTER key, the reader answer with two question mark. - To check the parameters - Hit the following commands: id the ENTER the reader should answer ID 00001 ms the ENTER the reader should answer MS 00000



Now, you can use your black box. Once you have done so, please send us a copy of your screen so that we can check it.
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Update BB4 1) 2) 3) 4) 5) 6) 7) 8)



History: Aim: Installation of the HEX & MHX files update softwares Intelligence part update RFID MASTER reader update RFID SLAVE reader update Master RFID long range reader configuration Slave RFID long range reader configuration



1) History: Modification 1 2



Date



Author



01/02/2007



JLUC



Comments Creation Setting of the whole update procedure
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14/03/2007



JLUC & STEPH



Adding tools installation & reader configuration procedure



2) Aim: The aim of this document is to describe the update procedure for the embedded softwares within the Black Box Version 4. First of all, you have to install the MHX & HEX files update tools and install the communication terminal VBTERM. 3) Installation of the HEX & MHX files update softwares: 3-1) For MHX files: - Decompress the update_mhx_file.zip file located on your CD or the extranet. - Run the SETUP.EXE file and follow the instructions. 3-2) For HEX files: - Decompress the update_hex_file.zip file located on your CD or the extranet - Run the SETUP.EXE file and follow the instructions. 3-3) VBTERM : - Decompress the vbterm.ZIP file located on your CD or the extranet. - Run the SETUP.EXE file and follow the instructions. 4) Intelligence part update: The Intelligence part of the Black Box deals with the buttons, the indicator lights, the detections archiving, the communication with the PC. This operation will update the MHX file of the intelligence part. 5
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- Make sure the Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable to the Black Box CAN/PROG plug. - On the Black Box, push the START/STOP and ON/OFF buttons (ON/OFF should be pressed last while START/STOP is still being pushed). The START/STOP indicator light is on. - Run the MHX files update program - Select your communication port depending on your configuration. If the port is not open, the port number will be displayed in read. - Select the MHX file to use with FILE/OPEN. That MHX file should be the latest valid version released by DAG System. - Click Launch. - The scrolling bar shows the running operations. - Once the update is complete, click OK. Now unplug the power supply cable. - If an error message appears, check the cable and start again. - Once the programming process is complete (a few seconds), unplug the power supply cable.



5) RFID MASTER reader update: The master reader is the reader located on the right side when looking on the connectors’ side of the Black Box. This operation will update the HEX file of the reader. The reader manages the RFID communication with the chips. - Make sure the Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable on the DIN5 points plug located on the lower right corner. - On the Black Box, press and hold ANTENNA, START/STOP and ON/OFF buttons (ON/OFF button should be pressed last). The START/STOP and ANTENNA indicator lights are on. - Run the HEX files update program.



- Select Long Range Reader



in the « Choose your device »



menu. - Select your communication port depending on your configuration. If the port is not open, the port number will be displayed in read. - Select the HEX file to use with FILE/OPEN. That HEX file should be 6
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the latest valid version released by DAG System. - Click Launch. - The scrolling bar shows the running operations. - Once the update is complete, click OK. Now unplug the power supply cable. - If an error message appears, check the cable and start again. 6) RFID SLAVE reader update: The slave reader is the reader that is located on the left side, when looking at the Black Box from the connectors’ side. This operation will update the HEX file of the reader. The reader manages the RFID communication with the chips. - Make sure the Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable to the Black Box CAN/PROG plug. - On the Black Box, press and hold ANTENNA, START/STOP and ON/OFF buttons (ON/OFF button should be pressed last). The START/STOP and ANTENNA indicator lights are on. - Run the HEX files update program.



- Select Long Range Reader



in the « Choose your device »



menu. - Select your communication port depending on your configuration. If the port is not open, the port number will be displayed in read. - Select the HEX file to use with FILE/OPEN. That HEX file should be the latest valid version released by DAG System. - Click Launch. - The scrolling bar shows the running operations. - Once the update is complete, click OK. Now unplug the power supply cable. - If an error message appears, check the cable and start again. THE FOLLOWING PART IS REQUIRED ONLY IF YOU SYSTEM WAS BOUGHT BEFORE JANUARY 1rs 2006 7) Master RFID long range reader configuration: In order to operate correctly, some reader parameters have to be initialized. - Make sure the Black Box is turned off (ON/OFF for 10 seconds then ON/OFF).
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- Connect the programming cable on the DIN5 points plug located on the lower right corner. - Connect the antennas. - On the Black Box, press ANTENNA and ON/Off (ON/OFF should be activated last while ANTENNA is still pressed). To execute this operation, you need VBTERM in order to communicate with the reader. - Run VBTERM - Click « Port de communication », then « Propriétés » - Select your serial port. - Configure the port to « vitesse » 115200, « 8 bits de données », « pas de parité », « 1 bit d’arrêt », « Echo OUI », « aucun contrôle de flux ». - Click OK. - Click on « Port de communication », then «Ouvrir le port de communication » - On the right of the window, there is a round shaped button than can be either red or green. Red  The communication port is closed Green  The communication port is open - To check whether the link is valid, place the mouse cursor on the white window. - Press ENTER, the reader should answer with “??” - Type in the following commands: SV then ENTER, the reader answers SV 00001 ID1 then ENTER, the reader answers ID 00001 SV then ENTER, the reader answers SV 00001 MS2 then ENTER, the reader answers MS 00002 - Turn the Black Box off by pressing ON/OFF for 10 seconds  all the indicators are on, then let go the ON/OFF button for 2 seconds. Press ON/OFF again and the Black Box will turn off. - On the Black Box, press ANTENNA and ON/Off (ON/OFF should be activated last while ANTENNA is still pressed). - To check whether the link is valid, place the mouse cursor on the white window. - Press ENTER, the reader should answer with “??” - To check whether the parameters are correct, type the following command sequences: id then ENTER, the reader should answer ID 00001 ms then ENTER, the reader should answer MS 00002



8) Slave RFID long range reader configuration: In order to operate correctly, some reader parameters have to be initialized. - Make sure the Black Box is turned off (ON/OFF for 10 seconds then ON/OFF). - Connect the programming cable on the CAN/PROG plug. - Connect the antennas. - On the Black Box, press ANTENNA and ON/Off (ON/OFF should be activated last while ANTENNA is still pressed). To execute this operation, you need VBTERM in order to communicate with the reader. - Run VBTERM - Click « Port de communication », then « Propriétés » - Select your serial port.
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- Configure the port to « vitesse » 115200, « 8 bits de données », « pas de parité », « 1 bit d’arrêt », « Echo OUI », « aucun contrôle de flux ». - Click OK. - Click on « Port de communication », then «Ouvrir le port de communication » - On the right of the window, there is a round shaped button than can be either red or green. Red  The communication port is closed Green  The communication port is open - To check whether the link is valid, place the mouse cursor on the white window. - Press ENTER, the reader should answer with “??” - Type in the following commands: SV then ENTER, the reader answers SV 00001 ID2 then ENTER, the reader answers ID 00002 SV then ENTER, the reader answers SV 00001 MS1 then ENTER, the reader answers MS 00001 - Turn the Black Box off by pressing ON/OFF for 10 seconds  all the indicators are on, then let go the ON/OFF button for 2 seconds. Press ON/OFF again and the Black Box will turn off. - On the Black Box, press ANTENNA and ON/Off (ON/OFF should be activated last while ANTENNA is still pressed). - To check whether the link is valid, place the mouse cursor on the white window. - Press ENTER, the reader should answer with “??” - To check whether the parameters are correct, type the following command sequences: id then ENTER, the reader should answer ID 00002 ms then ENTER, the reader should answer MS 00001



Please send us a screenshot of the VBTerm screen so we can check your parameters. You can now use your Black Box.
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Update BADGER



1) 2) 3) 4)



History Aim Intelligence part update RFID short range reader update



Beware to follow each step carefully; it is necessary for a successful update 1) History: Modification 1 2



Date



Author



01/02/2007



JLUC



Comments Creation Setting of the whole update procedure



2) Aim: This document aims at describing the update procedure for the embedded software within the badger. 3) Intelligence part update: The intelligence part manages the keyboard, the display, the detections archiving and the detections transmission. - Turn the badger off (DOWN +0 for 5 seconds) - Connect the serial cable between the PC and the badger. - On the badger, press CANCEL and DOWN +  ( should be activated last); the first line of the display appears in black. - Run the MHX files update program (cf. cf. p 12 & 13). - When the programming process is complete (several seconds), take the batteries off the badger. 4) RFID short range reader update: The reader manages the RFID communication with the bib numbers. - Turn the badger off (DOWN +0 for 5 seconds) - Connect the serial cable between the PC and the badger. - On the badger, press 0 + CANCEL and DOWN +  (should be activated last); the first line of the display appears in black. - Run the HEX files update program (cf. cf. p 12 & 13).



- Select Short Range Reader / By serial - When the programming process is complete (several seconds), take the batteries off the badger. 10
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Update DAGPROGV12



1) History 2) Aim 3) DAGPROG update



Beware to follow each step carefully; it is necessary for a successful update 1) History: Modification 1 2



Date



Author



01/02/2007



JLUC



Comments Creation Setting of the whole update procedure



2) Aim: This document aims at describing the procedure to update the embedded software within a DAGPROG type device. Before you start, make sure you have installed the Update HEX tools files 3) DAGPROG update : DAGPROG manages the RFID communication with the chips. CAREFUL! The DAG PROG drivers must be installed prior to the following instructions.



- Connect the USB cable between the DAGPROG and the PC. - Run the HEX files update program : - Unzip the Installer_Update_Hex_File.ZIP file - Run SETUP.EXE file and follow the instructions



- Select NOMADAG - When the programming process is complete (several seconds), unplug the USB cable. You can now use your DAGProg.
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UPDATE DAGPROG V13 1) History 2) Aim 3) DAGPROG update



Beware to follow each step carefully; it is necessary for a successful update 1) History: Modification 1 2 3



Date



Author



01/02/2007 20/07/2007



JLUC JLUC



Comments Creation Setting of the whole update procedure Update for DAGPROG V13



2) Aim: This document aims at describing the procedure to update the embedded software within a DAGPROG type device. Before you start, make sure you have installed the Update HEX tools files 3) DAGPROG update : DAGPROG manages the RFID communication with the chips. CAREFUL! The DAGPROG drivers must be installed prior to the following instructions



- Connect the USB cable between the DAGPROG and the PC. - Run the HEX files update program : - Unzip the Installer_Update_Hex_File.ZIP file - Run SETUP.EXE file and follow the instructions



- Select DAGPROGV13 - When the programming process is complete (several seconds), unplug the USB cable.



You can now use your DAGProg.
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UPDATE MHX FILES



1) 2) 3) 4)



History Purpose Installation Update a device (write a new firmware in a device)



Beware to follow each step carefully; it is necessary for a successful update 1) History : Revision 1 2 3 4 5 6



Date 09/01/2004 03/03/2005 03/31/2005 05/20/2005 12/04/2006 02/01/2007



Author JLUC JLUC JLUC JLUC JLUC JLUC



Remark Creation Update Update for power supply in programming mode Update for connection procedure Update Update



2) Purpose : This document describes how to install and use software to update and setting device using .MHX files. 3) Installation : - Browse for directory “\update_mhx_file\soft”. - Run SETUP.EXE file and follow the instructions 4) Update the device (write a new firmware in the device) : please refer to the update procedure of the concerned device - Run the Update_Mhx_File.exe file - Select your communication port, according to your configuration. If the communication port is not open the port number is displayed in red. - Start the device in update mode (cf device update documentation). - Select the .HEX file you want to put into the device with FILE/OPEN. - Click on Launch. - The progress bar shows the writing operation state. When it’s done, click on OK. Now you have to switch off the power supply. - If an error is detected check the cable and device, and retry.



13



UPDATE YOUR DAG SYSTEM TIMING EQUIPMENTS



Folio :14/14 Date : 25/07/2007



UPDATE HEX FILES 1) 2) 3) 4)



History Purpose Installation Update a device (write a new firmware in a device)



Beware to follow each step carefully; it is necessary for a successful update 1) History : Revision 1 2 3 4



Date 09/01/2004 03/03/2005 05/20/2005 02/01/2007



Author JLUC JLUC JLUC JLUC



Remark Creation Update Update for connection procedure Update



2) Purpose : This document describes how to install and use software to update and setting device using .HEX files. 3) Setup : - Browse for directory “\update_hex_file\soft”. - Run SETUP.EXE file and follow the instructions 4) Update the device (write a new firmware in the device) :



- Run the Update_Hex_File.exe file - Select your communication port, according to your configuration. If the communication port is not open the port number is displayed in red. - Select the device to update. - Start the device in update mode (cf device update documentation). - Select the .HEX file you want to put into the device with FILE/OPEN. - Click on Launch. - The progress bar shows the writing operation state. When it’s done, click on OK. Now you have to switch off the power supply. - If an error is detected check the cable and device, and retry.
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Lettre Type DAG System 

Many thanks for your interest in our technology and products. To answer you enquiry a, please find the following offer with our 2 Dimensions systems, specially ...










 








INSTRUCTIONS CHART - Support - DAG System 

You have chosen to use the DAG System technology for timing your races and ... A. Equipment check-list for the DAGCHIP kit (ANNEX 1) .... run. When black box on, the system starts to tune the antenna: 2 bips = tune ... The stopwatch stops automatical










 








EQUIPMENTS 

of Develop the West China Strategy, Chengdu has entered the fast track of ... has signed contracts with well-known global luxury hospitality companies such.










 








meerdaags juli: dag na dag - Visit Bruges 

Tijdens deze exclusieve wandeling (max. 16 pax) neemt een Brugse stadsgids je mee voor een boeiende tocht. Je ontdekt niet alleen de vele prachtige historische gebouwen en sites, maar ook goed verbor- gen parels en geheime plekjes. Zo start de wandel










 








Using your shelf system 

to tune to the next active frequency up or down. 26 ... light shines on the remote sensor. ..... self-lubricating bearings and must not be oiled or lubricated. Caution.










 








Using your DVD shelf system 

graveur) du systÃ¨me audio. â€¢ Ne pas brancher l'appareil par l'intermÃ©diaire d'un autre magnÃ©toscope. L'image DVD pourrait Ãªtre dÃ©formÃ©e par le systÃ¨me de.










 








DAG Europe 

stores every single detection as a back up for you. Long Range Reader : Reads the DAG Bib number and transmits directly to your PC. Black Box : Reads the ...










 








DAG Europe .fr 

Your electronic timing needs : Repatriate data automatically and continuously, even from distant point. Detect runners on hardly reachable point, which ...










 








blade tip timing & tip clearance measurement system - capaab 

8 channels multistop time-to-digital converter with multistart acquisition mode ... Ideal for measurement in pulse timing (also called Time of Arrival or Blade Tip ...










 








blade tip timing & tip clearance measurement system - capaab 

Simultaneous sampling 12 bits 20 MS/s per channel digitizer dedicated to blade tip clearance measurement. â€¢ Time to Digital converter with 320 ps timing ...










 








Maintenance & Restoration: Your Aircraft Vacuum System 

Vacuum pump failures are considered commonplace, and it's hard to imagine flying in instrument conditions without some form of backup attitude system.










 








construction crusher equipments dbid 3clj 












 








Setting up your home theater system 

PROLOGIC, MUSIC, MATRIX, or 3D SURR. Repeating a DVD ...... (Film), MUSIC (Musique), MTRX (MatricÃ©) ou 3D SURR (Son ambiophonique ...... technologie.










 








Maintenance & Restoration: Your Aircraft Vacuum System 

pneumatic power source for the ... Vacuum systems evolved early in aviation, as soon as there ... very reliable, but they were heavy, and problems control-.










 








DAG Europe .fr 

IAAF Rules Compliant: Time is taken on the chest of the runners. â†’ No more deposit ... Save the staff that got the chips back after the line = save money. âž¢.










 








Configuring ddclient to update your dynamic DNS at noip.com 

noip.com is one of the few dynamic DNS free services that are reliable to use. If you have, like in my situation, a. RaspberryPi connected to your home DSL and ...










 








Timing Verification 

Error: Setup violation on. Instance:/chip/BITSLIUCOREU/RX9U/RXBC/U3UFLOWUERRU with path D-CP at Time=998926.275ns : Violation=1.147ns against.










 








Course timing 

Replication of RNA viruses. Reverse genetics system of RNA viruses. 10th. 9 Dec. - Rabies situation in Vietnam. - Cell culture of rabies vaccine for human use.










 








Quarterly Update 

and policies in China, and present findings from ongoing World Bank work on China. ... China Quarterly Update â€” September 2007. 2. RECENT ECONOMIC ...










 








Energy Timing 

Page 1 ... Formule de prix. Vous pouvez utiliser la formule sui vante pour calculer quotidienne ment le prix pour chaque tranche et dÃ©cider si le moment d'achat.










 








IASB Update 

22 juin 2016 - Eleven Board members agreed with these decisions and three Board .... from various sources and is accurate to the best of our knowledge.










 








update - ReliefWeb 

13 sept. 2016 - cours ont dÃ©gradÃ© les ouvrages routiers, rendant les diffÃ©rentes localitÃ©s de la prÃ©fecture, inaccessibles et dÃ©connectÃ©es de la ville de Birao.










 








Update ergency 

(SEERS), to support ILCOR systematic reviews for 2015 and beyond. ..... energy for pediatric manual defibrillation during cardiac arrest. ... but for ease of teaching, an initial dose of 2 J/kg may be consid- ..... Pennsylvania School of Medicine.
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