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Sub-Zero Warranty



SERVICE INFORMATION



Model Number Serial Number Date of Installation Certified Service Name



WARNING



Certified Service Number



PROPOSITION 65 FOR CALIFORNIA RESIDENTS



Authorized Dealer



Cancer and Reproductive Harm— www.P65Warnings.ca.gov



Dealer Number



If your product ever needs attention, be sure to use a Sub-Zero Factory Certified Service provider recommended by our Customer Care Center, or select one from our list of providers available at subzero.com/locator. All Factory Certified Service providers are carefully selected and thoroughly trained by us.



Important Note To ensure this product is installed and operated as safely and efficiently as possible, take note of the following types of highlighted information throughout this guide: IMPORTANT NOTE highlights information that is especially



important. CAUTION indicates a situation where minor injury or product damage may occur if instructions are not followed. WARNING states a hazard that may cause serious injury or death if precautions are not followed. IMPORTANT NOTE: Throughout this guide, dimensions in



parentheses are millimeters unless otherwise specified.
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C L AS S IC F EAT URE S



Classic Features 15 12



FEATURES 1



Product Rating Plate



2



Electronic Control Panel and Display



3



Freshness Cards



4



Door Shelves



5



Dairy Compartment



6



Refrigerator Storage Drawers



7



High-Humidity Crisper Drawer



8



Glass Shelves



6



9



Freezer Baskets



7



10



Ice Container



11



Air Purification System



12



Water Filtration System (behind grille)



13



Automatic Ice Maker



14



Ice and Water Dispenser (dispenser models)



15



Condenser (behind grille)



1 2 5 11 4 8



3



13 10 9



Over-and-under model



15 12
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4
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Side-by-side model with internal dispenser
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ELECT R O NIC CONTROL S



Control Panel



Display



FUNCTION



INDICATOR



LIGHTS



Turns the interior accent lighting on or off for glass door models.



ICE MAKER Turns power to the ice maker on or off. Use to disable the ice maker during extended vacations. MAX ICE



Activates or deactivates the max ice feature which increases ice production 30% for a 24-hour period.



COLDER WARMER



Adjusts the temperature in one-degree increments. Combination units have separate temperature controls for the refrigerator and freezer. Temperatures are preset at 38°F (3°C) and 0°F (-18°C).



PURE AIR



Activates or deactivates the air purification system.



ALARM



Activates or deactivates the door alarm. A chime indicates the door has been left ajar for more than 60 seconds.



POWER



Turns the unit on or off. When the power is off, “OFF” appears in the control panel display. Turning the power off at the control panel eliminates the need to unplug or turn the power off at the circuit breaker during service or extended vacations.



Control panel and display (model BI-30UG shown)
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Illuminates or flashes when the electronic control system detects a temperature or ice maker problem, or if the condenser needs to be cleaned. Illuminates when the air purification system is activated, and flashes when the cartridge needs to be replaced. After the cartridge has been replaced, touch and hold PURE AIR on the control panel for 5 seconds to reset. Illuminates when the water filter needs to be replaced.



Illuminates when the ice maker system is activated.



Illuminates when the max ice feature is activated.



Illuminates when the door alarm is activated.



Illuminates when the accent lighting is activated for glass door models.



S TO R AG E



Keeping Food At Its Best



Refrigerator Storage



D U AL R EF R IG ERATION ®



D O O R S H ELV ES



This Sub-Zero features a unique Dual Refrigeration® system to keep food fresher longer.



To remove a door shelf or the dairy compartment, lift from the bottom and slide out. To reinstall, place in the desired position and slide the shelf down onto the guides. Refer to the illustration below.



With the Sub-Zero Dual Refrigeration® system, individual refrigerator and freezer systems have been designed to maintain accurate, consistent temperatures and proper humidity levels for longer food life expectancy. Dual Refrigeration® eliminates transfer of fresh food odors to frozen food and ice and does not freeze the moisture out of the air in the fresh food section.



IMPORTANT NOTE: If the door opening is limited to 90°, door shelves may need to be removed before removing a storage drawer or glass shelf.



For handy tips and information on how to maximize food freshness, refer to the freshness cards stored in the refrigerator.



Door shelf removal
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S TO R AG E



Refrigerator Storage S TO R AG E DR AWE RS



GLAS S S H ELVES



To remove a storage drawer, pull forward until the drawer stops. Lift the front of the drawer slightly, then pull forward. Refer to the illustration below.



To remove or adjust a glass shelf, tilt up, then lift up and out. To reposition, insert the shelf in the tracks along the back wall, then lower the front until it locks into position. Refer to the illustration below.



For French door models, the drawer slides may need to be pushed back manually to provide sufficient clearance for removal. To reinstall, push the drawer slides in. Align the drawer with the slides and push back until it stops. Press down on the front of the drawer to engage the slides.



IMPORTANT NOTE: Use care when handling glass shelves to prevent breakage or scratching the interior.



CAUTION Glass shelves should warm to room temperature before immersing in warm water.



Storage drawer removal Glass shelf removal
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S TO R AG E



Freezer Storage F R EEZER B AS KETS



I C E C O N TA I N ER



BI‑36F and side-by-side models: To remove, pull forward until the basket stops. Pull the two metal clips located behind the bottom two corners of the basket forward, then lift up and out. Refer to the illustration below. To reinstall, push the drawer slides in. Align the basket with the slides and push back until it stops. Press down on the front of the basket to engage the slides.



BI‑36F and over-and-under models: To remove, pull the container forward until it stops, then lift out.



IMPORTANT NOTE: For models BI-36S, BI-42S, BI-42SID, and BI-42SD, to remove, the freezer basket must be raised and pulled through the opening in the door liner after disengaging.



Side-by-side models: To remove, pull the container forward until it stops, then lift to clear the carrier assembly along the back. Pull forward and out. Refer to the illustration below. Dispenser models: To remove, pull the container out partially, then rotate and pull out. Refer to the illustration below.



Over-and-under models: To remove the upper and lower freezer baskets, lift up and out. Refer to the illustration below. To reinstall, insert the lower basket into the four corner retainers. Position the upper basket onto the side rails and slide back until it clicks.



Side-by-side models



Dispenser models



BI‑36F and side-by-side models Over-and-under models
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O PER AT IO N



Air Purification System The advanced air purification system of Sub-Zero Classic models reduces bacteria, odors, and ethylene gas, which causes premature ripening in fruits and vegetables. The air purification cartridge has been factory installed and is located inside the refrigerator, on the back wall. To initiate air purification, touch PURE AIR on the control panel. The cartridge will last approximately one year. The indicator will flash in the control panel display when the cartridge needs to be replaced. Replacement Sub-Zero air purification cartridges can be ordered online at subzero.com/store. For questions, contact Sub-Zero Customer Care at 800-222-7820. CAUTION The air purification system complies with applicable Federal requirements regarding incidental exposure to ultraviolet light. Lamp contains mercury. Manage in accordance with disposal laws. Visit earth911.com or call 800-222-7820.



A I R PU R I FI C ATI O N C A RTR I D GE R EPLA C E M E N T 1 To



access the air purification cartridge, grasp the outside cover from the bottom and rotate upward. Refer to the illustration below.



2 Grasp



the black cover from the top and rotate downward. The cartridge will pop out and can be removed.



3 Remove



the new cartridge from packaging and insert with the connector pointing downward.



4 Once



in position, close the black cover. Then rotate the outside cover downward until it closes against the back wall.



5 Once



the cartridge has been replaced, touch and hold PURE AIR on the control panel for five seconds to reset. indicator will appear in the control panel display The but not flash.



Air purification cartridge
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O PER AT IO N



Water Filtration System The water filtration system of Sub-Zero Classic models supplies filtered water to the ice maker and water dispenser (dispenser models) to produce great-tasting water and ice. IMPORTANT NOTE: When using the water filtration system for the first time and after filter replacement, it is necessary to clear any air from the system and allow the filter to assist in cleaning the water lines. For non-dispenser models, discard the first two full containers of ice. For dispenser models, dispense several glasses of water for a period of two minutes.



If the water filtration system will not be used, it can be placed in water filter bypass mode by removing the filter. The filter is rated for 750 gallons (2839 L) or one year, whichindicator will illuminate in the ever comes first. The control panel display when the filter needs to be replaced.



WATER FI LTER R EPLA C EMEN T 1 To



access the water filter, pull out on the bottom edge of the grille assembly and rotate upward.



2 To



remove the old filter, rotate counterclockwise onequarter turn, then pull out. Refer to the illustration below. It is normal for a small amount of water to drip when the filter is removed. It should be wiped up with a paper towel or cloth.



3 Remove



the new filter from packaging and remove the plastic cap.



4 Insert



the new filter into the manifold and turn clockwise.



5 Once



the new filter has been installed, press and hold the water filter reset button for five seconds to reset. Refer to the illustration below.



Replacement Sub-Zero water filters can be ordered online at subzero.com/store. For questions, contact Sub-Zero Customer Care at 800-222-7820.



WATER FILTER RESET BUTTON WATER FILTER



WATER FILTER



Water filter removal



Water filter location
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O PER AT IO N



Ice Maker Operation



Ice and Water Dispenser



To initiate ice production, touch ICE MAKER on the control panel. After initial start-up, discard the first few batches of ice. The ice may contain impurities from new plumbing connections.



The first time the water dispenser is used, purge the water system and storage tank for three minutes. This will clear any air in the system, along with impurities from new plumbing connections.



The ice maker will cycle every two hours. If ice is not used regularly it may fuse together. To avoid, discard ice and allow ice maker to replenish.



Initially, for water to dispense properly, press and hold WATER or the water dispenser button until water flows from the dispenser. It may need to be pressed for 60 seconds for water to fill the internal reservoir tank.



Sabbath



The chilled water reservoir tank holds approximately 40 oz (1.2 L) of filtered water. It may take several hours to chill the water to refrigerator temperature during the original fill and after a large amount of water is dispensed.



This appliance is certified by Star-K to meet strict religious regulations in conjunction with specific instructions found on www.star-k.org. To initiate Sabbath mode, while the unit is on, touch POWER on the control panel. “OFF” appears in the control panel display. Touch and hold POWER for 10 seconds until “SAb” appears in the display indicating Sabbath mode has been initiated. Lights, ice maker, door alarm, and dispenser (if applicable) will be disabled. To return to normal operating conditions, touch POWER.
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CAUTION Limit continuous ice and water dispenser operation to seven minutes or less.



O PER AT IO N



Ice and Water Dispenser I N T ER NAL DIS P E NSE R



EX TER N AL D I S P EN S ER



For models BI-42SID and BI-48SID, the internal ice and water dispenser is designed to accommodate a 16-oz (.5 L) pint glass. Larger containers may be used but may compromise the effectiveness of the dispenser. Drops of water may collect in the removable water grille located directly below the dispenser. Refer to the illustration below.



Drops of water may collect in the removable water grille. This is not a drain. Do not pour water into the water grille.



FUNCTION



ICE



Press and hold to dispense ice.



WATER



Press and hold to dispense water.



For models with an internal water only dispenser, the dispenser is located inside the refrigerator on the left wall. Press a glass against the dispenser to activate water flow. Water flow will stop when the glass is pulled away. Refer to the illustration below.



For large quantities of ice, a bulk ice dispenser is located inside the refrigerator. Refer to the illustrations below. FUNCTION



LIGHT



Press to cycle through lighting options; lights off, lights on, and control panel lights only.



ICE



Press and hold to dispense ice.



WATER



Press and hold to dispense water.



LOCK



Press and hold for 3 seconds to activate or deactivate the dispenser lock. The lock indicator will be illuminated when dispenser is locked.



BULK ICE



Press and hold to dispense large quantities of ice.



WATER



ICE



BULK ICE



WATER DISPENSER WATER GRILLE



Internal ice and water dispenser



TRAY



GRILLE



Internal water dispenser



Removable water grille



Bulk ice dispenser
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C A R E R ECO MMENDATIONS



Interior Lighting



Cleaning



For glass door models, accent lighting can be turned on and off by touching LIGHTS on the control panel. The indicator illuminates when accent lighting is activated.



I N TER I O R C LEAN I N G



For over-and-under and side-by-side models, the refrigerator or freezer may be disabled without disrupting the other section. To disable a section, touch POWER. Touch and hold WARMER for the section being disabled, continue to hold and touch POWER. Double dashes will appear in the control panel display. Repeat to turn the section back on. To clean interior surfaces and all removable parts, wash with a mild solution of soap, water, and baking soda. Rinse and dry thoroughly. Avoid getting water on the lights and control panel. CAUTION Do not use vinegar, rubbing alcohol, or other alcoholbased cleaners on any interior surface.



S TA I N LES S S TEEL EX TER I O R



Use a nonabrasive stainless steel cleaner and apply with a soft lint-free cloth. To bring out the natural luster, lightly wipe the surface with a water-dampened microfiber cloth followed by a dry polishing chamois. Always follow the grain of stainless steel.
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C A R E R ECO MMENDATIONS



Cleaning C ONDENS ER CL E ANING



CAUTION Before cleaning the condenser, turn power off at the control panel. Wear gloves to avoid injury from sharp condenser fins.



VAC ATI O N S



For extended vacations, turn power off at the control panel. Empty the unit and block doors open slightly to let fresh air in and keep the interior dry. The water filter should be replaced before start up.



The condenser is located behind the flip-up grille. To access, pull out on the bottom edge of the grille and rotate upward. Use a soft bristle brush and vacuum to remove dust and lint from the condenser. Clean the condenser every three to six months. Refer to the illustration below. IMPORTANT NOTE: To avoid damaging the condenser fins, vacuum in the direction of the fins.



CAUTION Failure to clean the condenser could result in temperature loss, mechanical failure, or damage.



CONDENSER



Condenser location
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T ECHNICAL DATA



Sub-Zero Water Filtration System Data IMPORTANT NOTICE: Read this Performance Data Sheet carefully and compare the capabilities of this unit with your actual water treatment needs. It is recommended that, before purchasing a water treatment unit, you have your water supply tested to determine your actual water treatment needs.



System tested and certified by NSF International against NSF/ANSI Standard 42 and 53 for the reduction of substances listed below.



The concentration of the indicated substances in water entering the system was reduced to a concentration less than or equal to the permissible limit for water leaving the system, as specified in NSF/ANSI 42/53.



Average Influent Concentration



NSF Specified Challenge Concentration



Average % Reduction



Chlorine, Taste & Odor



2.0 mg/L



2.0 mg/L ± 10%



Normal Particulate Class I, ≥0.5 to 99%



Atrazine



0.010 mg/L



0.009 mg/L ± 10%



89.3%



Benzene



0.014 mg/L



0.015 mg/L ± 10%



96.3%



Contaminant Reduction*



Carbofuran Cyst**



Product Water Concentration Average



Max Permissable



NSF Reduction Requirements



NSF Test Report



97.5%



0.05 mg/L



N/A



≥50%



J-00056501



98.9%



143,333 pts/ml



N/A



≥85%



J-00056506
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care and use guide 

The UA Sideline 20 qt. cooler holds up to 24 lbs of ice, giving you plenty of .... contents from passing through lid and/or stopper when closed. Missing, worn or ...
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Use and Care Guide 

except when charging a recharge- able appliance. .... Charging. Before using your shaver for the first time, put it on charge for 24 hours. .... Never press hard.
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USE AND CARE GUIDE 

important. CAUTION indicates a situation where minor injury or product damage may occur if ... Temper atures are preset at 38°F (3°C) and 0°F (-18°C). ICE MAKER Turns power to ice .... Wear gloves to avoid injury from sharp condenser fins.
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use and care guide 

ADVERTENCIA indica peligro de que se produzcan heridas graves o .... La acumulaciÃ³n de presiÃ³n puede hacer que el recipiente .... Al cocinar por inducciÃ³n, la electricidad fluye a travÃ©s de ... con agua caliente y un detergente suave antes de uti
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USE AND CARE GUIDE 

Sub-Zero fournit de l'eau filtrÃ©e Ã  la machine Ã  glaÃ§ons pour produire des glaÃ§ons qui ... rage d'appoint peut Ãªtre allumÃ© ou Ã©teint en appuyant sur. LIGHT sur le ...
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use and care guide 

subzero.com | 5. Column all refrigerator. 6. 3. 14. 7. 11. Tall combination. 2. 1. 5. 4. Drawer all ... 6 | Sub-Zero Customer Care 800.222.7820. Interactive Control ...
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USE AND CARE GUIDE 

can result in death or serious burns to children or ... property damage, personal injury or death. ..... This appliance is certified by Star-K to meet strict religious.
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Use and Care Guide 

By registering your new RemingtonÂ® product, you will receive these important benefits: Proof of Ownership .... especially along the neck and chin line. â–¡ Do not ...
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use and care guide 

Sub-Zero Customer Care at 800-222-7820. CAUTION ...... toutes les piÃ¨ces et la main d'Å“uvre pour rÃ©parer ou remplacer, selon un usage rÃ©sidentiel normal,.
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Use and Care Guide 

Pivot & Flex Technology with Titanium. Power System. Cordless â€“ shaver can only be used without the power cord. Cord/Cordless â€“ shaver can be used with or ...
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USE AND CARE GUIDE 

Smother the flame or use a dry chemical or foam-type ... A power level indicator for the heating element displays the ... When the heating element is activated,.
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Use and Care Guide 

heated beyond ideal temperatures very quickly in a microwave oven. Temperatures can climb high enough for the cooking oils to reach their respective flash ...
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Use and Care Guide 

BAKE or LOCK may flash rapidly in the display to alert you if there is an error or a ...... rÃ©glage prÃ©Ã©tabli pour le mijotage et la fusion qui ne nÃ©cessite que.
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Use and Care Guide 

N'utilisez pas cet appareil si les têtes ou les couteaux sont endommagés ou brisés, car .... Retournez votre produit accompagné du reçu de caisse avec vos nom ...










 


[image: alt]





Use and Care Guide 

irritation. This would be especially noticeable when you apply moisturizing lotion. â–¡ Pulling: When the cutters wear you may feel a sense of pulling and a loss of.
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Use and Care Guide 

Caulking gun and weatherproof caulking compound. Parts Supplied. â–¡ ...... Frequently remove and clean the filter(s) in the retractable section of the downdraft ...
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USE AND CARE GUIDE 

To initiate Sabbath mode, while the unit is on, touch POWER ..... For five years from the date of original installation, this Sub-Zero product warranty covers all ...
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use and care guide - DOCUMENTOP.COM 

fuel burning equipment to prevent back drafting. â€¢ Follow the heating .... CONTROL MODULE. 1. To activate the downdraft, press the UP/DOWN button. The downdraft chimney will elevate and the blower will turn on automatically to low speed. Refer to t
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Use, Care, and Installation Guide 

To reduce risk of fire and to properly exhaust air outside - Do not vent exhaust air .... Side. Back. Top. 21â€�. 13 1/2â€�. 13 1/8â€� recirculating opening. 8 1/4â€� - 10 1/4â€� ...... Pour commander des piÃ¨ces, visitez-nous en ligne au www.zephyro
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Use and Care Guide-W11103355 

When using electrical appliances basic safety precautions should be ...... ARE LIMITED TO TEN YEARS OR THE SHORTEST PERIOD ALLOWED BY LAW.
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Use, Care, and Installation Guide 

FITNESS FOR A PARTICULAR PURPOSE. Some states or provinces do not allow limitations on the duration of an implied warranty or the exclusion or limitation ...Termes manquantsÂ :
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Use and Care Guide - ShaverOutlet.com 

PIÈCES DU RASOIR. 1. Assemblage .... des rasoirs au début de ce manuel pour trouver le numéro de pièces de rechange ... Gardez sa mécanique à l'état neuf!
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Use, Care, and Installation Guide 

Don't leave hood unattended when cooking. h. Always use ... NEVER place a switch where it can be reached from a tub or shower. f. Make sure the ..... For personal safety, remove house fuse or open circuit breaker before beginning installation. Do not
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Use, Care, and Installation Guide 

Sufficient air is needed for power combustion and exhausting of gases through the .ue (chimney) ... Hoods with Zephyr's proprietary Air.ow Control Technology.
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